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CHAPTER 1 

PART 1: INTRODUCTION TO 

THE FUNCTIONS OF A COMPUTER 



This chapter introduces certain basic computer con- 
cepts. It provides background information and definitions 
which will be useful in later chapters of this manual. Those 
already familiar with computers may skip this material, at 
their option. 

A TYPICAL COMPUTER SYSTEM 

A typical digital computer consists of: 

a) A central processor unit (CPU) 

b) A memory 

c) Input/output (I/O) ports 

The memory serves as a place to store Instructions, 
the coded pieces of information that direct the activities of 
the CPU, and Data, the coded pieces of information that are 
processed by the CPU. A group of logically related instruc- 
tions stored in memory is referred to as a Program. The CPU 
"reads" each instruction from memory in a logically deter- 
mined sequence, and uses it to initiate processing actions. 
If the program sequence is coherent and logical, processing 
the program will produce intelligible and useful results. 

The memory is also used to store the data to be manip- 
ulated, as well as the instructions that direct that manipu- 
lation. The program must be organized such that the CPU 
does not read a non-instruction word when it expects to 
see an instruction. The CPU can rapidly access any data 
stored in memory; but often the memory is not large enough 
to store the entire data bank required for a particular appli- 
cation. The problem can be resolved by providing the com- 
puter with one or more Input Ports. The CPU can address 
these ports and input the data contained there. The addition 
of input ports enables the computer to receive information 
from external equipment (such as a paper tape reader or 
floppy disk) at high rates of speed and in large volumes. 

A computer also requires one or more Output Ports 
that permit the CPU to communicate the result of its pro- 
cessing to the outside world. The output may go to a dis- 
play, for use by a human operator, to a peripheral device 
that produces "hard-copy," such as a line-printer, to a 



peripheral storage device, such as a floppy disk unit, or the 
output may constitute process control signals that direct the 
operations of another system, such as an automated assembly 
line. Like input ports, output ports are addressable. The 
input and output ports together permit the processor to 
communicate with the outside world. 

The CPU unifies the system. It controls the functions 
performed by the other components. The CPU must be able 
to fetch instructions from memory, decode their binary 
contents and execute them. It must also be able to reference 
memory and I/O ports as necessary in the execution of in- 
structions. In addition, the CPU should be able to recognize 
and respond to certain external control signals, such as 
INTERRUPT and WAIT requests. The functional units 
within a CPU that enable it to perform these functions are 
described below. 

THE ARCHITECTURE OF A CPU 

A typical central processor unit (CPU) consists of the 
following interconnected functional units: 

• Registers 

• Arithmetic/Logic Unit (ALU) 

• Control Circuitry 

Registers are temporary storage units within the CPU. 
Some registers, such as the program counter and instruction 
register, have dedicated uses. Other registers, such as the ac- 
cumulator, are for more general purpose use. 

Accumulator: 

The accumulator usually stores one of the operands 
to be manipulated by the ALU. A typical instruction might 
direct the ALU to add the contents of some other register to 
the contents of the accumulator and store the result in the 
accumulator itself. In general, the accumulator is both a 
source (operand) and a destination (result) register. 

Often a CPU will include a number of additional 
general purpose registers that can be used to store operands 
or intermediate data. The availability of general purpose 



registers eliminates the need to "shuffle" intermediate re- 
sults back and forth between memory and the accumulator, 
thus improving processing speed and efficiency. 

Program Counter (Jumps, Subroutines 
and the Stack): 

The instructions that make up a program are stored 
in the system's memory. The central processor references 
the contents of memory, in order to determine what action 
is appropriate. This means that the processor must know 
which location contains the next instruction. 

Each of the locations in memory is numbered, to dis- 
tinguish it from all other locations in memory. The number 
which identifies a memory location is called its Address. 

The processor maintains a counter which contains the 
address of the next program instruction. This register is 
called the Program Counter. The processor updates the pro- 
gram counter by adding "1" to the counter each time it 
fetches an instruction, so that the program counter is always 
current (pointing to the next instruction). 

The programmer therefore stores his instructions in 
numerically adjacent addresses, so that the lower addresses 
contain the first instructions to be executed and the higher 
addresses contain later instructions. The only time the pro- 
grammer may violate this sequential rule is when an instruc- 
tion in one section of memory is a Jump instruction to 
another section of memory. 

A jump instruction contains the address of the instruc- 
tion which is to follow it. The next instruction may be 
stored in any memory location, as long as the programmed 
jump specifies the correct address. During the execution of 
a jump instruction, the processor replaces the contents of its 
program counter with the address embodied in the Jump. 
Thus, the logical continuity of the program is maintained. 

A special kind of program jump occurs when the stored 
program "Calls" a subroutine. In this kind of jump, the pro- 
cessor is required to "remember" the contents of the pro- 
gram counter at the time that the jump occurs. This enables 
the processor to resume execution of the main program 
when it is finished with the last instruction of the subroutine. 

A Subroutine is a program within a program. Usually 
it is a ge/ieral-purpose set of instructions that must be exe- 
cuted repeatedly in the course of a main program. Routines 
which calculate the square, the sine, or the logarithm of a 
program variable are good examples of functions often 
written as subroutines. Other examples might be programs 
designed for inputting or outputting data to a particular 
peripheral device. 

The processor has a special way of handling sub- 
routines, in order to insure an orderly return to the main 
program. When the processor receives a Call instruction, it 
increments the Program Counter and stores the counter's 
contents in a reserved memory area known as the Stack. 
The Stack thus saves the address of the instruction to be 
executed after the subroutine is completed. Then the pro- 



cessor loads the address specified in the Call into its Pro- 
gram Counter. The next instruction fetched will therefore 
be the first step of the subroutine. 

The last instruction in any subroutine is a Return. Such 
an instruction need specify no address. When the processor 
fetches a Return instruction, it simply replaces the current 
contents of the Program Counter with the address on the 
top of the stack. This causes the processor to resume execu- 
tion of the calling program at the point immediately fbllow- 
ing the original Call Instruction. 

Subroutines are often Nested; that is, one subroutine 
will sometimes call a second subroutine. The second may 
call a third, and so on. This is perfectly acceptable, as long 
as the processor has enough capacity to store the necessary 
return addresses, and the logical provision for doing so. In 
other words, the maximum depth of nesting is determined 
by the depth of the stack itself. If the stack has space for 
storing three return addresses, then three levels of subrou- 
tines may be accommodated. 

Processors have different ways of maintaining stacks. 
Some have facilities for the storage of return addresses built 
into the processor itself. Other processors use a reserved 
area of external memory as the stack and simply maintain a 
Pointer register which contains the address of the most 
recent stack entry. The external stack allows virtually un- 
limited subroutine nesting. In addition, if the processor pro- 
vides instructions that cause the contents of the accumulator 
and other general purpose registers to be "pushed" onto the 
stack or "popped" off the stack via the address stored in the 
stack pointer, multi-level interrupt processing (described 
later in this chapter) is possible. The status of the processor 
(i.e., the contents of all the registers) can be saved in the 
stack when an interrupt is accepted and then restored after 
the interrupt has been serviced. This ability to save the pro- 
cessor's status at any given time is possible even if an inter- 
rupt service routine, itself, is interrupted. 



Instruction Register and Decoder: 

Every computer has a Word Length that is characteris- 
tic of that machine. A computer's word length is usually 
determined by the size of its internal storage elements and 
interconnecting paths (referred to as Busses); for example, 
a computer whose registers and busses can store and trans- 
fer 8 bits of information has a characteristic word length of 
8-bits and is referred to as an 8-bit parallel processor. An 
eight-bit parallel processor generally finds it most efficient 
to deal with eight-bit binary fields, and the memory asso- 
ciated with such a processor is therefore organized to store 
eight bits in each addressable memory location. Data and 
instructions are stored in memory as eight-bit binary num- 
bers, or as numbers that are integral multiples of eight bits: 
16 bits, 24 bits, and so on. This characteristic eight-bit field 
is often referred to as a Byte. 

Each operation that the processor can perform is 
identified by a unique byte of data known as an Instruction 



Code or Operation Code. An eight-bit word used as an in- 
struction code can distinguish between 256 alternative 
actions, more than adequate for most processors. 

The processor fetches an instruction in two distinct 
operations. First, the processor transmits the address in its 
Program Counter to the memory. Then the memory returns 
the addressed byte to the processor. The CPU stores this 
instruction byte in a register known as the Instruction 
Register, and uses it to direct activities during the remainder 
of the instruction execution. 

The mechanism by which the processor translates an 
instruction code into specific processing actions requires 
more elaboration than we can here afford. The concept, 
however, should be intuitively clear to any logic designer. 
The eight bits stored in the instruction register can be de- 
coded and used to selectively activate one of a number of 
output lines, in this case up to 256 lines. Each line repre- 
sents a set of activities associated with execution of a par- 
ticular instruction code. The enabled line can be combined 
with selected timing pulses, to develop electrical signals that 
can then be used to initiate specific actions. This transla- 
tion of code into action is performed by the Instruction 
Decoder and by the associated control circuitry. 

An eight-bit instruction code is often sufficient to 
specify a particular processing action. There are times, how- 
ever, when execution of the instruction requires more infor- 
mation than eight bits can convey. 

One example of this is when the instruction refer- 
ences a memory location. The basic instruction code iden- 
tifies the operation to be performed, but cannot specify 
the object address as well. In a case like this, a two- or three- 
byte instruction must be used. Successive instruction bytes 
are stored in sequentially adjacent memory locations, and 
the processor performs two or three fetches in succession to 
obtain the full instruction. The first byte retrieved from 
memory is placed in the processor's instruction register, and 
subsequent bytes are placed in temporary storage; the pro- 
cessor then proceeds with the execution phase. Such an 
instruction is referred to as Variable Length. 

Address Register (s): 

A CPU may use a register or register-pair to hold the 
address of a memory location that is to be accessed for 
data. If the address register is Programmable, (i.e., if there 
are instructions that allow the programmer to alter the 
contents of the register) the program can "build" an ad- 
dress in the address register prior to executing a Memory 
Reference instruction (i.e., an instruction that reads data 
from memory, writes data to memory or operates on data 
stored in memory). 

Arithmetic/Logic Unit (ALU): 

All processors contain an arithmetic/logic unit, which 
is often referred to simply as the ALU. The ALU, as its 
name implies, is that portion of the CPU hardware which 



performs the arithmetic and logical operations on the binary 
data. 

The ALU must contain an Adder which is capable of 
combining the contents of two registers in accordance with 
the logic of binary arithmetic. This provision permits the 
processor to perform arithmetic manipulations on the data 
it obtains from memory and from its other inputs. 

Using only the basic adder a capable programmer can 
write routines which will subtract, multiply and divide, giv- 
ing the machine complete arithmetic capabilities. In practice, 
however, most ALUs provide other built-in functions, in- 
cluding hardware subtraction, boolean logic operations, and 
shift capabilities. 

The ALU contains Flag Bits which specify certain 
conditions that arise in the course of arithmetic and logical 
manipulations. Flags typically include Carry, Zero, Sign, and 
Parity. It is possible to program jumps which are condi- 
tionally dependent on the status of one or more flags. Thus, 
for example, the program may be designed to jump to a 
special routine if the carry bit is set following an addition 
instruction. 

Control Circuitry: 

The control circuitry is the primary functional unit 
within a. CPU. Using clock inputs, the control circuitry 
maintains the proper sequence of events required for any 
processing task. After an instruction is fetched and decoded, 
the control circuitry issues the appropriate signals (to units 
both internal and external to the CPU) for initiating the 
proper processing action. Often the control circuitry will be 
capable of responding to external signals, such as an inter- 
rupt or wait request. An Interrupt request will cause the 
control circuitry to temporarily interrupt main program 
execution, jump to a special routine to service the interrupt- 
ing device, then automatically return to the main program. 
A Wait request is often issued by a memory or I/O element 
that operates slower than the CPU. The control circuitry 
will idle the CPU until the memory or I/O port is ready with 
the data. 



COMPUTER OPERATIONS 

There are certain operations that are basic to almost 
any computer. A sound understanding of these basic opera- 
tions is a necessary prerequisite to examining the specific 
operations of a particular computer. 

Timing: 

The activities of the central processor are cyclical. The 
processor fetches an instruction, performs the operations 
required, fetches the next instruction, and so on. This 
orderly sequence of events requires precise timing, and the 
CPU therefore requires a free running oscillator clock which 
furnishes the reference for all processor actions. The com- 
bined fetch and execution of a single instruction is referred 
to as an Instruction Cycle. The portion of a cycle identified 
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with a clearly defined activity is called a State. And the inter- 
val between pulses of the timing oscillator is referred to as a 
Clock Period. As a general rule, one or more clock periods 
are necessary for the completion of a state, and there are 
several states in a cycle. 

Instruction Fetch: 

The first state(s) of any instruction cycle will be 
dedicated to fetching the next instruction. The CPU issues a 
read signal and the contents of the program counter are sent 
to memory, which responds by returning the next instruc- 
tion word. The first byte of the instruction is placed in the 
instruction register. If the instruction consists of more than 
one byte, additional states are required to fetch each byte 
of the instruction. When the entire instruction is present in 
the CPU, the program counter is incremented (in prepara- 
tion for the next instruction fetch) and the instruction is 
decoded. The operation specified in the instruction will be 
executed in the remaining states of the instruction cycle. 
The instruction may call for a memory read or write, an 
input or output and/or an internal CPU operation, such as 
a register-to-register transfer or an add-registers operation. 

Memory Read: 

An instruction fetch is merely a special memory read 
operation that brings the instruction to the CPU's instruc- 
tion register. The instruction fetched may then call for data 
to be read from memory into the CPU. The CPU again issues 
a read signal and sends the proper memory address; memory 
responds by returning the requested word. The data re- 
ceived is placed in the accumulator or one of the other gen- 
eral purpose registers (not the instruction register). 

Memory Write: 

A memory write operation is similar to a read except 
for the direction of data flow. The CPU issues a write 
signal, sends the proper memory address, then sends the data 
word to be written into the addressed memory location. 

Wait (memory synchronization): 

As previously stated, the activities of the processor 
are timed by a master clock oscillator. The clock period 
determines the timing of all processing activity. 

The speed of the processing cycle, however, is limited 
by the memory's Access Time. Once the processor has sent a 
read address to memory, it cannot proceed until the memory 
has had time to respond. Most memories are capable of 
responding much faster than the processing cycle requires. 
A few, however, cannot supply the addressed byte within 
the minimum time established by the processor's clock. 

Therefore a processor should contain a synchroniza- 
tion provision, which permits the memory to request a Wait 
state. When the memory receives a read or write enable sig- 
nal, it places a request signal on the processor's READY fine, 
causing the CPU to idle temporarily. After the memory has 



had time to respond, it frees the processor's READY line, 
and the instruction cycle proceeds. 

Input/Output: 

Input and Output operations are similar to memory 
read and write operations with the exception that a peri- 
pheral I/O device is addressed instead of a memory location. 
The CPU issues the appropriate input or output control 
signal, sends the proper device address and either receives 
the data being input or sends the data to be output. 

Data can be input/output in either parallel or serial 
form. All data within a digital computer is represented in 
binary coded form. A binary data word consists of a group 
of bits; each bit is either a one or a zero. Parallel I/O con- 
sists of transferring all bits in the word at the same time, 
one bit per line. Serial I/O consists of transferring one bit 
at a time on a single line. Naturally serial I/O is much 
slower, but it requires considerably less hardware than does 
parallel I/O. 

Interrupts: 

Interrupt provisions are included on many central 
processors, as a means of improving the processor's effi- 
ciency. Consider the case of a computer that is processing a 
large volume of data, portions of which are to be output 
to a printer. The CPU can output a byte of data within a 
single machine cycle but it may take the printer the equiva- 
lent of many machine cycles to actually print the character 
specified by the data byte. The CPU could then remain idle 
waiting until the printer can accept the next data byte. If 
an interrupt capability is implemented on the computer, the 
CPU can output a data byte then return to data processing. 
When the printer is ready to accept the next data byte, it 
can request an interrupt. When the CPU acknowledges the 
interrupt, it suspends main program execution and auto- 
matically branches to a routine that will output the next 
data byte. After the byte is output, the CPU continues 
with main program execution. Note that this is, in principle, 
quite similar to a subroutine call, except that the jump is 
initiated externally rather than by the program. 

More complex interrupt structures are possible, in 
which several interrupting devices share the same processor 
but have different priority levels. Interruptive processing is 
an important feature that enables maximum untilization of 
a processor's capacity for high system throughput. 

Hold: 

Another important feature that improves the through- 
put of a processor is the Hold. The hold provision enables 
Direct Memory Access (DMA) operations. 

Inordinary input and output operations, the processor 
itself supervises the entire data transfer. Information to be 
placed in memory is transferred from the input device to the 
processor, and then from the processor to the designated 
memory location. In similar fashion, information that goes 



from memory to output devices goes by way of the 
processor. 

Some peripheral devices, however, are capable of 
transferring information to and from memory much faster 
than the processor itself can accomplish the transfer. If any 
appreciable quantity of data must be transferred to or from 
such a device, then system throughput will be increased by 



having the device accomplish the transfer directly. The pro- 
cessor must temporarily suspend its operation during such a 
transfer, to prevent conflicts that would arise if processor 
and peripheral device attempted to access memory simul- 
taneously. It is for this reason that a hold provision is in- 
cluded on some processors. 
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THE MCS-85™ MICROCOMPUTER 
SYSTEM 

The basic philosophy behind the MCS-85 
microcomputer system is one of logical, evolu- 
tionary advance in technology without the 
waste of discarding existing investments in 
hardware and software. The MCS-85 provides 
the existing 8080 user with an increase in per- 
formance, a decrease in the component count, 
operation from a single 5-Volt power supply, and 
still preserves 100% of his existing software in- 
vestment. For the new microcomputer user, the 
MCS-85 represents the refinement of the most 
popular microcomputer in the industry, the Intel 
8080, along with a wealth of supporting soft- 
ware, documentation and peripheral com- 
ponents to speed the cycle from prototype to 
production. The same development tools that 
Intel has produced to support the 8080 
microcomputer system can be used for the 
MCS-85, and additional add-on features are 
available to optimize system development for 
MCS-85. 

This section of the MCS-80/85 User's Manual 
will briefly detail the basic differences between 
the MCS-85 and MCS-80 families. It will illus- 
trate both the hardware and software compati- 
bilities and also reveal some of the engineering 
trade-offs that were met during the design of 
the MCS-85. More detailed discussion of the 
MCS-85 bus operation and component 
specifications are available in Chapters: 2, 3, 4, 
and 5. The information provided in Chapter 1 
will be helpful in understanding the basic con- 
cepts and philosophies behind the MCS-85. 

EVOLUTION 

In December 1971, Intel introduced the first 
general purpose, 8-bit microprocessor, the 
8008. It was implemented in P-channel MOS 
technology and was packaged in a single 18 
pin, dual in-line package (DIP). The 8008 used 
standard semiconductor ROM and RAM and, 
for the most part, TTL components for I/O and 
general interface. It immediately found applica- 
tions in byte-oriented end products such as ter- 
minals and computer peripherals where its in- 
struction execution (20 micro-seconds), general 
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purpose organization and instruction set 
matched the requirements of these products. 
Recognizing that hardware was but a small part 
in the overall system picture, Intel developed 
both hardware and software tools for the 
design engineer so that the transition from pro- 
totype to production would be as simple and 
fast as possible. The commitment of providing 
a total systems approach with the 8008 micro- 
computer system was actually the basis for the 
sophisticated, comprehensive development 
tools that Intel has available today. 



THE 8080A MICROPROCESSOR 

With the advent of high-production N-channel 
RAM memories and 40 pin DIP packaging, Intel 
designed the 8080A microprocessor. It was 
designed to be software compatible with the 
8008 so that the existing users of the 8008 could 
preserve their investment in software and at the 
same time provide dramatically increased per- 
formance (2 micro-second instruction execu- 
tion), while reducing the amount of components 
necessary to implement a system. Additions 
were made to the basic instruction set to take 
advantage of this increased performance and 
large system-type features were included on- 
chip such as DMA, 16-bit addressing and exter- 
nal stack memory so that the total spectrum of 
application could be significantly increased. 
The 8080 was first sampled in December 1973. 
Since that time it has become the standard of 
the industry and is accepted as the primary 
building block for more microcomputer based 
applications than all other microcomputer sys- 
tems combined. 
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A TOTAL SYSTEMS COMMITMENT 

The Intel® 8080A Microcomputer System en- 
compasses a total systems commitment to the 
user to fully support his needs both in develop- 
ing prototype systems and reliable, high volume 
production. From complex MOS/LSI peripheral 
components to resident high level systems 
language (PL/M) the Intel® 8080 Microcom- 
puter System provides the most comprehen- 
sive, effective solution to today's system pro- 
blems. 
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SOFTWARE COMPATIBILITY 

As with any computer system the cost of soft- 
ware development far outweighs that of hard- 
ware. A microcomputer-based system is tradi- 
tionally a very cost-sensitive application and 
the development of software is one of the key 
areas where success or failure of the cost ob- 
jectives is vital. 
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The 8085A CPU is 100% software compatible 
with the Intel® 8080A CPU. The compatibility is 
at the object or "machine code" level so that ex- 
isting programs written for 8080A execution will 
run on the 8085A as is. The value of this 
becomes even more evident to the user who has 
mask programmed ROMs and wishes to update 
his system without the need for new masks. 

PROGRAMMER TRAINING 

A cost which is often forgotten is that of pro- 
grammer training. A new, or modified instruc- 
tion set, would require programmers to relearn 
another set of mnemonics and greatly affect 
the productivity during development. The 100% 
compatibility of the 8085A CPU assures that no 
re-training effort will be required. 
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For the new microcomputer user, the software 
compatibility between the 8085A and the 8080A 
means that all of the software development 
tools that are available for the 8080A and all 
software libraries for 8080A will operate with 
the new design and thus save immeasurable 
cost in development and debug. 

The 8085A CPU does however add two instruc- 
tions to initialize and maintain hardware 
features of the 8085A. Two of the unused op- 
codes of the 8080A instruction set were 
designated for the addition so that 100% com- 
patibility could be maintained. 

HARDWARE COMPATIBILITY 

The integration of auxiliary 8080A functions, 
such as clock generation, system control and 
interrupt prioritization, dramatically reduces 
the amount of components necessary for most 
systems. In addition, the MCS-85 operates off a 
single + 5 Volt power supply to further simplify 
hardware development and debug. A close ex- 
amination of the AC/DC specifications of the 
MCS-85 systems components shows that each 
is specified to supply a minimum of 400/*A of 
source current and a full TTL load of sink cur- 
rent so that a very substantial system can be 
constructed without the need for extra TTL buf- 
fers or drivers. Input and output voltage levels 
are also specified so that a minimum of 350mV 
noise margin is provided for reliable, high- 
performance operation. 

PC BOARD CONSIDERATIONS 

The 8085A CPU and the 8080A are not pin- 
compatible due to the reduction in power sup- 
plies and the addition of integrated auxiliary 
features. However, the pinouts of the MCS-85 
system components were carefully assigned to 
minimize PC board area and thus yield a 
smooth, efficient layout. For new designs this 
incompatibility of pinouts presents no pro- 
blems and for upgrades of existing designs the 
reduction of components and board area will 
far offset the incompatibility. 
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MCS-85™ SPECIAL PERIPHERAL 
COMPONENTS 

The MCS-85 was designed to minimize the 
amount of components required for most 
systems. Intel designed several new peripheral 
components that combine memory, I/O and 
timer functions to fulfill this requirement. These 
new peripheral devices directly interface to the 
multiplexed MCS-85 bus structure and provide 
new levels in system integration for today's 
designer. 
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8155/8156 RAM, I/O and Timer 

256 bytes RAM 

Two 8-bit ports 

One 6-bit port (programmable) 

One 14-bit programmable interval timer 

Single +5 Volt supply operation 

40 pin DIP plastic or cerdip package 
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8355 ROM and I/O 
2K bytes ROM 

Two 8-bit ports (direction programmable) 
Single +5 Volt supply operation 
40 pin DIP plastic or cerdip package 
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8755A EPROM and I/O 

Socket compatible with 8355 

2K bytes EPROM 

Two 8-bit ports (direction programmable) 

Single +5 Volt supply read operation 

U.V. Erasable 

40 pin DIP package 

One of the most important advances made with 
the MCS-85 is the socket-compatibility of the 
8355 and 8755A components. This allows the 
systems designer to develop and debug in 
erasable PROM and then, when satisfied, 
switch over to mask-programmed ROM 8355 
with no performance degradation or board 
relayout. It also allows quick prototype produc- 
tion for market impact without going to a com- 
promise solution. 
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SYSTEM EXPANSION 

Each of these peripheral components has 
features that allow a small to medium system 
to be constructed without the addition of buf- 
fers and decoders to maintain the lowest possi- 
ble component count. 
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Figure 1-1. MCS-85™ Basic System 
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INTERFACING TO MCS-80/85™ 
PROGRAMMABLE PERIPHERAL 
COMPONENTS 

The MCS-85 shares with the MCS-80 a wide 
range of peripheral components that solve 
system problems and provide the designer with 
a great deal of flexibility in his I/O, Interrupt and 
DMA structures. The MCS-85 is directly com- 
patible with these peripherals, and, with the ex- 
ception of the 8257-5 DMA controller, needs no 
additional circuitry for their interface in a 
minimum system. The 8257-5 DMA controller 
uses an 8212 latch and some gating to support 
the multiplexed bus of MCS-85. 



PROGRAMMABLE PERIPHERALS 



The list of programmable peripherals for use 
with the 8085A includes: 
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The MCS-80/85 peripheral compatibility assures 
the designer that all new peripheral com- 
ponents from Intel will interface to the MCS-85 
bus structure to further expand the application 
spectrum of MCS-85. 
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INTERFACING TO STANDARD MEMORY 

The MCS-85 was designed to support the full 
range of system configurations from small 3 
chip applications to large memory and I/O ap- 
plications. The 8085A CPU issues advanced 
READ/WRITE status signals (SO, S1, and IO/M) 
so that, in the case of large systems, these 
signals could be used to simplify bus arbitra- 
tion logic and dynamic RAM refresh circuitry. 

In large, memory-intensive systems, standard 
memory devices may provide a more cost- 
effective solution than do the special 8155 and 
8355 devices, especially where few I/O lines are 
required. 

DEMULTIPLEXING THE BUS 

In order to interface standard memory com- 
ponents such as Intel® 2114, 2142, 2716, 2316E, 
2104A and 2117 the MCS-85 bus must be 
"demultiplexed". This is accomplished by con- 
necting an Intel® 8212 latch to the data bus and 
strobing the latch with the ALE signal from the 
8085A CPU. The ALE signal is issued to indicate 
that the multiplexed bus contains the lower 
8-bits of the address. The 8212 latches this in- 
formation so that a full 16-bit address is 
available to interface standard memory com- 
ponents. 

USE OF 8212 

Large, memory intensive systems are usually 
multi-card implementations and require some 
form of TTL buffering to provide necessary cur- 
rent and voltage levels. Frequently, 8212s are 
used for this purpose. The 8212 has the advan- 
tage of being able to latch and demultiplex the 
address bus and provide extra address drive 
capability at the same time. 
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SYSTEM PERFORMANCE 

The true benchmark of any microcomputer- 
based system is the amount of tasks that can 
be performed by the system in a given period of 
time. Increasing speed of CPU instruction ex- 
ecution has been the common approach to in- 
creasing system throughput but this puts a 
greater strain on the memory access require- 
ment and bus operation than is usually prac- 
tical for most applications. A much more 
desirable method would be to distribute the 
task-load to peripheral devices. 

DISTRIBUTED PROCESSING 

The concept of distributed task processing is 
not new to the computer designer, but until 
recently little if any task distribution was 
available to the microcomputer user. The use of 
the nfw programmable MCS-80/85 peripherals 
can relieve the central processor of many of the 
bookkeeping I/O and timing tasks that would 
otherwise have to be handled by system soft- 
ware. 

INSTRUCTION CYCLE/ACCESS TIME 

The basic instruction cycle of the 8085A is 1.3 
microseconds, the same speed as the 8080A-1. 
A close look at the MCS-85 bus operation shows 
that the access requirement for this speed is 
only 575 nanoseconds. The MCS-80 access re- 
quirements for this speed would be under 300 
nanoseconds. This illustrates the efficiency 
and improved timing margins of the MCS-85 bus 
structure. The new 8085A-2, a high-speed 
selected version of the 8085A with a .8 micro- 
second instruction cycle, provides a 60% per- 
formance improvement over the standard 
8085A. 
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CONCLUSIONS: THROUGHPUT/COST 

When a total system throughput/cost analysis 
is taken, the MCS-85 system with its advanced 
processor will yield the most cost-effective, 
reliable and producible system. 
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Functional Description 






CHAPTER 2 
8085A FUNCTIONAL DESCRIPTION 



2.1 WHAT THE 8085A IS 

The 8085A is an 8-bit general-purpose micro- 
processor that is very cost-effective in small 
systems because of its extraordinarily low hard- 
ware overhead requirements. At the same time 
it is capable of accessing up to 64K bytes of 
memory and has status lines for controlling 
large systems. 

2.2 WHAT'S IN THE 8085A 

In the 8085A microprocessor are contained the 
functions of clock generation, system bus con- 
trol, and interrupt priority selection, in addition 
to execution of the instruction set. (See Figure 
2-1.) The 8085A transfers data on an 8-bit, bi- 
directional 3-state bus (AD0-7) which is time- 
multiplexed so as to also transmit the eight 
lower-order address bits. An additional eight 
lines (A 8 -i5) expand the MCS-85 system memory 
addressing capability to 16 bits, thereby allow- 
ing 64K bytes of memory to be accessed direct- 
ly by the CPU. The 8085A CPU (central process- 
ing unit) generates control signals that can be 
used to select appropriate external devices and 



functions to perform READ and WRITE opera- 
tions and also to select memory or I/O ports. 
The 8085A can address up to 256 different I/O 
locations. These addresses have the same 
numerical values (00 through FFH) as the first 
256 memory addresses; they are distinguished 
by means of the IO/M output from the CPU. You 
may also choose to address I/O ports as 
memory locations (i.e., memory-map the I/O, 
Section 3.2). 



2.2.1 Registers 

The 8085A, like the 8080, is provided with inter- 
nal 8-bit registers and 16-bit registers. The 
8085A has eight addressable 8-bit registers. Six 
of them can be used either as 8-bit registers or 
as 16-bit register pairs. Register pairs are 
treated as though they were single, 16-bit 
registers; the high-order byte of a pair is located 
in the first register and the low-order byte is 
located in the second. In addition to the register 
pairs, the 8085A contains two more 16-bit 
registers. 
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FIGURE 2-1 8085A CPU FUNCTIONAL BLOCK DIAGRAM 
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The 8085A's CPU registers are distinguished as 
follows: 

• The accumulator (ACC or A Register) is 
the focus of all of the accumulator in- 
structions (Table 4-1), which include 
arithmetic, logic, load and store, and I/O 
instructions. It is an 8-bit register only. 
(However, see Flags, in this list.) 

• The program counter (PC) always points 
to the memory location of the next in- 
struction to be executed. It always con- 
tains a 16-bit address. 

• General-purpose registers BC, DE, and 
HL may be used as six 8-bit registers or 
as three 16-bit registers, interchangeably, 
depending on the instruction being per- 
formed. HL functions as a data pointer to 
reference memory addresses that are 
either the sources or the destinations in 
a number of instructions. A smaller 
number of instructions can use BC or DE 
for indirect addressing. 

• The stack pointer (SP) is a special data 
pointer that always points to the stack 
top (next available stack address). It is 
an indivisible 16-bit register. 

• The flag register contains five one-bit 
flags, each of which records processor 
status information and may also control 
processor operation. (See following 
paragraph.) 



2.2.2 Flags 

The five flags in the 8085A CPU are shown 
below: 
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The carry flag (CY) is set and reset by arithmetic 
operations. Its status can be directly tested by 
a program. For example, the addition of two 
one-byte numbers can produce an answer that 
does not fit into one byte: 

HEXIDECIMAL BINARY 

AEH 10 10 1110 

+ 74H 1110 10 

122H 10 10 10 

/ 
Carry bit sets carry flag to 1 



An addition operation that results in an 
overflow out of the high-order bit of the ac- 
cumulator sets the carry flag. An addition 
operation that does ndt result in an overflow 
clears the carry flag. (See 8080/8085 Assembly 
Language Programming Manual for further 
details.) The carry flag also acts as a "borrow" 
flag for subtract operations. 

The auxiliary carry flag (AC) indicates overflow 
out of bit 3 of ihe accumulator in the same way 
that the carry flag indicates overflow out of bit 
7. This flag is commonly used in BCD (binary 
coded decimal) arithmetic. 

The sign flag is set to the condition of the most 
significant bit of the accumulator following the 
execution of arithmetic or logic instructions. 
These instructions use bit 7 of data to represent 
the sign of the number contained in the ac- 
cumulator. This permits the manipulation of 
numbers in the range from - 128 to + 127. 

The zero flag is set if the result generated by 
certain instructions is zero. The zero flag is 
cleared if the result is not zero. A result that has 
a carry but has a zero answer byte in the ac- 
cumulator will set both the carry flag and the 
zero flag. For example, 
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Incrementing or decrementing certain CPU 
registers with a zero result will also set the zero 
flag. 

The parity flag (P) is set to 1 if the parity 
(number of 1-bits) of the accumulator is even. If 
odd, it is cleared. 

2.2.3 Stack 

The stack pointer maintains the address of the 
last byte entered into the stack. The stack 
pointer can be initialized to use any portion of 
read-write memory as a stack. The stack pointer 
is decremented each time data is pushed onto 
the stack and is incremented each time data is 
popped off the stack (i.e., the stack grows 
downward in terms of memory address, and the 
stack "top" is the lowest numerical address 
represented in the stack currently in use). Note 
that the stack pointer is always incremented or 
decremented by two bytes since all stack 
,p_perations apply to register pairs. 
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2.2.4 Arithmetic-Logic Unit (ALU) 

The ALU contains the accumulator and the flag 
register (described in Sections 2.2.1 and 2.2.2) 
and some temporary registers that are inac- 
cessible to the programmer. 

Arithmetic, logic, and rotate operations are per- 
formed by the ALU. The results of these opera- 
tions can be deposited in the accumulator, or 
they can be transferred to the internal data bus 
for use elsewhere. 

2.2.5 Instruction Register and Decoder 

During an instruction fetch, the first byte of an 
instruction (containing the opcode) is trans- 
ferred from the internal bus to the 8-bit instruc- 
tion register. (See Figure 2-1.) The contents of 
the instruction register are, in turn, available to 
the instruction decoder. The output of the 
decoder, gated by timing signals, controls the 
registers, ALU, and data and address buffers. 
The outputs of the instruction decoder and in- 
ternal clock generator generate the state and 
machine cycle timing signals. 

2.2.6 Internal Clock Generator 

The 8085A CPU incorporates a complete clock 
generator on its chip, so it requires only the ad- 
dition of a quartz crystal to establish timing for 
its operation. (It will accept an external clock in- 
put at its X 1 input instead, however.) A suitable 
crystal for the standard 8085A must be parallel- 
resonant at a fundamental of 6.25 MHz or less, 
twice the desired internal clock frequency. The 
8085A-2 will operate with crystal of up to 10 
MHz. The functions of the 8085A internal clock 
generator are shown in Figure 2-2. A Schmitt 
trigger is used interchangeably as oscillator or 



as input conditioner, depending upon whether a 
crystal or an external source is used. The clock 
circuitry generates two nonoverlapping internal 
clock signals, fa and <j> 2 (see Figure 2-2). fa and 
<fe control the internal timing of the 8085A and 
are not directly available on the outside of the 
chip. The external pin CLK is a buffered, in- 
verted version of fa. CLK is half the frequency of 
the crystal input signal and may be used for 
clocking other devices in the system. 
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FIGURE 2-3 8085A HARDWARE AND SOFT- 
WARE RST BRANCH LOCATIONS 




'EXTERNAL CAPACITORS REQUIRED ONLY FOR CRYSTAL FREQUENCIES 34MHz. 



FIGURE 2-2 8085A CLOCK LOGIC 



2.2.7 Interrupts 

The five hardware interrupt inputs provided in 
the 8085A are of three types. INTR is identical 
with the 8080A INT line in function; i.e., it is 
maskable (can be enabled or disabled by El or 
Dl software instructions), and causes the CPU 
to fetch in an RST instruction, externally placed 
on the data bus, which vectors a branch to any 
one of eight fixed memory locations (Restart ad- 
dresses). (See Figure 2-3.) INTR can also be 
controlled by the 8259 programmable interrupt 
controller, which generates CALL instructions 
instead of RSTs, and can thus vector operation 
of the CPU to a preprogrammed subroutine 
located anywhere in your system's memory 
map. The RST 5.5, RST 6.5, and RST 7.5 hard- 
ware interrupts are different in function in that 
they are maskable through the use of the SIM 
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instruction, which enables or disables these in- 
terrupts by clearing or setting corresponding 
mask flags based on data in the accumulator. 
(See Figure 2-4.) You may read the status of the 
interrupt mask previously set by peforming a 
RIM instruction. Its execution loads into the ac- 
cumulator the following information. (See 
Figure 2-5.) 

• Current interrupt mask status for the 
RST 5.5, 6.5, and 7.5 hardware status. 

• Current interrupt enable flag status (ex- 
cept that immediately following TRAP, 
the IE flag status preceding that inter- 
rupt is loaded). 

• RST 5.5, 6.5, and 7.5 interrupts pending. 



RST 5.5, 6.5, and 7.5 are also subject to being 
enabled or disabled by the El and Dl instruc- 
tions, respectively. INTR, RST 5.5, and RST 6.5 
are level-sensitive, meaning that these inputs 
may be acknowledged by the processor when 
they are held at a high level. RST 7.5 is edge- 
sensitive, meaning that an internal flip-flop in 
the 8085A registers the occurrence of an inter- 
rupt the instant a rising edge appears on the 
RST 7.5 input line. This input need not be held 
high; the flip-flop will remain set until it is 
cleared by one of three possible actions: 

• The 8085A responds to the interrupt, 
and sends an internal reset signal to the 
RST 7.5 flip-flop. (See Figure 2-6A.) 
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FIGURE 2-6A RST 7.5 FLIP FLOP 



FIGURE 2-4 INTERRUPT MASKS SET USING 
SIM INSTRUCTION 
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(OPCODE = 20) 

CONTENTS OF ACCUMULATOR AFTER EXECUTING RIM: 
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FIGURE 2-6B TRAP INTERRUPT INPUTS 
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FIGURE 2-5 RIM — READ INTERRUPT MASK 



FIGURE 2-6 RST 7.5 AND TRAP INTERRUPT 
INPUTS 
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• The 8085A, before respo nding to th e RST 
7.5 interrupt, receives a RESET IN signal 
from an external source; this also ac- 
tivates the internal reset. 



terrupt mask) and SIM (set interrupt mask) in- 
struction listings. Interrupt functions and their 
priorities are shown in the table that follows. 



• The 8085A executes a SIM instruction, 
with accumulator bit 4 previously set to 
1. (See Figure 2-4.) 

The third type of hardware interrupt is TRAP. 
This input is not subject to any mask or inter- 
rupt enable/disable instruction. The receipt of a 
positive-going edge on the TRAP input triggers 
the processor's hardware interrupt sequence, 
but the pulse must be held high until 
acknowledged internally (see Figure 2-6B). 

The sampling of all interrupts occurs on the 
descending edge of CLK, one cycle before the 
end of the instruction in which the interrupt in- 
put is activated. To be recognized, a valid inter- 
rupt must occur at least 160 ns before sampling 
time in the 8085A, or 150 ns in the 8085A-2. This 
means that to guarantee being recognized, RST 
5.5 and 6.5 and TRAP need to be held on for at 
least 17 clock states plus 160 ns (150 for 
8085A-2), assuming that the interrupt might ar- 
rive just barely too late to be acknowledged dur- 
ing a particular instruction, and that the follow- 
ing instruction might be an 18-state CALL. This 
timing assumes no WAIT or HOLD cycles are 
used. 

The way interrupt masks are set and read is 
described in Chapter 4 under the RIM (read in- 



Name Priority 



Address (1) T 

Branched to tJiVw.*, 

when inter- Tr,flfler 
rupt occurs 



TRAP 

RST 7.5 
RST 6.5 

RST 5.5 

INTR 



24H 

3CH 
34H 

2CH 
(2) 



Rising edge 
AND high 
level until 
sampled 
Rising edge 
(latched) 

High level 
until sam- 
pled 

High level 
until sam- 
pled 

High level 
until sam- 
pled 



NOTES: 

(1) In the case of TRAP and RST 5.5-7.5, the 
contents of the Program Counter are 
pushed onto the stack before the branch 
occurs. 

(2) Depends on the instruction that is pro- 
vided to the 8085A by the 8259 or other 
circuitry when the interrupt is acknowl- 
edged. 



2.2.8 Serial Input and Output 

The SID and SOD pins help to minimize chip 
count in small systems by providing for easy in- 
terface to a serial port using software for timing 
and for coding and decoding of the data. Each 
time a RIM instruction is executed, the status of 
the SID pin is read into bit 7 of the accumulator. 
RIM is thus a dual-purpose instruction. (See 
Chapter 4.) In similar fashion, SIM is used to 
latch bit 7 of the accumulator out to the SOD 
output via an internal flip-flop, providing that bit 
6 of the accumulator is set to 1. (See Figure 2-7.) 
Section 2.3.8 describes SID and SOD timing. 
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SID can also be used as a general purpose 
TEST input and SOD can serve as a one-bit con- 
trol output. 



FIGURE 2-7 EFFECT OF RIM AND SIM 
INSTRUCTIONS ON SERIAL DATA LINES 
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2.3 HOW THE MCS-85 SYSTEM WORKS 



The 8085A CPU generates signals that tell 
peripheral devices what type of information is 
on the multiplexed Address/Data bus and from 
that point on the operation is almost identical 
to the MCS-80™ CPU Group. A multiplexed bus 
structure was chosen because it freed device 
pins so that more functions could be integrated 
on the 8085A and other components of the fami- 
ly. The multiplexed bus is designed to allow 
complete compatibility to existing peripheral 



components with improved timing margins and 
access requirements. (See Figure 2-8.) 

To enhance the system integration of MCS-85, 
several special components with combined 
memory and I/O were designed. These new 
devices directly interface to the multiplexed 
bus of the 8085A. The pin locations of the 8085A 
and the special peripheral components are 
assigned to minimize PC board area and to 
allow for efficient layout. The details on 
peripheral components are contained in subse- 
quent paragraphs of this chapter and in 
Chapters 5 and 6. 
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FIGURE 2-8B MCS-85™ CPU/8085A (MCS-80 COMPATIBLE 
FUNCTIONS) 
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FIGURE 2-8C MULTIPLEXED BUS TIMING 



FIGURE 2-8 BASIC CPU FUNCTIONS 
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2.3.1 Multiplexed Bus Cycle Timing 

The execution of any 8085A program consists 
of a sequence of READ and WRITE operations, 
of which each transfers a byte of data between 
the 8085A and a particular memory or I/O ad- 
dress. These READ and WRITE operations are 
the only communication between the processor 
and the other components, and are all that is 
necessary to execute any instruction or pro- 
gram. 

Each READ or WRITE operation of the 8085A is 
referred to as a machine cycle. The execution of 
each instruction by the 8085A consists of a se- 
quence of from one to five machine cycles, and 
each machine cycle consists of a minimum of 
from three to six clock cycles (also referred to 
as T states). Consider the case of the Store Ac- 
cumulator Direct (STA) instruction, shown in 
Figure 2-9. The STA instruction causes the con- 
tents of the accumulator to be stored at the 
direct address specified in the second and third 
bytes of the instruction. During the first 
machine cycle (M^, the CPU puts the contents 
of the program counter (PC) on the address bus 
and performs a MEMORY READ cycle to read 
from memory the opcode of the next instruction 
(STA). The M^ machine cycle is also referred to 
as the OPCODE FETCH cycle, since it fetches 
the operation code of the next instruction. In 
the fourth clock cycle (T 4 ) of M 1f the CPU inter- 
prets the data read in and recognizes it as the 
opcode of the STA instruction. At this point the 



CPU knows that it must do three more machine 
cycles (two MEMORY READs and one MEMORY 
WRITE) to complete the instruction. 

The 8085A then increments the program 
counter so that it points to the next byte of the 
instruction and performs a MEMORY READ 
machine cycle (M 2 ) at address (PC + 1). The ac- 
cessed memory places the addressed data on 
the data bus for the CPU. The 8085A temporarily 
stores this data (which is the low-order byte of 
the direct address) internally in the CPU. The 
8085A again increments the program counter to 
location (PC + 2) and reads from memory (M 3 ) 
the next byte of data, which is the high- 
order byte of the direct address. 

At this point, the 8085A has accessed all three 
bytes of the STA instruction, which it must now 
execute. The execution consists of placing the 
data accessed in M 2 and M 3 on the address bus, 
then placing the contents of the accumulator 
on the data bus, and then performing a 
MEMORY WRITE machine cycle (M 4 ). When M 4 
is finished, the CPU will fetch (M^ the first byte 
of the next instruction and continue from there. 



State Transition Sequence 

As the preceding example shows, the execution 
of an instruction consists of a series of 
machine cycles whose nature and sequence is 
determined by the opcode accessed in the M-i 
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FIGURE 2-9 CPU TIMING FOR STORE ACCUMULATOR DIRECT (STA) INSTRUCTION 
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FIGURE 2-10 8085A MACHINE CYCLE CHART 



machine cycle. While no one instruction cycle 
will consist of more than five machine cycles, 
every machine cycle will be one of the seven 
types listed in Figure 2-10. These seven types of 
machine cycles can be differentiated by the 
state of the three status lines (IO/M, S , an d S^ 
and the three control signals (RD, WR, and 
INTA). 

Most machine cycles consist of three T states, 
(cycles of the CLK output) with the exception of 
OPCODE FETCH, which normally has either 
four or six T states. The actual number of states 
required to perform any instruction depends on 
the instruction being executed, the particular 
machine cycle within the instruction cycle, and 
the number of WAIT and HOLD states inserted 
into each machine cycle through the use of the 
READY and HOLD inputs of the 8085A. The 
state transition diagram in Figure 2-11 il- 
lustrates how the 8085A proceeds in the course 
of a machine cycle. The state of various status 
and control signals, as well as the system 
buses, is shown in Figure 2-12 for each of the 
ten possible T states that the processor can be 
in. 

Figure 2-1 1 also shows when the READY, HOLD, 
and interrupt signals are sampled, and how 
they modify the basic instruction sequence (T r 
T 6 and T WA | T ). As we shall see, the timings for 
each of the seven types of machine cycles are 
almost identical. 



OPCODE FETCH (OF): 

The OPCODE FETCH (OF) machine cycle is 
unique in that it has more than three clock 
cycles. This is because the CPU must interpret 
the opcode accessed in T^ T 2 , and T 3 before it 
can decide what to do next. 




NOTE: SYMBOL DEFINITION 



© 

<3> 



= CPU STATE T„ . ALL CPU STATE TRANSITIONS OCCUR 
ON THE FALLING EDGE OF CLK. 

= A DECISION (X) THAT DETERMINES WHICH OF SEVERAL 
ALTERNATIVE PATHS TO FOLLOW. 

= PERFORM THE ACTION X. 

= FLOWLINE THAT INDICATES THE SEQUENCE OF EVENTS. 

X = FLOWLINE THAT INDICATES THE SEQUENCE OF EVENTS 

" IF CONDITION X IS TRUE. 

CC = NUMBER OF CLOCK CYCLES IN THE CURRENT MACHINE 

CYCLE. 

BIMC = "BUS IDLE MACHINE CYCLE" = MACHINE CYCLE WHICH 

DOESN'T USE THE SYSTEM BUS. 

VALIDINT - "VALID INTERRUPT" - AN INTERRUPT IS PENDING 
THAT IS BOTH ENABLED AND UNMASKED (MASK- 
ING ONLY APPLIES FOR RST 5.5, 6.5, AND 7.5 
INPUTS). 

HLDA FF = INTERNAL HOLD ACKNOWLEDGE FLIP FLOP. NOTE 
THAT THE 8085A SYSTEM BUSES ARE 3-STATED ONE 
CLOCK CYCLE AFTER THE HLDA FLIP FLOP IS SET. 



FIGURE 2-11 8085A CPU STATE TRANSITION 
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T ALE not generated during 2nd and 3rd machine cycles of DAD 
instruction. 

*IO/M = 1 during T4-T6 states of RST and INA cycles. 

FIGURE 2-12 8085A MACHINE STATE CHART 



Figure 2-13 shows the timing relationships for 
an OF machine cycle. The particular instruction 
illustrated is DCX, whose timing for OF differs 
from other instructions in that it has six T 
states, while some instructions require only 
four T states for OF. In this discussion, as well 
as the following discussions, only the relative 
timing of the signals will be discussed; for the 
actual timings, refer to the data sheets of the in- 
dividual parts in Chapters 5 and 6. 

The first thing that the 8085A does at the begin- 
ning of every machine cycle is to send out three 
status signals (IO/M, S1, SO) that define what 
type ofjnachine cycle is about to take place. 
The IO/M signal identifies the machine cycle as 
being either a memory reference or input/output 
operation. The S1 status signal identifies 
whether the cycle is a READ or WRITE opera- 
tion. The SO and S1 status signals can be used 
together (see Figure 2-10) to identify READ, 
WRITE, or OPCODE FETCH machine cycles as 
well as the HALT state. Referring to Figure 2-13, 
the 8085Awill send out IO/M = 0.S1 = 1,S0 = 1 
at the beginning of the machine cycle to iden- 
tify it as a READ from a memory location to ob- 
tain an opcode; in other words, it identifies the 
machine cycle as an OPCODE FETCH cycle. 



The 8085A also sends out a 16-bit address at the 
beginning of every machine cycle to identify the 
particular memory location or I/O port that the 
machine cycle applies to. In the case of an OF 
cycle, the contents of the program counter is 
placed on the address bus. The high order byte 
(PCH) is placed on the A 8 -A 15 lines, where it will 
stay until at least T 4 . The low order byte (PCL) is 
placed on the AD -AD 7 lines, whose three-state 
drivers are enabled if not found already on. 
Unlike the upper address lines, however, the in- 
formation on the lower address lines will re- 
main there for only one clock cycle, after which 
the drivers will go to their high impedance state, 
indicated by a dashed line in Figure 2-13. This is 
necessary because the AD -AD 7 lines are time 
mulitplexed between the address and data 
buses. During Ti of every machine cycle, AD - 
AD 7 output the lower 8-bits of address after 
which AD -AD 7 will either output the desired 
data for a WRITE operation or the drivers will 
float (as is the case for the OF cycle), allowing 
the external device to drive the lines for a READ 
operation. 

Since the address information on AD -AD 7 is of 
a transitory nature, it must be latched either in- 
ternally in special multiplexed-bus components 
like the 8155 or externally in parts like the 8212 
8-bit latch. (See Chapter 3.) The 8085A provides 
a special timing signal, ADDRESS LATCH 
ENABLE (ALE), to facilitate the latching of A -A 7 ; 
ALE is present during Ti of every machine cycle. 

After the status signals and address have been 
sent out and the AD -AD 7 drivers have been 
disabled, the 8085A provides a low level on RD 
to enable the addressed memory device. The 
device will then start driving the AD -AD 7 lines; 
this is indicated by the dashed line turning into 
a solid line in Figure 2-13. After a period of time 
(which is the access time of the memory) valid 
data will be present on AD -AD 7 . The 8085A dur- 
ing T 3 will load the memory data on AD -Ap 7 in- 
to its instruction register and then raise RD to 
the high level, disabling the addressed memory 
device. At this point, the 8085A will have fin- 
ished accessing the opcode of the instruction. 
Since this is the first machine cycle (M^ of the 
instruction, the CPU will automatically step to 
T 4 , as shown in Figure 2-11. 

During T 4 , the CPU will decode the opcode in 
the instruction register and decide whether to 
enter T 5 on the next clock or to start a new 
machine cycle and enter T^ In the case of the 
DCX instruction shown in Figure 2-13, it will 
enter T 5 and then T 6 before going to T,. 



2-9 



FUNCTIONAL DESCRIPTION 




FIGURE 2-13 OPCODE FETCH MACHINE CYCLE (OF DCX INSTRUCTION) 



During T 5 and T 6 , of DCX, the CPU will decre- 
ment the designated register. Since the A 8 -A 15 
lines are driven by the address latch circuits, 
which are part of the incrementer/decrementer 
logic, the A 8 -A 15 lines may change during T 5 and 
T 6 . Because the value of A 8 -A 15 can vary during 
T4-T6, it is most important that all memory and 
I/O devices on_the system bus qualify their 
selection with RD. If they don't use RD, they 
may be spuriously selected. Moreover, with a 
linear selection technique (Chapter 3), two or 
more devices could be simultaneously enabled, 
which could be potentially damaging. The 
generation of spurious addresses can also oc- 
cur momentarily at address bus transitional 
periods in T|. Therefore, the selection of ail 
memory and I/O devices must be qualified with 
RD or WR. Many new memory devices like the 
8155 and 8355 have the RD input that internally 
is used to enable the data bus outputs, remov- 
ing the need for externally qualifying the chip 
enable input with RD. 

Figure 2-14 is identical to Figure 2-13 with one 
exception, which is the use of the READY line. 
As we can see in Figure 2-1 1 , when the CPU is in 
T 2 , it examines the state of the READY line. If 
the READY line is high, the CPU will proceed to 
T 3 and finish executing the instruction. If the 
READY line is low, however, the CPU will enter 
Twait and stay there indefinitely until READY 
goes high. When the READY line does go high, 
the CPU will exit Twajt and enter T 3> in order to 
complete the machine cycle. As shown in 



Figure 2-14, the external effect of using the 
READY line is to preserve the exact state of the 
processor signals at the end of T 2 for an integral 
number of clock periods, before finishing the 
machine cycle. This "stretching" of the system 
timing has the further effect of increasing the 
allowabli access time for memory or I/O 
devices. By inserting T WA it states, the 8085A 
can accommodate even the slowest of 
memories. Another common use of the READY 
line is to singe-step the processor with a 
manual switch. 

2.3.2 Read Cycle Timing 

MEMORY READ (MR): 

Figure 2-15 shows the timing of two successive 
MEMORY READ (MR) machine cycles, the first 
without a T WA it state and the second with one 
Twait state. The timing during T r T 3 is absolute- 
ly identical to the OPCODE FETCH machine cy- 
cle, with the exception that the status sent out 
during T| is IO/M = 0, S1 = 1, SO = 0, identify- 
ing the cycles as a READ from a memory loca- 
tion. This differs from Figure 2-13 only in that SO 
= 1 for an OF cycle, identifying that cycle as an 
OPCODE FETCH operation. Otherwise, the two 
cycles are identical during T1-T3. 

A second difference occurs at the end of T 3 . As 
shown in Figure 2-11, the CPU always goes to T 4 
from T 3 during M-i, which is always an OF cycle. 
During all other machine cycles, the CPU will 
always go from T 3 to T1 of the next machine 
cycle. 
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FIGURE 2-14 OPCODE FETCH MACHINE CYCLE WITH ONE WAIT STATE 




FIGURE 2-15 MEMORY READ (OR I/O READ) MACHINE CYCLES 
(WITH AND WITHOUT WAIT STATES) 
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The memory address used in the OF cycle is 
always the contents of the program counter, 
which points to the current instruction, while 
the address used in the MR cycle can have 
several possible origins. Also, the data read in 
during an MR cycle is placed in the appropriate 
register, not the instruction register. 

I/O READ (IOR): 

Figure 2-15 also shows the timing of two suc- 
cessive I/O READ (IOR) machine cycles, the first 
without a Twait state. As is readily apparent, the 
timing of an IOR cycle is identical to the timing 
of an MR cycle.jvith the exception of IO/M = 
for MR and IO/M = 1 for IOR; recall that IO/M 
status signal identifies the address of the cur- 
rent machine cycle as selecting either a 
memory location or an I/O port. The address 
used in the IOR cycle comes from the second 
byte (Port No.) of an INPUT instruction. Note 
that the I/O port address is duplicated onto both 
AD0-AD7 and A8-A15. The IOR cycle can occur 
only as the third machine cycle of an INPUT in- 
struction. 

Note that the READY signal can be used to 
generate T WAiT states for I/O devices as well as 
memory devices. By gating the READY signal 
with the proper status lines, one could generate 
Twait states for memory devices only or for I/O 
devices only. By gating in the address lines, one 
can further qualify T WA it state generation by the 
particular devices being accessed. 



2.3.3 WRITE Cycle Timing 

MEMORY WRITE (MW): 

Figure 2-16 shows the timing for two successive 
MEMORY WRITE (MW) machine cycles, the first 
without a Twait state, and the second with one 
Twait state. The 8085A sends out the status dur- 
ing Tt in a similar fashion Jo the OF, MR and 
IOR cycles, except that IO/M = 0, S1 =0, and 
SO = 1, identifying the current machine cycle as 
being a WRITE operation to a memory location. 

The address is sent out during T1 in an identical 
manner to MR. However, at the end of T^ there 
is a difference. While the AD -AD 7 drivers were 
disabled during T 2 -T 3 of MR in expectation of 
the addressed memory device driving the AD - 
AD 7 lines, the drivers are, not disabled for MW. 
This is because the CPU must provide the data 
to be written into the addressed memory loca- 
tion. The data is placed on AD -AD 7 at the start 
of T 2 . The WR signal is also lowered at this time 
to enable the writing of the addressed memory 
device. During T 2 , the READY line is checked to 
see if a T WA | T state is required. If READY is low, 
Twait states are inserted until READY goes 
high. During T 3 , the WR line is raised, disabling 
the addressed memory device and thereby ter- 
minating the WRITE operation. The contents of 
the address and data lines are not changed un- 
til the next T 1f which directly follows. 

Note that the data on AD -AD 7 is not 
guaranteed to be stable before the falling edge 




FIGURE 2-16 MEMORY WRITE (OR I/O WRITE) MACHINE CYCLES 
(WITH AND WITHOUT WAIT STATES) 
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of WR. The AD -AD 7 lines are guaranteed to be 
stable both before and after the rising edge of 
WR. 

I/O WRITE (IOW): 

As Figure 2-16 shows, the timing for an I/O 
WRITE (IOW) machine cycle is thesame as an 
MW machine cycle except that IO/M = during 
the MW cycle and IO/M = during the IOW cycle. 

As with the IOR cycle discussed previously, the 
address used in an IOW cycle is the I/O port 
number which is duplicated on both the high 
and low bytes of the address bus. In the case of 
IOW, the port number comes from the second 
byte of an OUTPUT instruction as the instruc- 
tion is executed. 

2.3.4 Interrupt Acknowledge (INA) Timing 

Figures 2-17 and 2-18 (a continuation of 2-17) 
depict the course of action the CPU takes in 
response to a high level on the INTR line if the 
INTE FF (interrupt enable flip-flop) has been set 



by the El instruction. The status of the TRAP 
and RST pins as well as INTR is sampled during 
the second clock cycle before M^ • T,. If INTR 
was the only valid interrupt and if INTE FF is 
set, then the CPU will reset INTE FF and then 
enter an INTERRUPT ACKNOWLEDGE (INA) 
machine cycle. The INA cycle i s ide ntical to an 
OF cycle with two exceptions. INTA is sent out 
instead of RD. Also, IO/M = 1 during INA, 
whereas IO/M = for OF. Although the con- 
tents of the program counter are sent out on the 
address lines, the address lines can be ignored. 



When INTA is sent out, the external interrupt 
logic must provide the opcode of an instruction 
to execute. The opcode is placed on the data 
bus and read in by the processor. If the opcode 
is the first byte of a multiple-byte instruction, 
additional INTA pulses will be provided by the 
8085A to clock in the remaining bytes. 
RESTART and CALL instructions are the most 
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FIGURE 2-17 INTERRUPT ACKNOWLEDGE MACHINE CYCLES 
(WITH CALL INSTRUCTION IN RESPONSE TO INTR) 
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logical choices, since they both force the pro- 
cessor to push the contents of the program 
counter onto the stack before jumping to a new 
location. In Figure 2-17 it is assumed that a 
CALL opcode is sent to the CPU during Mi- The 
CALL opcode could have been placed there by a 
device like the 8259 programmable interrupt 
controller. 

After receiving the opcode, the processor then 
decodes it and determines, in this case, that the 
CALL instruction requires two more bytes. The 
CPU therefore performs a second INA cycle (M 2 ) 
to access the second byte of the instruction 
from the 8259. The timing of this cycle is iden- 
tical to Ml except that it has only three T 
states. M 2 is followed by another INA cycle (M 3 ) 
to access the third byte of the CALL instruction 
from the 8259. 



Now that the CPU has accessed the entire in- 
struction used to acknowledge the interrupt, it 
will execute that instruction. Note that any in- 
struction could be used (except El or Dl, the in- 
structions which enable or disable interrupts), 
but the RESTART and CALL instructions are the 
most logical choices. Also notice that the CPU 
inhibited the incrementing of the program 
counter (PC) during the three INA cycles, so 
that the correct PC value can be pushed onto 
the stack during M 4 and M 5 . 

During M 4 and M 5 , the CPU performs MEMORY 
WRITE machine cycles to write the upper and 
then lower bytes of the PC onto the top of the 
stack. The CPU then places the two bytes ac- 
cessed in M 2 and M 3 into the lower and upper 
bytes of the PC. This has the effect of jumping 
the execution of the program to the location 
specified by the CALL instruction. 
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FIGURE 2-18 INTERRUPT ACKNOWLEDGE MACHINE CYCLES 
(WITH CALL INSTRUCTION IN RESPONSE TO INTR) 
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2.3.5 Bus Idle (Bl) and HALT State 



Most machine cycles of the 8085A are 
associated with either a READ or WRITE opera- 
tion. There are two exceptions to this rule. The 
first exception takes place during M 2 and M 3 of 
the DAD instruction. The 8085A requires six in- 
ternal T states to execute a DAD instruciton, 
but it is not desirable to have M-\ be ten (four 
normal plus six extra) states long. Therefore, 
the CPU generates two extra machine cycles 
that do not access either the memory or the I/O. 
These cycles are referred to as BUS IDLE (Bl) 
machine cycles. In the case of DAD, they are 
identical to MR cycles except that RD remains 
high and ALE is not generated. Note that 
READY is ignored during M 2 and M 3 of DAD. 



The other time when the BUS IDLE machine cy- 
cle occurs is during the internal opcode genera- 
tion for the RST or TRAP interrupts. Figure 2-19 
illustrates the Bl cycle generated in response to 
RST 7.5. Since this interrupt is rising-edge- 
triggered, it sets an internal latch; that latch is 
sampled at the falling edge of the next to the 
last T-state of the previous instruction. At this 
point the CPU must generate its own internal 
RESTART instruction which will (in subsequent 
machine cycles) cause the processor to push 
the program counter on the stack and to vector 
to location 3CH. To do this, it executes an OF 
machine cycle without issuing RD, generating 
the RESTART opcode instead. After M^ the 
CPU continues execution normally in all 
respects except that the state of the READY 
line is ignored during the Bl cycle. 
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FIGURE 2-19 RST 7.5 BUS IDLE MACHINE CYCLE 
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Figure 2-20 illustrates the Bl cycle generated in 
response to RST 7.5 when a HALT instruction 
has just been executed and the CPU is in the 
Thalt state, with its various signals floating. 
There are only two ways the processor can com- 
pletely exit the T H alt state, as shown in Figure 
2-11. The first way is for RESET to occur, which 
always forces the 8085A to T RES et- The second 
way to exit T H alt permanently is for a valid in- 
terrupt to occur, which will cause the CPU to 
disable further interrupts by resetting INTE FF, 
and to then proceed to Iv^ • T^ of the next in- 
struction. When the HOLD input is activated, 
the CPU will exit T H alt for the duration of T H old 
and then return to T H alt- 



In Figure 2-20 the RST 7.5 line is pulsed during 
Thalt- Since RST 7.5 is a rising-edge-triggered 
interrupt, it will set an internal latch which is 
sampled during CLK = "1" of every T H alt state 
(as well as during CLK = "1" two T states 
before any Iv^ • T^) The fact that the latched in- 
terrupt was high (assuming that INTE FF = 1 
and the RST 7.5 mask = 0) will force the CPU to 
exit the T H alt state at the end of the next CLK 
period, and to enter M-\ • T^ 

This completes our analysis of the timing of 
each of the seven types of machine cycles. 
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FIGURE 2-20 HALT STATE AND BUS IDLE MACHINE CYCLE 
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2.3.6 HOLD and HALT States 

The 8085A uses the T H old state to momentarily 
cease executing machine cycles, allowing ex- 
ternal devices to gain control of the bus and 
peform DMA cycles. The processor internally 
latches the state of the HOLD line and the un- 
masked interrupts during CLK = "1" of every 
Thalt state. If the internal latched HOLD signal 
is high during CLK = "1 " of any T HALT state, the 
CPU will exit T H alt and enter T H old on the 
following CLK = "1". As shown in Figure 2-21 
this will occur even if a valid interrupt occurs 
simultaneously with the HOLD signal. 

The state of the HOLD and the unmasked inter- 
rupt lines is latched internally during CLK = 1 
of each Thold state as well as during T H alt 
states. If the internal latched HOLD signal is 
low during CLK = 1, the CPU will exit T H old and 
enter T H alt on the following CLK = 1. 



The 8085A accepts the first unmasked, enabled 
interrupt sampled; thereafter, all interrupt 
sampling is inhibited. The interrupt thus ac- 
cepted will inevitably be executed when the 
CPU exits the HOLD state, even at the expense 
of holding off higher-priority interrupts 
(including TRAP). (See Figure 2-22.) 



When the CPU is not in T H alt or T H old, it inter- 
nally latches the HOLD line only during CLK = 
1 of the last state before T 3 (T 2 or T WA it) and dur- 
ing CLK = 1 of the last state before T 5 (T 4 of a 
six T-state M-i). If the internal latched HOLD 
signal is high during the next CLK = 1, the CPU 
will enter T H old after the following clock. When 
the CPU is not in T H alt or Thold, it will internally 
latch the state of the unmasked interupts only 
during CLK of the next to the last state before 
each Mi • T^ 
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FIGURE 2-22 8085A HOLD VS INTERRUPTS — HALT MODE 



2.3.7 Power On and RESET IN 

The 8085A employs a special internal circuit to 
increase its speed. This circuit, which is called 
a substrate bias generator, creates a negative 
voltage which is used to negatively bias the 
substrate. The circuit employs an oscillator and 
a charge pump which require a certain amount 
of time after POWER ON to stabilize. (See 
Figure 2-23.) 

Taking this circuit into account, the 8085A is 
not guaranteed to work until 10 ms after V C c 
reac hes 4.75V. For this reason, it is suggested 
that RESET IN be kept low during this period. 
Note that the 10 ms period does not include the 
time it takes for the power supply to reach its 
4.75V level — which may be milliseconds in 
some systems. A simple RC network (Figure 3-6) 
can satisfy this requirement. 



The RESET IN line is latched every CLK = 1. 
This latched signal is recognized by the CPU 
during CLK = 1 of the next T state. (See Figure 
2-24.) If it is low, the CPU will issue R ESETOUT 
and enter T H alt for the next T state. RESET IN 
should be kept low for a minimum of three clock 
periods to ensu re proper s ynchronization of the 
CPU. When the RESET IN signal goes high, the 



CPU will enter Mi • 1^ for the next T state. Note 
that the various signals and buses are floated in 
Treset as well as T H alt and T H old- For this 
reason, it is desirable to provide pull-up 
resistors for the main control signals (par- 
ticularly WR). 

Specifically, the RESET IN signal causes the 
following actions: 



RESETS 

PROGRAM COUNTER 

INSTRUCTION REGISTER 

INTE FF 

RST 7.5 FF 

TRAP FF 

SODFF 

MACHINE STATE FF's 

MACHINE CYCLE FF's 

INTERNALLY LATCHED 

FF's for HOLD, INTR, 

and READY 



SETS 

RST 5.5 MASK 
RST 6.5 MASK 
RST 7.5 MASK 



RESET IN does not explicitly change the con- 
tents of the 8085A registers (A, B, C, D, E, H , L) 
and the condition flags, but due to RESET IN oc- 
curring at a random time during instruction ex- 
ecution, the results are indeterminate. 
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FIGURE 2-23 POWER-ON TIMING 




*NOTE THAT FROM T 2 TO HERE THE 8085's BUS IS IN THE INPUT MODE AND 
IT IS FLOATING. THE DEVICE DRIVING THE BUS WILL CONTINUE TO DRIVE 
THE BUS UNTIL RD GOES HIGH. 
I I I I I I I 



Following RESET, the 8085A will start executing 
instructions at location with the interrupt 
system disabled, as shown in Figure 2-24. 

Figure 2-24 also shows READ and WRITE opera- 
tions being terminated by a RESET signal. Note 
that a RESET may prematurely terminate any 
READ or WRITE operation in process when the 
RESET occurs. 



FIGURE 2-24 RESET IN TIMING 



2.3.8 SID and SOD Signals: 

Figure 2-25 shows the timing relationship of the 
SID and SOD signals to the RIM and SIM instruc- 
tions. The 8085A has the ability to read the SID 
line into the accumulator bit 7 using RIM instruc- 
tions. The state of the SID line is latched inter- 
nally during T 3 • CLK = of the RIM instruction. 
Following this, the state of the interrupt pins 
and masks are also transferred directly to the 
accumulator. 

The 8085A can set the SOD flip-flop from bit 7 of 
the accumulator using the SIM instruction. (See 
Figure 2-26.) The data is transferred from the ac- 
cumulator bit 7 to SOD during M 1 • T 2 • CLK = 
of the instruction following SIM, assuming that 
accumulator bit 6 is a 1. Accumulator bit 6 is a 
"serial output enable" bit. 
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FIGURE 2-25 RELATIONSHIP OF SID AND SOD SIGNALS TO RIM AND SIM INSTRUCTIONS 



EFFECT OF RIM INSTRUCTION 

SID 



EFFECT OF SIM INSTRUCTION 

SOD 





FIGURE 2-26 EFFECT OF RIM AND SIM INSTRUCTIONS 



2.4 COMPARISON OF MCS-80 AND MCS-85 
SYSTEM BUSES 

This section compares the MCS-80 bus with the 
MCS-85 bus. Figure 2-28 details the signals and 
general timing of the two buses; the timing 
diagrams are drawn to the same scale (8080A 
clock cycle = 480 ns and 8085A clock cycle = 
320 ns) to facilitate comparison. 
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MCS-80™ System Bus 

The MCS-80 bus is terminated on one end by the 
CPU-GROUP (consisting of the 8080A, 8224, 
8228) and on the other end by the various 
memory and I/O circuits. The following figure 
shows the major signals of the MCS-80 bus. 



V^B 



MEMR, MEMW 




MCS-85™ System Bus 

The MCS-85 bus is terminated on one end by the 
8085A and the other end by various memory and 
I/O devices. The MCS-85 bus may be optionally 
de-multiplexed with an 8212 eight bit latch to 
provide an MCS-80 type bus. The following 
figure shows the major signals of the MCS-85 
bus. 




FIGURE 2-27 COMPARISON OF SYSTEM BUSES 



MCS-80™ System Bus 
SIGNAL(S) FUNCTION 



Aq-A 



15 



Dn-D 7 



MEM R, MEMW, 
IOR, IOW, INTA 



READY, RESET, 
HOLD, HLDA 
02 (TTL), INT 



The 16 lines of the address 
bus identify a memory or I/O 
location for a data transfer 
operation. 

The 8 lines of the data bus 
are used for the parallel 
transfer of data between 
two devices. 

These five control lines 
(MEMORY READ, MEMORY 
WRITE, I/O READ, I/O WRITE, 
and INTERRUPT ACKNOWL- 
EDGE) identify the type and 
timing of a data transfer 
operation. 

These signals are used for 
the synchronization of slow 
speed memories, system 
reset, DMA, sytem timing, 
and CPU interrupt. 



MCS-85™ System Bus 



SIGNAL(S) 

A 8 -Ai 5 



AD -AD 7 



RD, WR, INTA 



IO/M 



ALE 



READY, RESET 
OUT, HOLD, 
HLDA, CLK, INTR 



FUNCTION 

These are the high order 
eight bits of the address, 
and are used to identify a 
memory or I/O location for a 
data transfer cycle. 

These eight lines serve a 
dual function. During the 
beginning of a data transfer 
operation, these lines carry 
the low order eight bits of 
the address bus. During the 
remainder of the cycle, 
these lines are used for the 
parallel transfer of data be- 
tween two devices. 

These signals identify the 
type and timing of a data 
transfer cycle. 

The I/O/MEMORY line iden- 
tifies a data transfer as be- 
ing in the I/O address space 
or the memory address 
space. 

ADDRESS LATCH ENABLE 
enables the latching of the 
A -A 7 signals. 

These signals are used for 
the synchronization of slow 
speed memories, system 
reset, DMA, system timing 
and CPU interrupt. 



FIGURE 2-28 COMPARISON OF SYSTEM BUSES 
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MCS-80™ System Bus for READ CYCLE 

The basic timing of the MCS-80 BUS for a READ 
CYCLE is as follows: 



© 



® 

x 



©__©__© 

DB OB 7 -CDCZ}- 

© 

MEMR. JOR or INTA 



© 



The MCS-80 first presents the address and 
shortly thereafter the control signal ©. The 
data bus, which was in the high impedance 
state, is driven by the selected device ©. The 
selected device eventually presents the valid 
data to the processor © . The processor raises 
the control signal©, which causes the select- 
ed device to put the data bus in the high impe- 
dance state©. The processor then changes 
the address ©for the start of the next data 
transfer. 



MCS-85™ System Bus for READ CYCLE 

The basic timing of the MCS-85 BUS for a READ 



CYCLE is as follows: 

A3-A 15 ,IO/M X 



X 



(OPTIONALLY yy- 

A -A 7 LATCHED Y 

SIGNALS) ——/.V. 



X 



„OUT (?) IN © OUT 

AD AD 7 - -|- { VA 7 y - ( X°0^ - "(^ 

V© f © 

r 




At the beginning of the READ cycle, the 8085A 
sends out all 16 bits of address©. This is 
followed by ALE ©which causes the lower 
eight bits of address to be latched in either the 
8155/56, 8355, 8755A, or in an external 8212. RD 
is then dropped © by the 8085A. The data bus is 
then tri-stated by the 8085A in preparation for 
the selected device driving the bus©; the 
selected device will continue to drive the bus 
with valid data©, until RD is raised ©by the 
8085A. At the end of the READ CYCLE©, the 
address and data lines are changed in prepara- 
tion for the next cycle. 



MCS-80™ System Bus for WRITE CYCLE 

The basic timing of the MCS-80 BUS for a 
WRITE CYCLE is as follows: 



MCS-85™ System Bus for WRITE CYCLE 

The basic timing of the MCS-85 BUS for a 
WRITE CYCLE is as follows: 
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The MCS-80 first presents the address ©, then 
enables the data bus driver©, and later 
presents the data©. Shortly thereafter, the 
MCS-80 drops the control signal ©for an inter- 
val of time and then raises the signal©. The 
MCS-80 then changes the address ©in 
preparation for the next data transfer. The ad- 
vance write signal of the 8238 is also shown © . 



A 8 -A 16 ,IO/M y 




X 




■A, LATCHED Y 




X 


A OUT 




OUT OUT 


AD„-AD 7 --^ A„-A 7 
ALE /\ 


X 

® 

\ 


■V X 

® 

r 


WR 


__/ 



The timing of the WRITE CYCLE is identical to 
the MCS-85 READ CYCLE with the exception of 
the AD -AD 7 lines. At the beginning of the 
cycle ©, the low order eight bits of address are 
on AD -AD 7 . After ALE drops, the eight bits of 
data © are put on AD -AD 7 . They are removed © 
at the end of the WRITE CYCLE, in anticipation 
of the next data transfer. 



FIGURE 2-28 (Continued) COMPARISON OF SYSTEM BUSES 
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The following observations of the two buses 
can be made: 

1. The access times from address leaving 
the processor to returning data are almost 
identical, even though the 8085A is 
operating 50% faster than the 8080. 

2. With the addition of an 8212 latch to the 
8085A, the basic timings of the two 
systems are very similar. 

3. The 8085A has more time for address 
setup to RD than the 8080. 

4. The MCS-80 has a wider RD signal, but a 
narrower WR signal than the 8085A. 

5. The MCS-80 provides stable data setup to 
the leading and trailing edges of WR, 
while the 8085 provides stable data setup 
to only the trailing edge of WR. 

6. The MCS-80 control signals have different 
widths and occur at different points in the 
machine cycle, while the 8085A control 
signals have identical timing. 

7. While not shown on the chart, the MCS-80 
data and address hold times are adversely 
affected by the processor preparing to 
enter the HOLD state. The 8085A has iden- 
tical timing regardless of entering HOLD. 

8. Also not shown on the chart is the fact 
that all output signals of the 8085A have 
-400/ta of source current and 2.0 ma of 
sink current. The 8085A also has input 
voltage levels of V !L = 0.8V and V, H = 2.0V. 

CONCLUSION: 

The preceding discussion has clearly shown 
that the MCS-85 bus satisfies the two restric- 
tions of COMPATIBILITY and SPEED. It is com- 
patible because it requires only an 8212 latch to 
generate an MC S- 80 type bus. If the fo ur co ntrol 
signals MEMR, MEMW, IOR and IOW are 
desired, they can be generated from RD, WR, 



and IO/M with a decoder or a few gates. The 
MCS-85 bus is also fast. While running at 3MHz, 
the 8085A generates better timing signals than 
the MCS-80 does at 2MHz. Furthermore, the 
multiplexed bus structure doesn't slow the 
8085A down, because it is using the internal 
states to overlap the fetch and execution por- 
tions of different machine cycles. Finally, the 
MCS-85 can be slowed down or sped up con- 
siderably, while still providing reasonable 
timing. 



TO USE. The RD, WR, and TNTA control signals 
all have identical timing, which isn't affected by 
the CPU preparing to enter the HOLD state. Fur- 
thermore, the address and data bus have good 
setup and hold times relative to the control 
signals. The voltage and current levels for the 
interface signals will all drive buses of up to 40 
MOS devices, or 1 schottky TTL device. 

The MCS-85 system bus is also EFFICIENT. Effi- 
ciency is the reason that the lower eight ad- 
dress lines are multiplexed with the data bus. 
Every chip that needs to use both A -A 7 and D - 
D 7 saves 7 pins (the eighth pin is used for ALE) 
on the interface to the processor. That means 
that 7 more pins per part are available to either 
add features to the part or to use a smaller 
package in some cases. In the three chip 
system shown in Figure 3-6, the use of the 
MCS-85 bus saves 3 x 7 = 21 pins, which are 
used for extra I/O and interrupt lines. A further 
advantage of the MCS-85 bus is apparent in 
Figure 3-7, which shows a printed circuit layout 
of the circuit in Figure 3-6. The reduced number 
of pins and the fact that compatible pinouts 
were used, provides for an extremely compact, 
simple, and efficient printed circuit. Notice that 
great care was taken when the pinouts were 
assigned to ensure that the signals would flow 
easily from chip to chip to chip. 
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CHAPTER 3 
8085A SYSTEM OPERATION AND INTERFACING 



3.1 INTERFACING TO THE 8085A 

The 8085A interfaces to both memory and I/O 
devices by means of READ and WRITE machine 
cycles, the timing of which are identical. During 
each machine cycle the 8085A issues an address 
and a control signal, then either sends data out on 
the bus or reads data from the bus. The 8085A may 
be performing a READ machine cycle, but what 
it reads could be a ROM, RAM, I/O device, periph- 
eral device, or nothing. 

There is no distinction between data, instruction 
opcodes, and I/O port numbers except the way the 
CPU interprets what it reads from the bus. If an op- 
code is what would logically appear on the bus, the 
CPU will treat as an opcode whatever does appear 
there; if an I/O port number is to be expected, what 
appears will be interpreted as a port number. The 
same is true for a WRITE cycle. The 8085A issues 
an address, data, and a control signal. Unless it is 
requested to WAIT (by use of the READY line) it will 
complete the cycle and proceed to the next. Regard- 
less of whether there is a device present to accept 
the data, the CPU executes one instruction at a 
time, in sequence, until told to do otherwise. The 
program controls the sequence and nature of all 
machine cycles until an interrupt occurs. 

There are two ways of addressing I/O devices in the 
MC&85 system. If the IO/M output from the CPU is 
used to distinguish between I/O and memory 
READ and WRITE cycles, then that system is said 
to employ standard, or l/O-mapped, I/O. If IO/M is 
not so used, the CPU does not distinguish between 
I/O and memory, and its system employs memory- 
mapped I/O. Each method of addressing I/O has ad- 
vantages and disadvantages. 



3.2 MEMORY-MAPPED I/O 

3.2.1 Advantages of Memory-Mapped I/O 

Since the processor doesn't distinguish I/O from 
memory using this addressing scheme, you can 
take advantage of the larger instruction set that 
references the memory address space. Instead of 
only being able to transfer a byte of data between 
the accumulator and the I/O port (using INPUT and 
OUTPUT instructions), you can now program 



arithmetic and logic operations on port data as well 
as move data between any internal register and the 
I/O port. Consider the new meaning of the following 
instructions: 

Examples: 

MOVr.M (Input Port to any Register) 

MOV M,r (Output any Register to Port) 

MVI M (Output immediate data to Port) 

LDA (Input Port to ACQ 

STA (Output from ACC to Port) 

LHLD (16-Bit Input) 

SHLD (16-Bit Output) 

ADD M (Add Port to ACC) 

ANA M (AND Port with ACC) 



3.Z2 Disadvantages of Memory-Mapped I/O 

While memory instructions may increase the flex- 
ibility of the I/O system, there are some drawbacks. 
Since I/O devices are now addressed as memory, 
there are fewer addresses available for memory. A 
common practice is to use address bit 15 (A 15 ) to 
distinguish memory from I/O. (See Figure 3-2 and 
accompanying discussion.) If A 15 = then memory 
is being addressed; if A 15 = 1, I/O is being ad- 
dressed. This particular scheme limits the max- 
imum amount of memory that can be used to 32k 
bytes. A further disadvantage of memory-mapped 
I/O is that it takes 3 bytes of instruction and 13 
clock cycles using the LDA or STA instructions 
to specify moving a byte of data between the ac- 
cumulator and an I/O device, whereas the INPUT 
and OUTPUT instructions require only two bytes 
and 10 clock cycles. This is because the I/O ad- 
dress space is smaller (only 256 bytes) and there- 
fore requires fewer bits to completely specify 
an address. A futher advantage of using the IN- 
PUT and OUTPUT Instructions is that it allows 
the easy connection of the MCS-80 peripherals 
to the MCS-85 multiplexed bus. If you memory- 
map the MCS-80 peripherals to the MCS-85 bus, 
you must either latch the lower address bits 
with an 8212 or use a portion of the memory ad- 
dress space by connecting the chip selects and 
address lines of the ports to the unmultiplexed 
upper eight lines of the address bus. 
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3.3 ADDRESS ASSIGNMENT 

3.3.1 Decoding 

Besides memory-mapped I/O, another practice 
is to only partially decode the address bus 
when generating chip selects. Every device has 
a given number of unique addresses associated 
with it. The 8355, for instance, has 2k bytes of 
ROM and therefore has 2k addresses associated 
with the ROM. Any one of these 2k addresses 
can be uniquely specified by a pattern on the 11 
(211 = 2k) address lines. However, since the 8355 
must work with other devices in a system, it 
isn't enough to simply specify the 11 bits; fur- 
ther bits of information must be used to locate 
the 2k bytes within the 65k address space. The 
2k bytes are located by the use of chip enable 
(CE) inputs to the 8355 chip. If the 8355 were to 
occupy the first 2k bytes of the memory address 
space, it would, strictly speaking, be necessary 
to decode the fact that Ats-An were all zeroes, 
and use that condition as a chip enable. Then 
the 8355 would be selected only when the ad- 
dress bus was less than 2k. 

However, if other 2k blocks of addresses aren't 
being used, you may combine those addresses 
and not decode all of the upper five address 
lines for chip enables. In fact, in a small system 
you may need to decode only one bit of address, 
which is to say connect that bit of the address 
bus to the chip enable line of the 8355. If you 
connect An to the CE line of the 8355 and tie CE 
to Vcc, then the 8355 would be selected when- 
ever the memory address was less than 2k. (See 
Figure 3-1 A.) 

However, it will also be selected whenever 
memory locations 4k-6k, 8k-10k, 61k-63k (i.e., 
whenever bit An=0) is addressed. If the pro- 
grammer is aware of this, and if there are no 
other devices assigned to the other address 
spaces, then it may be an acceptable condition. 
Care must be taken, however, to ensure that at 
no time will two different devices be selected 
simultaneously. Whenever one device is 
selected, that memory address must deselect 
all other devices. If two devices are selected 
simultaneously for a READ operation, the elec- 
trical conflict on the bus may damage one or 
both parts. Note also that the address bus may 
reflect an undesired address during T 5 , T 6 of an 
opcode fetch cycle and during address bus 
transitional periods in T-i (this is illustrated in 
Chapter 2). Therefore, all memory and I/O 
devices must qualify their selection with RD or 
WR, or the address on the bus at the falling 
edge of the ALE, so as to ignore all spurious ad- 
dresses. 



3.3.2 Linear Selection 

Using an address bit as a chip select is referred 
to as linear selection. The direct consequence 
of linear selection is that you cut the available 
address space in half for each single address 
bit used as a chip enable. If this penalty is too 
high, you can always use an 8205 one-of-eight 
decoder. Also, some chips have multiple chip 
enables, which allows for some automatic 
decoding of the address. (See Figures 3-1 B and 
3-1 C.) 

One drawback to linear selection is that the 
memory addresses of the different parts are not 
contiguous. For example, if three 8355s are ad- 
dressed using linear selection, one might be 
located at 0-2k, the next at 6k-8k, and the next at 
10k-12k. The programmer must recognize these 
page boundries and jump over them. 



3.4 INTERFACING TO THE 8155/8156, 
8355/8755A 

3.4.1 I/O Mapped I/O: 

This section describes some of the techniques 
involved in connecting the MCS-85 combination 
memory and I/O chips to the 8085A as I/O 
devices. 

Figure 3.1A shows one 8355 connected to the 
8085A bus. (In the interest of simplicity, only the 
chip enable and IO/M lines are shown; the other 
lines are connected as shown in Figures 3.6, 3.7 
or 3.8.) Notice that CE is tied to V cc and CE is 
connected to An. This is because after RESET 
the processor always starts executing at loca- 
tion 0. Since the ROM normally contains the 
program, it must be selected when the address 
is all zeroes. 

One consequence of the ROM being selected 
by an all-zero address is that the I/O ports on 
the chip will be selected only when An = 0. This 
is because the I/O ports and the memory have 
common chip enables, therefore forcing the 
selection conditions of j)ne onto the other. Fur- 
thermore, since the IO/M line of the chip is con- 
nected to the IO/M line of the 8085A, the port 
has I/O mapped I/O. The I/O ports can be ac- 
cessed only by use of the INPUT and OUTPUT 
instructions; since these are the only instruc- 
tions that cause IO/M to go high. 

The boxes to the right of the chip in Figure 3.1A 
indicate the memory addresses and I/O Port 
numbers required to access the chip. As a 
result of the linear selection technique used, 
there are many "don't care" bits (marked by 
"X"s) in the address. While they don't affect the 
addressing of this device, they may affect other 
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FIGURE 3-1 MCS-85™ PERIPHERALS WITH I/O MAPPED I/O 
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devices in the system, which would force them 
to be either ones or zeroes. Remember that two 
devices may not be selected simultaneously; 
thus each device must have an address that not 
only selects itself, but also deselects all other 
devices. If there are any bits which are truly 
"don't cares," they are customarily assigned to 
be zero. If all the "X" bits in Figure 3.1A were 
"don't cares," then the chip could be addressed 
as memory locations 0-2k, and I/O Ports 0-3. 

Figure 3.1 B shows a slightly larger system of 
two 8355s and one 8156. Notice that 8355 No. 1 
uses its two chip enable lines to decode A 12 = 1, 
A^sO. It is possible to address each of the 
chips without selecting any of the others. Also 
notice that there are some illegal addresses 
(e.g., A 12 = 0, A 13 = 1) that would cause two of the 
devices to turn on simultaneously. The pro- 
grammer must not use these addresses. 

Figure 3.1 C shows a larger MCS-85 system. Two 
8205s are used to completely decode the ad- 
dresses. There are some interesting points to 
observe here. First, while some of the devices 
have multiple possible address (i.e., they have 
some "don't care" bits), there aren't any ad- 
dresses which can cause simultaneous selec- 
tion of two or more parts. Second, the I/O and 



memory portions of the 8x55 components share 
chip enables, so they are forced to live with 
each other's constraints. Third, only one 8205 is 
required per eight chips for the decoding; that's 
an overhead of only 1/8 of a chip per part. 

Figure 3.1 D shows a remedy to the problem il- 
lustrated in Figure 3.1 C, namely that I/O and 
memory portions of the chip are forced to live 
with each other's chip enable constraints. By 
using a quad 2 to 1 multiplexer, the chip enables 
of the I/O and memory portions of four chips 
can be independently assigned. 



3.4.2 Memory-Mapped I/O: 

Figure 3.2A shows aji 8355 connected to the 
8085A. Since the IO/M pin of the 8355 is con- 
nected to A 15 , whenever A 15 = 1 the I/O ports will 
be accessed. While A 15 could be set to 1 either 
by a memory or by an I/O instruction, in this 
situation the port is usually accessed only by 
the memory instructions. You may access ports 
either as memory locations (where A 15 = 1 
refers to a memory address of 32k or higher) or 
as I/O ports (where A 15 = 1 refers to an I/O ad- 
dress of 128 or higher, since bits A 8 -A 15 are a 
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replication of bits A -A 7 ). Assuming that 
memory-mapped I/O is used, the addresses are 
shown in the boxes to the right in Figure 3-2. If 
you want to be sure that neither the I/O nor the 
memory is ever selected by any INPUT or OUT- 
PUT instruction, then the chip enable must be 
conditioned by IO/M =0. 

Figure 3.2B shows a somewhat larger system, 
also using memory-mapped I/O. As in Figure 
3.1 B care must be exercised to ensure that no 
two devices are accessed simultaneously. You 
can see that considerable memory address 
space is used up as a result of using memory- 
mapped I/O. 

3.5 INTERFACING TO MCS-80™ PERIPHERALS 

3.5.1 I/O Mapped I/O: 

For want of a better name, the Intel® 825x, 827x, 
and 829x series peripherals are referred to here 
as MCS-80 peripherals because unlike the 8155/ 
56, 8355 and 8755A, they are compatible with 
the nonmultiplexed MCS-80 system bus. 

To interface to an MCS-80 peripheral, you must 
provide a constant address, a chip select, and 
RD or WR. Since the upper address lines (A 8 -A 15 ) 
of the 8085A are nonmultiplexed, they can be 
tied directly to the peripherals, as shown in 
Figure 3.3A. To provide I/O mapped I/O, use 
either linear selection (keeping the I/O and 
memory addresses noncoincidental), or condi- 
tion the chip selects WR with IO/M = 1. Figure 
3.3A shows a technique of gating the chip 
selects with IO/M = 1, using an 8205. This 
technique also allows more I/O devices to be 
used than linear selection would. Note that this 
technique relies on the fact that the I/O Port 
number is copied onto A 8 -A 15 as well as A -A 7 
during an INPUT or OUTPUT instruction. 

Figure 3.3B shows an alternative approach to 
interfacing to MCS-80 components. By latching 
the lower 8 bits of address with an 8212, and 
decoding the control signals with an 8205, you 
create an exact copy of the MCS-80 (8080A, 
8224, 8228) bus. You may then use whatever cir- 
cuits have been previously developed for the 
8080. The total cost is one 8212 and one 8205. 
Since the same signals might have needed buf- 
fering anyway (and the 8212 and 8205 provide 
buffering of their outputs), the extra component 
overhead ranges from little to nothing. 

3.5.2 Memory-Mapped I/O: 

Exactly the same techniques used to memory 
map the MCS-85 apply to the MCS-80 I/O devices. 
Figure 3.4 shows an 8205 used tojjualify the 
chip select of the I/O device with IO/M = 0. Since 



the MCS-80 peripherals require nonmultiplexed 
address lines, linear select is not too useful 
unless the address lines are latched. This is 
because connecting both the chip selects and 
the address lines of the MCS-80 peripherals to 
A 8 -A 15 would deplete ail the useful addresses 
very quickly. 

3.6 INTERFACING TO STANDARD BUS 
MEMORIES 

Standard bus memory devices are designed to 
be used with nonmultiplexed address and data 
buses. Interfacing to standard memories is very 
similar to interfacing to MCS-85 memories with 
the exception that A -A 7 must be latched. Once 
this requirement is met, all the tricks discussed 
earlier can be used. Since the address lines 
would eventually require buffering as the 
system size grew, the overhead of the 8212 
latch again becomes negligible. 

Figure 3.5 shows the interface of the 8085A to a 
large block of memory, specifically 16k bytes of 
ROM and 8k bytes of RAM. Besides the 
memories, the circuit requires only 2-1/6 other 
parts for logical gating. If MCS-80 I/O parts were 
used, the 8212 latch could be shared between 
the two groups, further reducing the gating 
overhead per IC. Sixteen 2142 chips and eight 
2316E chips are used in this design. The data 
bus, address lines 8-10, and control signals in 
this system all should be buffered. This applies 
to any system with the number of memory 
devices represented here. 

Wherever two or more parts are paralleled on 
the same bus, they must be 3-state devices 
such as the 2142 RAM, 2316E ROM, 2716 
EPROM, 2332 ROM, 2732 EPROM, and 2364 
ROM, which have either an output disable (OD) 
input or multiple chip select (CS) inputs. To pre- 
vent bus contention, only one memory device 
may be output-enabled at a time in this con- 
figuration; the outputs of all others must be 
deselected during RD. 

For additional information on interfacing stan- 
dard memory devices, please read Section 2 of 
Appendix I and the Intel applications note AP-30 
"Application of Intel's 5V EPROM and ROM 
Family for Microprocessor Systems" available 
from: Intel, Literature Dept., 3065 Bowers Ave., 
Santa Clara, CA 95051. 

3.7 DYNAMIC RAM INTERFACE: 

For interfacing the dynamic RAM, Intel makes a 
single-component dynamic RAM refresh con- 
troller, the 8202, which interfaces the 8085A to 
multiplexed-address-bus dynamic RAMs like 



SYSTEM OPERATION 



FIGURE 3-3A DECODED CHIP SELECTS 































8205 
A 2 7 
At 

Ao 4 
O3 
E 3 2 
E 2 0, 
E, 0„ 




















CS 8259-5 


I/O PORT 












































CS ■ 8255A-5 

Ai 












• 


















3 
































CS 

Ai 


82535 






c 












JT 




r 


' 








|0 1 I X X X A | 












cs 

Ao 

RD 
WR 
Do-D, 


8251A 


I/O PORT 








|0 1 | X X A, A | 




























fn 


I/O PORT 


























A h. 




/ 




) 


r 






X 






S 














V 
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the Intel 2104A and 2117. The 8202 provides the 
necessary refreshing for such dynamic RAMs, 
and also provides the control signals required 
for accessing, selecting, and address clocking. 
It allows for the use of the 8085A's full capabili- 
ty of 64k bytes of address space with no addi- 
tional buffering devices. As with other standard 
memory interfaces, it is necessary to demulti- 
plex the lower 8 bits of address from the multi- 
plexed 8085A bus, AD0.7. 

3.8 MINIMUM MCS-85™ SYSTEM 

The Schematics of Figure 3.6 depict a minimum 
system core. In actual use, some of the pro- 
cessor control signals (TRAP, INTR, and HOLD) 
would have to be terminated. Also, interface 
logic to external devices as well as more 
memory and I/O devices may be desirable. The 
first thing one notices about the system in 
Figure 3.6 is the scarcity of parts required to 
build this system. With a minimum of parts, we 



have constructed a microcomputer system that 
has the following functions: 



FUNCTIONS 

1 CPU (Clock cycle 
<320 ns) 

2048 Bytes of either 
EPROM or ROM 
256 Bytes of RAM 
38 I/O Lines 
5 Interrupts 

1 Programmable Timer/ 
Counter 
1 Crystal and Oscillator 
1 Clock 

1 Power-on Reset 
By looking at the printed circuit layout of Figure 
3.7, we can see that not only are there just 3 ICs, 
but that the interconnection of these parts is 
extremely easy and provides a very dense 
layout. Expecially notice the easy flow of the 
system bus on the solder side of the board. 



PARTS 

1 8085A 

1 8355/8755A 

18156 
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3.9 EXPANDED MCS-85™ SYSTEM 

Figure 3.8 shows the circuit Figure 3.6 ex- 
panded to its maximum size without the use of 
any extra logic. In an extremely small board 
area we can fit: 

PARTS FUNCTION 

1 8085A 1 CPU (Clock cycle 

3 8355/8755A < 320 ns) 

2 8156 ROM/EPROM 
1 Crystal 6144 Bytes 

4 Resistors 512 Bytes RAM 
1 Capacitor 76 I/O Lines 

1 Diode 5 Interrupts 

2 Programmable 

Timer/Counters 

2 Serial I/O Lines 

1 Crystal and 

Oscillator 

1 Clock 

1 Power-on Reset 



3.10 MCS-85™ SYSTEM WITH 8185 

The 8185 1 K-byte static RAM chip is another 
multiplexed-bus component that insures that 
the most highly integrated systems can be 
built with MCS-85 components. Figure 3.9 
shows a 4-chip MCS-85 system schematic with 
the following characteristics: 

PARTS FUNCTION 
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The 8185 also has power-down capability. By 
connecting CEi to IO/M from the 8085A the 
8185 will be powered down during I/O 
operations and Interrupt Acknowledge cycles. 
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CHAPTER 4 
THE 8080 CENTRAL PROCESSOR UNIT 



The 8080 is a complete 8-bit parallel, central processor 
unit (CPU) for use in general purpose digital computer sys- 
tems. It is fabricated on a single LSI chip (see Figure 1-1). 
using Intel's n-channel silicon gate MOS process. The 8080 
transfers data and internal state information via an 8-bit, 
bidirectional 3- state Data Bus (D0-D7). Memory and peri- 
pheral device addresses are transmitted over a separate 16- 



bit 3-state Address Bus (Ap-Ais). Six timing and control 
outputs (SYNC, DBIN, WAIT,WR, HLDA and INTE) eman- 
ate from the 8080, while four control inputs (READY, 
HOLD, INT and RESET), four power inputs (+12v, +5v, 
-5v, and GND) and two clock inputs (01 and 02) are ac_ 
cepted by the 8080. 








WR 
SYNC 



Figure 4-1. 8080 Photomicrograph With Pin Designations 
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ARCHITECTURE OF THE 8080 CPU 

The 8080 CPU consists of the following functional 
units: 

• Register array and address logic 

• Arithmetic and logic unit (ALU) 

• Instruction register and control section 

• Bi-directional, 3-state data bus buffer 

Figure 4-2 illustrates the functional blocks within 
the 8080 CPU. 



Registers: 

The register section consists of a static RAM array 
organized into six 16-bit registers: 

• Program counter (PC) 

• Stack pointer (SP) 

• Six 8-bit general purpose registers arranged in pairs, 
referred to as B,C; D,E; and H,L 

• A temporary register pair called W,Z 

The program counter maintains the memory address 
of the next program instruction and is incremented auto- 



matically during every instruction fetch. The stack pointer 
maintains the address of the next available stack location in 
memory. The stack pointer can be initialized to use any 
portion of read-write memory as a stack. The stack pointer 
is decremented when data is "pushed" onto the stack and 
incremented when data is "popped" off the stack (i.e., the 
stack grows "downward"). 

The six general purpose registers can be used either as 
single registers (8-bit) or as register pairs (16-bit). The 
temporary register pair, W,Z, is not program addressable 
and is only used for the internal execution of instructions. 

Eight-bit data bytes can be transferred between the 
internal bus and the register array via the register-select 
multiplexer. Sixteen-bit transfers can proceed between the 
register array and the address latch or the incrementer/ 
decrementer circuit. The address latch receives data from 
any of the four register pairs and drives the 16 address 
output buffers (A0-A15), as well as the incrementer/ 
decrementer circuit. The incrementer/decrementer circuit 
receives data from the address latch and sends it to 
the register array. The 16-bit data can be incremented or 
decremented or simply transferred between registers. 
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Figure 4-2. 8080 CPU Functional Block Diagram 
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Arithmetic and Logic Unit (ALU): 

The ALU contains the following registers: 

• An 8-bit accumulator 

• An 8-bit temporary accumulator (ACT) 

• A 5-bit flag register: zero, carry, sign, parity and 
auxiliary carry 

• An 8-bit temporary register (TMP) 

Arithmetic, logical and rotate operations are per- 
formed in the ALU. The ALU is fed by the temporary 
register (TMP) and the temporary accumulator (ACT) and 
carry flip-flop. The result of the operation can be trans- 
ferred to the internal bus or to the accumulator; the ALU 
also feeds the flag register. 

The temporary register (TMP) receives information 
from the internal bus and can send all or portions of it to 
the ALU, the flag register and the internal bus. 

The accumulator (ACC) can be loaded from the ALU 
and the internal bus and can transfer data to the temporary 
accumulator (ACT) and the internal bus. The contents of 
the accumulator (ACC) and the auxiliary carry flip-flop can 
be tested for decimal correction during the execution of the 
DAA instruction (see Section 5). 



Instruction Register and Control: 

During an instruction fetch, the first byte of an in- 
struction (containing the OP code) is transferred from the 
internal bus to the 8-bit instruction register. 

The contents of the instruction register are, in turn, 
available to the instruction decoder. The output of the 
decoder, combined with various timing signals, provides 
the control signals for the register array, ALU and data 
buffer blocks. In addition, the outputs from the instruction 
decoder and external control signals feed the timing and 
state control section which generates the state and cycle 
timing signals. 

Data Bus Buffer: 

This 8-bit bidirectional 3-state buffer is used to 
isolate the CPU's internal bus from the external data bus 
(Do through D7). In the output mode, the internal bus 
content is loaded into an 8-bit latch that, in turn, drives the 
data bus output buffers. The output buffers are switched 
off during input or non-transfer operations. 

During the input mode, data from the external data bus 
is transferred to the internal bus. The internal bus is pre- 
charged at the beginning of each internal state, except for 
the transfer state (TW and T3— described later in this 
chapter). 



THE PROCESSOR CYCLE 

An instruction cycle is defined as the time required 
to fetch and execute an instruction. During the fetch, a 
selected instruction (one, two or three bytes) is extracted 
from memory and deposited in the CPU's instruction regis- 
ter. During the execution phase, the instruction is decoded 
and translated into specific processing activities. 

Every instruction cycle consists of one, two, three, 
four or five machine cycles. A machine cycle is required 
each time the CPU accesses memory or an I/O port. The 
fetch portion of an instruction cycle requires one machine 
cycle for each byte to be fetched. The duration of the execu- 
tion portion of the instruction cycle depends on the kind 
of instruction that has been fetched. Some instructions do 
not require any machine cycles other than those necessary 
to fetch the instruction; other instructions, however, re- 
quire additional machine cycles to write or read data to/ 
from memory or I/O devices. The DAD instruction is an 
exception in that it requires two additional machine cycles 
to complete an internal register-pair add (see Section 5). 

Each machine cycle consists of three, four or five 
states. A state is the smallest unit of processing activity and 
is defined as the interval between two successive positive- 
going transitions of the 01 driven clock pulse. The 8080 
isdriven by a two-phase clock oscillator. All processing activ- 
ities are referred to the period of this clock. The two non- 
overlapping clock pulses, labeled <p-\ and 02. are furnished 
by external circuitry. It is the 01 clock pulse which divides 
each machine cycle into states. Timing logic within the 
8080 uses the clock inputs to produce a SYNC pulse, 
which identifies the beginning of every machine cycle. The 
SYNC pulse is triggered by the low-to-high transition of 02, 
as shown in Figure 4-3. 
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*SYNC DOES NOT OCCUR IN THE SECOND AND THIRD MACHINE 
CYCLES OF A DAD INSTRUCTION SINCE THESE MACHINE CYCLES 
ARE USED FOR AN INTERNAL REGISTER-PAIR ADD. 

Figure 4-3. 0i , 02 and SYNC Timing 

There are three exceptions to the defined duration of 
a state. They are the WAIT state, the hold (HLDA) state 
and the halt (HLTA) state, described later in this chapter. 
Because the WAIT, the HLDA, and the HLTA states depend 
upon external events, they are by their nature of indeter- 
minate length. Even these exceptional states, however, must 
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be synchronized with the pulses of the driving clock. Thus, 
the duration of all states are integral multiples of the clock 
period. 

To summarize then, each clock period marks a state; 
three to five states constitute a machine cycle; and one to 
five machine cycles comprise an instruction cycle. A full 
instruction cycle requires anywhere from four to eight- 
teen states for its completion, depending on the kind of in- 
struction involved. 

Machine Cycle Identification: 

With the exception of the DAD instruction, there is 
just one consideration that determines how many machine 
cycles are required in any given instruction cycle: the num- 
ber of times that the processor must reference a memory 
address or an addressable peripheral device, in order to 
fetch and execute the instruction. Like many processors, 
the 8080 is so constructed that it can transmit only one 
address per machine cycle. Thus, if the fetch and execution 
of an instruction requires two memory references, then the 
instruction cycle associated with that instruction consists of 
two machine cycles. If five such references are called for, 
then the instruction cycle contains five machine cycles. 

Every instruction cycle has at least one reference to 
memory, during which the instruction is fetched. An in- 
struction cycle must always have a fetch, even if the execu- 
tion of the instruction requires no further references to 
memory. The first machine cycle in every instruction cycle 
is therefore a FETCH. Beyond that, there are no fast rules. 
It depends on the kind of instruction that is fetched. 

Consider some examples. The add-register (ADD r) 
instruction is an instruction that requires only a single 
machine cycle (FETCH) for its completion. In this one-byte 
instruction, the contents of one of the CPU's six general 
purpose registers is added to the existing contents of the 
accumulator. Since all the information necessary to execute 
the command is contained in the eight bits of the instruction 
code, only one memory reference is necessary. Three states 
are used to extract the instruction from memory, and one 
additional state is used to accomplish the desired addition. 
The entire instruction cycle thus requires only one machine 
cycle that consists of four states, or four periods of the ex- 
ternal clock. 

Suppose now, however, that we wish to add the con- 
tents of a specific memory location to the existing contents 
of the accumulator (ADD M). Although this is quite similar 
in principle to the example just cited, several additional 
steps will be used. An extra machine cycle will be used, in 
order to address the desired memory location. 

The actual sequence is as follows. First the processor 
extracts from memory the one-byte instruction word ad- 
dressed by its program counter. This takes three states. 
The eight-bit instruction word obtained during the FETCH 
machine cycle is deposited in the CPU's instruction register 
and used to direct activities during the remainder of the 
instruction cycle. Next, the processor sends out, as an address, 



the contents of its H and L registers. The eight-bit data 
word returned during this MEMORY READ machine cycle 
is placed in a temporary register inside the 8080 CPU. By 
now three more clock periods (states) have elapsed. In the 
seventh and final state, the contents of the temporary regis- 
ter are added to those of the accumulator. Two machine 
cycles, consisting of seven states in all, complete the 
"ADD M" instruction cycle. 

At the opposite extreme is the save H and L registers 
(SHLD) instruction, which requires five machine cycles. 
During an "SHLD" instruction cycle, the contents of the 
processor's H and L registers are deposited in two sequen- 
tially adjacent memory locations; the destination is indi- 
cated by two address bytes which are stored in the two 
memory locations immediately following the operation code 
byte. The following sequence of events occurs: 

(1) A FETCH machine cycle, consisting of four 
states. During the first three states of this 
machine cycle, the processor fetches the instruc- 
tion indicated by its program counter. The pro- 
gram counter is then incremented. The fourth 
state is used for internal instruction decoding. 

(2) A MEMORY READ machine cycle, consisting 
of three states. During this machine cycle, the 
byte indicated by the program counter is read 
from memory and placed in the processor's 
Z register. The program counter is incremented 
again. 

(3) Another MEMORY READ machine cycle, con- 
sisting of three states, in which the byte indica- 
ted by the processor's program counter is read 
from memory and placed in the W register. The 
program counter is incremented, in anticipation 
of the next instruction fetch. 

(4) A MEMORY WRITE machine cycle, of three 
states, in which the contents of the L register 
are transferred to the memory location pointed 
to by the present contents of the W and Z regis- 
ters. The state following the transfer is used to 
increment the W,Z register pair so that it indi- 
cates the next memory location to receive data. 

(5) A MEMORY WRITE machine cycle, of three 
states, in which the contents of the H register 
are transferred to the new memory location 
pointed to by the W,Z register pair. 

In summary, the "SHLD" instruction cycle contains 
five machine cycles and takes 16 states to execute. 

Most instructions fall somewhere between the ex- 
tremes typified by the "ADD r" and the "SHLD" instruc- 
tions. The input (IN) and the output (OUT) instructions, 
for example, require three machine cycles: a FETCH, to 
obtain the instruction; a MEMORY READ, to obtain the 
address of the object peripheral; and an INPUT or an OUT- 
PUT machine cycle, to complete the transfer. 
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While no one instruction cycle will consist of more 
then five machine cycles, the following ten different types 
of machine cycles may occur within an instruction cycle: 



(1) 


FETCH (M1) 


(2) 


MEMORY READ 


(3) 


MEMORYWRITE 


(4) 


STACK READ 


(51 


STACK WRITE 


(6) 


INPUT 


(7) 


OUTPUT 


(8) 


INTERRUPT 


(9) 


HALT 


10) 


HALT* INTERRUPT 



The machine cycles that actually do occur in a par- 
ticular instruction cycle depend upon the kind of instruc- 
tion, with the overriding stipulation that the first machine 
cycle in any instruction cycle is always a FETCH. 

The processor identifies the machine cycle in prog- 
ress by transmitting an eight-bit status word during the first 
state of every machine cycle. Updated status information is 
presented on the 8080's data lines (D0-D7), during the 
SYNC interval. This data should be saved in latches, and 
used to develop control signals for external circuitry. Table 
4-1 shows how the positive-true status information is dis- 
tributed on the processor's data bus. 

Status signals are provided principally for the control 
of external circuitry. Simplicity of interface, rather than 
machine cycle identification, dictates the logical definition 
of individual status bits. You will therefore observe that 
certain processor machine cycles are uniquely identified by 
a single status bit, but that others are not. The M-j status 
bit (D5), for example, unambiguously identifies a FETCH 
machine cycle. A STACK READ, on the other hand, is 
indicated by the coincidence of STACK and MEMR sig- 
nals. Machine cycle identification data is also valuable in 
the test and de-bugging phases of system development. 
Table 4-1 lists the status bit outputs for each type of 
machine cycle. 

State Transition Sequence: 

Every machine cycle within an instruction cycle con- 
sists of three to six active states (referred to as Ti, T2, T3, 
T4, T5 or Tyy). The actual number of states depends upon 
the instruction being executed, and on the particular ma- 
chine cycle within the greater instruction cycle. The state 
transition diagram in Figure 4-4 shows how the 8080 pro- 
ceeds from state to state in the course of a machine cycle. 
The diagram also shows how the READY, HOLD, and 
INTERRUPT lines are sampled during the machine cycle, 
and how the conditions on these lines' may modify the 



basic transition sequence. In the present discussion, we are 
concerned only with the basic sequence and with the 
READY function. The HOLD and INTERRUPT functions 
will be discussed later. 

The 8080 CPU does not directly indicate its internal 
state by transmitting a "state control" output during 
each state; instead, the 8080 supplies direct control output 
(INTE, HLDA, DBIN, WR and WAIT) for use by external 
circuitry. 

Recall that the 8080 passes through at least three 
states in every machine cycle, with each state defined by 
successive low-to-high transitions of the 01 clock. Figure 
4-5 shows the timing relationships in a typical FETCH 
machine cycle. Events that occur in each state are referenced 
to transitions of the 01 and 02 clock pulses. 

The SYNC signal identifies the first state (Ti) in 
every machine cycle. As shown in Figure 4-5, the SYNC 
signal is related to the leading edge of the 02 clock. There is 
a delay (tQc) between the low-to-high transition of 02 and 
the positive-going edge of the SYNC pulse. There also is a 
corresponding delay (also tpQ) between the next 02 pulse 
and the falling edge of the SYNC signal. Status information 
is displayed on D0-D7 during the same 02 to 02 interval. 
Switching of the status signals is likewise controlled by 02- 

The rising edge of 02 during T-| also loads the pro- 
cessor's address lines (Arj-A15). These lines become stable 
within a brief delay (trj^) of the 02 clocking pulse, and 
they remain stable until the first 02 pulse after state T3. 
This gives the processor ample time to read the data re- 
turned from memory. 

Once the processor has sent an address to memory, 
there is an opportunity for the memory to request a WAIT. 
This it does by pulling the processor's READY line low, 
prior to the "Ready set-up" interval (tpg) which occurs 
during the 02 pulse within state T2 or Ty\/. As long as the 
READY line remains low, the processor will idle, giving the 
memory time to respond to the addressed data request. 
Refer to Figure 4-5. 

The processor responds to a wait request by entering 
an alternative state (Tyy) at the end of T2, rather than pro- 
ceeding directly to the T3 state. Entry into the Tw state is 
indicated by a WAIT signal from the processor, acknowledg- 
ing the memory's request. A low-to-high transition on the 
WAIT line is triggered by the rising edge of the 01 clock and 
occurs within a brief delay (tQQ> of the actual entry into 
the Ty\i state. 

A wait period may be of indefinite duration. The pro- 
cessor remains in the waiting condition until its READY line 
again goes high. A READY indication must precede the fall- 
ing edge of the 02 clock by a specified interval (tpjg), in 
order to guarantee an exit from the Tyy state. The cycle 
may then proceed, beginning with the rising edge of the 
next 01 clock. A WAIT interval will therefore consist of an 
integral number of Tw states and will always be a multiple 
of the clock period. 
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Instructions for the 8080 require from one to five machine 
cycles for complete execution. The 8080 sends out 8 bit of 
status information on the data bus at the beginning of each 
machine cycle (during SYNC time). The following table defines 
the status information. 



STATUS INFORMATION DEFINITION 
Data Bus 



Symbols 

INTA* 



WO 



STACK 



HLTA 
OUT 



INP* 



MEMR* 



Bit 

Do 



D 3 
D 4 



Definition 

Acknowledge signal for INTERRUPT re- 
quest. Signal should be used to gate a re- 
start instruction onto the data bus when 
DBIN is active. 

Indicates that the operation in the current 
machine cycle will be a WRITE memory 
orOUTPUT function (WO = 0). Otherwise, 
a READ memory or INPUT operation will 
be executed. 

Indicates that the address bus holds the 
pushdown stack address from the Stack 
Pointer. 

Acknowledge signal for HALT instruction. 
Indicates that the address bus contains the 
address of an output device and the data 
bus will contain the output data when 
WR is active. 

Provides a signal to indicate that the CPU 
is in the fetch cycle for the first byte of 
an instruction. 

Indicates that the address bus contains the 
address of an input device and the input 
data should be placed on the data bus 
when DBIN is active. 
Designates that the data bus will be used 
for memory read data. 



* These three status bits can be used to control 
the flow of data onto the 8080 data bus. 
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STATUS WORD CHART 



Do 



Di 



D 2 



D 3 



D 4 



D 5 



D 6 



D 7 



TYPE OF MACHINE CYCLE 




INTA 



WO 



STACK 



HLTA 



OUT 



Ml 



INP 



MEMR 



STATUS WORD 



Table 4-1. 8080 Status Bit Definitions 
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READY + HLTA 



READY. HLTA 
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SET INTERNAL 
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SEEPAGE4-13. 



Figure 4-4. CPU State Transition Diagram 
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The events that take place during the T3 state are 
determined by the kind of machine cycle in progress. In a 
FETCH machine cycle, the processor interprets the data on 
its data bus as an instruction. During a MEMORY READ or 
a STACK READ, data on this bus is interpreted as a data 
word. The processor outputs data on this bus during a 
MEMORY WRITE machine cycle. During I/O operations, 
the processor may either transmit or receive data, de- 
pending on whether an OUTPUT or an INPUT operation 
is involved. 

Figure 4-7 illustrates the timing that is characteristic 
of a data input operation. As shown, the low- to-high transi- 
tion of 02 during T2 clears status information from the pro- 
cessor's data lines, preparing these lines for the receipt of 
incoming data. The data presented to the processor must 
have stabilized prior to both the "0-| — data set-up" interval 
(tQ5i ), that precedes the falling edge of the 0-| pulse defin- 
ing state T3, and the "02— data set-up" interval (tQS2'« 
that precedes the rising edge of 02 i p state T3. This same 



data must remain stable during the "data hold" interval 
(tQH) tnat occurs following the rising edge of the 02 pulse. 
Data placed on these lines by memory or by other external 
devices will be sampled during T3. 

During the input of data to the processor, the 8080 
generates a DBIN signal which should be used externally to 
enable the transfer. Machine cycles in which DBIN is avail- 
able include: FETCH, MEMORY READ, STACK READ, 
and INTERRUPT. DBIN is initiated by the rising edge of 02 
during state T2 and terminated by the corresponding edge of 
02 during T3. Any T\j\j phases intervening between T2 and 
T3 will therefore extend DBIN by one or more clock 
periods. 

Figure 4-7 shows the timing of a machine cycle in 
which the processor outputs data. Output data may be des- 
tined either for memory or for peripherals. The rising edge 
of 02 within state T2 clears status information from the 
CPU's data lines, and loads in the data which is to be output 
to external devices. This substitution takes place within the 
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Figure 4-5. Basic 8080 Instruction Cycle 
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Figure 4-6. Input Instruction Cycle 
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Figure 4-7. Output Instruction Cycle 
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"data output delay" interval (tDD) following the 02 clock's 
leading edge. Data on the bus remains stable throughout 
the remainder of the machine cycle, until replaced by up- 
dated status information in the subsequent T-| state. Observe 
that a READY signal is necessary for completion of an 
OUTPUT machine cycle. Unless such an indication is pres- 
ent, the processor enters the Tw state, following the T2 
state. Data on the output lines remains stable in the 
interim, and the processing cycle will not proceed until 
the READY line again goes high. 

The 8080 CPU generates a WR output for the syn- 
chronization of external transfers, during those machine 
cycles in which the processor outputs data. These include 
MEMORY WRITE, STACK WRITE, and OUTPUT. The 
negative-going leading edge of WR is referenced to the rising 
edge of the first <f>-\ clock pulse following T2, and occurs 
within a brief delay (trjQ> of that event. WR remains low 
until re-triggered by the leading edge of 01 during the 
state following T3. Note that any Tyy states intervening 
between T2 and T3 of the output machine cycle will neces- 



sarily extend WR, in much the same way that DBIN is af- 
fected during data input operations. 

All processor machine cycles consist of at least three 
states: T-|, T2, and T3 as just described. If the processor has 
to wait for a response from the peripheral or memory with 
which it is communicating, then the machine cycle may 
also contain one or more Tw states. During the three basic 
states, data is transferred to or from the processor. 

After the T3 state, however, it becomes difficult to 
generalize. T4 and T5 states are available, if the execution 
of a particular instruction requires them. But not all machine 
cycles make use of these states. It depends upon the kind of 
instruction being executed, and on the particular machine 
cycle within the instruction cycle. The processor will termi- 
nate any machine cycle as soon as its processing activities 
are completed, rather than proceeding through the T4 and 
T5 states every time. Thus the 8080 may exit a machine 
cycle following the T3, the T4, or the T5 state and pro- 
ceed directly to the T-] state of the next machine cycle. 



STATE 



ASSOCIATED ACTIVITIES 



T1 



A memory address or I/O device number is 
placed on the Address Bus (A15.Q,); status 
information is placed on Data Bus (D7.0). 



T 2 



The CPU samples the READY and HOLD in- 
puts and checks for halt instruction. 



TW 
(optional 



Processor enters wait state if READY is low 
or if HALT instruction has been executed. 



T3 



An instruction byte (FETCH machine cycle), 
data byte (MEMORY READ, STACK READ, 
INPUT) or interrupt instruction (INTERRUPT 
machine cycle) is input to the CPU from the 
Data Bus; or a data byte (MEMORY WRITE, 
STACK WRITE or OUTPUT machine cycle) 
is output onto the data bus. 



T4 

T5 

(optional) 



States T4 and T5 are available if the execu- 
tion of a particular instruction requires them; 
if not, the CPU may skip one or both of 
them. T4 and T5 are only used for internal 
processor operations. 



Table 4-2. State Definitions 
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INTERRUPT SEQUENCES 

The 8080 has the built-in capacity to handle external 
interrupt requests. A peripheral device can initiate an inter- 
rupt simply by driving the processor's interrupt (INT) line 
high. 

The interrupt (INT) input is asynchronous, and a 
request may therefore originate at any time during any 
instruction cycle. Internal logic re-clocks the external re- 
quest, so that a proper correspondence with the driving 
clock is established. As Figure 4-8 shows, an interrupt 
request (INT) arriving during the time that the interrupt 
enable line (INTE) is high, acts in coincidence with the </>2 
clock to set the internal interrupt latch. This event takes 
place during the last state of the instruction cycle in which 
the request occurs, thus ensuring that any instruction in 
progress is completed before the interrupt can be processed. 

The INTERRUPT machine cycle which follows the 
arrival of an enabled interrupt request resembles an ordinary 
FETCH machine cycle in most respects. The M-| status bit 
is transmitted as usual during the SYNC interval. It is 
accompanied, however, by an INTA status bit (Do) which 
acknowledges the external request. The contents of the 
program counter are latched onto the CPU's address lines 
during Tf, but the counter itself is not incremented during 
the INTERRUPT machine cycle, as it otherwise would be. 



In this way, the pre-interrupt status of the program counter 
is preserved, so that data in the counter may be restored by 
the interrupted program after the interrupt request has been 
processed. 

The interrupt cycle is otherwise indistinguishable from 
an ordinary FETCH machine cycle. The processor itself 
takes no further special action. It is the responsibility of the 
peripheral logic to see that an eight-bit interrupt instruction 
is "jammed" onto the processor's data bus during state T3. 
In a typical system, this means that the data-in bus from 
memory must be temporarily disconnected from the pro- 
cessor's main data bus, so that the interrupting device can 
command the main bus without interference. 

The 8080's instruction set provides a special one-byte 
call which facilitates the processing of interrupts (the ordi- 
nary program Call takes three bytes). This is the RESTART 
instruction (RST). A variable three-bit field embedded in 
the eight-bit field of the RST enables the interrupting device 
to direct a Call to one of eight fixed memory locations. The 
decimal addresses of these dedicated locations are: 0, 8, 16, 
24, 32, 40, 48, and 56. Any of these addresses may be used 
to store the first instruction (s) of a routine designed to 
service the requirements of an interrupting device. Since 
the (RST) is a call, completion of the instruction also 
stores the old program counter contents on the STACK. 
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Figure 4-9. HOLD Operation (Read Mode) 
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HOLD SEQUENCES 

The 8080A CPU contains provisions for Direct Mem- 
ory Access (DMA) operations. By applying a HOLD to the 
appropriate control pin on the processor, an external device 
can cause the CPU to suspend its normal operations and re- 
linquish control of the address and data busses. The proces- 
sor responds to a request of this kind by floating its address 
to other devices sharing the busses. At the same time, the 
processor acknowledges the HOLD by placing a high on its 
HLDA outpin pin. During an acknowledged HOLD, the 
address and data busses are under control of the peripheral 
which originated the request, enabling it to conduct mem- 
ory transfers without processor intervention. 

Like the interrupt, the HOLD input is synchronized 
internally. A HOLD signal must be stable prior to the "Hold 
set-up" interval (tnsK that precedes the rising edge of 02- 

Figures 4-9 and 4-10 illustrate the timing involved in 
HOLD operations. Note the delay between the asynchronous 
HOLD REQUEST and the re-clocked HOLD. As shown in 
the diagram, a coincidence of the READY, the HOLD, and 
the 02 clocks sets the internal hold latch. Setting the latch 
enables the subsequent rising edge of the 0-| clock pulse to 
trigger the HLDA output as described below. 

Acknowledgement of the HOLD REQUEST precedes 
slightly the actual floating of the processor's address and 
data lines. The processor acknowledges a HOLD at the begin- 
ning of T3, if a read or an input machine cycle is in progress 
(see Figure 4-9). Otherwise, acknowledgement is deferred 
until the beginning of the state following T3 (see Figure 
4-10). In both cases, however, the HLDA goes high within 
a specified delay (tpc) °f tne f ising edge of the selected <p-\ 
clock pulse. Address and data lines are floated within a 
brief delay after the rising edge of the next 02 clock pulse. 
This relationship is also shown in the diagrams. 

To all outward appearances, the processor has suspend- 
ed its operations once the address and data busses are floated. 
Internally, however, certain functions may continue. If a 
HOLD REQUEST is acknowledged at T3, and if the pro- 
cessor is in the middle of a machine cycle which requires 
four or more states to complete, the CPU proceeds through 
T4 and T5 before coming to a rest. Not until the end of the 
machine cycle is reached will processing activities cease. 
Internal processing is thus permitted to overlap the external 
DMA transfer, improving both the efficiency and the speed 
of the entire system. 

The processor exits the holding state through a 
sequence similar to that by which it entered. A HOLD 
REQUEST is terminated asynchronously when the external 
device has completed its data transfer. The HLDA output 



returns to a low level following the leading edge of the next 
01 clock pulse. Normal processing resumes with the ma- 
chine cycle following the last cycle that was executed. 

HALT SEQUENCES 

When a halt instruction (HLT) is executed, the CPU 
enters the halt state (Tyy|_|) after state T2 of the next ma- 
chine cycle, as shown in Figure 4-11. There are only three 
ways in which the 8080 can exit the halt state: 

• A high on the RESET line will always reset the 
8080 to state T-j; RESET also clears the program 
counter. 

• A HOLD input will cause the 8080 to enter the 
hold state, as previously described. When the 
HOLD line goes low, the 8080 re-enters the halt 
state on the rising edge of the next 01 clock 
pulse. 

• An interrupt (i.e., INT goes high while INTE is 
enabled) will cause the 8080 to exit the Halt state 
and enter state T1 on the rising edge of the next 
01 clock pulse. NOTE: The interrupt enable (INTE) 
flag must be set when the halt state is entered; 
otherwise, the 8080 will only be able to exit via a 
RESET signal. 

Figure 4-12 illustrates halt sequencing in flowchart 
form. 



START-UP OF THE 8080 CPU 

When power is applied initially to the 8080, the pro- 
cessor begins operating immediately. The contents of its 
program counter, stack pointer, and the other working regis- 
ters are naturally subject to random factors and cannot be 
specified. For this reason, it will be necessary to begin the 
power-up sequence with RESET. 

An external RESET signal of three clock period dura- 
tion (minimum) restores the processor's internal program 
counter to zero. Program execution thus begins with mem- 
ory location zero, following a RESET. Systems which re- 
quire the processor to wait for an explicit start-up signal 
will store a halt instruction (El, HLT) in the first two loca- 
tions. A manual or an automatic INTERRUPT will be used 
for starting. In other systems, the processor may begin ex- 
ecuting its stored program immediately. Note, however, that 
the RESET has no effect on status flags, or on any of the 
processor's working registers (accumulator, registers, or 
stack pointer). The contents of these registers remain inde- 
terminate, until initialized explicitly by the program. 
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Figure 4-11. HALT Timing 
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"'when reset signal is active, all of control output signals will be reset immediately or some 
clock periods later. the reset signal must be active for a minimum of three clock cycles. in 
the above diagram n and i may be any integer. 



note: (n) Refer to Status Word Chart on Page 4-6. 



Figure 4-13. Reset 




note: ® Refer to Status Word Chart on Page 4-6. 



Figure 4-14. Relation between HOLD and INT in the HALT State 
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NOTES: 

1 . The first memory cycle (M 1 ) is always an instruction 
fetch; the first (or only) byte, containing the op code, is 
fetched during this cycle. 

2. If the READY input from memory is not high during 
T2 of each memory cycle, the processor will enter a wait 
state (TW) until READY is sampled as high. 

3. States T4 and T5 are present, as required, for opera- 
tions which are completely internal to the CPU. The con- 
tents of the internal bus during T4 and T5 are available at 
the data bus; this is designed for testing purposes only. An 
"X" denotes that the state is present, but is only used for 
such internal operations as instruction decoding. 

4. Only register pairs rp = B (registers B and C) or rp= D 
(registers D and E) may be specified. 

5. These states are skipped. 

6. Memory read sub-cycles; an instruction or data word 
will be read. 

7. Memory write sub-cycle. 

8. The R EADY signal is not required during the second 
and third sub-cycles (M2and M3). The HOLD signal is 
accepted during M2 and M3. The SYNC signal is not gene- 
rated during M2 and M3. During the execution of DAD, 
M2 and M3 are required for an internal register-pair add; 
memory is not referenced. 

9. The results of these arithmetic, logical or rotate in- 
structions are not moved into the accumulator (A) until 
state T2 of the next instruction cycle. That is, A is loaded 
while the next instruction is being fetched; this overlapping 
of operations allows for faster processing. 

10. If the value of the least significant 4-bits of the accumu- 
lator is greater than 9 or_ if the auxiliary carry bit is set, 6 

is added to the accumulator. If the value of the most signifi- 
cant 4-bits of the accumulator is now greater than 9, or if 
the carry bit is set, 6 is added to the most significant 
4-bits of the accumulator. 

1 1 . This represents the first sub-cycle (the instruction 
fetch) of the next instruction cycle. 



1 2. If the condition was met, the contents of the register 
pair WZ are output on the address lines (An-15) instead of 
the contents of the program counter (PC). 

13. If the condition was not met, sub-cycles M4 and M5 
are skipped; the processor instead proceeds immediately to 
the instruction fetch (M1 ) of the next instruction cycle. 

14. If the condition was not met, sub-cycles M2 and M3 
are skipped; the processor instead proceeds immediately to 
the instruction fetch (M1) of the next instruction cycle. 

1 5. Stack read sub-cycle. 

16. Stack write sub-cycle. 

17. CONDITION CCC 

NZ - not zero (Z = 0) 000 

Z - zero (Z= 1) 001 

NC - no carry (CY = 0) 010 

C - carry (CY = 1 ) 01 1 

PO - parity odd (P = 0) 100 

PE - parity even (P= 1) 101 

P - plus(S = 0) 110 

M - minus (S= 1) 111 

18. I/O sub-cycle: the I/O port's 8-bit select code is dupli- 
cated on address lines 0-7 (An.7) and 8-15 (A8-15). 

19. Output sub-cycle. 

20. The processor will remain idle in the halt state until 
an interrupt, a reset or a hold is accepted. When a hold re- 
quest is accepted, the CPU enters the hold mode; after the 
hold mode is terminated, the processor returns to the halt 
state. After a reset is accepted, the processor begins execu- 
tion at memory location zero. After an interrupt is accepted, 
the processor executes the instruction forced onto the data 
bus (usually a restart instruction). 
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CHAPTER 5 
THE INSTRUCTION SET 



5.1 WHAT THE INSTRUCTION SET IS 

A computer, no matter how sophisticated, can 
do only what it is instructed to do. A program is 
a sequence of instructions, each of which is 
recognized by the computer and causes it to 
perform an operation. Once a program is placed 
in memory space that is accessible to your 
CPU, you may run that same sequence of in- 
structions as often as you wish to solve the 
same problem or to do the same function. The 
set of instructions to which the 8085A CPU will 
respond is permanently fixed in the design of 
the chip. 

Each computer instruction allows you to ini- 
tiate the performance of a specific operation. 
The 8085A implements a group of instructions 
that move data between registers, between a 
register and memory, and between a register 
and an I/O port. It also has arithmetic and logic 
instructions, conditional and unconditional 
branch instructions, and machine control in- 
structions. The CPU recognizes these instruc- 
tions only when they are coded in binary form. 



5.2 SYMBOLS AND ABBREVIATIONS: 

The following symbols and abbreviations are 
used in the subsequent description of the 
8085A instructions: 



DDD,SSS 



SYMBOLS 

accumulator 
addr 
data 
data 16 
byte 2 

byte 3 

port 
r,r1,r2 



MEANING 

Register A 

16-bit address quantity 

8-bit quantity 

16-bit data quantity 

The second byte of the instruc- 
tion 

The third byte of the instruc- 
tion 

8-bit address of an I/O device 

One of the registers A,B,C, 
D.E.H.L 



rp 



RP 



rh 
rl 



The bit pattern designating 
one of the registers A,B,C,D, 
E,H,L (DDD = destination, 
SSS= source): 

DDD or REGISTER 

SSS NAME 



111 


A 


000 


B 


001 


C 


010 


D 


011 


E 


100 


H 


101 


L 



One of the register pairs: 

B represents the B,C pair with 
B as the high-order register 
and C as the low-order 
register; 

D represents the D,E pair with 
D as the high-order register 
and E as the low-order 
register; 

H represents the H,L pair with 
H as the high-order register 
and L as the low-order 
register; 

SP represents the 16-bit stack 
pointer register. 

The bit pattern designating 
one of the register pairs 
B,D,H,SP: 



RP 

00 
01 
10 

11 



REGISTER 
PAIR 

B-C 
D-E 
H-L 
SP 



The first (high-order) register 
of a designated register pair. 

The second (low-order) 
register of a designated 
register pair. 
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PC 



SP 



m 



LABEL 



16-bit program counter 
register (PCH and PCL are 
used to refer to the high-order 
and low-order 8 bits respec- 
tively). 

16-bit stack pointer register 
(SPH and SPL are used to refer 
to the high-order and low-order 
8 bits respectively). 

Bit m of the register r (bits are 
number 7 through from left 
to right). 

16-bit address of subroutine. 





The condition flags: 


7 


Zero 


3 


Sign 


P 


Parity 


3Y 


Carry 


\C 


Auxiliary Carry 


:) 


The contents of the memory 
location or registers enclosed 
in the parentheses. 


- 


"Is transferred to" 


A 


Logical AND 


\t 


Exclusive OR 


A 


Inclusive OR 


+ 


Addition 



- Two's complement subtraction 
Multiplication 

« "Is exchanged with" 

The one's complement (e.g., (Ajj 

i The restart number through 7 

MNN The binary representation 000 

through 111 for restart number 
through 7 respectively. 

The instruction set encyclopedia is a detailed 
jescription of the 8085A instruction set. Each 
nstruction is described in the following man- 
ner: 

I. The MCS-85 macro assembler format, con- 
sisting of the instruction mnemonic and 
operand fields, is printed in BOLDFACE on 
the first line. 

I. The name of the instruction is enclosed in 
parentheses following the mnemonic. 

}. The next lines contain a symbolic description 
of what the instruction does. 

I. This is followed by a narrative description of 
the operation of the instruction. 



5. The boxes describe the binary codes that 
comprise the machine instruction. 

6. The last four lines contain information about 
the execution of the instruction. The number 
of machine cycles and states required to ex- 
ecute the instruction are listed first. If the in- 
struction has two possible execution times, 
as in a conditional jump, both times are 
listed, separated by a slash. Next, data ad- 
dressing modes are listed if applicable. The 
last line lists any of the five flags that are af- 
fected by the execution of the instruction. 

5.3 INSTRUCTION AND DATA FORMATS 

Memory used in the MCS-85 system is organ- 
ized in 8-bit bytes. Each byte has a unique location in 
physical memory. That location is described by one of 
a sequence of 16-bit binary addresses. The 8085A can 
address up to 64K (K = 1024, or 210; hence, 64K 
represents the decimal number 65,536) bytes of 
memory, which may consist of both random-access, 
read-write memory (RAM) and read-only memory 
(ROM), which is also random-access. 

Data in the 8085A is stored in the form of 8-bit 
binary integers: 

DATA WORD 



I I I I I I I 
D 7 D 6 D 5 D 4 D 3 D 2 D! D c 



MSB 



LSB 



When a register or data word contains a binary 
number, it is necessary to establish the order in which 
the bits of the number are written. In the Intel 8085A, 
BIT is referred to as the Least Significant Bit (LSB), 
and BIT 7 (of an 8-bit number) is referred to as the 
Most Significant Bit (MSB). 

An 8085A program instruction may be one, two or 
three bytes in length. Multiple-byte instructions must 
be stored in successive memory locations; the address 
of the first byte is always used as the address of the in- 
struction. The exact instruction format will depend 
on the particular operation to be executed. 



Single Byte Instructions 



Byte 
One 

Byte 
Two 



D 7 


I I I I I 


Do 


Two-Byte Instructions 


D 7 


I I I I I 


'd„ 




D 7 


I I I I I 


'd 



Op Code 



Op Code 



Data or 
Address 
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Three-Byte Instructions 




1 1 1 1 1 1 
D 7 


'Do 


Op Code 








1 1 1 1 1 1 
D 7 


'd„ 


) Data 






or 


1 1 1 1 1 1 
D 7 


'Do 


j Address 



Byte 
One 

Byte 
Two 

Byte 
Three 



5.4 ADDRESSING MODES: 

Often the data that is to be operated on is stored in 
memory. When multi-byte numeric data is used, the 
data, like instructions, is stored in successive memory 
locations, with the least significant byte first, follow- 
ed by increasingly significant bytes. The 8085A has 
four different modes for addressing data stored in 
memory or in registers: 

• Direct — Bytes 2 and 3 of the instruction 

contain the exact memory ad- 
dress of the data item (the low- 
order bits of the address are in 
byte 2, the high-order bits in 
byte 3). 

• Register — The instruction specifies the 

register or register pair in which 
the data is located. 

• Register Indirect — The instruction 

specifies a register pair which 
contains the memory address 
where the data is located (the 
high-order bits of the , address 
are in the first register of the 
pair the low-order bits in the 
second). 

• Immediate — The instruction contains 

the data itself. This is either an 
8-bit quantity or a 16-bit quanti- 
ty (least significant byte first, 
most significant byte second). 

Unless directed by an interrupt or branch in- 
stitution, the execution of instructions pro- 
ceeds through consecutively increasing 
memory locations. A branch instruction can 
specify the address of the next instruction to be 
executed in one of two ways: 

• Direct — The branch instruction contains 

the address of the next instruc- 
tion to be executed. (Except for 
the 'RST' instruction, byte 2 
contains the low-order address 
and byte 3 the high-order ad- 
dress.) 



• Register Indirect — The branch instruc- 
tion indicates a register-pair 
which contains the address of 
the next instruction to be ex- 
ecuted. (The high-order bits of 
the address are in the first 
register of the pair, the low- 
order bits in the second.) 

The RST instruction is a special one-byte call in- 
struction (usually used during interrupt se- 
quences). RST includes a three-bit field; pro- 
gram control is transferred to the instruction 
whose address is eight times the contents of 
this three-bit field. 

5.5 CONDITION FLAGS: 

There are five condition flags associated with 
the execution of instructions on the 8085A. 
They are Zero, Sign, Parity, Carry, and Auxiliary 
Carry. Each is represented by a 1-bit register (or 
flip-flop) in the CPU. A flag is set by forcing the 
bit to 1; it is reset by forcing the bit to 0. 
Unless indicated otherwise, when an instruc- 
tion affects a flag, it affects it in the following 
manner: 

Zero: If the result of an instruction 

has the value 0, this flag is set; 

otherwise it is reset. 

Sign: If the most significant bit of the 

result of the operation has the 
value 1, this flag is set; other- 
wise it is reset. 

Parity: If the modulo 2 sum of the bits 
of the result of the operation is 
0, (i.e., if the result has even 
parity), this flag is set; other- 
wise it is reset (i.e., if the result 
has odd parity). 

Carry: If the instruction resulted in a 
carry (from addition), or a bor- 
row (from subtraction or a com- 
parison) out of the high-order 
bit, this flag is set; otherwise it 
is reset. 

Auxiliary Carry: If the instruction caused a 
carry out of bit 3 and into bit 4 
of the resulting value, the aux- 
iliary carry is set; otherwise it is 
reset. This flag is affected by 
single-precision additions, sub- 
tractions, increments, decre- 
ments, comparisons, and logi- 
cal operations, but is principal- 
ly used with additions and in- 
crements preceding a DAA 
(Decimal Adjust Accumulator) 
instruction. 
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5.6 INSTRUCTION SET ENCYCLOPEDIA 

In the ensuing dozen pages, the complete 
8085A instruction set is described, grouped in 
order under five different functional headings, 
as follows: 

1 . Data Transfer Group — Moves data be- 
tween registers or between memory 
locations and registers. Includes moves, 
loads, stores, and exchanges. (See 
below.) 

2. Arithmetic Group — Adds, subtracts, in- 
crements, or decrements data in 
registers or memory. (See page 5-13.) 

3. Logic Group — ANDs, ORs, XORs, com- 
pares, rotates, or complements data in 
registers or between memory and a 
register. (See page 5-16.) 

4. Branch Group — Initiates conditional or 
unconditional jumps, calls, returns, and 
restarts. (See page 5-20.) 

5. Stack, I/O, and Machine Control Group 

— Includes instructions for maintaining 
the stack, reading from input ports, 
writing to output ports, setting and 
reading interrupt masks, and setting and 
clearing flags. (See page 5-22.) 



The formats described in the encyclopedia 
reflect the assembly language processed by 
Intel-supplied assembler, used with the Intellec® 
development systems. 



5.6.1 Data Transfer Group 

This group of instructions transfers data to and 
from registers and memory. Condition flags are 
not affected by any instruction in this group. 



MOV M, r2 (Move Register) 
(r1) - (r2) 

The content of register r2 is moved to 
register r1. 



MOV r, M (Move from memory) 

(r) - ((H) (L)) 

The content of the memory location, whose 
address is in registers H and L, is moved to 
register r. 



I 

1 


I I 

D D D 


I I 
1 1 



Cycles: 


2 


States: 


7 


Addressing: 


reg. indirect 


Flags: 


none 



MOV M, r (Move to memory) 

((H)) (L)) - (r) 

The content of register r is moved to the 
memory location whose address is in 
registers H and L. 



I I I I 

1110 


I I 

S S S 



Cycles: 


2 


States: 


7 


Addressing: 


reg. indirect 


Flags: 


none 



MVI r, data (Move Immediate) 
(r) - (byte 2) 

The content of byte 2 of the instruction is 
moved to register r. 






I 



D 


I I 
D D 


1 


I 
1 


I 



data 



Cycles: 


2 


States: 


7 


Addressing: 


immediate 


Flags: 


none 



MVI M, data (Move to memory immediate) 
((H) (L» - (byte 2) 

The content of byte 2 of the instruction is 
moved to the memory location whose ad- 
dress is in registers H and L. 






1 


I I 
D D 


D 


I I 

s s s 







I I ! ! I I 
110 1 1 




Cycles: 

States: 

Addressing: 

Flags: 


1 

4 (8085), 5 (8080) 




data 




register 
none 




Cycles: 3 
States: 10 
Addressing: immed./reg. indirect 
Flags: none 
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LXI rp, data 16 (Load register pair immediate) 
(rh) - (byte 3), 
(rl) - (byte 2) 

Byte 3 of the instruction is moved into the 
high-order register (rh) of the register pair 
rp. Byte 2 of the instruction is moved into 
the low-order register (rl) of the register pair 
rp. 



LHLD addr (Load H and L direct) 
(L)H(byte 3Kbyte 2)) 
(H)H(byte3)(byte2) + 1) 
The content of the memory location, whose 
address is specified in byte 2 and byte 3 of 
the instruction, is moved to register L. The 
content of the memory location at the suc- 
ceeding address is moved to register H. 









I 
R P 


I 



I 
1 










I I I I I 
10 10 


. I 
1 


low-order data 


low-order addr 


high-order data 


high-order addr 



Cycles: 


3 


States: 


10 


Addressing: 


immediate 


Flags: 


none 



Cycles: 


5 


States: 


16 


Addressing: 


direct 


Flags: 


none 



LDA addr (Load Accumulator direct) 

(A) - ((byte 3Kbyte 2)) 
The content of the memory location, whose 
address is specified in byte 2 and byte 3 of 
the instruction, is moved to register A. 









I I I 
1110 


1 


I 



low-order addr 


high-order addr 



SHLD addr (Store H and L direct) 
((byte 3Kbyte 2)H(L) 
((byte 3Kbyte 2) + 1)-(H) 
The content of register L is moved to the 
memory location whose address is 
specified in byte 2 and byte 3. The content 
of register H is moved to the succeeding 
memory location. 



Cycles: 


4 


States: 


13 


ressing: 


direct 


Flags: 


none 






I 



I I I I 
10 


1 





low-order addr 


high-order addr 



STA addr (Store Accumulator direct) 

((byte 3Kbyte 2)) - (A) 
The content of the accumulator is moved to 
the memory location whose address is 
specified in byte 2 and byte 3 of the instruc- 
tion. 



Cycles: 


5 


States: 


16 


Addressing: 


direct 


Flags: 


none 







1 



1 







1 



low-order addr 



high-order addr 



LDAX rp (Load accumulator indirect) 

(A) - ((rp)) 

The content of the memory location, whose 
address is in the register pair rp, is moved 
to register A. Note: only register pairs 
rp = B (registers B and C) or rp = D 
(registers D and E) may be specified. 



I 




I 

R P 


I I I 
10 10 



Cycles: 


4 


States: 


13 


Addressing: 


direct 


Flags: 


none 



Cycles: 


2 


States: 


7 


Addressing: 


reg. indirect 


Flags: 


none 
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STAX rp (Store accumulator indirect) 

«rp» - (A) 

The content of register A is moved to the 
memory location whose address is in the 
register pair rp. Note: only register pairs 
rp = B (registers B and C) or rp = D 
(registers D and E) may be specified. 



1 




R P 


1 1 1 
10 



Cycles: 


2 


States: 


7 


Addressing: 


reg. indirect 


Flags: 


none 



XCHG (Exchange H and L with D and E) 

(H) - (D) 
(L) - (E) 

The contents of registers H and L are ex- 
changed with the contents of registers D 
and E. 



1 


1 


1 


I 




1 


I 




1 


1 



Cycles: 


1 


States: 


4 


Addressing: 


register 


Flags: 


none 



5.6.2 Arithmetic Group 

This group of instructions performs arithmetic 
operations on data in registers and memory. 

Unless indicated otherwise, all instructions in 
this group affect the Zero, Sign, Parity, Carry, 
and Auxiliary Carry flags, according to the stan- 
dard rules. 

All subtraction operations are performed via 
two's complement arithmetic and set the carry 
flag to one to indicate a borrow and clear it to 
indicate no borrow. 

ADD r (Add Register) 

(A) - (A) + (r) 

The content of register r is added to the 
content of the accumulator. The result is 



ADD M (Add memory) 

(A) - (A) + ((H) (L)) 

The content of the memory location whose 
address is contained in the H and L 
registers is added to the content of the ac- 
cumulator. The result is placed in the ac- 
cumulator. 





I I 


I 










1 











1 


1 






Cycles: 

States: 

Addressing: 

Flags: 



2 

7 

reg. indirect 

Z,S,P,CY,AC 



ADI data (Add immediate) 

(A) - (A) + (byte 2) 

The content of the second byte of the in- 
struction is added to the content of the ac- 
cumulator. The result is placed in the ac- 
cumulator. 



I I 
1 1 



i — r 



Cycles: 


2 


States: 


7 


Addressing: 


immediate 


Flags: 


Z,S,P,CY,AC 



ADC r (Add Register with carry) 

(A) - (A) + (r) + (CY) 
The content of register r and the content of 
the carry bit are added to the content of the 
accumulator. The result is placed in the ac- 
cumulator. 



yia^eu in ii ic auuun 


luidiu 


i. 






1 1 1 
10 


1 


I 

s s 


s 


1 1 1 
10 





1 

s s 


S 








1 

4 

register 

Z,S,P,CY,AC 




Cycles: 

States: 

Addressing: 

Flags: 


1 

4 
reg 

z,s 


ister 
,P,CY,AC 




Cycles: 

States: 

Addressing: 

Flags: 
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ADC M (Add memory with carry) 

(A) - (A) + ((H) (L)) + (CY) 
The content of the memory location whose 
address is contained in the H and L 
registers and the content of the CY flag are 
added to the accumulator. The result is 
placed in the accumulator. 



SUB M (Subtract memory) 

(A) - (A) - ((H) (L)) 

The content of the memory location whose 
address is contained in the H and L 
registers is subtracted from the content of 
the accumulator. The result is placed in the 
accumulator. 





I I 


1 






I 


I 


1 





1 





1 


1 






Cycles: 

States: 

Addressing: 

Flags: 



2 

7 

reg. indirect 

Z,S,P,CY,AC 



Cycles: 

States: 

Addressing: 

Flags: 



2 

7 

reg. indirect 

Z,S,P,CY,AC 



ACI data (Add immediate with carry) 

(A) - (A) + (byte 2) + (CY) 
The content of the second byte of the in- 
struction and the content of the CY flag are 
added to the contents of the accumulator. 
The result is placed in the accumulator. 



SUI data (Subtract immediate) 

(A) - (A) - (byte 2) 

The content of the second byte of the in- 
struction is subtracted from the content of 
the accumulator. The result is placed in the 
accumulator. 



1 


I I I I I l I 
10 1110 




I I I I I I I 
110 10 11 





data 


data 




Cycles: 2 
States: 7 
Addressing: immediate 
Flags: Z,S,P,CY,AC 




Cycles: 2 
States: 7 
Addressing: immediate 
Flags: Z,S,P,CY,AC 





SUB r (Subtract Register) 

(A) - (A) - (r) 

The content of register r is subtracted from 
the content of the accumulator. The result 
is placed in the accumulator. 



SBB r (Subtract Register with borrow) 

(A) - (A) - (r) - (CY) 
The content of register r and the content of 
the CY flag are both subtracted from the 
accumulator. The result is placed in the ac- 
cumulator. 



I I I I 

10 1 





I I 

s s 


S 




I I I I 
10 1 


1 


s's ' 


S 


Cycles: 

States: 

Addressing: 

Flags: 


1 
4 
rec 


jister 
3,P,CY,AC 






Cycles: 

States: 

Addressing: 

Flags: 


1 
4 
re 
Z,J 


gister 
3,P,CY,AC 
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SBB M (Subtract memory with borrow) 

(A) - (A) - ((H) (L)) - (CY) 
The content of the memory location whose 
address is contained in the H and L 
registers and the content of the CY flag are 
both subtracted from the accumulator. The 
result is placed in the accumulator. 



INR M (Increment memory) 

((H) (L) - ((H) (L)) + 1 

The content of the memory location whose 
address is contained in the H and L 
registers is incremented by one. Note: All 
condition flags except CY are affected. 









1 


1 


I 




1 


I 




I 





Cycles: 

States: 

Addressing: 

Flags: 



2 

7 

reg. indirect 

Z,S,P,CY,AC 



Cycles: 


3 


States: 


10 


Addressing: 


reg. indirect 


Flags: 


Z,S,P,AC 



SBI data (Subtract immediate with 

borrow) 
(A) - (A) - (byte 2) - (CY) 
The contents of the second byte of the in- 
struction and the contents of the CY flag 
are both subtracted from the accumulator. 
The result is placed in the accumulator. 



1 


1 


I 



I 
1 1 


I 
1 


1 


I 



data 



Cycles: 

States: 

Addressing: 

Flags: 



2 

7 

immediate 

Z,S,P,CY,AC 



DCR r (Decrement Register) 

(r) - (r). - 1 

The content of register r is decremented by 
one. Note: All condition flags except CY 
are affected. 









D 


D 


D 


1 


I 



I 
1 



Cycles: 


1 


States: 


4 (8085), 5 (8080) 


Addressing: 


register 


Flags: 


Z,S,P,AC 



INR r (Increment Register) 

(r) - (r) + 1 

The content of register r is incremented by 
one. Note: All condition flags except CY 
are affected. 



DCR M (Decrement memory) 

((H) (L)) - ((H) (L)) - 1 
The content of the memory location whose 
address is contained in the H and L 
registers is decremented by one. Note: All 
condition flags except CY are affected. 



D 













1 


1 


I 




1 





1 



Cycles: 

States: 

Addressing: 

Flags: 



1 

4 (8085), 5 (8080) 

register 

Z,S,P,AC 



Cycles: 


3 


States: 


10 


Addressing: 


reg. indirect 


Flags: 


Z,S,P,AC 
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INX rp (Increment register pair) 

(rh) (rl) - (rh) (rl) + 1 

The content of the register pair rp is in- 
cremented by one. Note: No condition flags 
are affected. 



I 




I 

R P 


I I I 
11 



Cycles: 


1 


States: 


6 (8085), 5 (8080) 


Addressing: 


register 


Flags: 


none 



DAA (Decimal Adjust Accumulator) 

The eight-bit number in the accumulator is 
adjusted to form two four-bit Binary-Coded- 
Decimal digits by the following process: 

1. If the value of the lease significant 4 bits 
of the accumulator is greater than 9 or if 
the AC flag is set, 6 is added to the ac- 
cumulator. 

2. If the value of the most significant 4 bits 
of the accumulator is now greater than 9, 
or if the CY flag is set, 6 is added to the 
most significant 4 bits of the ac- 
cumulator. 

NOTE: All flags are affected. 



DCX rp (Decrement register pair) 

(rh) (rl) - (rh) (rl) - 1 

The content of the register pair rp is 
decremented by one. Note: No condition 
flags are affected. 









1 








1 


I 
1 


I 

1 



Cycles: 

States: 

Flags: 



1 
4 
Z,S,P,CY,AC 







Cycles: 


1 


States: 


6 (8085), 5 (8080) 


Addressing: 


register 


Flags: 


none 



5.6.3 Logical Group 

This group of instructions performs logical 
(Boolean) operations on data in registers and 
memory and on condition flags. 

Unless indicated otherwise, ail instructions in 
this group affect the Zero, Sign, Parity, Auxiliary 
Carry, and Carry flags according to the stan- 
dard rules. 



DAD rp (Add register pair to H and L) 

(H) (L) - (H) (L) + (rh) (rl) 
The content of the register pair rp is added 
to the content of the register pair H and L 
The result is placed in the register pair H 
and L. Note: Only the CY flag is affected. It 
is set if there is a carry out of the double 
precision add; otherwise it is reset. 



ANAr (AND Register) 

(A) - (A) a (r) 

The content of register r is logically ANDed 
with the content of the accumulator. The 
result is placed in the accumulator. The CY 
flag is cleared and AC is set (8085). The CY 
flag is cleared and AC is set to the OR'ing 
of bits 3 of the operands (8080). 











I I I I 

10 10 


s s s 



Cycles: 


3 


States: 


10 


Addressing: 


register 


Flags: 


CY 



Cycles: 
States: 


1 
4 


Addressing: 
Flags: 


register 
Z,S,P,CY,AC 
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ANA M {AND mernofy) 

(A) -(A) A ((H) (L))' 

The contents of 1 r.tflev rriemory location 

wh#s$%p%'^6: t$ fro&t#ned in the ti and L 

" ■ fa -"' J * '7^ca$lf ^^kfeWith the cbsn- 

> «Jccttfrfcf)|ft$^ we result is 

FOfbfts3 



■ • ,„. — , „■•■■ »,„»,• -, . .-r v ■ , ' •*• ^S't '' "' , 







»ni 



re§; iMirect 

2,I,^cy;ac; 



AN! data (AfllQ e) 

(A) - (A) A-tW«;*J 

The content of the second byte of the in- 
struction is logically ANOed with the con- 
tents of the accumulator. The result is 
placed in the accumulator. The CY flag is 
cleared and AC is set (8085). The CY flag is 
cleared and AC is set to the OR'ing of bits 3 
of the operands (8080). 



1 1 



10 



1 1 



■<¥ ■ i.V 



.'h y <8 ;ua? 



Cycles: 2 

States: 7 

Addressing; immediate 

C t - ,v -.Flag*:,'- Z,S>,CY,AC 

"> • ' i '■ 

XRA ** ' (Exclusi&rtl OR Register) 
(A)~#^fr) * f < , 
T*^$g$*ta|3f resgj'Uff r $& excrusive-OR'd 
wit* jt|j^*M r JW ; ^P<* accumulator. The 
resi$ « plltced ih f|t# accumulator . Tlie CY 
and AC 





-^T 




•l- 


■r, •■ 




_i «*_$*» 


1 





1 





1 


S 


s s 



XRA M (Exclusive OR Memory) 

(A)~(A)^((H)(L)) 

The content of the memory location whose 
address is contained in the H and L 
registers is exclusive-OR'd with the con- 
tent of the accumulator. The result is 
placed in the accumulator. The CY and AC 
ffagfc are cleared. 



1 


I 




1 





1 


1 


1 






Cycles: 

States: 

Addressing: 

Flags: 



2 

7 

reg. indirect 

Z,S,P,CY,AC 



XRI data (Exclusive OR immediate) 

(A) - (A)y- (byte 2) 

The content of the second byte of the in- 
struction is exclusive-OR'd with the con- 
tent of the accumulator. The result is 
placed in the accumulator. The CY and AC 
flags are cleared. 



1 


1 


1 


I 
1 


I 
1 


I 
1 


I 



data 



Cycles: 


2 


States: 


7 


Addressing: 


immediate 


Flags: 


Z,S,P,CY,AC 



ORA r (OR Register) 

(A)~(A)V(r) 

The content of register r is inclusive-OR'd 
with the content of the accumulator. The 
result is placed in the accumulator. The CY 
and AC flags are cleared. 



1 


I 




1 


I 
1 


I 




s 


s 


s 



Cycles: 1 

Stales: 4 

Addressing: register 

Flags: Z,S,P,CY,AC 



Cycles: 


1 


States: 


4 


Addressing: 


register 


Flags: 


Z,S,P,CY,AC 
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ORA M (OR memory) 

(A) - (A) V ((H) (L» 

The content of the memory location whose 
address is contained in the H and L 
registers is inclusive-OR'd with the content 
of the accumulator. The result is placed in 
the accumulator. The CY and AC flags are 
cleared. 



CMP M (Compare memory) 

(A) - ((H) (L)) 

The content of the memory location whose 
address is contained in the H and L 
registers is subtracted from the ac- 
cumulator. The accumulator remains un- 
changed. The condition flags are set as a 
result of the subtraction. The Z flag is set 
to 1 if (A)=((H) (L)). The CY flag is set to 1 if 



I I I 

10 11 


I I 
1 1 















I I I I 
10 11 


I I I 
1 1 1 







2 

7 

reg. indirect 

Z,S,P,CY,AC 






Cycles: 

States: 

Addressing: 

Flags: 




Cycles: 

States: 

Addressing: 

Flags: 


2 

7 

reg. indirect 

Z,S,P,CY,AC 





ORI data (OR Immediate) 

(A) - (A) V (byte 2) 

The content of the second byte of the in- 
struction is inclusive-OR'd with the content 
of the accumulator. The result is placed in 
the accumulator. The CY and AC flags are 
cleared.. 



1 


1 


1 


I 
1 


1 


1 


I 



data 



Cycles: 


2 


States: 


7 


Addressing: 


immediate 


Flags: 


Z,S,P,CY,AC 



CMP r (Compare Register) 

(A) - (r) 

The content of register r is subtracted from 
the accumulator. The accumulator remains 
unchanged. The condition flags are set as 
a result of the subtraction. The Z flag is set 
to 1 if (A) = (r). The CY flag is set to 1 if (A) 
<(r)- 



I I I I 

10 111 


I I 

S S s 



Cycles: 


1 


States: 


4 


Addressing: 


register 


Flags: 


Z,S,P,CY,AC 



CPI data (Compare immediate) 

(A) - (byte 2) 

The content of the second byte of the in- 
struction is subtracted from the ac- 
cumulator. The condition flags are set by 
the result of the subtraction. The Z flag is 
set to 1 if (A) = (byte 2). The CY flag is set to 
1 if (A) < (byte 2). 



1 


I 
1 


1 


I 
1 1 


1 


1 





data 



Cycles: 


2 


States: 


7 


Addressing: 


immediate 


Flags: 


Z,S,P,CY,AC 



RLC (Rotate left) 

(A n + 1 )~(A n );(A )~(A 7 ) 

(CY) - (A 7 ) 

The content of the accumulator is rotated 

left one position. The low order bit and the 

CY flag are both set to the value shifted out 

of the high order bit position. Only the CY 

flag is affected. 


















1 


1 


1 



Cycles: 1 
States: 4 
Flags: CY 
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RRC (Rotate right) 

(A n )~(A n + 1 );(A 7 )~(A ) 

(CY) - (A ) 

The content of the accumulator is rotated 

right one position. The high order bit and 

the CY flag are both set to the value shifted 

out of the low order bit position. Only the 

CY flag is affected. 



CMA _ (Complement accumulator) 

(A) - (A) 

The contents of the accumulator are com- 
plemented (zero bits become 1, one bits 
become 0). No flags are affected. 









1 





1 


1 


1 


I 

1 















1 


1 


1 


1 



Cycles: 1 
States: 4 
Flags: CY 



RAL (Rotate left through carry) 

(A n + 1 )HA n );(CY)HA 7 ) 
(Ao)HCY) 

The content of the accumulator is rotated 
left one position through the CY flag. The 
low order bit is set equal to the CY flag and 
the CY flag is set to the value shifted out of 
the high order bit. Only the CY flag is af- 
fected. 



Cycles: 1 
States: 4 
Flags: none 



CMC (Complement carry) 

(CY) - (CY) 

The CY flag is complemented. No other 

flags are affected. 









1 


I 
1 


1 


1 


1 


1 



Cycles: 1 
States: 4 
Flags: CY 



Cycles: 1 
States: 4 
Flags: CY 



STC (Set carry) 

(CY) - 1 

The CY flag is set to 1. No other flags are 
affected. 



RAR (Rotate right through carry) 

(A n )-(A n + 1 );(CY)-(A ) 
(A 7 ) - (CY) 

The content of the accumulator is rotated 
right one position through the CY flag. The 
high order bit is set to the CY flag and the 
CY flag is set to the value shifted out of the 
low order bit. Only the CY flag is affected. 



1 1 1 1 1 1 1 

110 111 



Cycles: 1 
States: 4 
Flags: CY 












1 


I 

1 


1 


1 


1 



Cycles: 1 
States: 4 
Flags: CY 



*AII mnemonics copyrighted ©Intel Corporation 1976. 



5-12 



THE INSTRUCTION SET 



5.6.4 Branch Group 

This group of instructions alter normal sequen- 
tial program flow. 

Condition flags are not affected by any instruc- 
tion in this group. 

The two types of branch instructions are uncon- 
ditional and conditional. Unconditional 
transfers simply perform the specified opera- 
tion on register PC (the program counter). Con- 
ditional transfers examine the status of one of 
the four processor flags to determine if the 
specified branch is to be executed. The condi- 
tions that may be specified are as follows: 



Jcondition addr (Conditional jump) 
If (CCC), 
(PC) - (byte 3) (byte 2) 
If the specified condition is true, control is 
transferred to the instruction whose ad- 
dress is specified in byte 3 and byte 2 of the 
current instruciton; otherwise, control con- 
tinues sequentially. 



CONDITION 


CCC 


NZ — not zero (Z = 0) 


000 


Z— zero(Z = 1) 


001 


NC— no carry (CY = 0) 


010 


C— carry (CY = 1) 


011 


PO — parity odd (P = 0) 


100 


PE — parity even (P = 1) 


101 


P— plus(S = 0) 


110 


M— minus (S = 1) 


111 



I 
1 1 


I I 
CCC 


I 




I 

1 


low-order addr 


high-order addr 



Cycles: 

States: 

Addressing: 

Flags: 



2/3 (8085), 3 (8080) 
7/10(8085), 10(8080) 
immediate 
none 



JMP addr (Jump) 

(PC) - (byte 3) (byte 2) 
Control is transferred to the instruction 
whose address is specified in byte 3 and 
byte 2 of the current instruction. 



1 


1 


I I I I 



1 


1 


low-order addr 


high-order addr 



CALL addr (Call) 
((SP) - 1) - (PCH) 
((SP) -2)~(PCL) 
(SP) - (SP) - 2 
(PC) - (byte 3) (byte 2) 
The high-order eight bits of the next in- 
struction address are moved to the 
memory location whose address is one 
less than the content of register SP. The 
low-order eight bits of the next instruction 
address are moved to the memory location 
whose address is two less than the content 
of register SP. The content of register SP is 
decremented by 2. Control is transferred to 
the instruction whose address is specified 
in byte 3 and byte 2 of the current instruc- 
tion. 



Cycles: 


3 


States: 


10 


Addressing: 


immediate 


Flags: 


none 



1 


1 


I I I I 
11 





1 


low-order addr 


high-order addr 



Cycles: 5 

States: 18(8085), 17(8080) 
Addressing: imm *iiate/ 



Flags: 



reg. indirect 
none 
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Ccondition addr (Condition call) 
If (CCC), 

((SP) - 1) - (PCH) 
((SP) - 2) - (PCL) 
(SP) - (SP) - 2 
(PC) - (byte 3) (byte 2) 
If the specified condition is true, the ac- 
tions specified in the CALL instruction (see 
above) are performed; otherwise, control 
continues sequentially. 



Rcondition (Conditional return) 
If (CCC), 

(PCL) - ((SP)) 
(PCH) - ((SP) + 1) 
(SP) - (SP) + 2 

If the specified condition is true, the ac- 
tions specified in the RET instruction (see 
above) are performed; otherwise, control 
continues sequentially. 



I 
1 1 


I I 
CCC 


1 


I 




I. 




low-order addr 


high-order addr 



I 
1 1 


I I 

CCC 


I I 





Cycles: 

States: 

Addressing: 

Flags: 



1/3 

6/12 (8085), 5/11 (8080) 

reg. indirect 

none 



Cycles: 
States: 

Addressing: 

Flags: 



2/5 (8085), 3/5 (8080) 

9/18(8085), 11/17(8080) 

immediate/ 

reg. indirect 

none 



RET (Return) 

(PCL) - ((SP)); 
(PCH) - ((SP) + 1); 
(SP) - (SP) + 2; 

The content of the memory location whose 
address is specified in register SP is moved 
to the low-order eight bits of register PC. 
The content of the memory location whose 
address is one more than the content of 
register SP is moved to the high-order eight 
bits of register PC. The content of register 
SP is incremented by 2. 







Cycles: 


3 


States: 


10 


ressing: 


reg. indirect 


Flags: 


none 



RST n (Restart) 

((SP) - 1) - (PCH) 
((SP) - 2) - (PCL) 
(SP) - (SP) - 2 
(PC) - 8 * (NNN) 

The high-order eight bits of the next in- 
struction address are moved to the 
memory location whose address is one 
less than the content of register SP. The 
low-order eight bits of the next instruction 
address are moved to the memory location 
whose address is two less than the content 
of register SP. The content of register SP is 
decremented by two. Control is transferred 
to the instruction whose address is eight 
times the content of NNN. 



1 


1 


N 


N 


N 


1 


1 


I 
1 



Cycles: 3 

States: 12(8085), 11 (8080) 

Addressing: reg. indirect 

Flags: none 

15 141312 11 10 987654321 

































N 


N 


N 












Program Counter After Restart 
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PCHL (Jump H and L indirect — 

move H and L to PC) 
(PCH) - (H) 
(PCL) - (L) 

The content of register H is moved to the 
high-order eight bits of register PC. The 
content of register L is moved to the low- 
order eight bits of register PC. 



1 


1 


I 
1 


I 




1 


I 




I 




I 

1 



Cycles: 1 

States: 6 (8085), 5 (8080) 

Addressing: register 

Flags: none 

5.6.5 Stack, I/O, and Machine Control Group 

This group of instructions performs I/O, manipu- 
lates the Stack, and alters internal control 
flags. 

Unless otherwise specified, condition flags are 
not affected by any instructions in this group. 

PUSH rp (Push) 

((SP) - 1) - (rh) 
«SP) - 2) «- (rl) 
((SP) - (SP) - 2 

The content of the high-order register of 
register pair rp is moved to the memory 
location whose address is one less than 
the content of register SP. The content of 
the low-order register of register pair rp is 
moved to the memory location whose ad- 
dress is two less than the content of 
register SP. The content of register SP is 
decremented by 2. Note: Register pair rp = 
SP may not be specified. 



1 



1 



Cycles: 3 

States: 12(8085), 11 (8080) 

Addressing: reg. indirect 

Flags: none 



PUSH PSW 



(Push processor status word) 

((SP) - 1) - (A) 

((SP) - 2) - (CY) , ((SP) - 2), - X 

((SP) - 2) 2 - (P) , ((SP) - 2) 3 - X 

((SP) - 2) 4 - (AC) , ((SP) - 2) 5 - X 

((SP) - 2) 6 - (Z) , ((SP) - 2) 7 - (S) 

(SP) - (SP) - 2 X: Undefined. 



The content of register A is moved to the 
memory location whose address is one 
less than register SP. The contents of the 
condition flags are assembled into a pro- 
cessor status word and the word is moved 
to the memory location whose address is 
two less than the content of register SP. 
The content of register SP is decremented 
by two. 



1 


1 


I 

1 


I 
1 


I 




1 


I 




1 



Cycles: 3 

States: 12 (8085), 11 (8080) 

Addressing: reg. indirect 

Flags: none 



FLAG WORD 



D 7 


D 6 


D 5 


D 4 


D 3 


D 2 


Di 


Do 


S 


Z 


X 


AC 


X 


P 


X 


CY 



POPrp 



X: undefined 



(Pop) 



(rl) - ((SP)) 
(rh) - ((SP) + 1) 
(SP) - (SP) + 2 

The content of the memory location, whose 
address is specified by the content of 
register SP, is moved to the low-order 
register of register pair rp. The content of 
the memory location, whose address is one 
more than the content of register SP, is 
moved to the high-order register of register 
rp. The content of register SP is in- 
cremented by 2. Note: Register pair rp = 
SP may not be specified. 



I 
1 1 


I 

R P 


I I I 
1 



Cycles: 


3 


States: 


10 


Addressing: 


reg. indirect 


Flags: 


none 
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POP PSW 



(Pop processor status word) 



(CY) - ((SP)) 
(P)- ((SP)) 2 
(AC)- ((SP)) 4 
(Z) - ((SP)) 6 
(S) - ((SP)) 7 
(A) - (OP) + 1) 
(SP) - (SP) + 2 

The content of the memory location whose 
address is specified by the content of 
register SP is used to restore the condition 
flags. The content of the memory location 
whose address is one more than the con- 
tent of register SP is moved to register A. 
The content of register SP is incremented 
by 2. 



1 


I 
1 


1 


I 
1 


I 










1 



Cycles: 

States: 

Addressing: 

Flags: 



3 

10 

reg. indirect 

Z,S,P,CY,AC 



SPHL (Move HL to SP) 

(SP) - (H) (L) 

The contents of registers H and L (16 bits) 
are moved to register SP. 



Cycles: 1 

States: 6 (8085), 5 (8080) 

Addressing: register 

Flags: none 



IN port (Input) 

(A) -(data) 

The data placed on the eight bit bi- 
directional data bus by the specified port is 
moved to register A. 



1 


1 


I 



I 
1 1 


I 



1 


I 
1 


port 



XTHL (Exchange stack top with H 

and L) 
(L) - ((SP)) 
(H) - ((SP) + 1) 

The content of the L register is exchanged 
with the content of the memory location 
whose address is specified by the content 
of register SP. The content of the H register 
is exchanged with the content of the 
memory location whose address is one 
more than the content of register SP. 



Cycles: 


3 


States: 


10 


Addressing: 


direct 


Flags: 


none 



OUT port (Output) 

(data) - (A) 

The content of register A is placed on the 
eight bit bi-directional data bus for 
transmission to the specified port. 







1 


I I I I I 
10 10 1 


I 
1 


I I I I I I I 

1110 11 




port 


Cycles: 5 

States: 16 (8085), 18 (8080) 
Addressing: reg. indirect 
Flags: none 






Cycles: 3 
States: 10 
Addressing: direct 
Flags: none 
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El (Enable interrupts) 

The interrupt system is enabled following 
the execution of the next instruction. Inter- 
rupts are not recognized during the El 
instruction. 



1 

1 


1 


1 


1 


1 


I 




1 


1 



Cycles: 1 
States: 4 
Flags: none 

NOTE: Placi ng an El instruction on the bus in 
response to INTA during an INA cycle is pro- 
hibited. (8085) 



Dl (Disable interrupts) 

The interrupt system is disabled immedi- 
ately following the execution of the Dl in- 
struction. Interrupts are not recognized 
during the Dl instruction. 



Cycles: 1 
States: 4 
Flags: none 

NOTE: Placi ng a Dl instruction on the bus in 
response to INTA during an INA cycle is pro- 
hibited. (8085) 



HLT (Halt) 

The processor is stopped. The registers 
and flags are unaffected. (8080) A second 
ALE is generated during the execution of 
HLT to strobe out the Halt cycle status in- 
formation. (8085) 



I 




1 


1 


1 





1 


1 


I 





Cycles: 1 + (8085), 1 (8080) 
States: 5 (8085), 7 (8080) 
Flags: none 



NOP (No op) 

No operation is performed. The registers 
and flags are unaffected. 



I I 




Cycles: 1 
States: 4 
Flags: none 

RIM (Read Interrupt Masks) (8085 only) 

The RIM instruction loads data into the ac- 
cumulator relating to interrupts and the 
serial input. This data contains the follow- 
ing information: 

• Current interrupt mask status for the 
RST 5.5, 6.5, and 7.5 hardware inter- 
rupts (1 = mask disabled) 

• Current interrupt enable flag status (1 
= interrupts enabled) except im- 
mediately following a TRAP interrupt. 
(See below.) 

• Hardware interrupts pending (i.e., 
signal received but not yet serviced), 
on the RST 5.5, 6.5, and 7.5 lines. 

• Serial input data. 

Immediately following a TRAP interrupt, 
the RIM instruction must be executed as a 
part of the service routine if you need to 
retrieve current interrupt status later. Bit 3 
of the accumulator is (in this special case 
only) loaded with the interrupt enable (IE) 
flag status that existed prior to the TRAP 
interrupt. Following an RST 5.5, 6.5, 7.5, or 
INTR interrupt, the interrupt flag flip-flop 
reflects the current interrupt enable status. 
Bit 6 of the accumulator (17.5) is loaded 
with the status of the RST 7.5 flip-flop, 
which is always set (edge-triggered) by an 
input on the RST 7.5 input line, even when 
that interrupt has been previously masked. 
(See SIM Instruction.) 



7 























, 








>0 









Opcode: 

Accumulator 

Content 

After RIM: SID 17.5 16.5 15.5 IE M7.5 M6.5 M5.5 



L 



l-lnterrupt Masks 
-Interrupt Enable Flag 

— Interrupts Pending 

Serial Input Data 



Cycles: 1 
States: 4 
Flags: none 
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SIM (Set Interrupt Masks) (8085 only) 

The execution of the SIM instruction uses 
the contents of the accumulator (which 
must be previously loaded) to perform the 
following functions: 

• Program the interrupt mask for the 
RST 5.5, 6.5, and 7.5 hardware inter- 
rupts. 

• Reset the edge-triggered RST 7.5 in- 
put latch. 

• Load the SOD output latch. 

To program the interrupt masks, first set ac- 
cumulator bit 3 to 1 and set to 1 any bits 0, 
1, and 2, which disable interrupts RST 5.5, 
6.5, and 7.5, respectively. Then do a SIM in- 
struction. If accumulator bit 3 is when the 
SIM instruction is executed, the interrupt 
mask register will not change. If ac- 
cumulator bit 4 is 1 when the SIM instruc- 
tion is executed, the RST 7.5 latch is then 
reset. RST 7.5 is distinguished by the fact 
that its latch is always set by a rising edge 
on the RST 7.5 input pin, even if the jump to 
service routine is inhibited by masking. 
This latch remains high until cleared by a 
RESET IN, by a SIM Instruction with ac- 
cumulator bit 4 high, or by an internal pro- 
cessor acknowledge to an RST 7.5 interrupt 
subsequent to the remov al of the m ask (by 
a SIM instruction). The RESET IN signal 
always sets all three RST mask bits. 

If accumulator bit 6 is at the 1 level when 
the SIM instruction is executed, the state 
of accumulator bit 7 is loaded into the SOD 
latch and thus becomes available for inter- 
face to an external device. The SOD latch is 
unaffected by the SIM instructio n if bit 6 is 
0. SOD is always reset by the RESET IN 
signal. 

7 

i i i i i i r 

Opcode: 1 1 0.0 



Accumulator 
Content 
Before 
SIM: 



SOD 



SOE 



R7.5 



MSE 



M7.5 



M6.5 



M5.5 



Cycles: 

States: 

Flags: 



T 

RST 5.5 Mask 
L RST 6.5 Mask 
RST 7.5 Mask 
Mask Set Enable 
Reset RST 7.5 Flip-Flop 
Undefined 
SOD Enable 
Serial Output Data 



1 
4 
none 
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8085A 

8080A/8085A INSTRUCTION SET INDEX 
Table 5-1 



Instruction 


Code 


Bytes 


T States 


Machine Cycles 


8085A 


8080A 


ACI 


DATA 


CEdata 


2 


7 


7 


F R 


ADC 


REG 


1000 1SSS 


1 


4 


4 


F 


ADC 


M 


8E 


1 


7 


7 


F R 


ADD 


REG 


1000 OSSS 


1 


4 


4 


F 


ADD 


M 


86 


1 


7 


7 


F R 


ADI 


DATA 


C6 data 


2 


7 


7 


FR 


ANA 


REG 


1010 OSSS 


1 


4 


4 


F 


ANA 


M 


A6 


1 


7 


7 


F R 


ANI 


DATA 


E6 data 


2 


7 


7 


F R 


CALL 


LABEL 


CDaddr 


3 


18 


17 


SRRWW* 


CC 


LABEL 


DCaddr 


3 


9/18 


11/17 


SR./SRRWW* 


CM 


LABEL 


FCaddr 


3 


9/18 


11/17 


SR./SRRWW* 


CMA 




2F 


1 


4 


4 


F 


CMC 




3F 


1 


4 


4 


F 


CMP 


REG 


1011 1SSS 


1 


4 


4 


F 


CMP 


M 


BE 


1 


7 


7 


FR 


CNC 


LABEL 


D4addr 


3 


9/18 


11/17 


SR./SRRWW* 


CNZ 


LABEL 


C4 addr 


3 


9/18 


11/17 


SR./SRRWW* 


CP 


LABEL 


F4 addr 


3 


9/18 


11/17 


SR./SRRWW* 


CPE 


LABEL 


EC addr 


3 


9/18 


11/17 


SR./SRRWW* 


CPI 


DATA 


FEdata 


2 


7 


7 


FR 


CPO 


LABEL 


E4addr 


3 


9/18 


11/17 


SR./SRRWW* 


CZ 


LABEL 


CCaddr 


3 


9/18 


11/17 


SR./SRRWW* 


DAA 




27 




4 


4 


F 


DAD 


RP 


00RP 1001 




10 


10 


FBB 


DCR 


REG 


00SSS101 




4 


5 


F* 


DCR 


M 


35 




10 


10 


F RW 


DCX 


RP 


00RP1011 




6 


5 


S* 


Dl 




F3 




4 


4 


F 


El 




FB 




4 


4 


F 


HLT 




76 




5 


7 


FB 


IN 


PORT 


DBdata 


2 


10 


10 


F R 1 


INR 


REG 


O0SSS1O0 




4 


5 


F* 


INR 


M 


34 




10 


10 


F RW 


INX 


RP 


00RP0011 




6 


5 


S* 


JC 


LABEL 


DA addr 


3 


7/10 


10 


F R/F R Rt 


JM 


LABEL 


FA addr 


3 


7/10 


10 


F R/F R Rt 


JMP 


LABEL 


C3 addr 


3 


10 


10 


F R R 


JNC 


LABEL 


D2addr 


3 


7/10 


10 


F R/F R R+ 


JNZ 


LABEL 


C2 addr 


3 


7/10 


10 


F R/F R Rt 


JP 


LABEL 


F2 addr 


3 


7/10 


10 


F R/F R Rt 


JPE 


LABEL 


EAaddr 


3 


7/10 


10 


F R/F R Rt 


JPO 


LABEL 


E2addr 


3 


7/10 


10 


F R/F R Rt 


JZ 


LABEL 


CAaddr 


3 


7/10 


10 


F R/F R Rt 


LDA 


ADDR 


3Aaddr 


3 


13 


13 


F R R R 


LDAX 


RP 


000X1010 


1 


7 


7 


F R 


LHLD 


ADDR 


2Aaddr 


3 


16 


16 


F R R R R 



s 

R 

I 

W 

O 

B 

X 

DDD 

SSS 

RP 



Instruction 


Code 


Bytes 


T States 


Machine Cycles 


8085A 


8080A 


LXI RP.DATA16 


O0RP00O1 data16 


3 


10 


10 


F R R 


MOV REG.REG 


01DDDSSS 




4 


5 


F* 


MOV M.REG 


0111 OSSS 




7 


7 


FW 


MOV REG.M 


01DDD110 




7 


7 


FR 


MVI REG.DATA 


OODDDHOdata 




7 


7 


F R 


MVI M,DATA 


36 data 




10 


10 


F RW 


NOP 


00 




4 


4 


F 


ORA REG 


1011 OSSS 




4 


4 


F 


ORA M 


B6 




7 


7 


F R 


ORI DATA 


F6 data 




7 


7 


F R 


OUT PORT 


D3 data 




10 


10 


FRO 


PCHL 


E9 




6 


5 


S* 


POP RP 


11RP0001 




10- 


10 


FR R 


PUSH RP 


11RP0101 




12 


11 


SWW* 


RAL 


17 




4 


4 


F 


RAR 


1F 




4 


4 


F 


RC 


D8 




6/12 


5/11 


S/S R R* 


RET 


C9 




10 


10 


FR R 


RIM (8085A only) 


20 




4 


- 


F 


RLC 


07 




4 


4 


F 


RM 


F8 




6/12 


5/11 


S/S R R* 


RNC 


DO 




6/12 


5/11 


S/S R R* 


RNZ 


CO 




6/12 


5/11 


S/S R R* 


RP 


FO 




6/12 


5/11 


S/S R R* 


RPE 


E8 




6/12 


5/11 


S/S R R* 


RPO 


EO 




6/12 


5/11 


S/S R R* 


RRC 


OF 




4 


4 " 


F 


RST N 


11XXX111 




12 


11 


SWW* 


RZ 


C8 




6/12 


5/11 


S/S R R* 


SBB REG 


1001 1SSS 




4 


4 


F 


SBB M 


9E 




7 


7 


FR 


SBI DATA 


DEdata 




7 


7 


F R 


SHLD ADDR 


22 addr 




16 


16 


F R RWW 


SIM (8085A only) 


30 




4 


- 


F 


SPHL 


F9 




6 


5 


S* 


STA ADDR 


32 addr 




13 


13 


FR RW 


STAX RP 


000X0010 




7 


7 


FW 


STC 


37 




4 


4 


F 


SUB REG 


1001 OSSS 




4 


4 


F 


SUB M 


96 




7 


7 


F R 


SUI DATA 


D6 data 




7 


7 


F R 


XCHG 


EB 




4 


4 


F 


XRA REG 


1010 1SSS 




4 


4 


F 


XRA M 


AE 




7 


7 


F R 


XRI DATA 


EE data 


2 


7 


7 


F R 


XTHL 


E3 


1 


16 


18 


F R RWW 



Machine cycle types: 

F Four clock period instr fetch 

Six clock period instr fetch 

Memory read 

I/O read 

Memory write 

I/O write 

Bus idle 

Variable or optional binary digit 

Binary digits identifying a destination register 

Binary digits identifying a source register 
BC = 00, HL = 10 
DE = 01, SP = 11 
*Five clock period instruction fetch with 8080A. 

tThe longer machine cycle sequence applies regardless of condition evaluation with 8080A 
•An extra READ cycle (R) will occur for this condition with 8080A. 

*AM mnemonics copyrighted <&> Intel Corporation 1976. 
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B = 000, C = 001, D = 010 Memory = 110 
E = Oil, H = 100, L = 101 A= 111 



Register Pair 



8085A 



8085A CPU INSTRUCTIONS IN OPERATION CODE SEQUENCE 

Table 5-2 



OP 






OP 






OP 






OP 






OP 






OP 






CODE 


MNEMONIC 


CODE 


MNEMONIC 


CODE 


MNEMONIC 


CODE 


MNEMONIC 


CODE 


MNEMONIC 


CODE 


MNEMONIC 


00 


NOP 




2B 


DCX 


H 


56 


MOV 


D,M 


81 


ADD 


C 


AC 


XRA 


H 


D7 


RST 


2 


01 


LXI 


B,D16 


2C 


INR 


L 


57 


MOV 


D,A 


82 


ADD 


D 


AD 


XRA 


L 


D8 


RC 




02 


STAX 


B 


2D 


DCR 


L 


58 


MOV 


E,B 


83 


ADD 


E 


AE 


XRA 


M 


D9 


- 




03 


INX 


B 


2E 


MVI 


L,D8 


59 


MOV 


E,C 


84 


ADD 


H 


AF 


XRA 


A 


DA 


JC 


Adr 


04 


INR 


B 


2F 


CMA 




5A 


MOV 


E,D 


85 


ADD 


L 


BO 


ORA 


B 


DB 


IN 


D8 


05 


DCR 


B 


30 


SIM 




5B 


MOV 


E,E 


86 


ADD 


M 


B1 


ORA 


C 


DC 


CC 


Adr 


06 


MVI 


B,D8 


31 


LXI 


SP.D16 


5C 


MOV 


E,H 


87 


ADD 


A 


B2 


ORA 


D 


DD 


- 




07 


RLC 




32 


STA 


Adr 


5D 


MOV 


E,L 


88 


ADC 


B 


B3 


ORA 


E 


DE 


SBI 


D8 


08 


- 




33 


INX 


SP 


5E 


MOV 


E,M 


89 


ADC 


C 


B4 


ORA 


H 


DF 


RST 


3 


09 


DAD 


B 


34 


INR 


M 


5F 


MOV 


E,A 


8A 


ADC 


D 


B5 


ORA 


L 


EO 


RPO 




0A 


LDAX 


B 


35 


DCR 


M 


60 


MOV 


H,B 


8B 


ADC 


E 


B6 


ORA 


M 


E1 


POP 


H 


OB 


DCX 


B 


36 


MVI 


M,D8 


61 


MOV 


H,C 


8C 


ADC 


H 


B7 


ORA 


A 


E2 


JPO 


Adr 


OC 


INR 


C 


37 


STC 




62 


MOV 


H,D 


8D 


ADC 


L 


B8 


CMP 


B 


E3 


XTHL 




OD 


DCR 


C 


38 


- 




63 


MOV 


H,E 


8E 


ADC 


M 


B9 


CMP 


C 


E4 


CPO 


Adr 


OE 


MVI 


C,D8 


39 


DAD 


SP 


64 


MOV 


H,H 


8F 


ADC 


A 


BA 


CMP 


D 


E5 


PUSH 


H 


OF 


RRC 




3A 


LDA 


Adr 


65 


MOV 


H,L 


90 


SUB 


B 


BB 


CMP 


E 


E6 


ANI 


D8 


10 


- 




3B 


DCX 


SP 


66 


MOV 


H,M 


91 


SUB 


C 


BC 


CMP 


H 


E7 


RST 


4 


11 


LXI 


D,D16 


3C 


INR 


A 


67 


MOV 


H,A 


92 


SUB 


D 


BD 


CMP 


L 


E8 


RPE 




12 


STAX 


D 


3D 


DCR 


A 


68 


MOV 


L,B 


93 


SUB 


E 


BE 


CMP 


M 


E9 


PCHL 




13 


INX 


D 


3E 


MVI 


A,D8 


69 


MOV 


L,C 


94 


SUB 


H 


BF 


CMP 


A 


EA 


JPE 


Adr 


14 


INR 


D 


3F 


CMC 




6A 


MOV 


L,D 


95 


SUB 


L 


CO 


RNZ 




EB 


XCHG 




15 


DCR 


D 


40 


MOV 


B,B 


6B 


MOV 


L,E 


96 


SUB 


M 


C1 


POP 


B 


EC 


CPE 


Adr 


16 


MVI 


D,D8 


41 


MOV 


B,C 


6C 


MOV 


L,H 


97 


SUB 


A 


C2 


JNZ 


Adr 


ED 


- 




17 


RAL 




42 


MOV 


B,D 


6D 


MOV 


L,L 


98 


SBB 


B 


C3 


JMP 


Adr 


EE 


XRI 


D8 


18 


- 




43 


MOV 


B,E 


6E 


MOV 


L,M 


99 


SBB 


C 


C4 


CNZ 


Adr 


EF 


RST 


5 


19 


DAD 


D 


44 


MOV 


B,H 


6F 


MOV 


L,A 


9A 


SBB 


D 


C5 


PUSH 


B 


FO 


RP 




1A 


LDAX 


D 


45 


MOV 


B,L 


70 


MOV 


M,B 


9B 


SBB 


E 


C6 


ADI 


D8 


F1 


POP 


PSW 


1B 


DCX 


D 


46 


MOV 


B,M 


71 


MOV 


M,C 


9C 


SBB 


H 


C7 


RST 





F2 


JP 


Adr 


1C 


INR 


E 


47 


MOV 


B,A 


72 


MOV 


M,D 


9D 


SBB 


L 


C8 


RZ 




F3 


Dl 




1D 


DCR 


E 


48 


MOV 


C,B 


73 


MOV 


M,E 


9E 


SBB 


M 


C9 


RET 


Adr 


F4 


CP 


Adr 


1E 


MVI 


E,D8 


49 


MOV 


c,c 


74 


MOV 


M,H 


9F 


SBB 


A 


CA 


JZ 




F5 


PUSH 


PSW 


1F 


RAR 




4A 


MOV 


C,D 


75 


MOV 


M,L 


AO 


ANA 


B 


CB 


- 




F6 


ORI 


D8 


20 


RIM 




4B 


MOV 


C,E 


76 


HLT 




A1 


ANA 


C 


CC 


CZ 


Adr 


F7 


RST 


6 


21 


LXI 


H.D16 


4C 


MOV 


C,H 


77 


MOV 


M,A 


A2 


ANA 


D 


CD 


CALL 


Adr 


F8 


RM 




22 


SHLD 


Adr 


4D 


MOV 


C,L 


78 


MOV 


A,B 


A3 


ANA 


E 


CE 


ACI 


D8 


F9 


SPHL 




23 


INX 


H 


4E 


MOV 


C,M 


79 


MOV 


A,C 


A4 


ANA 


H 


CF 


RST 


1 


FA 


JM 


Adr 


24 


INR 


H 


4F 


MOV 


C,A 


7A 


MOV 


A,D 


A5 


ANA 


L 


DO 


RNC 




FB 


El 




25 


DCR 


H 


50 


MOV 


D,B 


7B 


MOV 


A,E 


A6 


ANA 


M 


D1 


POP 


D 


FC 


CM 


Adr 


26 


MVI 


H,D8 


51 


MOV 


D,C 


7C 


MOV 


A,H 


A7 


ANA 


A 


D2 


JNC 


Adr 


FD 


- 




27 


DAA 




52 


MOV 


D,D 


7D 


MOV 


A,L 


A8 


XRA 


B 


D3 


OUT 


D8 


FE 


CPI 


D8 


28 


- 




53 


MOV 


D,E 


7E 


MOV 


A,M 


A9 


XRA 


C 


D4 


CNC 


Adr 


FF 


RST 


7 


29 


DAD 


H 


54 


MOV 


D,H 


7F 


MOV 


A,A 


AA 


XRA 


D 


D5 


PUSH 


D 








2A 


LHLD 


Adr 


55 


MOV 


D,L 


80 


ADD 


B 


AB 


XRA 


E 


D6 


SUI 


D8 









D8 = constant, or logical/arithmetic expression that evaluates 
to an 8-bit data quantity. 
Adr = 16-bit address. 



D16 = constant, or logical/arithmetic expression that evaluates 
to a 16-bit data quantity. 



* All mnemonics copyrighted fe> Intel Corporation 1976. 
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8085A 

8085A INSTRUCTION SET SUMMARY BY FUNCTIONAL GROUPING 

Table 5-3 



Mnemonic Description 



Instruction Coded) 
"7 °6 D5 °4 D3 D2 Di 



Oq Page 



Mnemonic Description 



Instruction Code (1) 
D7 De D 5 D4 D3 D2 Di 



Dq Page 



1 MOVE, LOAD, AND STORE 










































1 MOVrl r2 


Move register to register 





1 


D 


D 


D 


S 


s 


s 


5-4 


CZ 


Call on zero 












1 










5-14 


I MOVM.r 


Move register to memory 





1 


1 


1 





s 


s 


s 


5-4 


CNZ 


Call on no zero 























5-14 


1 MOV r.M 


Move memory to register 





1 


D 


D 


D 


1 


1 





5-4 


CP 


Call on positive 






1 


1 













5-14 


| MVIr 


Move immediate register 








D 


D 


D 


1 


1 





5-4 


CM 


Call on minus 






1 


1 












5-14 


I MVIM 


Move immediate memory 








1 


1 





1 


1 





5-4 


CPE 


Call on parity even 






1 















5-14 


1 LXIB 


Load immediate register 
Pair B & C 























1 


5-5 


CPO 
RETURN 


Call on parity odd 






1 















5-14 


| LXI D 


Load immediate register 
Pair D & E 











1 











1 


5-5 


RET 
RC 


Return 
Return on carry 












1 












1 




5-14 

5-14 


LXI H 


Load immediate register 
Pair H & L 








1 














1 


5-5 


RNC 
RZ 


Return on no carry 
Return on zero 










1 



















5-14 
5-14 


STAXB 


Store A indirect 

























5-6 


RNZ 


Return on no zero 
























5-14 


STAXD 


Store A indirect 











1 













5-6 


RP 


Return on positive 






1 


1 













5-14 


LDAXB 


Load A indirect 
























5-5 


RM 


Return on minus 






1 


1 













5-14 


LDAXD 


Load A indirect 











1 












5-5 


RPE 


Return on parity even 






1 
















5-14 


STA 


Store A direct 










1 













5-5 


RPO 


Return on parity odd 






1 

















5-14 


LDA 


Load A direct 










1 












5-5 


RESTART 






















SHLD 


Store H & L direct 
























5-5 












































RST 


Restart 






A 


A 


A 


1 


1 


1 


5-14 


LHLD 


Load H & L direct 























5-5 














































INPUT/OUTPUT 




















XCHG 


Exchange D & E. H & L 
Registers 




















5-6 


IN 


Input 









1 


1 





1 


1 


5-16 


STACK OPS 




















OUT 


Output 









1 








1 


1 


5-16 


PUSH B 


Push register Pair B & 















1 







5-15 


INCREMENT AND DECREMENT 






















C on stack 




















INRr 


Increment register 








D 


D 


D 


1 








5-8 


PUSH D 


Push register Pair D & 
E on stack 









1 





1 







5-15 


DCRr 
INRM 


Decrement register 
Increment memory 










D 

1 


D 

1 


D 



1 
1 






1 




5-8 
5-8 


PUSH H 


Push register Pair H & 
L on stack 






1 








1 







5-15 


OCRM 
INXB 


Decrement memory 
Increment B & C 










1 




1 








1 






1 


1 
1 


5-8 
5-9 


PUSH PSW 


Push A and Flags 
on stack 






1 


1 





1 







5-15 


INXD 


registers 
Increment D & E 











1 








1 


1 


5-9 


POPB 


Pop register Pair B & 
C off stack 























5-15 


INXH 


registers 
Increment H & L 








1 











1 


1 


5-9 


POPD 


Pop register Pair D & 
E off stack 









1 













5-15 


DCXB 


registers 
Decrement B & C 














1 





1 


1 


5-9 


POPH 


Pop register Pair H & 
L off stack 






















5-15 


DCXD 


Decrement D & E 











1 


1 





1 


1 


5-9 


POP PSW 


Pop A and Flags 
off stack 








1 













5-15 


DCXH 
ADD 


Decrement H & L 








1 





1 





1 


1 


5-9 


XTHL 


Exchange top of 
stack. H & L 

















1 




5-16 


ADDr 
ADCr 


Add register to A 
Add register to A 



















1 


S 

s 


s 
s 


s 
s 


5-6 
5-6 


SPHL 


H & L to stack pointer 








1 


1 










5-16 




with carry 




















LXISP 


Load immediate stack 
pointer 










1 













5-5 


ADD M 
ADCM 


Add memory to A 
Add memory to A 








G 









1 


1 

1 


1 
1 






5-6 
5-7 


INXSP 


Increment stack pointer 










1 








1 




5-9 




with carry 




















DCXSP 


Decrement stack 
pointer 










1 


1 





1 




5-9 


ADI 
ACI 


Add immediate to A 
Add immediate to A 




1 
1 












1 


1 
1 


1 
1 






5-6 
5-7 


JUMP 






















DAOB 


with carry 

Add B & C to H & L 














1 








1 


5-9 


JMP 


Jump unconditional 


1 


1 














1 


1 


5-13 


DAD D 


Add D & E to H & L 











1 


1 








1 


5-9 


JC 


Jump on carry 


1 


1 





1 


1 





1 





5-13 


DADH 


Add H & L to H & L 








1 





1 








1 


5-9 


JNC 


Jump on no carry 


1 


1 





1 








1 





5-13 
























JZ 


Jump on zero 


1 


1 








1 





1 





5-13 


DADSP 


Add stack pointer to 
H&L 








1 


1 


1 








1 


5-9 


JNZ 


Jump on no zero 


1 


1 














1 





5-13 












































SUBTRACT 




















JP 


Jump on positive 


1 


1 




1 








1 





5-13 
























JM 


Jump on minus 


1 


1 




1 


1 





1 





5-13 


SUBr 


Subtract register 
from A 










1 





s 


s 


s 


5-7 


JPE 


Jump on parity even 


1 


1 







1 





1 





5-13 


SBBr 


Subtract register from 










1 


1 


s 


s 


s 


5-7 


JPO 


Jump on parity odd 


1 


1 













1 





5-13 




A with borrow 




















PCHL 


H & L to program 
counter 


1 


1 







1 








1 


5-15 


SUBM 


Subtract memory 
from A 










1 





1 


1 





5-7 


CALL 






















SBBM 


Subtract memory from 










1 


1 


1 


1 





5-8 


CALL 


Call unconditional 


1 


1 


c 





1 


1 





1 


5-13 




A with borrow 




















CC 


Call on carry 


1 


1 





1 


1 


1 








5-14 


SUI 


Subtract immediate 




1 





1 





1 


1 





5-7 


CNC 


Call on no carry 


1 


1 





1 





1 








5-14 




from A 





















* All mnemonics copyrighted ©Intel Corporation 1976. 
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8085A 



8085A INSTRUCTION SET SUMMARY (Cont'd) 
Table 5-3 



Mnemonic 


Description 


SBI 


Subtract immediate 




from A with borrow 


LOGICAL 




ANAr ' 


And register with A 


XRAr 


Exclusive OR register 




with A 


ORAr 


OR register with A 


CMPr 


Compare register with A 


ANAM 


And memory with A 


XRAM 


Exclusive OR memory 




with A 


ORAM 


OR memory with A 


CMPM 


Compare memory with A 


Al\ll 


And immediate with A 


XRI 


Exclusive OR immediate 




with A 


ORI 


OR immediate with A 


CPI 


Compare immediate 




with A 


ROTATE 




RLC 


Rotate A left 



Instruction Code (1) 
D7 D6 D5 D4 D3 02 D1 Dg Page 



1 








s 


1 





1 


s 


1 







s 


1 




1 


s 


1 










1 





1 




1 









1 




1 




1 1 










1 1 

1 1 
1 1 





1 



1 





Mnemonic Description 



Instruction Code (1) 
D7 D6 D 5 D4 D3 D2 D1 Dq Page 



1 





5-8 


RRC 


Rotate A right 














1 


1 


1 


1 


5-12 








RAL 


Rotate A left through 
carry 











1 





1 


1 


1 


5-12 


s 


s 


5-9 


RAR 


Rotate A right through 











1 


1 


1 


1 


1 


5-12 


s 


s 


5-10 




carry 




















s 


s 


5-10 


SPECIALS 






















s 


s 


5-11 


CMA 


Complement A 








1 





1 


1 


1 


1 


5-12 


1 





5-10 


STC 


Set carry 








1 


1 





1 


1 


1 


5-12 


1 





5-10 


CMC 


Complement carry 








1 


1 


1 


1 


1 


1 


5-12 








DAA 


Decimal adjust A 








1 








1 


1 


1 


5-9 


1 

1 






5-11 
5-11 


CONTROL 






















1 





5-10 


El 


Enable Interrupts 


1 


1 


1 


1 


1 





1 


1 


5-17 


1 





5-10 


Dl 


Disable Interrupt 


1 


1 


1 


1 








1 


1 


5-17 








NOP 


No-operation 


























5-17 


1 





5-11 


HLT 


Halt 





1 


1 


1 





1 


1 





5-17 


1 





5-11 


NEW 8085A INSTRUCTIONS 


























RIM 


Read Interrupt Mask 








1 

















5-17 


1 


1 


5-11 


SIM 


Set Interrupt Mask 








1 


1 














5-18 



NOTES: LDDSorSSS: B 000, C 001, D 010, E011, H 100, L 101, Memory 110, A 111. 

2. Two possible cycle times. (6/12) indicate instruction cycles dependent on condition flags. 

* Alt mnemonics copyrighted ©Intel Corporation 1976. 
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Device Specifications 



6 



intgl 



8080A/8080A-1 /8080A-2 
8BIT NCHANNEL MICROPROCESSOR 



TTL Drive Capability 

2 jus ( - 1 :1 .3 ^s, - 2:1 .5 jus) Instruction 
Cycle 

Powerful Problem Solving Instruction 
Set 

6 General Purpose Registers and an 
Accumulator 

16-Bit Program Counter for Directly 
Addressing up to 64K Bytes of 
Memory 



16-Bit Stack Pointer and Stack 
Manipulation Instructions for Rapid 
Switching of the Program Environment 

Decimal, Binary, and Double Precision 
Arithmetic 

Ability to Provide Priority Vectored 
Interrupts 

512 Directly Addressed I/O Ports 

Available in EXPRESS 

- Standard Temperature Range 



The Intel® 8080A is a complete 8-bit parallel central processing unit (CPU). It is fabricated on a single LSI chip using 
Intel's n-channel silicon gate MOS process. This offers the 1 user a high performance solution to control and processing 
applications. 

The 8080A contains 6 8-bit general purpose working registers and an accumulator. The 6 general purpose registers may be 
addressed individually or in pairs providing both single and double precision operators. Arithmetic and logical instructions 
set or reset 4 testable flags. A fifth flag provides decimal arithmetic operation. 

The 8080A has an external stack feature wherein any portion of memory may be used as a last in/first out stack to 
store/retrieve the contents of the accumulator, flags, program counter, and all of the 6 general purpose registers. The 16-bit 
stack pointer controls the addressing of this external stack. This stack gives the 8080A the ability to easily handle multiple 
level priority interrupts by rapidly storing and restoring processor status. It also provides almost unlimited subroutine 
nesting. 

This microprocessor has been designed to simplify systems design. Separate 16-line address and 8-line bidirectional data 
busses are used to facilitate easy interface to memory and I/O. Signals to control the interface to memory and I/O are 
provided directly by the 8080A. Ultimate control of the address and data busses resides with the HOLD signal. It provides 
the ability to suspend processor operation and force the address and data busses into a high impedance state. This permits 
OR-tying these busses with other controlling devices for (DMA) direct memory access or multi-processor operation. 

NOTE: 

The 8080A is functionally and electrically compatible with the Intel® 8080. 




-5V i 
RESET 
HOLD 



INTE O" 
DBIN O- 



i-O A, 
►O A 9 



i WAIT 
i READY 



Figure 1. Block Diagram 



Figure 2. Pin Configuration 
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Table 1. Pin Description 



Symbol 


Type 


Name and Function 


A15-A0 





Address Bus: The address bus provides the address to memory (up to 64K 8-bit words) or denotes the I/O 
device number for up to 256 input and 256 output devices. Arj is the least significant address bit. 


D7-D0 


I/O 


Data Bus: The data bus provides bi-directional communication betweeen the CPU, memory, and I/O 
devices for instructions and data transfers. Also, during the first clock cycle of each machine cycle, the 
8080A outputs a status word on the data bus that describes the current machine cycle. Dq is the least 
significant bit. 


SYNC 





Synchronizing Signal: The SYNC pin provides a signal to indicate the beginning of each machine cycle. 


DBIN 





Data Bus In: The DBIN signal indicates to external circuits that the data bus is in the input mode. This 
signal should be used to enable the gating of data onto the 8080A data bus from memory or I/O. 


READY 


I 


Ready: The READY signal indicates to the 8080A that valid memory or input data is available on the 8080A 
data bus. This signal is used to synchronize the CPU with slower memory or I/O devices. If after sending 
an address out the 8080A does not receive a READY input, the 8080A will enter a WAITstate for as long as 
the READY line is low. READY can also be used to single step the CPU. 


. WAIT 





Wait: The WAIT signal acknowledges that the CPU is in a WAITstate. 


WR 





Write: The WR signal is used for memory WRITE or I/O output control. The data on the data bus is stable 
while the WR signal is active low (WR = 0). 


HOLD 


I 


Hold: The HOLD signal requests the CPU to enter the HOLD state. The HOLD state allows an external 
device to gain control of the 8080A address and data bus as soon as the 8080A has completed its use of 
these busses for the current machine cycle. It is recognized under the following conditions: 

• the CPU is in the HALT state. 

• the CPU is in the T2 or TW state and the READY signal is active. As a result of entering the HOLD state 
the CPU ADDRESS BUS (A 15 -A ) and DATA BUS (D 7 -D ) will be in their high impedance state. The CPU 
acknowledges its state with the HOLD ACKNOWLEDGE (HLDA) pin. 


HLDA 





Hold Acknowledge: The HLDA signal appears in response to the HOLD signal and indicates that the data 
and address bus will go to the high impedance state. The HLDA signal begins at: 

• T3 for READ memory or input. 

• The Clock Period following T3 for WRITE memory or OUTPUT operation. 
In either case, the HLDA signal appears after the rising edge of <t>2- 


INTE 





Interrupt Enable: Indicates the content of the internal interrupt enable flip/flop. This flip/flop may be set 
or reset by the Enable and Disable Interrupt instructions and inhibits interrupts from being accepted by 
the CPU when it is reset. It is automatically reset (disabling further interrupts) at time T1 of the instruction 
fetch cycle (M1) when an interrupt is accepted and is also reset by the RESET signal. 


INT 


I 


Interrupt Request: The CPU recognizes an interrupt request on this line at the end of the current 
instruction or while halted. If the CPU is in the HOLD state or if the Interrupt Enable flip/flop is reset it will 
not honor the request. 


RESET 1 


I 


Reset: While the RESETsignal is activated, the content of the program counter is cleared. After RESET, 
the program will start at location in memory. The INTE and HLDA flip/flops are also reset. Note that the 
flags, accumulator, stack pointer, and registers are not cleared. 


Vss 




Ground: Reference. 


Vdd 




Power: +12 ±5% Volts. 


Vcc 




Power: +5 ±5% Volts. 


Vbb 




Power: -5 ±5% Volts. 


$1. </>2 




Clock Phases: 2 externally supplied clock phases, (non TTL compatible) 
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ABSOLUTE MAXIMUM RATINGS* 

Temperature Under Bias 0°C to +70° C 

Storage Temperature -65°C to +150°C 

All Input or Output Voltages 

With Respect to V BB -0.3V to +20V 

V cc , V DD and V ss With Respect to V BB -0.3V to +20V 
Power Dissipation 1.5W 



'NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this 
specification is not implied. Exposure to absolute maxi- 
mum rating conditions for extended periods may affect 
device reliability. 



D.C. CHARACTERISTICS (t a = o°c to 70°c, v DD 

V CC = +5V ±5%, V BB = 



+ 12V ±5%, 

-5V ±5%, Vss =0V'< unless otherwise noted) 



Symbol 


Parameter 


Min. 


Typ. 


Max. 


Unit 


Test Condition 


V|LC 


Clock Input Low Voltage 


V SS -1 




Vss+0.8 


V 


Iol = 1.9mA on all outputs, 
"l O H = -150juA. 

Operation 
T"cy = .48 yusec 

v ss < v, N < v cc 

Vss ^ VcLOCK ^ V DD 
Vss <V, N <V SS + 0.8 V 
V ss +0.8V<V, N <Vcc 

V ADDR/DATA = V cc 

Vaddr/data = Vss + 0.45V 


V IHC 


Clock Input High Voltage 


9.0 




V DD + 1 


V 


V|L 


Input Low Voltage 


Vss-1 




V S s+0.8 


V 


V| H 


Input High Voltage 


3.3 




V CC + 1 


V 


Vol 


Output Low Voltage 






0.45 


V 


V H 


Output High Voltage 


3.7 






V 


!dd (av) 


Avg. Power Supply Current (Vqd) 




40 


70 


mA 


'CCIAV) 


Avg. Power Supply Current (V cc ) 




60 


80 


mA 


'bb(av) 


Avg. Power Supply Current (V BB ) 




.01 


1 


mA 


IlL 


Input Leakage 






±10 


/"A 


ICL 


Clock Leakage 






±10 


liA 


l DL [2] 


Data Bus Leakage in Input Mode 






-100 
-2.0 


IdA 
mA 


Ifl 


Address and Data Bus Leakage 
During HOLD 






+ 10 
-100 


i"A 



CAPACITANCE (t a = 25°c, v C c = v DD =v ss = oy v BB = -5V) 



Symbol 


Parameter 


Typ. 


Max. 


Unit 


Test Condition 


c 


Clock Capacitance 


17 


25 


pf 


f c = 1 MHz 


C IN 


Input Capacitance 


6 


10 


pf 


Unmeasured Pins 


C OUT 


Output Capacitance 


10 


20 


Pf 


Returned to Vss 



NOTES: 

1 . The RESET signal must be active for a minimum of 3 clock cycles. 

2. AI supply / AT A = -0.45%/° C. 




Typical Supply Current vs. 
Temperature, Normalized 131 
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A.C. CHARACTERISTICS (8080A) (t a = o°c to 70°c, v DD 

V B b=-5V±5%,Vss = 



= +12V ±5%, V CC = 
OV; unless otherwise 



+5V ±5%, 
noted) 



Symbol 


Parameter 


Min. 


Max. 


-1 
Min. 


•1 
Max. 


•2 

Min. 


•2 
Max. 


Unit 


Test Condition 


tCY' 3 ) 


Clock Period 


0.48 


2.0 


0.32 


2.0 


0.38 


2.0 


lisec 




tr.tf 


Clock Rise and Fall Time 





50 





25 





50 


nsec 


t0i 


01 Pulse Width 


60 




50 




60 




nsec 


t02 


02 Pulse Width 


220 




145 




175 




nsec 


»D1 


Delay 0-) to 02 

















nsec 


*D2 


Delay 02 to 0-| 


70 




60 




70 




nsec 


*D3 


Delay 0-\ to 02 Leading Edges 


80 




60 




70 




nsec 


<DA 


Address Output Delay From 02 




200 




150 




175 


nsec 


= 


.C L =100pF 
. C L = 50pF 


*DD 


Data Output Delay From 02 




220 




180 




200 


nsec 


*DC 


Signal Output Delay From 2 ° r 2 (SYNC, WR, WAIT, HLDA) 




120 




110 




120 


nsec 


tDF 


DBIN Delay From 02 


25 


140 


25 


130 


25 


140 


nsec 


t D| (1l 


Delay for Input Bus to Enter Input Mode 




*DF 




tDF 




tDF 


nsec 


C L = 50 pF 


*DS1 


Data Setup Time During 01 and DBIN 


30 




10 




20 




nsec 


l DS2 


Data Setup Time to 02 During DBIN 


150 




120 




130 




nsec 


tDHl 1 ) 


Data Holt time From 02 During DBIN 


[1] 




[1] 




[1] 




nsec 


*IE 


INTE Output Delay From 02 




200 




200 




200 


nsec 


tRS 


READY Setup Time During 2 


120 




90 




90 




nsec 


tHS 


HOLD Setup Time to 2 


140 




120 




120 




nsec 


t|S 


INT Setup Time During 02 


120 




100 




100 




nsec 


tH 


Hold Time From 2 (READY, INT, HOLD) 

















nsec 


<FD 


Delay to Float During Hold (Address and Data Bus) 




120 




120 




120 


nsec 


l AW 


Address Stable Prior to WR 


[5] 




[5] 




[5] 




nsec 




C|_= 100 pF: Address, Data 
C L =50pF: WR,HLDA,DBIN 


*DW 


Output Data Stable Prior to WR 


[6] 




[6] 




[6] 




nsec 


*WD 


Output Data Stable From WR 


[7] 




[7] 




[7] 




nsec 


tWA 


Address Stable From WR 


[7] 




[7] 




[7] 




nsec 


»HF 


HLDA to Float Delay 


[8] 




[8] 




[8] 




nsec 


*WF 


WR to Float Delay 


[9] 




[9] 




[9] 




nsec 


*AH 


Address Hold Time After DBIN During HLDA 


-20 




-20 




-20 




nsec 



A.C. TESTING LOAD CIRCUIT 



DEVICE 
UNDER 
TEST 



1c 

1 



C L = 100 pF 

C, INCLUDES JIG CAPACITANCE 
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WAVEFORMS 



A 



A 



-*-'D3-^| -*| 'd 



A, 



)^~\ 



Dzzr 



'-'do-*-! — *" 'di * 

'idi J_: 

'OC I"" — 



"2.Z i_DATA IN 



A 



,|™t 



"^ 



®: 



A 



/^A 



__A--4- 



< ^ 



r> 



h H-f 



^m 



-H— < 



idhec: 



-H H^ 



t RS I"" *■! *DC 



3^ 



« 



H --*■ ■*+ ■ 



NOTE: 

Timing measurements are made at the following reference voltages: CLOCK "1" = 8.0V, 
"0" = 1.0V; INPUTS "1" = 3.3V, "0" = 0.8V; OUTPUTS "1" = 2.0V, "0" = 0.8V. 
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WAVEFORMS (Continued) 




NOTES: (Parenthesis gives -1, -2 specifications, respectively) 

1 . Data input should be enabled with DBIN status. No bus con- 
flict can then occur and data hold time is assured. 

tpH = 50 ns or toF. whichever is less. 

2. t C y = tD3 + trtf.2 +V + ^2 + *D2 + *r01 ^ 480 ns ( - 1 :320 
ns, - 2:380 ns). 

TYPICAL A OUTPUT DELAY VS. A CAPACITANCE 

+20 























^SPEC 













A CAPACITANCE (pf) 
' C ACTUAL ~ C SPEc' 



3. The following are relevant when interfacing the 8080A to 
devices having Vm = 3.3V: 

a) Maximum output rise time from .8V to 3.3V = 100ns @ C\ 
= SPEC. 

b) Output delay when measured to 3.0V = SPEC +60ns @ C L 
= SPEC. 

c) If C L = SPEC, add .6ns/pF if C L > Cspec. subtract .3ns/pF 
(from modified delay) if C|_ < Cspec- 

4. t AW = 2 t CY - t D3 - t r ^ 2 - 140 ns ( - 1 :1 10 ns, - 2:130 ns). 

5. t D w = fey - *D3 - l r4>2 ~ 17 ns ( - 1:150 ns, - 2:170 ns). 

6. If not HLDA, t W D = *WA = *D3 + tr<^2 + 10 ns. If HLDA, t W D 
= *WA = twF- 

7- t H F = t D 3 + tr</,2 "50 ns). 

8. twF = *D3 + *r02 ~ 10n S- 

9. Data in must be stable for this period during DBIN T3. 
Both tosi and tos2 must be satisfied. 

10. Ready signal must be stable for this period during T2 or Tyy. 
(Must be externally synchronized.) 

Hold signal must be stable for this period during T 2 or Tw 
when entering hold mode, and during T3, T4, T5 and Twh 
when in hold mode. (External synchronization is not re- 
quired.) 

Interrupt signal must be stable during this period of the last 
clock cycle of any instruction in order to be recognized on the 
following instruction. (External synchronization is not re- 
quired.) 

13. This timing diagram shows timing relationships only; it does 
not represent any specific machine cycle. 



11 



12 
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INSTRUCTION SET 

The accumulator group instructions include arithmetic and 
logical operators with direct, indirect, and immediate ad- 
dressing modes. 

Move, load, and store instruction groups provide the ability 
to move either 8 or 16 bits of data between memory, the 
six working registers and the accumulator using direct, in- 
direct, and immediate addressing modes. 

The ability to branch to different portions of the program 
is provided with jump, jump conditional, and computed 
jumps. Also the ability to call to and return from sub- 
routines is provided both conditionally and unconditionally. 
The RESTART (or single byte call instruction) is useful for 
interrupt vector operation. 

Double precision operators such as stack manipulation and 
double add instructions extend both the arithmetic and 
interrupt handling capability of the 8080A. The ability to 



increment and decrement memory, the six general registers 
and the accumulator is provided as well as extended incre- 
ment and decrement instructions to operate on the register 
pairs and stack pointer. Further capability is provided by 
the ability to rotate the accumulator left or right through 
or around the carry bit. 

Input and output may be accomplished using memory ad- 
dresses as I/O ports or the directly addressed I/O provided 
for in the 8080A instruction set. 

The following special instruction group completes the 8080A 
instruction set: the NOP instruction, HALT to stop pro- 
cessor execution and the DAA instructions provide decimal 
arithmetic capability. STC allows the carry flag to be di- 
rectly set, and the CMC instruction allows it to be comple- 
mented. CMA complements the contents of the accumulator 
and XCHG exchanges the contents of two 16-bit register 
pairs directly. 



Data and Instruction Formats 

Data in the 8080A is stored in the form of 8-bit binary integers. All data transfers to the system data bus will be in the 
same format. 



D 7 D 6 D 5 D 4 D 3 D 2 D, D 



DATA WORD 

The program instructions may be one, two, or three bytes in length. Multiple byte instructions must be stored 
in successive words in program memory. The instruction formats then depend on the particular operation 
executed. 



One Byte Instructions 



D 7 D 6 D 5 D 4 D 3 D 2 D, D 



Two Byte Instructions 






D 7 


D 6 


D 5 


D 4 


D 3 D 2 


Di 


Do 


D? 


D 6 


D 5 


D 4 


D 3 D 2 


Di 


Do 



OPCODE 



OPCODE 
OPERAND 



TYPICAL INSTRUCTIONS 

Register to register, memory refer- 
ence, arithmetic or logical, rotate, 
return, push, pop, enable or disable 
Interrupt instructions 



Immediate mode or I/O instructions 



Three Byte Instructions 




D 7 D 6 D 5 D 4 D 3 D 2 D, 


Do 


D 7 D 6 D 5 D 4 D 3 D 2 D, 


Do 


D 7 D 6 D 5 D 4 D 3 D 2 D, 


Do 



OPCODE 

LOW ADDRESSOR OPERAND 1 

HIGHADDRESSOR OPERAND 2 



Jump, call or direct load and store 
instructions 



For the 8080A a logic "1" is defined as a high level and a logic "0" is defined as a low level. 
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Table 2. Instruction Set Summary 





















Clock 






















Clock 






Instruction Code [1 




Operations 


Cycles 








Instruction Code [1 




Operations 


Cycles 




Mnemonic 


D7 D 6 D 5 D 4 D 3 D 2 Di D 


Description 


[2] 




Mnemonic 


D7 D 6 D 5 D 4 D 3 D 2 D-\ D 


Description 


[2] 




MOVE, LOAD, AND STORE 












JPO 




1 1 











1 





Jump on parity odd 


10 




MOVr1,r2 


1 


D 


D 


D 


S 


s 


s 


Move register to register 


5 




PCHL 




1 1 





1 








1 


H & L to program 


5 




MOV M,r. 


1 


1 


1 





s 


s 


s 


Move register to 
memory 


7 




















counter 






CALL 






















MOV r,M 


1 


D 


D 


D 


1 


1 





Move memory to regis- 
ter 


7 




CALL 
CC 




1 
1 




1 


1 
1 


1 
1 






1 




Call unconditional 
Call on carry 


17 

11/17 




MVIr 





D 


D 


D 


1 


1 





Move immediate regis- 
ter 


7 




CNC 
CZ 




1 
1 


1 






1 


1 
1 










Call on no carry 
Call on zero 


11/17 
11/17 




MVIM 





1 


1 





1 


1 





Move immediate 
memory 


10 




CNZ 
CP 




1 

1 1 




1 






1 
1 










Call on no zero 
Call on positive 


11/17 
11/17 




LXIB 




















1 


Load immediate register 
PairB&C 


10 




CM 
CPE 




1 1 
1 1 


1 




1 
1 


1 
1 







0. 


Call on minus 
Call on parity even 


11/17 
11/17 




LXID 








1 











1 


Load immediate register 
PairD&E 


10 




CPO 




1 1 








1 








Call on parity odd 


11/17 




RETURN 






















LXIH 





1 














1 


Load immediate register 
PairH&L 


10 




RET 
RC 




1 
1 




1 


1 
1 










1 




Return 
Return on carry 


10 
5/11 




STAXB 

















1 





Store A indirect 


7 




RNC 




1 


1 














Return on no carry 


5/11 




STAXD 








1 








1 





Store A indirect 


7 




RZ 




1 





1 











Return on zero 


5/11 




LDAXB 











1 





1 





Load A indirect 


7 




RNZ 




1 

















Return on no zero 


5/11 




LDAXD 








1 


1 





1 





Load A indirect 


7 




RP 




1 1 


1 














Return on positive 


5/11 




STA 





1 


1 








1 





Store A direct 


13 




RM 




1 1 


1 


1 











Return on minus 


5/11 




LDA 





1 


1 


1 





1 





Load A direct 


13 




RPE 




1 1 





1 











Return on parity even 


5/11 




SHLD 
LHLD 






1 

1 







1 






1 
1 






Store H & L direct 
Load H & L direct 


16 
16 




RPO 




1 1 

















Return on parity odd 


5/11 




RESTART 






















XCHG 




1 





1 





1 


1 


Exchange D & E, H & L 
Registers 


4 




RST 


1 


1 A 


A 


A 


1 


1 


1 


Restart 


11 




INCREMEN 

INRr 


T AND DECREMENT 

D D D 1 








Increment register 


5 




STACK OPS 






















PUSHB 













1 





1 


Push register Pair B & 
C on stack 


11 




DCRr 
INRM 






D 
1 


D 

1 


D 



1 
1 






1 




Decrement register 
Increment memory 


5 
10 




PUSHD 







1 





1 





1 


Push register Pair D & 
E on stack 


11 




DCRM 
INXB 






1 



1 








1 






1 


1 
1 


Decrement memory 
Increment B & C 


10 
5 




PUSHH 




1 








1 





1 


Push register Pair H & 
L on stack 


11 




INXD 








1 








1 


1 


registers 
Increment D & E 


5 




PUSH 




1 


1 





1 





1 


Push A and Flags 


11 




















registers 






PSW 
















on stack 






INXH 





1 











1 


1 


Increment H & L 


5 




POPB 



















1 


Pop register Pair B & 
C off stack 


10 




DCXB 











1 





1 


1 


registers 
Decrement B & C 


5 




POPD 







1 











1 


Pop register Pair D & 


10 




DCXD 








1 


1 





1 


1 


Decrement D & E 


5 




POPH 




1 














1 


E off stack 

Pop register Pair H & 


10 




DCXH 





1 





1 





1 


1 


Decrement H & L 


5 




ADD 






































L off stack 






ADDr 


1 











s 


s 


s 


Add register to A 


4 




POP PSW 




1 


1 











1 


Pop A and Flags 
off stack 


10 




ADCr 


1 








1 


s 


s 


s 


Add register to A 
with carry 


4 




XTHL 




1 











1 


1 


Exchange top of 
stack, H & L 


18 




ADDM 
ADCM 


1 
1 












1 


1 
1 


1 
1 







Add memory to A 
Add memory to A 


7 
7 




SPHL 




1 


1 


1 








1 


H & L to stack pointer 


5 




















with carry 






LXISP 





1 


1 











1 


Load immediate stack 
pointer 


10 




ADI 
ACI 


1 
1 


1 
1 








1 


1 
1 


1 
1 






Add immediate to A 
Add immediate to A 


7 

7 




INXSP 


0. 


1 


1 








1 


1 


Increment stack pointer 


5 




















with carry 






DCXSP 





1 


1 


1 





1 


1 


Decrement stack 
pointer 


5 




DADB 
DADD 
DADH 









1 




1 




1 

1 
1 












1 
1 
1 


Add B & C to H & L 
Add D & E to H & L 
Add H & L to H & L 


10 
10 
10 




JUMP 






















JMP 


1 1 














1 


1 


Jump unconditional 


10 




DADSP 





1 


1 


1 








1 


Add stack pointer to 


10 




JC 


1 1 





1 


1 





1 





Jump on carry 


10 




















H&L 






JNC 


1 1 





1 








1 





Jump on no carry 


10 


























JZ 


1 1 








1 





1 





Jump on zero 


10 


























JNZ 


1 1 














1 





Jump on no zero 


10 


























JP 


1 1 


1 


1 








1 





Jump on positive 


10 


























JM 


1 1 


1 


1 


1 





1 





Jump on minus 


10 


























JPE 


1 1 


1 





1 





1 





Jump on parity even 


10 
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Summary of Processor Instructions (Cont.) 









Clock 




Instruction Code [1] 


Operations 


Cycles 


Mnemonic 


Dy D 6 D 5 D 4 D 3 D 2 Df D 


Description 


[2] 


SUBTRACT 








SUBr 


1 1 s s s 


Subtract register 
from A 


4 


SBBr 


1 1 1 s s s 


Subtract register from 
A with borrow 


4 


SUBM 


10 10 110 


Subtract memory 
from A 


7 


SBBM 


10 11110 


Subtract memory from 
A with borrow 


7 


SUI 


110 10 110 


Subtract immediate 
from A 


7 


SBI 


110 11110 


Subtract immediate 
from A with borrow 


7 


LOGICAL 








ANAr 


1 1 s s s 


And register with A 


4 


XRAr 


1 1 1 s s s 


Exclusive Or register 
with A 


4 


ORAr 


1 1 1 s s s 


Or register with A 


4 


CMPr 


1 1 1 1 s s s 


Compare register with A 


4 


ANAM 


10 10 110 


And memory with A 


7 


XRAM 


10 10 1110 


Exclusive Or memory 
with A 


7 


ORAM 


10 110 110 


Or memory with A 


7 


CMPM 


10 111110 


Compare memory with 








A 


7 


ANI 


1110 110 


And immediate with A 


7 


XRI 


1110 1110 


Exclusive Or immediate 
with A 


7 


ORI 


11110 110 


Or immediate with A 


7 


CPI 


11111110 


Compare immediate 
with A 


7 



Mnemonic 



ROTATE 

RLC 
RRC 
RAL 

RAR 



SPECIALS 

CMA 
STC 
CMC 
DAA 



Instruction Code |1] 
Dy D 6 D 5 D 4 D 3 D 2 O) D 



1 
1 1 
10 1 



1 1 
1 1 
1 1 



11111 



10 11 

110 1 

1111 

10 1 



1 1 
1 1 
1 1 
1 1 



INPUT/OUTPUT 

IN 110 110 11 

OUT 110 10 11 



CONTROL 

El 
Dl 

NOP 
HLT 



111110 
11110 

1110 1 



1 1 

1 1 



1 



Operations 
Description 



Rotate A left 

Rotate A right 

Rotate A left through 

carry 

Rotate A right through 

carry 



Complement A 
Set carry 

Complement carry 
Decimal adjust A 



Input 
Output 



Enable Interrupts 
Disable Interrupt 
No-operation 
Halt 



Clock 
Cycles 

1 2] 



NOTES: 

1. DDDorSSS:B=000, C=001,D=010, E=011,H=100, L=101, Memory=110, A= 111. 

2. Two possible cycle times (6/12) indicate instruction cycles dependent on condition flags. 
•All mnemonics copyright ®lntel Corporation 1977 
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8085AH/8085AH-2/8085AH-1 
8-BIT HMOS MICROPROCESSORS 



■ Single +5V Power Supply with 10% 
Voltage Margins 

■ 3 MHz, 5 MHz and 6 MHz Selections 
Available 

■ 20% Lower Power Consumption than 
8085A for 3 MHz and 5 MHz 

■ 1.3 /xs Instruction Cycle (8085AH); 0.8 
fxs (8085AH-2); 0.67 /xs (8085AH-1) 

■ 100% Compatible with 8085A 

■ 100% Software Compatible with 8080A 

■ On-Chip Clock Generator (with 
External Crystal, LC or RC Network) 

The Intel® 8085AH is a complete 8 bit parallel Central Processing Unit (CPU) implemented in N-channel, 
depletion load, silicon gate technology (HMOS). Its instruction set is 100% software compatible with the 8080A 
microprocessor, and it is designed to improve the present 8080A's performance by higher system speed. Its 
high level of system integration allows a minimum system of three IC's [8085AH (CPU), 8156H (RAM/IO) and 
8355/8755A (ROM/PROM/IO)] while maintaining total system expandability. The 8085AH-2 and 8085AH-1 are 
faster versions of the 8085AH. 

The 8085AH incorporates all of the features that the 8224 (clock generator) and 8228 (system controller) 
provided for the 8080A, thereby offering a high level of system integration. 

The 8085AH uses a multiplexed data bus. The address is split between the 8 bit address bus and the 8 bit data 
bus. The on-chip address latches of 8155H/81 56H/8355/8755A memory products allow a direct interface with 
the 8085AH. 



On-Chip System Controller; Advanced 

Cycle Status Information Available for 

Large System Control 

Four Vectored Interrupt Inputs (One is 

Non-Maskable) Plus an 

8080A-Compatible Interrupt 

Serial In/Serial Out Port 

Decimal, Binary and Double Precision 

Arithmetic 

Direct Addressing Capability to 64K 

Bytes of Memory 

Available in EXPRESS 

- Standard Temperature Range 

- Extended Temperature Range 



I ACCUMULATOR] I TEMP. 



RST6.5 TRAP 

RST5.5 | RST7.5 I 



RUPT CONTROL 



SERIAL I/O CONTROL 



r INTERNAL DATA BUS 




[INSTRUCTION 



TIMING AND CONTROL 



CONTROL STATUS DMA 



ADDRESS BUFFER 



DATA/ADDRESS BUFFER 



ADDRESS BUS 



ADDRESS/DATA E 



Figure 1. 8085AH CPU Functional Block Diagram 



xi C 
*2 C 
RESET OUT 
SOD 
SID 
TRAP 
RST 7.5 
RST 6.5 
RST 5.5 
INTR 
INTA 
AD C 
ADi 
AD2 
AD 3 C 
AD 4 C 
AD 5 
AD6 
AD7 
VSS 



V C C 
HOLD 
HLDA 
CLK (OUT) 



RESET IM 
READY 
10/M 
Si 



WR 

ALE 

SO 

Al5 

Al4 

Al3 

A 12 

An 

Aio 

A9 



Figure 2. 8085AH Pin 
Configuration 



Intel Corporation Assumes No Responsibilty for the Use of Any Circuitry Other Than Circuitry Embodied in an Intel Product. No Other Circuit Patent Licenses are Implied. 
®INTEL CORPORATION, 1981. 
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Table 1. Pin Description 



Symbol 


Type 


Name and Function 


A8-A15 





Address Bus: The most significant 
8 bits of the memory address or the 
8 bits of the I/O address, 3-stated 
during Hold and Halt modes and 
during RESET. 


AD _7 


I/O 


Multiplexed Address/Data Bus: 

Lower 8 bits of the memory address 
(or I/O address) appear on the bus 
during the first clock cycle (T state) 
of a machine cycle. It then becomes 
the data bus during the second and 
third clock cycles. 


ALE 





Address Latch Enable: It occurs 
during the first clock state of a ma- 
chine cycle and enables the address 
to get latched into the on-chip latch 
of peripherals. The falling edge of 
ALE is set to guarantee setup and 
hold times for the address informa- 
tion. The falling edge of ALE can 
also be used to strobe the status 
information. ALE is never 3-stated. 


S , S-|,and IO/M 





Machine Cycle Status: 

IO/M S 1 S Status 

1 Memory write 

1 Memory read 

1 1 I/O write 
1 1 I/O read 

1 1 Opcode fetch 

1 1 1 Opcode fetch 
1 1 1 Interrupt 

Acknowledge 

Halt 

X X Hold 

X X Reset 
* = 3-state (high impedance) 
X = unspecified 

Si can be used as an advanced R/W 
status. IO/M, So and S-) become 
valid at the beginning of a machine 
cycle and remain stable throughout 
the cycle. The falling edge of ALE 
may be used to latch the state of 
these lines. 


RD 





Read Control: A low level on RD 
indicates the selected memory or 
I/O device is to be read and that the 
Data Bus is available for the data 
transfer, 3-stated during Hold and 
Halt modes and during RESET. 


WR 





Write Control: A low level on WR 
indicates the data on the Data Bus is 
to be written into the selected 
memory or I/O location. Data is set 
up at the trailing edge of WR. 3- 
stated during Hold and Halt modes 
and during RESET. 



Symbol 


Type 


Name and Function 


READY 


I 


Ready: If READY is high during a 
read or write cycle, it indicates that 
the memory or peripheral is ready to 
send or receive data. If READY is 
low, the cpu will wait an integral 
number of clock cycles for READY 
to go high before completing the 
read or write cycle. READY must 
conform to specified setup and hold 
times. 


HOLD 


I 


Hold: Indicates that another master 
is requesting the use of the address 
and data buses. The cpu, upon 
receiving the hold request, will 
relinquish the use of the bus as 
soon as the completion of the cur- 
rent bus transfer. Internal process- 
ing can continue. The processor 
can regain the bus only after the 
HOLD is removed. When the HOLD 
is acknowledged, the Address, 
Data RD, WR, and IO/M lines are 
3-stated. 


HLDA 





Hold Acknowledge: Indicates that 
the cpu has received the HOLD re- 
quest and that it will relinquish the 
bus in the next clock cycle. HLDA 
goes low after the Hold request is 
removed. The cpu takes the bus one 
half clock cycle after HLDA goes 
low. 


INTR 


I 


Interrupt Request: Is used as a 
general purpose interrupt. It is 
sampled only during the next to the 
last clock cycle of an instruction 
and during Hold and Halt states. If it 
is active, the Program Counter (PC) 
will be inhibited from incrementing 
and an INTA will be issued. During 
this cycle a RESTART or CALL in- 
struction can be inserted to jump to 
the interrupt service routine. The 
INTR is enabled and disabled by 
software. It is disabled by Reset and 
immediately after an interrupt is ac- 
cepted. 


INTA 





Interrupt Acknowledge: Is used in- 
stead of (and has the same timing 
as) RD during the Instruction cycle 
after an INTR is accepted. It can be 
used to activate an 8259A Interrupt 
chip or some other interrupt port. 


RST 5.5 
RST 6.5 
RST 7.5 


I 


Restart Interrupts: These three in- 
puts have the same timing as INTR 
except they cause an internal 
RESTART to be automatically 
inserted. 

The priority of these interrupts is 
ordered as shown in Table 2. These 
interrupts have a higher priority 
than INTR. In addition, they may be 
individually masked out using the 
SIM instruction. 
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Table 1. Pin Description (Continued) 



Symbol 


Type 


Name and Function 


TRAP 


I 


Trap: Trap interrupt is a non- 
maskable RESTART interrupt. It is 
recognized at the same time as 
INTR or RST 5.5-7.5. It is unaffected 
by any mask or Interrupt Enable. It 
has the highest priority of any inter- 
rupt. (See Table 2.) 




I 


Reset In: Sets the Program 
Counter to zero and resets the Inter- 
rupt Enable and HLDA flip-flops. 
The data and address buses and the 
control lines are 3-stated during 
RESET and because of the asyn- 
chronous nature of RESET, the pro- 
cessor's internal registers and flags 
may be altered by RESET with un- 
predictable results. RESET IN is a 
Schmitt-triggered input, allowing 
connection to an R-C network for 
power-on RESET delay (see Figure 
3). Upon power-up, RESET IN must 
remain low for at least 10 ms after 
minimum V cc has been reached. 
For proper reset operation after the 
power-up duration, RESET IN 
should be kept low a minimum of 
three clock periods. The CPU is held 
in the reset condition as long as 
RESET IN is applied. 


RESET IN 



Symbol 


Type 


Name and Function 


RESET OUT 





Reset Out: Reset Out indicates cpu 
is being reset. Can be used 
as a system reset. The signal is 
synchronized to the processor 
clock and lasts an integral number 
of clock periods. 


Xi, X 2 


I 


Xt and X 2 : Are connected to a 
crystal, IX, or RC network to drive 
the internal clock generator. X-| can 
also be an external clock input from 
a logic gate. The input frequency is 
divided by 2 to give the processor's 
internal operating frequency. 


CLK 





Clock: Clock output for use as a sys- 
tem clock. The period of CLK is 
twice the X-|, X 2 input period. 


SID 


I 


Serial Input Data Line: The data on 
this line is loaded into accumulator 
bit 7 whenever a RIM instruction is 
executed. 


SOD 





Serial Output Data Line: The out- 
put SOD is set or reset as specified 
by the SIM instruction. 


Vcc 




Power: +5 volt supply. 


v S s 




Ground: Reference. 



Table 2. Interrupt Priority, Restart Address, and Sensitivity 



Name 


Priority 


Address Branched To (1) 
When Interrupt Occurs 


Type Trigger 


TRAP 


1 


24H 


Rising edge AND high level until sampled. 


RST 7.5 


2 


3CH 


Rising edge (latched). 


RST 6.5 


3 


34H 


High level until sampled. 


RST 5.5 


4 


2CH 


High level until sampled. 


INTR 


5 


See Note (2). 


High level until sampled. 



NOTES: 

1. The processor pushes the PC on the stack before branching to the indicated address. 

2. The address branched to depends on the instruction provided to the cpu when the interrupt is acknowledged. 



VccO 




TYPICAL POWER-ON RESET RC VALUES* 

R, = 75 Kfl 

C 1= 1nF 

•VALUES MAY HAVE TO VARY DUETO 
APPLIED POWER SUPPLY RAMP UP TIME. 



Figure 3. Power-On Reset Circuit 
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8085AH/8085AH-2/8085AH-1 



FUNCTIONAL DESCRIPTION 

The 8085AH is a complete 8-bit parallel central pro- 
cessor. It is designed with N-channel, depletion 
load, silicon gate technology (HMOS), and requires 
a single +5 volt supply. Its basic clock speed is 
3 MHz (8085AH), 5 MHz (8085AH-2), or 6 MHz 
(8085AH-1), thus improving on the present 8080A's 
performance with higher system speed. Also it is 
designed to fit into a minimum system of three IC's: 
The CPU (8085AH), a RAM/IO (8156H), and a ROM or 
EPROM/IO chip (8355 or 8755A). 

The 8085AH has twelve addressable 8-bit registers. 
Four of them can function only as two 16-bit register 
pairs. Six others can be used interchangeably as 
8-bit registers or as 1 6-bit register pairs. The 8085AH 
register set is as follows: 



Mnemonic Register 

ACC or A Accumulator 

PC Program Counter 

BC,DE,HL General-Purpose 
Registers; data 
pointer (HL) 
SP Stack Pointer 

Flags or F Flag Register 



Contents 

8 bits 

16-bit address 
8 bits x 6 or 
16 bits x 3 

16-bit address 

5 flags (8-bit space) 



The 8085AH uses a multiplexed Data Bus. The 
address is split between the higher 8-bit Address 
Bus and the lower 8-bit Address/Data Bus. During 
the first T state (clock cycle) of a machine cycle the 
low order address is sent out on the Address/Data 
bus. These lower 8 bits may be latched externally by 
the Address Latch Enable signal (ALE). During the 
rest of the machine cycle the data bus is used for 
memory or I/O data. 

The 8085AH provides RD, WR", S , S^ and IO/M 
signals for bus control. An Interrupt Acknowledge 
signal (INTA) is also provided. HOLD and all Inter- 
rupts are synchronized with the processor's internal 
clock. The 8085AH also provides Serial Input Data 
(SID) and Serial Output Data (SOD) lines for simple 
serial interface. 

In addition to these features, the 8085AH has three 
maskable, vector interrupt pins, one nonmaskable 
TRAP interrupt, and a bus vectored interrupt, INTR. 

INTERRUPT AND SERIAL I/O 

The 8085AH has 5 interrupt inputs: INTR, RST 5.5, 
RST 6.5, RST 7.5, and TRAP. INTR is identical in 
function to the 8080A INT. Each of the three RE- 
START inputs, 5.5, 6.5, and 7.5, has a programmable 
mask. TRAP is also a RESTART interrupt but it is 
nonmaskable. 



The three maskable interrupts cause the internal 
execution of RESTART (saving the program counter 
in the stack and branching to the RESTART address) 
if the interrupts are enabled and if the interrupt mask 
is not set. The nonmaskable TRAP causes the inter- 
nal execution of a RESTART vector independent 
of the state of the interrupt enable or masks. (See 
Table 2.) 

There are two different types of inputs in the restart 
interrupts. RST 5.5 and RST 6.5 are high level- 
sensitive like INTR (and INT on the 8080) and are 
recognized with the same timing as INTR. RST 7.5 is 
rising edge-sensitive. 

For RST 7.5, only a pulse is required to set an inter- 
nal flip-flop which generates the internal interrupt 
request (a normally high level signal with a low 
going pulse is recommended for highest system, 
noise immunity). The RST 7.5 request flip-flop 
remains set until the request is serviced. Then 
it is reset automatically. This flip-flop may also be 
reset by using the SIM instruction or by issuing a 
RESET IN to the 8085AH. The RST 7.5 internal flip- 
flop will be set by a pulse on the RST 7.5 pin even 
when the RST 7.5 interrupt is masked out. 

The status of the three RST interrupt mas ks can only 
be affected by the SIM instruction and RESET IN. 
(See SIM, Chapter 5 of the MCS-80/85 User's 
Manual.) 

The interrupts are arranged in a fixed priority that 
determines which interrupt is to be recognized if 
more than one is pending as follows: TRAP — 
highest priority, RST 7.5, RST 6.5, RST 5.5, INTR— 
lowest priority. This priority scheme does not take 
into account the priority of a routine that was started 
by a higher priority interrupt. RST 5.5 can interrupt 
an RST 7.5 routine if the interrupts are re-enabled 
before the end of the RST 7.5 routine. 



The TRAP interrupt is useful for catastrophic events 
such as power failure or bus error. The TRAP input is 
recognized just as any other interrupt but has the 
highest priority. It is not affected by any flag or mask. 
The TRAP input is both edge and level sensitive. The 
TRAP input must go high and remain high until it is 
acknowledged. It will not be recognized again until it 
goes low, then high again. This avoids any false 
triggering due to noise or logic glitches. Figure 4 
illustrates the TRAP interrupt request circuitry 
within the 8085AH. Note that the servicing of any 
interrupt (TRAP, RST 7.5, RST 6.5, RST 5.5, INTR) 
disables all future interrupts (except TRAPs) until an 
El instruction is executed. 
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EXTERNAL 
TRAP 

INTERRUPT 
REQUEST 



INSIDE THE 
808SAH 



Pi 






INTERNAL 

TRAP 

ACKNOWLEDGE 



Figure 4. TRAP and RESET IN Circuit 

The TRAP interrupt is special in that it disables inter- 
rupts, but preserves the previous interrupt enable 
status. Performing the first RIM instruction follow- 
ing a TRAP interrupt allows you to determine 
whether interrupts were enabled or disabled prior to 
the TRAP. All subsequent RIM instructions provide 
current interrupt enable status. Performing a RIM 
instruction following INTR, or RST 5.5-7.5 will 
provide current Interrupt Enable status, revealing 
that Interrupts are disabled. See the description of 
the RIM instruction in the MCS-80/85 Family User's 
Manual. 

The serial I/O system is also controlled by the RIM 
and SIM instructions. SID is read by RIM, and SIM 
sets the SOD data. 



DRIVING THE X 1 AND X 2 INPUTS 

You may drive the clock inputs of the 8085AH, 
8085AH-2, or 8085AH-1 with a crystal, an LC tuned 
circuit, an RC network, or an external clock source. 
The crystal frequency must be at least 1 MHz, and 
must be twice the desired internal clock frequency; 
hence, the 8085AH is operated with a 6 MHz crystal 
(for 3 MHz clock), the 8085AH-2 operated with a 10 
MHz crystal (for 5 MHz clock), and the 8085AH-1 can 
be operated with a 1 2 MHz crystal (for 6 MHz clock). 
If a crystal is used, it must have the following 
characteristics: 



Parallel resonance at twice the clock frequency 

desired 

C L (load capacitance) =£ 30 pF 

Cs (shunt capacitance) ^ 7 pF 

Rs (equivalent shunt resistance) «£ 75 Ohms 

Drive level: 10 mW 

Frequency tolerance: ±.005% (suggested) 

Note the use of the 20 pF capacitor between X2 and 
ground. This capacitor is required with crystal fre- 
quencies below 4 MHz to assure oscillator startup at 
the correct frequency. A parallel-resonant LC circuit 
may be used as the frequency-determining network 
for the 8085AH, providing that its frequency 
tolerance of approximately ±10% is acceptable. The 
components are chosen from the formula: 



f = 



1 



27T\/L(Cext + C int ) 



To minimize variations in frequency, it is recom- 
mended that you choose a value for C ex t that is at 
least twice that of Cj n t, or 30 pF. The use of an LC 
circuit is not recommended for frequencies higher 
than approximately 5 MHz. 

An RC circuit may be used as the frequency- 
determining network for the 8085AH if maintaining a 
precise clock frequency is of no importance. Var- 
iations in the on-chip timing generation can cause a 
wide variation in frequency when using the RC 
mode. Its advantage is its low component cost. The 
driving frequency generated by the circuit shown is 
approximately 3 MHz. It is not recommended that 
frequencies greatly higher or lower than this be 
attempted. 

Figure 5 shows the recommended clock driver cir- 
cuits. Note in D and E that pullup resistors are re- 
quired to assure that the high level voltage of the 
input is at least 4V and maximum low level voltage 
of 0.8V. 

For driving frequencies up to and including 6 MHz 
you may supply the driving signal to X-| and leave X 2 
open-circuited (Figure 5D). If the driving frequency 
is from 6 MHz to 12 MHz, stability of the clock 
generator will be improved by driving both X-| and X2 
with a push-pull source (Figure 5E). To prevent 
self-oscillation of the 8085AH, be sure that X 2 is not 
coupled back to Xt through the driving circuit. 
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c*- 



I — 1 T 

T 20 pF* 



I C INT 
J_ = 15 pF 



c- — 



*20 pF CAPACITORS REQUIRED FOR 
CRYSTAL FREQUENCY s 4 MHz ONLY. 

a. Quartz Crystal Clock Driver 



C- X1 — 



L EXT T CEXT 



■c 



~l 



I C|nt 
_l_ = 15pF 



*2 ) 



b. LC Tuned Circuit Clock Driver 

— d^ 



"20 P f| 



O 



c. RC Circuit Clock Driver 



LOW TIME > 60 ns 




*X 2 LEFT FLOATING 

d. 1-6 MHz Input Frequency External Clock 
Driver Circuit 



LOW TIME > 40 ns 



-o 




e. 1-12 MHz Input Frequency External Clock 
Driver Circuit 



Figure 5. Clock Driver Circuits 



GENERATING AN 8085AH WAIT STATE 



If your system requirements are such that slow 
memories or peripheral devices are being used, the 
circuit shown in Figure 6 may be used to insert one 
WAIT state in each 8085AH machine cycle. 



The D flip-flops should be chosen so that 

• CLK is rising edge-triggered 

• CLEAR is low-level active. 
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Figure 6. Generation of a Wait State for 8085AH 
CPU 
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As in the 8080, the READY line is used to extend the 
read and write pulse lengths so that the 8085AH can 
be used with slow memory. HOLD causes the CPU to 
relinquish the bus when it is through with it by float- 
ing the Address and Data Buses. 

SYSTEM INTERFACE 

The 8085AH family includes memory components, 
which are directly compatible to the 8085AH CPU. 
For example, a system consisting of the three chips, 
8085AH, 8156H, and 8355 will have the following 
features: 

• 2K Bytes ROM 

• 256 Bytes RAM 

• 1 Timer/Counter 

• 4 8-bit I/O Ports 

• 1 6-bit I/O Port 

• 4 Interrupt Levels 

• Serial In/Serial Out Ports 

This minimum system, using the standard I/O tech- 
nique is as shown in Figure 7. 

In addition to standard I/O, the memory mapped I/O 
offers an efficient I/O addressing technique. With 
this technique, an area of memory address space is 
assigned for I/O address, thereby, using the memory 
address for I/O manipulation. Figure 8 shows the 
system configuration of Memory Mapped I/O using 
8085AH. 

The 8085AH CPU can also interface with the stan- 
dard memory that does not have the multiplexed 
address/data bus. It will require a simple 8212 (8-bit 
latch) as shown in Figure 9. 
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•NOTE: OPTIONAL CONNECTION 



Figure 7. 8085AH Minimum System (Standard I/O 
Technique) 
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Figure 8. MCS-85® Minimum System (Memory Mapped I/O) 
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Figure 9. MCS-85® System (Using Standard Memories) 
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BASIC SYSTEM TIMING 

The 8085AH has a multiplexed Data Bus. ALE is used 
as a strobe to sample the lower 8-bits of address on 
the Data Bus. Figure 10 shows an instruction fetch, 
memory read and I/O write cycle (as would occur 
during processing of the OUT instruction). Note that 
during the I/O write and read cycle that the I/O port 
address is copied on both the upper and lower half 
of the address. 

There are seven possible types of machine cycles. 
Which of these seven takes placejs defined by the 
status of the three status l ines (IO/ M, S-|, S ) and the 
three control signals (RD, WR, and INTA). (See Table 
3.) The status lines can be used as advanced con- 
trols (for device selection, for example), since they 
become active at the T-\ state, at the o utse t of each 
machine cycle. Control lines RD and WR become 
active later, at the time when the transfer of data is to 
take place, so are used as command lines. 

A machine cycle normally consists of three T states, 
with the exception of OPCODE FETCH, which nor- 
mally has either four or six T states (unless WAIT or 
HOLD states are forced by the receipt of READY or 
HOLD inputs). Any T state must be one of ten 
possible states, shown in Table 4. 



Table 3. 8085AH Machine Cycle Chart 


MACHINE CYCLE 


STATUS 


CONTROL 


IO/M 


S1 


so 


RD 


WR 


INTA 


OPCODE FETCH 


(OF) 





1 







1 


1 


MEMORY READ 


(MR) 





1 








1 


1 


MEMORY WRITE 


(MW) 










1 





1 


l/OREAD 


(IOR) 


1 


1 








1 


1 


I/O WRITE 


(IOW) 


1 







1 





1 


ACKNOWLEDGE 
















OF INTR 


UNA) 


1 


1 




1 


1 





BUS IDLE 


(Bl): DAD 

ACK. OF 
RST.TRAP 




1 


1 
1 





1 
1 


1 
1 


1 
1 




HALT 


TS 








TS 


TS 


1 



Table 4. 8085AH Machine State Chart 





Status & Buses 


Control 


Machine 
State 


S1.S0 


IO/M 


A8-A15 


AD0-AD7 


RD,WR 


INTA 


ALE 


Tl 


X 


X 


X 


X 


1 


1 


1* 


T 2 


X 


X 


X 


X 


X 


X 





T WAIT 


X 


X 


X 


X 


X 


X 





T 3 


X 


X 


X 


X 


X 


X 





T 4 


1 


0' 


X 


TS 


1 


1 





T 5 


1 


0* 


X 


TS 


1 


1 





T 6 


1 


0* 


X 


TS 


1 


1 





Treset 


X 


TS TS 


TS 


TS 


1 





T HALT 





TS TS 


TS 


TS 


1 





T HOLD 


X 


TS TS 


TS 


TS 


1 






= Logic "0" 

1 = Logic "1" 



TS = High Impedai 
X = Unspecified 



* ALE not generated during 2nd and 3rd machine cycles of DAD i 
t IO/M = 1 during T4-T6 of INA machine cycle. 
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Figure 10. 8085AH Basic System Timing 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to +150°C 

Voltage on Any Pin 

With Respect to Ground -0.5V to +7V 

Power Dissipation 1 .5 Watt 



*NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this specifi- 
cation is not implied. Exposure to absolute maximum 
rating conditions for extended periods may affect device 
reliability. 



D.C. CHARACTERISTICS 

8085AH, 8085AH-2: (T A = 0°C to 70°C, V cc = 5V ±10%, V ss =0V; unless otherwise specified)* 
8085AH-1 : (T A = 0°C to 70°C, V cc = 5V ±5%, V ss = 0V; unless otherwise specified) 



Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


V| L 


Input Low Voltage 


-0.5 


+ 0.8 


V 




V| H 


Input High Voltage 


2.0 


V CC +0-5 


V 




Vol 


Output Low Voltage 




0.45 


V 


Iql = 2mA 


V H 


Output High Voltage 


2.4 




V 


l 0H = -400^A 


■cc 


Power Supply Current 




135 


mA 


8085AH, 8085 AH-2 




200 


mA 


8085AH-1 (Preliminary) 


l|L 


Input Leakage 




±10 


juA 


0=sV| N =sV cc 


Ilo 


Output Leakage 




±10 


jtiA 


0.45V « Vqut « V CC 


VlLR 


Input Low Level, RESET 


-0.5 


+0.8 


V 




V IHR 


Input High Level, RESET 


2.4 


V CC +0-5 


V 




V H Y 


Hysteresis, RESET 


0.25 




V 





A.C. CHARACTERISTICS 

8085AH, 8085AH-2: (T A = 0°C to 70°C, V CC = 5V ±10%, V ss = OV)* 
8085AH-1 : (T A = 0°C to 70°C, V cc = 5V ±5%, V S s = 0V) 



Symbol 


Parameter 


8085AH [2] 
(Final) 


8085AH-2 [2] 
(Final) 


8085AH-1 
(Preliminary) 


Units 


Min. 


Max. 


Min. 


Max. 


Min. 


Max. 


tCYC 


CLK Cycle Period 


320 


2000 


200 


2000 


167 


2000 


ns 


tl 


CLK Low Time (Standard CLK Loading) 


80 




40 




20 




ns 


t 2 


CLK High Time (Standard CLK Loading) 


120 




70 




50 




ns 


tr-tf 


CLK Rise and Fall Time 




30 




30 




30 


ns 


l XKR 


X-| Rising to CLK Rising 


25 


120 


25 


100 


20 


100 


ns 


tXKF 


X-| Rising to CLK Falling 


30 


150 


30 


110 


25 


110 


ns 


*AC 


Ag-15 Valid to Leading Edge of Control 


270 




115 




70 




ns 


UCL 


Aq-7 Valid to Leading Edge of Control 


240 




115 




60 




ns 


*AD 


A 0-15 Valid to Valid Data In 




575 




350 




225 


ns 


*AFR 


Address Float After Leading Edge of 
READ (INTA) 

















ns 


tAL 


A8_ 15 Valid Before Trailing Edge of ALE [1] 


115 




50 




25 




ns 



'Note: For Extended Temperature EXPRESS use M8085AH Electricals Parameters. 
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A.C. CHARACTERISTICS (Continued) 



Symbol 


Parameter 


8085AH [2] 
(Final) 


8085AH-2 [2] 
(Final) 


8085AH-1 
(Preliminary) 


Units 


Min. 


Max. 


Min. 


Max. 


Min. 


Max. 


*ALL 


Aq-7 Valid Before Trailing Edge of ALE 


90 




50 




25 




ns 


*ARY 


READY Valid from Address Valid 




220 




100 




40 


ns 


*CA 


Address (A8-15) Valid After Control 


120 




60 




30 




ns 


*cc 


Width of Control Low (RD, WR, fNTA) 
Edge of ALE 


400 




230 




150 




ns 


tCL 


Trailing Edge of Control to Leading Edge 
of ALE 


50 




25 









ns 


*DW 




420 




230 




140 




ns 


Data Valid to Trailing Edge of WRITE 


tHABE 


HLDAto Bus Enable 




210 




150 




150 


ns 


tHABF 


Bus Float After HLDA 




210 




150 




150 


ns 


tHACK 


HLDA Valid to Trailing Edge of CLK 


110 




40 









ns 


tfHDH 


HOLD Hold Time 

















ns 


tHDS 


HOLD Setup Time to Trailing Edge of CLK 


170 




120 




120 




ns 


t|NH 


INTR Hold Time 

















ns 


t|NS 


INTR, RST, and TRAP Setup Time to 
Falling Edge of CLK 


160 




150 




150 




ns 


tLA 


Address Hold Time After ALE 


100 




50 




20 




ns 


t|_C 


Trailing Edge of ALE to Leading Edge 
of Control 


130 




60 




25 




ns 


tLCK 


ALE Low During CLK High 


100 




50 




15 




ns 


tLDR 


ALE to Valid Data During Read 




460 




270 




175 


ns 


t|_DW 


ALE to Valid Data During Write 




200 




120 




110 


ns 


tLL 


ALE Width 


140 




80 




50 




ns 


t|_RY 


ALE to READY Stable 




110 




30 




10 


ns 


tRAE 




150 




90 




50 




ns 


Trailing Edge of READ to Re-Enabling 
of Address 


*RD 






300 




150 




75 


ns 


READ (or INTA) to Valid Data 


tRV 


Control Trailing Edge to Leading Edge 
of Next Control 


400 




220 




160 




ns 


l RDH 



















ns 


Data Hold Time After READ INTA 


*RYH 


READY Hold Time 












5 




ns 


tRYS 


READY Setup Time to Leading Edge 
of CLK 


110 




100 




100 




ns 


twD 




100 




60 




30 




ns 


Data Valid After Trailing Edge of WRITE 


*WDL 






40 




20 




30 


ns 


LEADING Edge of WRITE to Data Valid 
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NOTES: _ 

1. A 8 -Ai 5 address Specs apply IO/M, S , and Si except Ae-Ai 5 
are undefined during T 4 -T 6 of OF cycle whereas IO/M, So, and 
S<| are stable. 

2. Test Conditions: t CY c = 320 ns (8085AH)/200 ns (8085AH-2);/ 
167 ns (8085AH-1); C L = 150 pF. 

A.C. TESTING INPUT, OUTPUT WAVEFORM 



3. For all output timing where C|_ i- 150 pF use the following 
correction factors: 

25 pF « C L < 150 pF: -0.10 ns/pF 
150 pF < C L *s 300 pF: +0.30 ns/pF 

4. Output timings are measured with purely capacitive load. 

5. To calculate timing specifications at other values of t^YC use 
Table 5. 

A.C. TESTING LOAD CIRCUIT 



INPUT/OUTPUT 




TEST POINTS 




A.C TESTING. INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 1 AND 0.45V FOR 
A LOGIC TIMING MEASUREMENTS ARE MADE AT 2.0V FOR A LOGIC 1" 
AND 0.8V FOR A LOGIC 0." 



DEVICE 
UNDER 
TEST 



1 



C L 150 pF 

C L INCLUDES JIG CAPACITANCE 



Table 5. Bus Timing Specification as a Tcyc Dependent 



NOTE: N is equal to the total WAIT states. T = t CY c- 



Symbol 


8085AH 


8085AH-2 


8085AH-1 




tAL 


(1/2) T- 45 


(1/2) T- 50 


(1/2) T- 58 


Minimum 


tLA 


(1/2) T - 60 


(1/2) T- 50 


(1/2) T -63 


Minimum 


tLL 


(1/2) T - 20 


(1/2) T - 20 


(1/2) T - 33 


Minimum 


tLCK 


(1/2) T- 60 


(1/2) T- 50 


(1/2) T - 68 


Minimum 


tLC 


(1/2) T - 30 


(1/2) T- 40 


(1/2) T- 58 


Minimum 


*AD 


(5/2 + N) T - 225 


(5/2 + N)T- 150 


(5/2 + N)T- 192 


Maximum 


*RD 


(3/2 + N)T - 180 


(3/2 + N)T - 150 


(3/2 + N)T - 175 


Maximum 


*RAE 


(1/2) T- 10 


(1/2) T- 10 


(1/2) T- 33 


Minimum 


tCA 


(1/2) T- 40 


(1/2) T- 40 


(1/2) T- 53 


Minimum 


tDW 


(3/2 + N)T- 60 


(3/2 + N) T - 70 


(3/2 + N)T- 110 


Minimum 


*WD 


(1/2) T- 60 


(1/2) T - 40 


(1/2) T - 53 


Minimum 


tec 


(3/2 + N) T - 80 


(3/2 + N) T - 70 


(3/2 + N)T- 100 


Minimum 


tCL 


(1/2) T- 110 


(1/2)T-75 


(1/2) T- 83 


Minimum 


*ARY 


(3/2) T - 260 


(3/2) T - 200 


(3/2) T- 210 


Maximum 


tHACK 


(1/2) T- 50 


(1/2) T- 60 


(1/2) T- 83 


Minimum 


*HABF 


(1/2)T + 50 


(1/2)T + 50 


(1/2)T + 67 


Maximum 


tHABE 


(1/2)T + 50 


(1/2)T + 50 


(1/2)T + 67 


Maximum 


tAC 


(2/2) T - 50 


(2/2) T - 85 


(2/2) T - 97 


Minimum 


tl 


(1/2) T- 80 


(1/2) T - 60 


(1/2)T-63 


Minimum 


t 2 


(1/2) T- 40 


(1/2) T- 30 


(1/2) T- 33 


Minimum 


*RV 


(3/2) T - 80 


(3/2) T- 80 


(3/2) T - 90 


Minimum 


t|_DR 


(4/2) T- 180 


(4/2) T- 130 


(4/2) T- 159 


Maximum 
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WAVEFORMS 
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WAVEFORMS (Continued) 



READ OPERATION WITH WAIT CYCLE (TYPICAL) — SAME READY TIMING APPLIES 
TO WRITE 



«"\ / 1 

-3= 



,j y^ 



E3 — m. 



Imuml 



\_t v 



~M1 



NOTE 1: READY MUST REMAIN STABLE DURING SETUP AND HOLD TIMES. 
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INTERRUPT AND HOLD 
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BUS FLOATING* 
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MO/M IS ALSO FLOATING DURING THIS TIME. 
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Table 6. Instruction Set Summary 





Instruction Code 




Operations 


Mnemonic 


D 7 D 6 D 5 


D 4 D 3 D 2 


*>1 


Do 


Description 


MOVE, LOA 


3, AND STORE 










MOVrl r2 


1 D 


D D 


s 


s 


s 


Move register to register 


MOV M.r 


1 1 


1 


S 


s 


S 


Move register to memory 


MOV r.M 


1 D 


D D 


1 


1 





Move memory to register 


MVI r 


D 


D D 


1 


1 





Move immediate register 


MVI M 


1 


1 


1 


1 





Move immediate memory 


LXIB 














1 


Load immediate register 
Pair B & C 


LXI D 





1 








1 


Load immediate register 
PairD& E 


LXI H 


1 











1 


Load immediate register 
Pair H & L 


STAXB 











1 





Store A indirect 


STAXD 





1 





1 





Store A indirect 


LDAXB 





1 





1 





Load A indirect 


LDAXD 





1 1 





1 





Load A indirect 


STA 


1 


1 





1 





Store A direct 


LDA 


1 


1 1 





1 





Load A direct 


SHLD 


1 








1 





Store H & L direct 


LHLD 


1 


1 





1 





Load H & L direct 


XCHG 


1 1 1 


1 





1 


1 


Exchange D & E, H & L 
Registers 


STACK OPS 














PUSHB 


1 1 





1 





1 


Push register Pair B & 
C on stack 


PUSHD 


1 1 


1 


1 





1 


Push register Pair D & 
E on stack 


PUSHH 


1 1 1 





1 





1 


Push register Pair H & 
L on stack 


PUSH PSW 


1 1 1 


1 


1 





1 


Push A and Flags 
on stack 


POPB 


1 1 











1 


Pop register Pair B & 
C oft stack 


POPD 


1 1 


1 








1 


Pop register Pair D & 
E off stack 


POPH 


1 1 1 











1 


Pop register Pair H & 
L off stack 


POP PSW 


1 1 1 


1 








1 


Pop A and Flags 
off stack 


XTHL 


1 1 1 








1 


1 


Exchange top of 
stack, H & L 


SPHL 


11 1 


1 1 








1 


H & L to stack pointer 


LXISP 


1 


1 








1 


Load immediate stack 
pointer 


INXSP 


1 


1 





1 


1 


Increment stack pointer 


DCXSP 


1 


1 1 





1 


1 


Decrement stack 
pointer 


JUMP 














JMP 


1 1 








1 


1 


Jump unconditional 


JC 


1 1 


1 1 





1 





Jump on carry 


JNC 


1 1 


1 





1 





Jump on no carry 


JZ 


1 1 


1 





1 





Jump on zero 


JNZ 


1 1 








1 





Jump on no zero 


JP 


1 1 1 


1 





1 





Jump on positive 


JM 


1 1 1 


1 1 





1 





Jump on minus 


JPE 


1 1 1 


1 





1 





Jump on parity even 


JPO 


1 1 1 








1 





Jump on parity odd 


PCHL 


1 1 1 


1 








1 


H & L to program 
counter 


CALL 














CALL 


1 1 


1 


1 





1 


Call unconditional 


CC 


1 1 


1 1 


1 








Call on carry 


CNC 


1 1 


1 


1 








Call on no carry 









Instruction Code 




Operations 


Mnemonic 


D 7 D 6 Dr 


A 


D3 


D 2 


D1 


°0 


Description 


CZ 




1 








1 


1 








Call on zero 


CNZ 




1 











1 








Call on no zero 


CP 




1 


1 


1 





1 








Call on positive 


CM 




1 


1 


1 


1 


1 








Call on minus 


CPE 




1 


1 





1 


1 








Call on parity even 


CPO 




1 


1 








1 








Call on paritv odd 


RETURN 




















RET 




1 








1 








1 


Return 


RC 




1 





1 


1 











Return on carry 


RNC 




1 





1 














Return on no carry 


RZ 




1 








1 











Return on zero 


RNZ 




1 




















Return on no zero 


RP 




1 


1 


1 














Return on positive 


RM 




1 


1 


1 


1 











Return on minus 


RPE 




1 


1 





1 











Return on parity even 


RPO 




1 


1 

















Return on parity odd 


RESTART 




















RST 




1 


A 


A 


A 


1 


1 


1 


Restart 


INPUT/OUTPUT 


















IN 




1 





1 


1 





1 


1 


Input 


OUT 




1 





1 








1 


1 


Output 


INCREMENT AND DECREMENT 










INR r 








D 


D 


D 


1 








Increment register 


DCR r 








D 


D 


D 


1 





1 


Decrement register 


INR M 








1 


1 





1 








Increment memory 


DCR M 








1 


■1 





1 





1 


Decrement memory 


INX B 




















1 


1 


Increment B & C 
registers 


INXD 











1 








1 


1 


Increment D & E 
registers 


INX H 








1 











1 


1 


Increment H & L 
registers 


DCX B 














1 





1 


1 


Decrement B & C 


DCXD 











1 


1 





1 


1 


Decrement D & E 


DCX H 








1 





1 





1 


1 


Decrement H & L 


ADD 




















ADDr 


1 














s 


s 


s 


Add register to A 


ADC r 


1 











1 


s 


s 


s 


Add register to A 
with carry 


ADDM 


1 





C 








1 


1 





Add memory to A 


ADCM 


1 











1 


1 


1 





Add memory to A 
with carry 


ADI 


1 


1 











1 


1 





Add immediate to A 


ACI 


1 


1 








1 


1 


1 





Add immediate to A 
with carry 


DADB 














1 








1 


Add B & C to H & L 


DADD 











1 


1 








1 


Add D & E to H & L 


DADH 








1 





1 








1 


Add H & L to H & L 


DADSP 








1 


1 


1 








1 


Add stack pointer to 
H& L 


SUBTRACT 




















SUBr 


1 








1 





s 


s 


s 


Subtract register 
from A 


SBBr 


1 








1 


1 


s 


s 


s 


Subtract register from 
A with borrow 


SUBM 


1 








1 





1 


1 





Subtract memory 
from A 


SBBM 


1 








1 


1 


1 


1 





Subtract memory from 
A with borrow 


SUI 


1 


1 





1 





1 


1 





Subtract immediate 
from A 


SBI 


1 


1 





1 


1 


1 


1 





Subtract immediate 
from A with borrow 
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Table 6. Instruction Set Summary (Continued) 









Instruction Code 




Operations 


Mnemonic 


D 7 


D 6 


D 5 


D 4 


D 3 


D 2 


D, 


Do 


Description 


LOGICAL 




















ANA r 


1 





1 








s 


s 


S 


And register with A 


XRAr 


1 





1 





1 


s 


s 


S 


Exclusive OR register 
with A 


ORAr 


1 





1 


1 





s 


s 


s 


OR register with A 


CMP r 


1 





1 


1 


1 


s 


s 


s 


Compare register with A 


ANAM 


1 





1 








1 


1 





And memory with A 


XRAM 


1 





1 





1 


1 


1 





Exclusive OR memory 
with A 


ORAM 


1 





1 


1 





1 


1 





OR memory with A 


CMPM 


1 





1 


1 


1 


1 


1 





Compare 
memory with A 


ANI 


1 


1 


1 








1 


1 





And immediate with A 


XRI 


1 


1 


1 





1 


1 


1 





Exclusive OR immediate 
with A 


ORI 


1 


1 


1 


1 





1 


1 





OR immediate with A 


CPI 


1 


1 


1 


1 


1 


1 


1 





Compare immediate 
with A 


ROTATE 




















RLC 

















1 


1 


1 


Rotate A left 


RRC 














1 


1 


1 


1 


Rotate A right 


RAL 











1 





1 


1 


1 


Rotate A left through 
carry 


RAR 











1 


1 


1 


1 


1 


Rotate A right through 
carry 



Mnemonic 


Instruction Code 
D 7 D 6 D 5 D 4 D 3 D 2 D, D 


Operations 
Description 


SPECIALS 
CMA 

STC 
CMC 

DAA 


10 1111 

110 111 
111111 

10 111 


Complement 

A 

Set carry 

Complement 

carry 

Decimal adjust A 


CONTROL 

El 

Dl 

NOP 

HLT 


111110 11 
11110 11 
00000000 
1110 110 


Enable Interrupts 
Disable Interrupt 
No-operation 
Halt 


NEW 8085A INSTRUCTIONS 

RIM 10 

SIM | 1 1 


Read Interrupt Mask 
Set Interrupt Mask 



NOTES: 

1. DDS or SSS: B 000, C 001, D 010, E011, H 100, L 101, Memory 110, A 111. 

2. Two possible cycle times (6/12) indicate instruction cycles dependent on condition flags. 

* All mnemonics copyrighted ©Intel Corporation 1976. 
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8085A/8085A-2 
SINGLE CHIP 8-BIT N-CHANNEL MICROPROCESSORS 



Single +5V Power Supply 

100% Software Compatible with 8080A 

1.3 jus instruction Cycle (8085A); 
0.8 /is (8085A-2) 

On-Chip Clock Generator (with External 
Crystal, LC or RC Network) 

On-Chip System Controller; Advanced 
Cycle Status Information Available for 
Large System Control 



■ Four Vectored Interrupt Inputs (One is 
Non-Maskable) Plus an 8080A- 
Compatible Interrupt 

■ Serial In/Serial Out Port 

■ Decimal, Binary and Double Precision 
Arithmetic 

■ Direct Addressing Capability to 64k 
Bytes of Memory 



The Intel® 8085A is a complete 8 bit parallel Central Processing Unit (CPU). Its instruction set is 1 00% software compatible 
with the 8080A microprocessor, and it is designed to improve the present 8080A's performance by higher system speed. 
Its high level of system integration allows a minimum system of three IC's [8085A (CPU), 8156 (RAM/IO) and 8355/8755A 
(ROM/PROM/IO)] while maintaining total system expandability. The 8085A-2 is a faster version of the 8085A. 

The8085A incorporates all of the features that the 8224 (clock generator) and 8228 (system controller) provided for the 
8080A, thereby offering a high level of system integration. 

The 8085A uses a multiplexed data bus. The address is split between the 8 bit address bus and the 8 bit data bus. The 
on-chip address latches of 81 55/81 56/8355/8755A memory products allow a direct interface with the 8085A. 



SID SOD 



INTERRUPT CONTROL 



I SERIAL I/O CONTROL I 



B-BIT INTERNAL DATA BUS 



<"> 7> 





TIMING AND CONTROL 



PROGRAM COUNTER 



INCREMENTE 



ADDRESS LATCH 



ADDRESS BUFFER 



DATA/ADDRESS BUFFER 



¥ 



Figure 1. 8085A CPU Functional Block Diagram 



X1 


c 


1 


40 


3 


*2 


c 


2 


39 


3 


RESET OUT 


c 


3 


38 


3 


SOD 


c 


4 


37 


3 


SID 


c 


5 


36 


3 


TRAP 


c 


6 


35 


3 


RST 7.5 


c 


7 


34 


3 


RST 6.6 


c 


8 


33 


3 


RST 5.5 


c 


9 


32 


3 


INTR 
I NT A 


c 


10 8085A 
11 


31 
30 


3 
3 


ADo 


c 


12 


29 


3 


ADi 


c 


13 


28 


3 


AD2 


c 


14 


27 


3 


AD3 


L 


15 


26 


3 


AD4 


c 


16 


25 


3 


AD5 


c 


17 


24 


3 


AD6 


c 


18 


23 


3 


AD7 


c 


19 


22 


3 


vss 


c 


20 


21 


D 



vcc 

HOLD 
HLDA 
CLK (OUT ) 
RESET IN 
READY 
IO/M 

§L 

RD 

WR 

ALE 

SO 

Al5 

Al4 

A13 

A12 

All 

A10 



Figure 2. 8085A Pin 
Configuration 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature — 65°C to +150°C 

Voltage on Any Pin 

With Respect to Ground -0.5V to +7V 

Power Dissipation 1.5 Watt 



*NOTICE: Stresses above those listed under "Absolute 
Maximum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional opera- 
tion of the device at these or any other conditions above 
those indicated in the operational sections of this 
specification is not implied. Exposure to absolute 
maximum rating conditions for extended periods may 
affect device reliability. 



D.C. CHARACTERISTICS (T A = o°c to 70°c, v C c = 


OV ±5%, V S s 


= 0V; unless otherwise specified) 


Symbol 


Parameter 


Min. 


Max. 


Units 


Test Conditions 


V.L 


Input Low Voltage 


-0.5 


+0.8 


V 




V,H 


Input High Voltage 


2.0 


Vcc+0.5 


V 




Vol 


Output Low Voltage 




0.45 


V 


l OL = 2mA 


V h 


Output High Voltage 


2.4 




V 


l 0H = -400/xA 


'cc 


Power Supply Current 




170 


mA 




"lL 


Input Leakage 




+10 


juA 


0=s V| N =sV C c 


l|_0 


Output Leakage 


, 


+10 


MA 


0.45V <V out < V C c 


V,LR 


Input Low Level, RESET 


-0.5 


+0.8 


V 




V IHR 


Input High Level, RESET 


2.4 


V cc +0-5 


V 




Vhy 


Hysteresis, RESET 


0.25 




V 
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A.C. CHARACTERISTICS (T A = o°c to 70°c, v cc = ov ±5%, v S s = ov) 


Symbol 


Parameter 


8085A 121 


8085A-2 121 


Units 


Min. 


Max. 


Mln. 


Max. 


tcYC 


CLK Cycle Period 


320 


2000 


200 


2000 


ns 


tl 


CLK Low Time (Standard CLK Loading) 


80 




40 




ns 


t 2 


CLK High Time (Standard CLK Loading) 


120 




70 




ns 


tr,tf 


CLK Rise and Fall Time 




30 




30 


ns 


*XKR 


X, Rising to CLK Rising 


30 


120 


30 


100 


ns 


*XKF 


X< Risina to CLK Falling 


30 


150 


30 


110 


ns 


tAC 


Afl-is Valid to Leading Edge of Control 111 


270 




115 




ns 


*ACL 


A _ 7 Valid to Leading Edge of Control 


240 




115 




ns 


*AD 


A . 15 Valid to Valid Data In 




575 




350 


ns 


*AFR 


Address Float After Leading Edge of 
READ (INTA) 












ns 


t A L 


A 8 . 15 Valid Before Trailing Edge of ALE™ 


115 




50 




ns 


*ALL 


Ao_7 Valid Before Trailing Edge of ALE 


90 




50 




ns 


Ury 


READY Valid from Address Valid 




220 




100 


ns 


tr.A 


Address (Ab-is) Valid After Control 


120 




60 




ns 


tec 


Width of Control Low (RD, WR, INTA) 
Edge of ALE 


400 




230 




ns 


t C L 


Trailing Edge of Control to Leading Edge 
of ALE 


50 




25 




ns 


tpw 


Data Valid to Trailing Edge of WRITE 


420 




230 




ns 


tHABE 


HLDA to Bus Enable 




210 




150 


ns 


*HABF 


Bus Float After HLDA 




210 




150 


ns 


t|HACK 


HLDA Valid to Trailing Edge of CLK 


110 




40 




ns 


tHDH 


HOLD Hold Time 












ns 


thlDS 


HOLD Setup Time to Trailing Edge of CLK 


170 




120 




ns 


huH 


INTR Hold Time 












ns 


t|NS 


INTR, RST, and TRAP Setup Time to 
Falling Edge of CLK 


160 




150 




ns 


tLA 


Address Hold Time After ALE 


100 




50 




ns 


t L c 


Trailing Edge of ALE to Leading Edge 
of Control 


130 




60 




ns 


*LCK 


ALE Low During CLK High 


100 




50 




ns 


t|_DR 


ALE to Valid Data During Read 




460 




270 


ns 


*LDW 


ALE to Valid Data During Write 




200 




120 


ns 


tLL 


ALE Width 


140 




80 




ns 


t|_RY 


ALE to READY Stable 




110 




30 


ns 
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A.C. CHARACTERISTICS (Continued) 


Symbol 


Parameter 


8085AI 2 ] 


8085A-2l 2 > 


Units 


Min. 


Max. 


Min. 


Max. 


*RAE 


Trailing Edge of READ to Re-Enabling 
of Address 


150 




90 




ns 


*RD 


READ (or INTA) to Valid Data 




300 




150 


ns 


*RV 


Control Trailing Edge to Leading Edge 
of Next Control 


400 




220 




ns 


l RDH 














ns 


Data Hold Time After READ INTA^ 


*RYH 


READY Hold Time 












ns 


*RYS 


READY Setup Time to Leading Edge 
of CLK 


110 




100 




ns 


l WD 


Data Valid After Trailing Edge of WRITE 


100 




60 




ns 


*WDL 


LEADING Edge of WRITE to Data Valid 




40 




20 


ns 



NOTES: _ 

1. As-A-15 address Specs apply to IO/M, S , and S-) except Ag-A^ are undefined during T4-T6 of OF cycle 
whereas IO/M, Sq, andS-| are stable. 

2. Test conditions : t CY c = 320 ns (8085A)/200 ns (8085A-2); C L = 150 pF. 

3. For all output timing where C|_= 150pF use the following correction factors: 
25pF< C L < 150pF: -0.10ns/pF 

150pF< C L < 300pF: +0.30ns/pF 

4. Output timings are measured with purely capacitive load. 

5. All timings are measured at output votage V L = 0.8V, V H = 2.0V, and 1.5V with 20ns rise and fall time on inputs. 

6. To calculate timing specifications at other values of tpYC use Table 7. 

7. Data hold time is guaranteed under all loading conditions. 



A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. TESTING LOAD CIRCUIT 



INPUT/OUTPUT 




^> TEST POINTS <^ 




A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "1 " AND 0.45V FOR 
A LOGIC "0." TIMING MEASUREMENTS ARE MADE AT 2.0V FOR A LOGIC "1 " 
AND 0.8V FOR A LOGIC "0." 



DEVICE 
UNDER 
TEST 



1 
I 



C L = 150 pF 



C L = 150 pF 

C, INCLUDES JIG CAPACITANCE 
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APPENDIX 1 
APPLICATIONS OF MCS-85™ 

SECTION 1 
INTRODUCTION TO MCS-85™ APPLICATIONS 



When the first microprocessor was introduced 
about five years ago, it was largely ignored by 
the electronics industry. However, since that in- 
asupicious beginning, this new device has 
become the hottest topic in current technology. 
As more and more product designers become 
familiar with the capabilities of microcom- 
puters, the number of new applications in- 
creases geometrically. In most of these applica- 
tions, the new technology has been used to 
replace designs which were formerly im- 
plemented with TTL logic and under-utilized 
minicomputers. However, an increasing number 
of products are surfacing which would have 
been impractical prior to the microcomputer 
era. 



Microcomputers are being applied to a wide 
range of data communications tasks. The field 
of telephone equipment is being invaded by 
systems which control and monitor calls. Point 
of sale terminals are increasing daily with the 
addition of interface to coin changers, elec- 
tronic scales and remote computers. Small 
stand-alone computers are relying heavily upon 
microcomputers in teleprocessing, time- 
sharing, data base management and similar in- 
teractive applications. An increasing number of 
microcomputer-based data terminals are pro- 
viding local interactive intelligence with pro- 
grammable character sets, vector generation 
and the pre-processing of data. 



Instrumentation is widely utilizing the micro- 
processor for a variety of control and arithmetic 
processing functions. Microcomputers are con- 
trolling laboratory equipment such as oscillo- 
scopes, DVM's, network analyzers and frequen- 
cy synthesizers. Medical electronics are 
crediting microcomputers with tasks such as 
patient monitoring, blood analysis and X-ray 
scanning. Travel is becoming microcomputer- 
ized by automotive control, air and ocean 
navigation equipment and rapid transit 
systems. 

MCS-85™ SYSTEM 

Many possible microcomputer applications 
have been overlooked because of the design 
tasks required to build the microcomputer. 
These tasks include the system clock, read/ 
write memory, I/O ports, serial communications 
interface and bus control logic. The MCS-85 
system will enable the design engineer to con- 
centrate on the application of the microcom- 
puter, rather than on the implementation 
details. 

The MCS-85 is yet another family of com- 
ponents which has the potential to provide a 
solution to the three problems which will 
always plague designers: cost, size and power. 
The reduced component count of an MCS-85 
microcomputer, coupled with the increased in- 
tegration of functions reduces both cost and 
size while increasing power. 



MCS-85™ APPLICATIONS 



Sample Applications 

Calculating Oscilloscope 
Blood Analyzer 
Programmable Video Game 
Process Control System 
Line Printer 



Intelligent Terminal 
N.C. Machine 
Digital Multimeter 
Graphic Terminal 
Automotive Control 



Navigation Equipment 
Vending Machine 
Spectrum Analyzer 
Front End Processor 
Credit Verifier 



Disk Controller 
Patient Monitor 
Network Analyzer 
Frequency Synthesizer 



APPLICATION 


PERIPHERAL DEVICES ENCOUNTERED 


MCS-85™ COMPONENTS 


Intelligent Terminals 


Cathode Ray Tube Display 

Printing Units 

Synchronous and Asynchronous data lines 

Cassette Tape Unit 

Keyboards 


8275 8085A 
8155 8355 
8251 

8279 


Gaming Machines 


Keyboards, pushbuttons and switches 
Various display devices 
Coin acceptors 
Coin dispensers 


8279 8085A 

8355 
8155 


Cash Registers 


Keyboard or Input Switch Array 
Change Dispenser 
Digital Display 
Ticket Printer 
Magnetic Card reader 
Communication interface 


8279 8085A 
8155 8355 

8273 


Accounting and Billing Machines 


Keyboard 

Printer Unit 

Cassette or other magnetic tape unit 

"Floppy" disks 


8279 8085A 
8155 8355 
8257 
8271 


Telephone Switching Control 


Telephone Line Scanner 
Analog Switching Network 
Dial Registers 
Class of Service Parcel 


8253 8085A 

8355 
8155 


Numerically Controlled Machines 


Magnetic or Paper Tape Reader 
Stepper Motors 
Optical Shaft Encoders 


8155 8085 A 
8355 


Process Control 


Analog-to-Digital Converters 
Digital-to-Analog Converters 
Control Switches 
Displays 


8155 8085 A 

8355 
8279 



Baud Rate Generator 

Shown in Figure 2 is a minimum system con- 
figuration with the 8156 timer output connected 
to an 8085 interrupt input. 

This configuration allows convenient use of the 
timer as a baud rate generator. A 6.144 MHz 
crystal is used as the frequency control ele- 
ment of the 8085A, providing integral divisors 
for the standard baud rates (300, 600, 1200, 
2400, 4800, 9600 baud). The timer is programmed 
with the appropriate divisor (Figure 1) for the 
selected baud rate resulting in one pulse on the 
timer output for each bit cell time. The clock 
output (CLK) of the 8085A is used to clock the 
timer (TIMERIN). The frequency of this clock is 
one-half the cryst al frequenc y or in this exam- 
ple 3.072 MHz. TIMEROUT now provides a 
crystal controlled pulse train at the baud rate 
selected. 

Serial Communications 



the required baud rate. As shown in Figure 1, 
the minimum system supports serial com- 
munications with only the addition of the send 
and receive interface circuits. 

The SID (SERIAL INPUT DATA) line and the SOD 
(SERIAL OUTPUT DATA) line are connected 
directly to a TTY or RS232 interface circuit. 
Assuming inverted data at the SID input, a 
direct connection is made to the RST6.5 input 
for detection of the start bit. 

Additional insight into using the 8085's serial I/O 
lines in communications application can be found 
in Section 2 of this Appendix. 



By feeding the TIMEROUT signal of the 8156 
back to the edge triggered RST 7.5 input of the 
8085A, the processor can be interrupt driven at 



BAUD RATE 


COUNT (DECIMAL) 


300 


10,240 


600 


5,120 


1200 


2,560 


2400 


1,280 


4800 


640 


9600 


320 



FIGURE 1. BAUD RATES 
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NOTE 1 : TRAP. INTR. AND HOLD MUST BE GROUNDED IF THEY AREN'T USED. 
NOTE 2: USE IO/M FOR STANDARD I/O MAPPING. USE A15 FOR MEMORY MAPPED I/O. 
NOTE 3. CONNECTION IS NECESSARY ONLY IF ONE T WA | T STATE IS DESIRED. 

NOTE 4: PULL-UP RESISTORS RECOMMENDED TO AVOID SPURIOUS SELECTION WHEN RD AND WR ARE 
3-STATED. 

FIGURE 2. MINIMUM SYSTEM CONFIGURATION 
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FIGURE 3. SMALL SYSTEM SCHEMATIC (similar to the schematic of Intel's SDK-85) 
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Small System 

The schematic In Figure 3 is of a complete 
microcomputer with only 6 ICs. The system con- 
tains its own serial I/O communication lines, 
multi-level interrupt, two programmable timers, 
and power-on reset. System capacity is 512 
bytes of RAM, 4K bytes of PROM, and 76 lines 
of programmable I/O. 



Block Move, Block Search 

In a large system application high speed block 
moves may be necessary. The addition of an 
8257 Direct Memory Access (DMA) controller 
and an 8255 Programmable Peripheral Interface 
(PPI) device with some miscellaneous logic 
removes the task from the 8085 and results in a 
very high speed capability. The addition of an 
eight bit comparator also permits block sear- 
ches. (See Figure 4.) 



H D h i r T 



TRAP 
RST7.5 
RST6.5 
RST5.5 
INTR 
I NT A 
ADDR 



HOLD 

HLDA 

SOD 

SID 



RESET S, 

_OUT 

ADDR/DATA ALE RD WR IO/M RDY CLK 




r 



^j 



J 



STB 

8212 

DS2 



(31 MUX 



■N 



HOLD HLDA 
READY DRQ 



IOW 
CLK 

MemW 

RESET 
MEMR 

Tor , 

AEIM 
D D 7 

ADSTB 



DACK 
DRQ 

DACK 
DRQ 

DACK 



V 



FIGURE 4. BLOCK MOVE, BLOCK SEARCH addition of an 8257 Direct Memory Access (DMA) con- 
troller and an 8255 Programmable Peripheral Interface (PPI) device permits block searches, high 
speed block moves. (2.5 /iS/word). 
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MCS-85™ APPLICATIONS 



Basic operation, for a block move, is that the 
CPU loads the 8257 with the starting address of 
the source block and the length* of the block in- 
to Channel 0. Channel 1 is programmed with the 
starting location of the destination block and 
the length. A bit in Port C of the 8255 is set by 
the CPU which initiates a DMA request on 
Channels and 1. Because the 8257 is initial- 
ized to the rotating priority mode, the first DMA 
cycle is from Channel which latches the data 
from the first location of the source block into 
the 8212. The second cycle will be from Channel 
1 which will store the latched data into the first 
location of the destination block. The next cycle 
will return to Channel and the sequence will 
start over again until the length (terminal count) 
is reached. Programming the 8257 stop bit in- 
sures that each channel will be disabled when 
its respective terminal count is reached. 

This configuration also supports a block fill. 
DMA Channel points to a location containing 
the fill value and has a length of one. Channel 1 
points to the starting location of the destination 
block and contains the length. When the se- 
quence is initiated the value will be loaded into 
the latch by Channel 0. Channel reaches TC 
and is disabled. Priority rotates to Channel 1 
which will repeatedly write into the destination 
block the value stored in the latch until TC is 
reached. 

Block search operations use the 8-bit compara- 
tor and Ports A & B of the 8255 and Channel 2 of 
the 8257. The CPU loads Port B with the search 
value and the DMA channel with the search 
area (starting address and length). A Port C bit 
initiates the DMA READ request. Channel 2 
DMA Acknowledge sets Port A of the 8255 up as 
the receiver for the DMA READ cycle by 
multiplexing A , A-i, and CS. Each cycle of the 
DMA then loads Port A with the value of the 



*(The value loaded into the low-order 14-bits of the terminal count 
register specifies the number of DMA cycles minus one before the 
Terminal Count (TC) output is activated. For instance, a terminal 
count of would cause the TC output to be active in the first DMA 
cycle for that channel. In general, if Length = the number of 
desired DMA cycles, load the value Length-1 into the low-order 
14-bits of the terminal count register.) 



pointed-to location in the block. When Port A 
equals Port B, the output of the comparator will 
gate off the DMA request. The requesting pro- 
gram can now read the Channel 2 address 
which is pointing to the search value plus one. 
However, if the status register of the 8257 in- 
dicates that TC of Channel 2 has been reached, 
then no match was found. 

RST7 



On the 8080A/8228 system if one tied INTA out 
of the 8228 to + 12 volts through a 1 Kfi resistor, 
the 8228 would generate a RST 7 instruction to 
the 8080A upon interrupt. This was a very inex- 
pensive mechanism. 

The 8085A has expanded this facility with the 
RST 5.5, 6.5, 7.5 inputs but is not compatible 
with the RST 7 generated by the 8228. (Figure 5) 
To maintain this compatibility it can be achieved 
by adding an 8212 which will force a RST 7 in- 
struct ion in to the bus upon interrupt acknowl- 
edge (INTA). (Figure 6) 
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FIGURE 5. ADDITIONAL 8085A INTERRUPTS 
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SECTION 2 
DETAILED APPLICATION EXAMPLES 



Memory Addressing 

One of the necessary functions of the microprocessor bus is 
to interface with the memory where the program is stored. 
ROM and EPROM memories are typically used to store pro- 
grams while static and dynamic RAMS are generally used for 
data memory. The following discussions cover the interfacing 
to be used for these types of memory. 

ROM - EPROM ADDRESSING 

Later in this Appendix a section is devoted to an ap- 
proach for developing a chart showing memory device 
compatibility for the 8085A. However, there is one area not 
included that will be discussed here, that is, unbuffered inter- 
facing to standard ROM or EPROM memories. To use an 
unbuffered interface to ROM or EPROM it is necessary to 
understand a particular characteristic of the 8085A. 

The 8085A has a period of time, T4 through T6 of the op code 
fetch cycle and certain instructions, where addresses A8 
through A15 are undefined. Be careful about this. Not having 
addresses stable and using an address select method that 
would randomly turn on memory devices will cause bus 
contention and reliability problems in the unbuffered system. 
In the memory compatibility section of this Application Note, 
a minimum (unbuffered MCS-85 family and medium system 
(at least one level of buffering) configurations are considered. 
These configurations do not have bus contention problems. 
In the minimum system only MCS-85 components will be 
discussed where addresses are latched on the falling edge of 
ALE, thus ignoring any extraneous address transitions. The 
medium system is assumed to have data buffers that are 
enabled only at the proper time, thus again preventing any 
bus contention problems. What about the user who wants to 
use standard ROM or EPROM without buffering? 



As an example let's look at Intel's ROM/EPROM family (Fig. 
7) and develop a system block diagram. This system should 
allow upward compatibility for these particular devices and 
avoid any bus contentions due to undefined addresses. In 
Figure 8 a traditional decoding scheme is shown that uses 
the time difference between tacc (address access) and too 
(chip select access) to allow for decoding of the EPROM/ROM 
to be selected. Connecting only these signals, however, in an 
unbuffered system will result in data contention because of 
the spurious addresses during opcode fetch. The proper in- 
terconnect for this type of interface is shown in Figure 9 
where an output enable (OE) signal will prevent any bus 
contention. This output enable is controlled by the read con- 
trol signal, RD, of the 8085A. This signal only occurs after 
addresses have stabilized.* 

Note also that a PROM is recommended for the 
decoding function vs. an 8205 (1 of 8 decoder). Why? 
This PROM allows the user to easily upgrade his system 
to the 32 and 64K versions with minimum rewiring. As 
seen in Figure 3, only 4 pins are being altered (18-21) in 
the Intel ROM/EPROM family to allow for this upward 
compatibility. All a user would need to do is initially 
design his layout for 28 pin devices, thereby allowing 
total flexibility from 8K through 64K with the ease of 
only changing a decoding PROM and a few wires. t 
Application Note AP-30 can be ordered at no charge 
which fully discusses the application of Intel's 5 Volt 
EPROM and ROM family for microprocessor systems. 

•Both RD and WR signals should be pulled up to +5V through a resistor to 
avoid random selection during 3-state. 

fAnother method is shown later in Figure 15 that facilitates the use of a 
decoder, such as the Intel 8205. 





8K 16K 32K 


64K 






(8x1K) (8x2K) (8x4K) 


(8 x 8K) 








2708 2716 2732 


NCC 
A 12 C 


1 28 


3v cc 
acsi 
acs 2 




A/G 


1 24 


aiVcc 24 


3V CC 24 


=3v cc 




A 6 C 




JA 8 


=JAb 


3A 8 




3A 8 




A 5 = 
A4G 


21 


3A9_ _ 

laivpp 21 


ajA 9 _ _ 
avpp 21 


3Ag_ 

3An 


23 


3A 9 v 
3A 1f 




A 3 E 


20 


36e 20 


aioi 20 


3oe 


v>p 22 


3ol 


I PINS THAT 


A 2 G 


19 


SGND 19 


3A 10 19 


3A 10 


21 


3a 10 


* CHANGE 


AlC 
And 


18 


SICE 18 

ao 7 


acr is 

30 7 


3ICE 

3o 7 


20 


31 cT 

^To 7 - J 




O G 




121 o 6 






0<lC 




90 5 






2 G3 




31 4 






GNDd 




iJo 3 
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STATIC MEMORIES 

The same consideration must be applied to standard static 
memories as with the ROMs/EPROMs in an unbuffered sys- 
tem. Memory device selection must be qualified by a memory 
read or write to prevent spurious selection. Some Intel static 
RAM devices have an Output Enable for this purpose, such 
as the 2142 (1k x 4). This part was designed to be specifically 
used with a microprocessor bus. For other sta ndar d static 
RAMs, the chip selects must be qualified by RD, WR or ALE 
to prevent random selection. 

DYNAMIC RAM INTERFACE 

An earlier Intel Application Report (APR-1) extensively cov- 
ered dynamic RAM interface with different types of memory 
and refresh in the MCS-80 system. This dynamic RAM section 
was taken from the most memory intensive example in APR-1, 
the 2116, modified to be compatible with the 8085A bus. 
These minor modifications are such that an 8080 system can 
be converted without much trouble. Before discussion of this 
section, however, a strong word of advice is in order. At 
about the same time this Application Note is published, Intel 
will be sampling an 8202 dynamic RAM refresh controller 
which does all dynamic RAM interfacing (except the data 
bus) and refreshing in one packaged component. It is highly 
recommended that the reader investigate this before using 
the attached schematic. Reading this section will still be use- 
ful in terms of understanding the 8085A bus. 

This section uses the APR-1 2116 (multiplexed address 16K) 
example modified for the 2117-4 dynamic RAM. These 
devices have some differences from the 2116. One is that the 
output is not latched and is 3-stated during a write operation. 
This allows a user to tie both the data in and data out pins 
together at the device and at the data buffers, saving board 
tr aces. The 2117 a lso h ave hidden refresh capabilities where 
if CAS is held low, RAS can be toggled to refresh the device. 

The schematic shown in Figure 10 is aimed at a high 
performance, relatively inexpensive solution (disregard- 
ing the 8202). Refresh circuitry is not shown, but can be 
implemented in a variety of ways. This will be discussed 
later in an upcoming section. In this refresh section, 
code for a simple, very low cost refresh controller that 
requires no special hardware, other than an 8155 timer, 
is presented. 

For system timing, a 4x clock is used to obtain the resolution 
necessary to provide the clocks for the multiplexed address 
2117's. Other solutions are possible with delay lines, one 
shots, etc., but are relatively expensive and don't provide for 
a nice baud rate source for any peripherals that may be in the 
system as does this 4x clock. Another approach can use the 
clock edges from the 8085A CLKOUT to interface to dynamic 
RAM. To facilitate this type of approach, Clock related timing 
parameters are listed later in this note. 

To aid in understanding the operation of this circuit, the ex- 
planation is broken into a discussion of the main signal paths. 
2117-4 Spec compatibility with the 8085A will be discussed in 
detail in the dynamic RAM section of the Memory Compatibil- 
ity section. 



Addresses 

The lower 14 addresses (A0-A13) are used to select one of 
the 16,384 8-bit bytes in each 16K byte data bank. The lower 
8 of these 14 addresses (A0-A7) flow through an 8212 and 
are latched by ALE, effectively demultiplexing the address/ 
data bus. These lower 8 addresses with the next 6 (A8-A13) 
enter the 3242 multiplexer/refresh controller. The Row Enable 
of the 3242 controls which half of the addresses are presented 
to the dynamic RAM memory. Looking at the row enable on 
the 3242, it is seen that the row and column addresses are 
swapped with respect to convention. The higher order ad- 
dresses are used as row addresses and the lower order 
addresses are used as column addresses. This does not 
create problems because this is invisible to the CPU. Re- 
freshing is done properly as the 3242 controls the addressing 
for this. The upper two addre ss lines (A^-A^) are decoded to 
qualify one of the four RAS (Row Address Strobe) lines to 
select one of the four 16K byte data banks of memory. 

Cycle Requests 

Cycle requests are generated from several sources; ALE 
automatically initiates a request when S1 indicates that there 
is a read taking place (flip-flop C), WR during write cycles (D) 
and refresh delayed (Q output of refresh flipflop (B)) when 
there is a refresh. ALE is used to start a read (qualified by S1) 
to provide ample time for access from the memo ries. This 
cycle request signal (A) immediately creates a RAS and 
starts a timing chain (74S174 shift register (E)) to generate 
the remaining signals. Synchronization between this cycle 
request pulse and the 4x clock is accomplished by the first D 
flip-flop in the 'S174 shift register (timing chain). 

RAS/CAS 

When RAS is enabled by a cycle request, it is qualified with 
either a refresh request (all RAS's turn on) or the decoded 
upper two bits of the address bus. A caref ul reader may 
question whether address is valid prior to RAS being enabled. 
This question can be answered by noting that the 8212 passes 
the address through before the falling edge of ALE latches it. 
Tal+ (115 ns for 320 ns 8085A processor cycle), which is the 
time from address to the falling edge of ALE, gives ample 
time for addresses to be valid at the 3242 outputs before 
RAS is valid. RAS is extended past the clearing of the cycle 
request flip-flop by ORing this enabling signal with a tap from 
the D flip-flop shift register. 

CAS (Colu mn Ad dress Strobe) is produced between 123 and 
164 ns after RAS, depending upon when the first D flip-flop in 
the shift register synchronizes with the cycle request signal 
(C). Since th is is greater than the specifi ed m aximum delay 
from RAS to CAS, this memory system is CAS acces s lim ited 
and RAS access no longer has any meaning. The CAS tap 
can't move up one D flip-flop to provide more time for memory 
access as this would not provide sufficient data set up time 
with respect to CAS during a write. 



tNote that T^l now only applies to the high order address byte. TALL, for the 
lower address byte equals 90 ns. This was done to allow for additional Trae 
time for data float. 
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Figure 10. 8085A-2117 Dynamic RAM Interface 



Data 

The data path to the 2117s is through two sets of buffers to 
account for memory being off board. To determine bus timing 
it is helpful to know that Write data is not guaranteed to be 
valid from the 8085A until 40 ns after the leading edge of the 
write control signal. On account of this and the delay times for 
the buffers it is necessary to delay the cycle request on a 
write until the WR signal goes low. The solution shown still 
does not require wait states. An inhibit memory signal is also 
involved. This is useful when using memory address space 
overlap such as the case with bootstrap ROM (which would 
be necessary in this system if a full 64K of dynamic RAM is 
used). 

Refresh 

Dynamic RAMs are generally refreshed in two different 
modes; burst (i.e., all at once every 2 ms) and distributed 
(one row every (2 ms/number of rows) period of time). The 
schematic shown provides for a distributed refresh where 
refresh requests are applied to the Hold request input of the 
8085A (not shown). This signal needs to occur at least once 
every 15 usee ((2ms/128 rows to be refreshed) - HOLD to 
HLDA delay) and can be generated through a baud rate 
timing chain, Intel 3222, one shots or other similar devices. 
Another approach to refresh could qualify the refresh cycles 
with program fetch cycles (use status lines). If program mem- 
ory is in static RAM or ROM and the dynamic RAM bus can 
be isolated, refresh cycles can be performed with no over- 
head. Instead of using the HOLD feature of the 8085A, refresh 
can be hidden in the program fetch and decode. Further 
considerations for refresh include proper handling of resets 
and excessive hold times from other peripherals to be certain 
the memory is being refreshed adequately. 

Some applications don't require high CPU efficiency and re- 
quire a very inexpensive method to refresh their dynamic 
RAM. Since writing, reading or performing special refresh 
cycles all refresh a particular row, why not do "dummy" reads 
to refresh? To use this technique memory must be mapped 
on a one to one correspondence with the address space. 
This will allow the programmer to read one byte in each 
physical row in the 2117s, thereby refreshing that row. A 
simple software routine can be devised to refresh 16K bytes 
of RAM. If more dynamic RAM than this is desired it can be 
accomplished by specially enabling all the desired RAS sig- 
nals via an 8085A output port. First let's analyze how many 
CPU cycles are available in the 2ms period: 

2ms/(320 ns/cycle) = 6,250 cycles 
for 8085A@ 3.125 MHz 
2ms/(200 ns/cycle) = 10,000 cycles 
for 8085A-2® 5.0 MHz 



If there is a convenient component that can count 8085A 
cycles (8085A CLKOUT) and interrupt the 8085A, you're 
home free. An example of such a device is the 8 155 in the 
MCS-85 family. On the 8155 one can use the TO (timer out) 
pin to interrupt the CPU everytime a refresh needs to be 
performed and an interrupt service routine could dummy read 
128 consecutive locations and return to CPU operation. (128 
reads are necessary to completely refresh the full 16K bytes 
of 2117 memory.) The highest priority interrupt should be 
used for this to insure that refresh occurs. Figure 11 is an 
example program to perform this burst dummy read refresh. 
This routine basically uses 64 pops of the stack, each reading 
two consecutive locations in the memory. Note that this rou- 
tine destroys the contents of registers B, C and D in the 
8085A. The user may want to save these registers in the 
routine before performing the software refresh. If memory 
space is more valuable than CPU efficiency, the POPs can 
be performed in a loop instead of a string, saving additional 
memory. 



This routine requires 690 cycles which is about 11% of the 
available 8085A CPU cycles, or 7% of the available 8085A- 
2 cycles. If this is acceptable and there is a counter available, 
you can't find a cheaper way to do refresh. Note that as 
processor speeds become faster, this overhead becomes 
proportionately less and more attractive as an alternative. 
Again, as with any refresh routine, reset and excessive holds 
must be dealt with to guarantee proper refresh. 



DMA (Direct Memory Access) 

DMA is becoming more common in the microcomputer sys- 
tem for many applications. Some examples include the 8271 
floppy disk controller and refreshing a CRT via an 8275 CRT 
Controller. It is always helpful to reduce the overhead of the 
DMA (as DMA can tie up the system bus) whenever possible. 
In many applications, where program memory is resident in 
ROM or PROM, DMA cycles can be performed in coincidence 
with op code fetch. This will make them invisible to the CPU 
as described for Refresh in the Refresh section of the 21 17 
dynamic RAM example. 



In the dynamic Ram system, Refresh requests can be 
made on the DMA controller via the DRQ lines, with the 
8237 in a rotating priority mode to insure refreshing is 
done. Another technique would be to devise an arbiter 
for DMA and refresh requests at the processor hold in- 
put. With this technique the designer must not allow 
DMA to monopolize the bus when refresh is needed. 
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During initialization: 
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*6,250 available cycles - 700 to do refresh. Counter should count 5550 
= 15A4H for 8085A; for 8085A-2 must count 10,000-700 = 9300 = 2454H. 
To set counter to automatic reload, most significant bits in timer of 8155 
must be set to 1 . Therefore, for 8085A use D5A4H and for 8085A-2 use 
E454H. 



Figure 11. Software Refresh 



The standard technique for interfacing the 8085A proc- 
essor to the 8237 DMA controller is shown in the 
MCS-85 User's Manual and is reproduced in Figure 12. 
This configuration is set up to interface with standard 
memories or peripherals, i.e., ones that don't share their 
data bus with addresses, not the MCS-85 family com- 
ponents (8155, 8355, 8755A, etc.). DMA is unlikely with 
these MCS-85 components as they are intended for 



minimum system applications. If the system has both 
MCS-85 and standard addressed components, and DMA 
is used for the standard addressed components, ALE 
must be or'ed with ADSTB from the 8257. This is 
necessary to deselect the MCS-85 components from the 
bus. Due to the latching feature of the MCS-85 com- 
ponents, bus contention may result if this is not done 
and DMA tries to use the bus. 
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Figure 12. Detailed System Interface Schematic 



SYSTEM TIMINGS 

8085A CLK-IN vs. CLK-OUT vs. Control Timings 

This section shows timing characteristics that relate the input 
clock to the control signals and the output clock. These timings 
can be treated as constants, that is, within the normal opera- 
tive range of the processor, they are cycle or 8085A, A-2 
speed independent. 

Be careful about manipulating the timings given in this section 
with the specifications in the data sheet. The specifications 
on the 8085A, A-2 are not mutually exclusive; that is, you 
can't add minimums to minimums and obtain a valid mini- 
mum for some other timing parameter. Where the timing 
parameter is specified directly, this takes precedence over 
any other method you come up with to find that specification 
(through adding and subtracting others). This was not done 
to confuse the user, but to provide him with the most optimal 
timings for his system! 

To understand the timing parameters in this section it 
would be helpful to understand how the internal signals 
are generated in the 8085A. Referring to Figure 13, it is 



seen that the rising edge of the X1 input causes flip-flop 
A to toggle. From this flip-flop two internal signals are 
generated that drive all functions in the 8085A, A-2 and 
produce the output control signals and clock. Referring 
to Figure 15, it is seen that clock output is derived from 
the internal </>1 signal in the schematic of Figure 14. This 
output signal is a MOS output unlike the bipolar outputs 
of the 8224 in the 8080A system. This restricts the user 
to the loading limitations of a MOS driver (for further 
details see bus loading section). The rest of the output 
control signals with their respective internal controlling 
edges are also shown in Figure 14. 

Since the path between the X1 input and the clock out- 
put can have a considerable amount of variance, the 
relationships of these two clocks vary significantly. 
Figures 15 and 16 are a set of timing diagrams il- 
lustrating the relationship of the clock input to the clock 
output to the various control signals. For designs that 
require these relationships to synchronize different 
systems, components, etc; the designer must allow for 
these variances in the relationships. 



Parameter 


Description 


Min 


Max 


Units 


t(ML 


Time from C.F. to next Address valid (Ao - A7) 




130 


ns 


t<£ALU 


Time from C.F. to next Address valid (As - A15 only) 




70 


ns 


t4>AT 


Time from C.F. to present Address remaining valid (As - A-| 5 only) 


-20 




ns 


t</>CL 


Time from C.F. to control low (L.E.) 


-10 


60 


ns 


t^CT 


Time from C.R. to control low (T.E.) 


-10 


60 


ns 


t4>DL 


Time from C.F. to Data Out becoming valid 




65 


ns 


t(j>DT 


Time from C.F. to Data Out remaining valid 


-20 




ns 


t#DS 


Data-in set up time to C.R. 


100 




ns 


t(/>DH 


Data-in hold time to C.R. 







ns 


t<Rl_ 


Time from C.F. to ALE high (L.E.) 


-60 





ns 


tc^LT 


Time from C.R. to ALE high (T.E.) 





70 


ns 


tXKF 


Time from X-) input to C.F. 


30 


150 


ns 


tXKR 


Time from X1 input to C.R. 


30 


120 


ns 



C.F. = Clock Falling, C.R. = Clock Rising, L.E. = Leading Edge, T.E. = Trailing Edge 

NOTE: These numbers are guaranteed by design and are not tested by Intel. 

8085A, 8085A-2 Clock Parameters 
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Figure 13. Clock and Sample Control Logic 



pL>>0 



CLK EN. 
DATA Q 




TRI-STATE 
CONTROL 



A1-16 




RD, WR, INTA 



ADDRESS 
AD0.7 



Figure 14. Clock In (X1) to Output Relationship 
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Figure 15. 8085A-2 Clock In/Clock Out Timing 
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Figure 16. 8085A-2 Clock Related Timing 



3.125 vs. 5 MHz Considerations 

The 8085A (with maximum internal clock frequency of 3.125 
MHz) and 8085A-2 (5 MHz) have some differences in their 
bus operation. There are two sets of peripherals that can be 
used with both the 8085A and A-2. There are the dedicated 
peripherals in the MCS-85 family that directly interface with 
the 8085A, A-2 bus and the standard MCS-80 peripherals 
that Intel also provides. The standard peripherals that are 
denoted 825X-5 (also the 8251A and 827X peripherals) are 
peripherals that can be used with an 8085A or 8085A-2. In 
the 8085A-2 system a wait state is required for proper I/O 
operation, but even with this wait state system speed is still 
30% higher than the 8085A without wait states. An example 
wait state generator for this purpose is shown at the end of 
the peripheral compatibility section in this Application Note 
(Figure 19). 

The main timing differenpes to consider when using an 8085A 
vs. an A-2 are listed in Table 1. 

Cycle dependent timings are listed in Table 2. These are very 
useful when the user is not operating at the full bus speed. 
Remember that each 8085A, A-2 device divides its clock 
input frequency by 2. Therefore, a 10 MHz crystal will produce 
a 200ns output cycle (denoted as T in the cycle dependent 
timings). A timing diagram showing the relationships of the 
timing parameters given in Table 2 can be found on the data 
sheets. 



—Clock (crystal) requirements. The 8085A, A-2 re- 
quires the following crystal specifications to run 
at top bus speed: 

8085A 6.25 MHz frequency, parallel resonant, 
fundamental, 10 mwatt drive level, RS < 
75 ohms, CL = 20-35 pf, and CS < 7 pf. 

8085A-2 10 MHz frequency, all other specifications 
the same as 8085A. 



—Memory and Peripheral Compatibility - Discussed 
in detail in upcoming sections. 

—Cycle dependent timings (Table 2) 



Table 1 . 8085A vs. 8085A-2. 
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Parameter 


(r 
Min 


3.125 
<s) 
Max 


MHz (8085A) 
Cycle Dependencies 


(r 
Min 


5 M 
s) 
Max 


Hz (8085A-2) 
Cycle Dependencies 


tcyc 


320 


2000 




200 


2000 




t1 


80 




1/2T— 80 


40 




1/2T-70 


t2 


120 




1/2T— 40 


70 




1/2T-50 


tr 




30 






30 




tf 




30 






30 




tAL 


115 




1/2T-45 


50 




1/2T-50 


tLA 


100 




1/2T-60 


50 




1/2T-50 


tLL 


140 




1/2T-20 


80 




1/2T-20 


tLCK 


100 




1/2T-60 


50 




1/2T-50 


tLC 


130 




1/2T-30 


60 




1/2T-40 


tAFR 
















tAD 




575 


(5/2+N)T-225 




350 


(5/2+N)T-150 


tRD 




300 


(3/2+N)T-180 




150 


(3/2+N)T-150 


tRDH 
















tRAE 


150 




1/2T-10 


90 




1/2T-10 


tCA 


120 




1/2T-40 


60 




1/2T-40 


tDW 


420 




(3/2+N)T-60 


230 




(3/2+N)T-70 


tWD 


100 




1/2T-60 


60 




1/2T-40 


tec 


400 




(3/2+N)T-80 


230 




(3/2+N)T-70 


tCL 


50 




1/2T-110 


25 




1/2T-75 


tARY 




220 


3/2T-260 




100 


3/2T-200 


tRYS 


110 






100 






tRYH 
















tHACK 


110 




■1/2T-50 


40 






tHABE 




210 


1/2T+50 




150 


1/2T+50 


tRV 


400 




3/2T-80 


220 




3/2T-80 


tAC 


270 




T-50 


115 




T-85 


tHDS 


170 






120 






tHDH 
















tINS 


360 




1/2T+200 


150 




1/2T+50 


tINH 
















tLDR 




460 


2T-180 




270 


4/2T-130 



Where T = tcyc and N = the number of wait states that are incorporated. 

All mathematical operations in Table 2 are performed from left to right, except where qualified with parenthesis. 



Table 2 . 8085A and 8085A-2 Cycle Dependencies 



Memory Device Compatibility 

Determining What Memory to Select For Your Application 
When developing a system which will use sufficient memory 
to require buffering (see the capacitive loading section to 
determine when it is needed), it is important to understand 
how to select the slowest, lowest cost memory and still be 
compatible with the bus timings with minimum wait states. A 
generalized procedure has been developed in the following 
section for determining the memory access needed for dif- 
ferent applications and the number of wait states required 
(if any). In general the amount of time available for access- 
ing the memory can be obtained from the following formula: 
Available memory access = 8085A access time (from con- 
trol signal of interest) - Buffering/Decoding delay (to and 
from memory) 

The three main "control" signals of interest which determine 
memory access are that of tRD ( rea d to valid data in), tAD 
(valid address to valid data in) and t|_DR (address latch enable 
to valid data in). When dealing with different types of 
memories, one or more of these signals becomes important. 
Even though memory access compatibility is probably one of 
the most important parameters to consider, as this is directly 
reflected in the price of the memory, it is not the only param- 
eter that is important. Some of the other major timing con- 
siderations are as follows: 

WRITE ENABLE - Is the write enable signal sufficiently long 
to guarantee a write? 

Is data set up properly with respect to this write to be compat- 
ible with the memory's requirements? 
Is data held long enough? 

DATA FLOAT - Does your system have sufficient margin to 
prevent bus contention? 

(i.e., Does the memory let go of the data bus in time for the 
processor to use it? Remember that the 8085A shares its 
Data Bus with the lower 8 addresses.) 



As -A 10 
AD0-AD7 

8085A 



S 





3.125MHz 


5MHz 


tRD 


300ns 


150ns 


l AD 


575 


350 



We will first go through the minimum system which can be 
represented by the dedicated set of components Intel has 
developed for the 8085A (Fig. 17). The two timing specs were 
taken from the data catalog for tRD and tAD (tLDR ' s irrele- 
vant here). Looking at the 8155/6 and 8355/8755A, a com- 
parison can be made for the access times: 

8085A (3.125 MHz) 8155/6 8355/8755A 
300 (max) 170 (max) 170 (max) 



tRD 

tAD 575 (max) 



400 (max) 400/450 (max) 



This shows that there is plenty of bus margin for the 3.125 
MHz minimum application of the 8085A. Access time for the 
processor can be interpreted as the time from when the con- 
trol signal is presented on the bus to the time when the pro- 
cessor will expect the data to be valid so it can sample it. 
Conversely, memory access times show the amount of time 
that will elapse between when it is told to present its informa- 
tion to when it actually does it. As long as the memory access 
spec is less than the processor access spec (minus appro- 
priate buffering delays) the memory is access time compatible. 

In more complicated systems where one level of data, 
address and control buffering is required (such as the case 
when there are many signal paths and device loading on 
one card), the delays of the latches and bidirectional 
drivers must be taken into consideration. 

First consider a ROM, EPROM or static RAM configura- 
tion as shown in Figure 18. Using the generalized 
available memory access formula, t AD , t RD and t LDR for 
the memory can be determined using the data sheet tim- 
ing delays for the buffers. 





3.125MHz 


5MHz 


T RD 


250 


100 


T AD 


500 


275 


T LDR 


390 


200 



V Dl 7 



Sn n/ 
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Figure 17. Minimum System 



Figure 18. Medium Buffered System 



AI-20 



tAD MEMORY = tAD8085A - (8282 + 8205 delay) -(8286 
delay) + transitional gain due to buffering* 

= *AD85 - (T|V0V + H - (T|VOV) + *CAPB* 
= (5/2+N)T - 225 -55-35 + 15 

= (5/2+ N)T - 300 (for 8085A) 
(5/2+ N)T - 225 (for 8085A-2) 

where N = number of wait states and T = cycle time, 
For minimum 8085A timing 500ns = tAD memory 
8085A-2 timing 275ns = tAD memory 

The 8085A timing parameter tAL was not taken into consider- 
ation as the 8282 transfers information directly through with- 
out concern of the address latch enable. tRD can be obtained 
in a similar manner. 

The read signal RD goes through a buffer before it reaches 
the memory. This must be taken into consideration when 
calculating effective tRD f° r the memory. 

tRD MEMORY = tRD 8085A - (buffer delay) - (8286 
delay) + transitional gain due to buffering 

= tRD 85 - (delay) - (T|VOV) + tCAPB 
= (3/2+N)T - 180 -30-35 + 15 

= (3/2+ N)T - 230 (for 8085A) 
(3/2 + N)T - 200 ns (for 8085A-2) 



**CAPB ' s additional time thrown back in for improvement in signal transi- 
tions. This is because buffering the signals reduces the capacitive loading 
considerably. The data sheet gives timings for maximum capacitive loading. 
Characterization has shown change in delay versus capacitive loading as 
.12 ns/pf min (under 20 pF loading) and .24 ns/pF max (under 150 pF 
loading). To take into consideration the effects of this loading two param- 
eters are defined: 

*CAPA ~ delay for a signal to leave the old logic level 

*CAPB " delay for a signal to complete the transition from the old to new 

logic level 
where t CAPA = 1/2 t CAPB 

MIN MAX 

tCAPA 7 ns 15 ns 

'CAPB 15 ns 30 ns 

In the memory compatibility calculations tCAPB min is added on as spec sheet 
values assume 150 pF loading and this system is not worst case, i.e., it has 
buffering that reduces this loading to approximately 20 pf. Since the CAP = 
130 pF and change in delay versus capacitance is 1/2 ns/pF min, tcAPB^'N = 
(.1 ns/pF) 130 pF = approx. 15 ns. 



For minimum 8085A timing 250ns = tRD memory 
8085A-2 timing 100ns = tRD memory 

Therefore for tLDR: 

t|_DR MEMORY = t LD R 8085 - (buffer delay) - (8205) 
- (8286) + tCAPB 

= ti_DR-(delay)-(t")-(T|V0V)+tcAPB 
= 2T -180 -30 -20 -35 +15 
= 2T -250 for 8085A 
= 2T -200 for 8085A-2 

For minimum 8085 timing = 390ns 
8085A-2 timing = 200ns 

To obtain memory access parameters for a multicard system 
(which would have buffering at both ends of the system bus), 
it is a simple matter of subtracting off the additional buffering 
delays. 

With these timings a memory compatibility table can be de- 
veloped from the data sheets (Table 3). With most of these 
memories it is relatively straightforward to determine the con- 
trolling signal used to select and enable the device. To illus- 
trate this, listed below are the controlling signals of interest 
for the different memories as they are used in a typical con- 
figuration: 







Control Signal 


RAM 






2114 








Address access 


- tAD MEM 




Chip select access 


- tLDR MEM 


2142 


Address access 


- tAD MEM 




Chip select access 


- tLDR MEM 




Output enable 


- tRD MEM 



ROM 



"Chip selects for these static RAMs need not be qualified with ALE. If 21 1 4 
or 2142 chip selects are generated directly from the address lines, the 
relevant timing is tAD MEM. 



MINIMUM SYSTEM: 
STATIC RAM 

ROM/EPROM 

BUFFERED SYSTEM: 

STATIC RAM 
ROM/EPROM 


3.125 MHz 


5 MHz 


8155/8156, (256x8) 
8185 (1Kx8) 

8355 (2Kx8) 
8755A (2Kx8) 

2114 (1Kx4) 
2142 (1Kx4) 

2732 (4Kx8) 
2716-2 (2Kx8) 


8155-2/8156-2 
8185-2 

8355-2 
8755A-2 

2114-2 
2142-2 

2716-2** 


"Contact Intel for high performance EPROM/ROM Family. 
"With 1 wait state. 



Table 3. 8085A, A-2 Memory Compatibility. 
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In general, t^D MEM and t|_DR MEM are the parameters 
needed for chip enabling, selection and address access 
times, and probably are the most important considerations 
when determining which memory device to use. When there 
is an output enable, tRD MEM is also used. All relevant access 
times must be met by the resulting system configuration to be 
compatible. 

This note will not attempt to generalize a procedure that deals 
with the interface to dynamic RAM, but the 2117 example 
shown earlier is described below. In the dynamic RAM sys- 
tem, many variables come into play upon which the memory 
access is dependent. Among these are refresh controllers, 
decoding, whether or not the system is designed for minimum 
hardware or maximum performance, and consideration for 
nonmultiplexed vs. multiplexed address dynamic RAMs. 

For the Intel 2107C, which has nonmultiplexed addresses, 
tAD is the important parameter as it generates the chip selects 
and chip enables. However, with a m ultipl exed a ddress part, 
things are different and both a RAS and CAS access time 
must be co nsidered. Note that since RAS is ap plied before 
CAS, RAS access time is effec tiv e only while the CAS signal 
stays within the spe cified RAS to CAS delay time. If it is not 
possible to do this, CAS access becomes the l imitin g f actor 
for memory selection. D on't b e mislea d by the RAS to CAS 
maximum delay (tRCD: RAS to CAS delay time) spec'd on 
dynamic R AM data sheets! This maximum only applies to 
guarantee RAS access. 

For a specific example the following shows how the speed 
versions were selected for previous 21 17 dynamic RAM inter- 
face. 



RAS path (from ALE) 

5 gates 
1 Flip Flop 
(return path) 2 8216s 

CAS path (from ALE) 

3 gates 

1 Flip Flop 

4 D Flip Flops 



approximate delay 

7 ns ea 
15 ns 
25 ns ea 

approximate delay 

7 ns ea 
15 ns 
41 ns ea 



^ACCESS AVAILABLE FOR RAS = 

tLDR ~ 5(7) - 15 - 2(25) = 360 ns 

tACCESS AVAILABLE FOR CAS = 

*LDR - 3(7) - 15 - 4(41) - 2(25) = 210 ns 

Since RAS available ti me - CAS available time is greater 
than the spec value for RAS to CAS delay o n all 2 117 specs, 
CAS access becomes the limiting factor. A CAS access of 
165ns of the 2117-4 is well within the time available. 
To verify the other 2117 specs such that there is certainty 
that this sytem will play, a comparison can be made of the 
timing specs in the 2117 data sheet to the timings that 
result in the circuit configuration in Figure 12. When look- 
ing at the following timing comparisons, remember that 
the read cycle is initiated by the falling edge of ALE (Ad- 
dress Latch Enable) and the write from the falling edge of 
WR (Write). For descriptions of the parameters in Table 4, 
please refer to a 2117-4 data sheet. Delay assumptions 
used are shown in Table 5. 



READ 


TAKEN FROM 2117-4 DATA SHEET 


DYNAMIC RAM CONFIGURATION 


CYCLE 


MIN MAX 


MIN MAX 


tRAC 


250 ns 


Doesn't apply 


tCAC 


165 ns 


210 ns 


tREF 


2 ms 


Not Shown 


tRP 


150 ns 


279 ns 


tCPN 


25 ns 


472 ns 


tCRP 


-20 ns 


193 ns 


tRCD 


35 ns 65 ns 


Outside spec, CAS access limited 


tRSH 


165 ns 


177 ns 


tCSH 


250 ns 


300 ns 


tASR 


ns 


55 ns 


tRAH 


35 ns 


82 ns 


tASC 


-10 ns 


-4 ns 


tCAH 


75 ns 


205 ns 


tAR 


160 ns 


410 ns 


toff 


70 ns 


See Below* 


tRC 


410 ns 


720 ns 


tRAS 


250 ns 


307 ns 


tCAS 


165 ns 


1 98 ns 


*There are two parameters that the processor "sees". One is memory ac- 
cess, which has already been covered. The other is when the memory will let 
go of the bus. To show compatibility here, the following analysis is done: 


2117 t FF 70 ns max 
8085A1rae 150nsmin 


Therefore compatible as WR is used to deselect the 821 6's. 



Table 4. Bus Compatibility Analysis (see Figure 11) 
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TAKEN FROM 2117-4 DATA SHEET 


DYNAMIC RAM CONFIGURATION 


WRITE 






CYCLE 


MIN MAX 


MIN MAX 


tRC 


410 ns 


720 ns 


tRAS 


250 ns 


307 ns 


tCAS 


165 ns 


198 ns 


tWCS 


-20 ns 


34 ns 


tWCH 


75 ns 


164 ns 


tWCR 


160 ns 


287 ns 


tWP 


75 ns 


205 ns 


tRWL 


100 ns 


205 ns 


tCWL 


100 ns 


205 ns 


tDS 


ns 


23 ns ** 


tDH 


75 ns 


Data held until next cycle 


tDHR 


160 ns 


Data held until next cycle 


**Data is not valid from the 8085A 




until 40 n 


3 after WR falls. 








/ 



Table 4. Bus Compatibility Analysis (see Figure 11) (Cont'd) 



The numbers in Table 4 were obtained by using the following 
delay assumptions (Table 5) and very conservative tech- 
niques of obtaining minimum 8085A timings. Where no direct 
specification applied, minimum specs were added assuming 
ns for any rise or fall times. This is more conservative than 
necessary. Another approach can be made from the clock 
related timings discussed in an earlier section. 



DELAY 




MIN 


MAX 




Gates ns 


7 ns 




Flip Flops ns 


15 ns 




8216s ns 


30 ns 




D flip flop 41 ns 


41 ns 




(Timing Chain) 






3242 ns 


25 ns 


(Min 0ns for 


8212 ns 


30 ns 


synchronization D FF) 



Table 5. Delay Assumptions 

An exhaustive approach as Table 4 will more than pay itself 
back in terms of debugging the circuit. However, while this 
analysis may be helpful in understanding an existing circuit, it 
won't help as much in creating a new one. A general proce- 
dure for designing with memories is itemized below: 

1 . Determine how much processor time is available for mem- 
ory access. Access from addresses is the most important 
parameter. 

2. Determine how much buffering will be used (both to and 
from the memory) and how much delay there will be due 
to decode or qualifications in the circuit (in the memory 
design in Fig.11,WR qualifies a write). Subtract these 
resulting delays from step 1 to get an effective access for 
the memory. If multiplexed address RAM is used go to 3, if 
not go to 4. 

3. Determine how the RAS and CAS timings will be gener- 
ated, be it one shots, delay lines, shift registers, etc. Adjust 
memory access available for the method chosen. 

4. Select a memory that meets this criterion. 

5. Design the system to meet all the specified parameters of 
the memory and verify. 



Steps 1, 2 and 4 have been done for you in the Memory 
Compatibility Table for ROM, EPROM and Static RAM mem- 
ories in a medium and minimum system. Remember - for 
dynamic RAM, Intel will soon be providing an 8202, a refresh, 
dynamic RAM controller that generates all RAS, CAS control 
signals for a 64 kByte memory (made of 2117s). 

Peripheral Compatibility - 3.125 and 5 MHz 

Intel supports its processors with many LSI peripheral com- 
ponents that do a wide range of functions to simplify circuit 
design. The 8085A compatible peripherals have been denoted 
the "-5" notation to show compatibility. The "-5" notation 
also signifies that these devices are compatible with the 
8085A-2 with one wait state interjected. This wait state is 
produced by taking the ready line low at the proper time as 
shown in Figure 19. 

A list of these peripherals is shown in Table 6 with corres- 
ponding relevant specifications to illustrate 8085A-2 compat- 
ibility. The analysis for determining the resulting timings is 
similar to the analysis in the previous memory compatibility 
section. 



—I "vready 




t pd - 15ns 



Figure 19. 8085A-2 Wait State Generator 
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Part No. 


AC. Parameter 


Min. 
(ns) 


Max. 
(ns) 


8085A-2 
AC. Parameter 


Margin 

vs. -2 Spec. 

(ns) 


8251 A 


tRD 




200 


tRD 


*150 


*RA & *WA 







tCA 


60 


l DW 


150 




tDW 


80 


*WD 







tWD 


60 


l RR & *WW 


250 




tec 


*180 


<AR & <AW 







tAC 




8253-5 


*RD 




200 


tRD 


*150 


X RA 


5 




tCA 


55 


tWA 


30 




tCA 


60 


l DW 


250 




tDW 


*180 


*WD 


30 




tWD 


30 


l RR & 'WW 


300 




tec 


*130 


l RV 


1000 




l RV 


** 


*AR & t AW 


50 




tAC 


65 


8255A-5 


l RD 




200 


t RD 


*150 


{ RA 







tCA 


60 


l WA 


20 




tCA 


40 


*DW 


100 




tDW 


130 


twD 


30 




tWD 


30 


l RR & tWYV 


300 




t CC 


*130 


4 RV 


850 




tRV 


,* 


l AR & 'AW 







*AC 


115 


8257-5 


l RD 




200 


tRD 


*150 


{ RA & t W A 







tCA 


60 


*DW 


200 




tDW 


30 


twD 







l WD 


60 


'RR 


250 




l CC 


*180 


t ww 


200 




tec 


30 


4 AR 







tAC 


115 


*AW 


20 




tAC 


95 


8271 & 
8273 


*AD 




200 


{ AD 


*350 


l RD 




150 


tRD 


*200 


tCA 







»CA 


60 


tDW 


150 




J DW 


80 


twD 







l WD 


80 


l RR & *WW 


250 




tec 


*180 


'AC 







tAC 


115 


8275 


l RD 




200 


tRD 


*150 


l RA & l WA 







tCA 


60 


tDW 


150 




{ DW 


80 


tWD 







tWD 


60 


4 RR & tww 


250 




t CC 


*180 


l AP & t AW 







tAC 


115 


8279-5 


l AD 




250 


l AD 


300 


l RD 




150 


tRD 


200 


tRA & t W A 







tCA 


60 


l DW 


150 




tDW 


80 


tWD 







tWD 


60 


l RR & tww 


250 




tec 


*180 


l RCY 


1000 




tRV 


** 


l AP & t AW 


o 




l AC 


115 



Table 6. Peripherals vs. 8085A-2 



*With 1 "Wait State" 
'Must allow for in Software 
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Taking note of asterisked margins shown on the comparison 
sheet: ty\D. l RD. l RR ancl l DW. it ' s seen that they are all 
taken care of by introducing a wait state. The double aster- 
isked margins deal with the tRV spec on the 8255A-5, 
8253-5 and 8279-5 peripherals. tRV is the time from the rising 
edge of WR or RD to the next falling edge. To allow sufficient 
time for this spec it is necessary to delay the commands sent 
to these three peripherals. Enough dead time must occur to 
make up for the entire negative portion of the margin (for 
example: 790ns in the 8253-5 medium system). Since in the 
8085A-2 every machine cycle is at least 200ns long, 4 ma- 
chine cycles are sufficient time to allow peripheral control 
signal recovery (tRV). 

One may notice that all of the 8085A instructions take at least 
4 T-states (providing a minimum of 800ns) giving ample time 
to meet this requirement, just by programming one instruc- 
tion in between every command sent to the peripheral. I/O 
mapped I/O, which results in using the Input, Output instruc- 
tions has this delay time built in when moving the data to be 
transferred into the accumulator. With memory mapped I/O, 
any instruction that accesses memory for data will provide 
the time necessary to not violate tRV as a second fetch 
is performed. 

Bus • Loading Considerations • Decoupling 

For the cost conscious designer it is always helpful to know 
when buffering is needed and when it is not. How much can I 
load the 8085A output pins down? To answer this it is helpful 
to first list the DC requirements of the common types of logic 
loading and compare this to the capabilities of the 8085A. 





Maximum 


Maximum 




High-Level 


Low-Level 




Input Current 


Input Current 


TTL (single load) 


40/aA 


1.6mA 


Schottky or HTTL 


40aiA 


2.0mA 


MOS 


10 M A 


10/aA 


LSTTL (single load) 


20|mA 


400/uA 



The 8085A is capable of an IOL of 2mA (low) and IOH of 
- 400/i.A. With this spec it is easy to come up with the pos- 
sible combinations of D.C. loading that the designer can use 
without buffering: 

8085A, 
LOADS A-2 limiting factor 

(level) 

1 TTL + 1 LSTTL LOW 

1 TTL + 36 MOS* HIGH 

1 SCHOTTKY or 1 HTTL LOW 

40 MOS (various combinations possible)* HIGH 

5 LS TTL LOW 

* Exceeds capacitive loading limit, to be discussed 

If a user exceeds these DC loading limitations he must buffer 
that particular signal. Another factor that the designer must 
consider is the capacitive load that is seen by the 8085A 
outputs, which may very well be excessive even if DC loading 
is not. One may note that even though the 8085A can handle 
a DC load of 40 MOS devices or 36 MOS + 1 TTL, their 
collective input capacitances exceed the 150 pF max spec. 



The timing specs of the 8085A are guaranteed as long as the 
150 pF maximum loading is not exceeded, which includes the 
wires, components and parasitics. If the user exceeds this 
value and wants to guarantee his system timing he must 
either derate the system timings or use buffering. 

What if you choose to ignore this limit and say you can live 
with the performance degradation? First the timing perfor- 
mance is not all that would degrade, a user must be willing to 
give up some reliability of his components (All MOS devices 
have this restraint). This is caused by the excessive switching 
currents that are needed for this extra loading capacitance. If 
reliability is not an important consideration, the user can load 
up to 300 pF on the 8085A bus, but the following correction 
factors must be used to adjust the timings: 



for 150 pF < 300 pF add .13 ns/pF 

conversely if less than 150 pF: 

for 25 < CL < 150 pF you can subtract .1/ns/pF 



What happens after 300 pF? If the user exceeds this, the 
noise levels become excessive and problems will result. How 
much is to much noise? 350 mvolts zero to peak. Prudent 
designers will always buffer when noise approaches this level, 
especially in the case of going from orte board to another. 

The above takes into consideration the actual specification 
considerations of when to buffer, but there are also transmis- 
sion line and noise effects that must be considered. When 
working with dynamic RAMs small (20-30 ohm) resistors are 
commonly put in series in the address lines to help match 
impedance levels and reduce reflections. Note that this re- 
sistor should be chosen such that it does not severely degrade 
the voltage levels of the signal. Long parallel board traces 
with signals that could adversely affect each other should 
also be avoided to prevent cross talk problems. 

By-passing is very important to prevent intermittent problems 
which often plague the board designer. Large bulk capacitors 
should be used at strategic locations on the board to prevent 
power supply droop. This becomes a major factor when there 
are many devices that can turn on at once and produce a 
considerable drain from the power supply (such as burst re- 
fresh in dynamic RAM). 

To help smooth out the current spikes that naturally occur 
when devices turn on and off, it is recommended to liberally 
use small capacitors such as the monolithic and other ceramic 
capacitors which have low inherent inductance. Attached in 
the 2117 data sheet is a suggested layout of capacitors to 
effectively bypass the supply lines to ensure proper system 
operation. Cutting corners here will often times turn around 
and bite you. 

Proper layout is an important consideration. Power supply 
lines should be well gridded to supply sufficient current to all 
areas of the board. A strong ground layout is advised to offset 
noise problems. Remember if the ground plane moves up in 
voltage because of-excessive charge dumping in a particular 
area, the supply will drift up correspondingly. Sensing low 
levels often becomes an intermittent problem when proper 
ground is not provided. 



APPLICATION EXAMPLE 1 



MINIMUM SYSTEM APPLICATION AS A TEMPERATURE SENSOR 



Overview 

Following is an application example that illustrates the use of 
the interrupt and SOD pins on the 8085A, software for a block 
search routine, and the procedure for using and reading the 
8155 counter. It is a simple application showing the use of the 
small but powerful 3-chip MCS-85 system as a temperature 
sensor (SDK-85 board used). This example can be modified 
to be an accurate industrial temperature controller, for several 

locations if desired. 

j 
The basic operation behind this application is a monostable 

multivibrator having its timing pulse duration controlled by a 

thermistor. The counter in the 8155 converts this timing pulse 

to a decimal count that is software mapped into a temperature 

and displayed in degrees C in the address field of the display 

in the .SDK-85 Kit. For the purpose of keeping the software 

relatively simple, many approximations were incorporated into 

the code. 

Detailed Hardware 

The basic SDK kit was used for the initial hardware. This Kit 
provides for everything necessary to develop and debug a 
program through the use of the SDK-85 monitor, keyboard 
and display board. The kit provides for 256 bytes of RAM 
resident in the 8155 and 2K bytes of ROM or EPROM where 
the SDK-85 monitor is placed. (See the Intel SDK-85 User's 
Manual for copy of monitor software code.) 

Figure 20 is a schematic of the SDK-85 Kit with only one 8155 
and 8355. There is no buffering in this system as all compo- 



nents are on the same board and far below the maximum 
component loading. A monostable multivibrator (74121) is also 
shown with a thermistor connected to RE/CE. 

The SOD output pin from the 8085A is used for the purpose of 
starting the monostable multivibrator in generating its tem- 
perature controlled timing pulse. This pulse is created by the 
RC time constant provided for by the thermistor acting as a 
variable resistor and a .1 /iF capacitor to put the timing pulse 
in the desired timing range. 

The inverted output of the monostable multivibrator (one 
shot) has been directly connected to the RST 6.5 pin on the 
8085A. Since this pin is high level sensitive, it is necessary to 
disable interrupts in the program until after the pulse from the 
one shot goes low. 

The hardware addressing in the configuration shown allows 
for several code spaces that could be used. The RST and 
TRAP interrupt lines on the 8085A also have hardware start 
addresses but many of these are altered by the SDK monitor. 
Table 7 should be useful in understanding the addresses 
used in the software that follows. Each memory/ I/O compo- 
nent in the basic SDK-85 system is enabled by a signal com- 
ing from the 8205 address decoder. Since no expansion chips 
are used, output enables 00 (8355 monitor ROM), 03 (8279 
Keyboard) and 04 (8155 RAM) were the only ones needed. 
Additional memory and/or I/O could have been incorporated 
using other output enables from the 8205. 



Memory/ I/O Device Function Output from 8205 


code space 


8155 


RAM space 04 


2000 - 20FF 

(20 - 20FF are reserved 

for monitor RAM locations) 


8355 


ROM space 00 


0000 - 07FF 


8279 


Keyboard/display 03 
controller 


1800 - 1FFF 


stack pointer 






Since the monitor 


uses locations 10C8 through 20FF, 




the stack pointer r 


nust be initialized to 20C8 or less. 




8085A 


jump address Usage monitor 


mapped address 
0157 


trap 


24H TO of 8155 


RST 5.5 


2CH 8279 interrupt 


028E 


RST 6.5 


34H oneshot interrupt 


20CE 


RST 7.5 


3CH vector interrupt 




I/O ports address 


Function 




00 


Monitor ROM Port A (8355) 




01 


Monitor ROM Port B (8355) 




02 


Monitor ROM Port A (8355) Data direction register 


03 


Monitor ROM Port B (8355) Data direction register 


20 


Basic command/status register 




21 


Basic RAM Port A 




22 


Basic RAM Port B 




23 


Basic RAM Port C 




24 


Basic RAM LOW order byte of timer coun 




25 


Basic RAM HIGH order byte of timer count 




Table 7. Addressing 
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Figure 20. Detailed SDK-85 Kit with Temperature Sensor 



Software 

The software (at end of section) for this application illustrates 
several features of the 8085A, such as the programming of 
the SOD line, interrupts and 8155 counter. Additionally, an 
example of a block search routine is illustrated. 

Figure 21 is a flow diagram of the program. It has been cross 
referenced with program lines to the actual software for the 
reader's convenience. Following through the flow diagram it 
is seen that the interrupts are disabled in the beginning as the 
one shot is outputting a high level on its Q output and interrupt 
pin 6.5 is high level sensitive. However, this high level will not 
be recognized until the level goes low and then high again. If 
the user would prefer a positive pulse interrupt the 8085A a 
dual one shot can be used with one triggering the other, or 
just a simple inverter. Starting and loading the counter is as 
described in the 8155 data sheet with the Port addresses 
being given in the previous Table (7). Code lines 18-23 repre- 
sent placing the counter in the counter mode (single terminal 
count pulse at the end of count) and starting the count, having 
the count clocked by the 8085A clock out pin. Reading the 
counter is not as straight forward and will be approached 
shortly. Code lines 28-32 are representative of programming 
the SOD line to output a pulse. This pin is intended for serial 
I/O interfaces such as a teletype, but as seen in this applica- 
tion, it can also be used as a single I/O port. 

After the pulse is presented to the one shot, the interrupts 
enabled, the processor idles (lines 36, 37; Halt could have 
just as easily been used) until interrupted. Through the design 
of this application it was known that the down counter would 
never reach terminal count, as it is only being used as a pulse 
to digital count converter. 

To read in the count value it is best that the counter is first 
stopped. The least and most significant bytes of the count 
length register in the 8155 are read using the same port 
addresses as was used during loading the counter, as seen 
in code lines 42-47. If one looks at this value and knows how 
many pulses occurred, he would come to the conclusion that 
there is a gross discrepancy! The reason for this is that the 
counter in the 8155/6 was designed to make its square wave 
function generation easy and when used in the counter mode, 
it counts by two's. For this application (where length of time is 
mapped into a temperature) and other similar event timing 
applications it is imperative to have an intelligible count re- 
turned from the 8155. 

The counter in the 8155 is essentially a count down by 2 
counter. After it counts down by 2 the initial value loaded by 
the user, it reloads the initial count (initial count -1 if odd) and 
counts down by 2 again until terminal count is reached. When 
reading the counter, the least significant bit of the counter 
does not represent the least significant bit of the count, but 
which half of the countdown operation you are in. If this bit 
equals 1, the 8155/6 counter is counting down by 2 in the first 
half, and if it is zero you are in the second half of the opera- 
tion. Because of this method of down counting there are two 
restrictions placed on its use: 



1 . The user can not use the initial value of 1 to detect only 
one pulse. 

2. The user can not discern (through reading the counter) 
whether exactly one or two pulses on the timer input pin 
has occurred if he loaded in an initial odd count (does not 
apply to even). After three pulses the user can determine 
exactly how many pulses occurred. Note thaUhis restric- 
tion only applies to reading the counter, the TO pin pulses 
correctly after the correct number of pulses regardless of 
what is read from the counter. 

The first pulse to the 8155/6 counter (high level sensitive) 
loads the count length register, which says that the counter is 
not readable until a pulse occurs. If the user tries to read 
before a pulse is provided he will read a previous or old 
value. Now what is done with the value read? 

Good question. An adjustment routine to convert this value 
read to an actual count can be summarized as follows: 



1. Read in 16 bit count length register. 

2. Reset the upper two bits (mode bits). 

3. Reset carry and rotate right all 16 bits through carry. 

4. If carry is set add 1/2 of full original count (1/2 (full count 
-1) if full count is odd). 



In the software for this application is a general purpose rou- 
tine to do this; lines 179-199. To call this routine it is assumed 
that the lower order byte of the counter is in register C, higher 
order byte in register B and full original count is -in HL. Con- 
tents of H, L, B and C are destroyed returning actual count 
in BC register pair. To obtain the number of pulses that 
occurred, subtract this number from full original count and 
addl. 

Converting this remaining count to an actual temperature can 
be done by various methods but it was chosen to do a soft- 
ware map through the use of a block search routine. Table 8 
presents approximations of what the remaining count should 
be for each temperature. To keep the software simple it was 
only necessary to compare the most significant byte to a list 
to find the appropriate temperature. This search routine is set 
up to find a "less than" match, incrementing the HL register 
as a pointer when a compare is made. The code for this 
search routine is in lines 118-144 and is optimized to be a fast 
8 byte block search. This search routine can be made to 
search for a match by replacing all return on carry with return 
on zero. The performance of this subroutine is as follows: 



Byte time = (11 + (166/8) N) CC/N = (11/N + 20.8) CC 
where: CC = microseconds per clock cycle 
N = total number of bytes searched 
Byte time = time per byte searched 
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INITIALIZE 

STACK POINTER 

DISABLE INTERRUPTS 



18-23 I START COUNTER @3FFE 



PULSE ONE SHOT 
ENABLE INTERRUPTS 




STOP COUNTER 
READ VALUE IN 



CALL COUNTER 
ADJUST ROUTINE 



CALL SEARCH 
ROUTINE 




SUBROUTINE TOO LOW 



OUTPUT Is TO 
PORTA 



SUBROUTINE ADJUST 
RESET MODE BITS 



CODE LINES 
179-199 



RESET CARRY AND 

ROTATE RIGHT 
THROUGH CARRY 




ADD IN 'A FULL COUNT 
(V4 FULL COUNT-1) IF ODD 



SUBROUTINE SEARCH 



COMPARE MEMORY 
TO COUNT 




INCR MEMORY POINTER 
LOOP 8 TIMES 



DECREMENT 8 BYTE 
COUNTER 




w YES 


SOFTWARE MAP 




TEMP. INDEG.C 










EXPAND TEMP, DISPLAY 
FOR DELAY PERIOD 


NE TOO HIGH 








Figure 21. Temperature Sensor Flow Diagram 
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DEG. C 


THERMISTOR 
OHMS 


(.7) (.1 M ) (R t ) 

APPROX. TIME (ms) 


START WITH 3FFE H 
APPROX. COUNT LEFT (HEX) 


20 


12,490 


.874 


3585 


21 


11,940 


.836 


35FA 


22 


11,420 


.799 


366A 


23 


10,920 


.764 


36D5 


24 


10,450 


.732 


373A 


25 


10,000 


.7 


3772 


26 


9,573 


.670 


37D0 


27 


9,167 


.642 


384D 


28 


8,777 


.614 


38A1 


29 


8,407 


.588 


38F1 


30 


8,057 


.564 


393C 


31 


7,723 


.541 


3984 


32 


7,403 


.518 


39C8 


33 


7,097 


.497 


3A0A 


34 


6,807 


.476 


3A48 


35 


6,530 


.457 


3A84 


36 


6,267 


.439 


3ABC 


37 


6,017 


.421 


3AF2 


38 


5,747 


.402 


3B2C 


39 


5,547 


.388 


3B57 


40 


5,327 


.373 


3B86 


41 


5,117 


.358 


3BB3 



8085A Cycle Time = 326 ns 
Oneshot Approx. Time = 
L N2 (CEXT) (REXT) 

= (.7) (.1/n) "THERMISTOR 




■Qii/UI^L 



—. INTERCHANGEABLE 

-£w4- CURVE-MATCHED 

w THERMISTOR 



• in, oat aM»iNiJW<£}vu-c .mdc. 



ERCHANCEABU 



Tmm 



RESISTANCE TOUIIANCC 



=n^=o_zp 



— « 



Table 8. Thermistor Resistance Mapping 



For an example with N = 256, CC = .32 fisec at 3.125 MHz; 
Byte time = 6.7 /usee. A match search routine with minimum 
memory usage is given below: 

Search Cmp M compare byte 

RZ return if match 

INX H else increment pointer 

DCR C has the entire 

JNZ search block been searched? 

STC If so set no match flag 

RET and return. 

In this application, a user may want to have several tempera- 
ture ranges which can be swapped in and out with a block 
move subroutine. Similar code can be developed for this as 
shown below for a 4 byte move group: 

BLKMV 



Once the count less than match is found in the application the 
HL register has 10 added to it which points it at the corre- 
sponding temperature (lines 79-82). This temperature is then 
displayed in the address field of the SDK 85 display using 
user available monitor routines. If the temperature is out of 
range the code detects it (lines 69-74) and outputs 1's on Port 
A or Port B if the temperature was too low or too high respec- 
tively (lines 101-105 "too low" and lines 108-112 "too high"). 



Loop 



LXI H, 000H 


clear HL 


DADSP 


move SP to HL 


SHLD SAVESP 


save sP 


MOV H, B 


move Block move 


MOV L, C 


Source address 


SPHL 


ToSP 


XCHG 


Move Block move 




address to HL 


POPB 


fetch four bytes from 


POPD 


source store 1st byte 


MOV M, C 


at destination 


INXH 




MOV M, B 


2nd 


INXH 




MOV M, E 


3rd 


INXH 




MOV M, D 


4th 


INX H 




DCR A 


check for end of 


JNZ Loop 


Block move 


LHLD SAVESP 


return old 


SPHL 


SP 


RET 


return 
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APPLICATION EXAMPLE 2 



CRT INTERFACE 

Most microprocessor systems require some sort of 
serial communications. This may be selected for 
reasons of economy (to reduce the number of 
interconnections required in a distributed system), 
or it may be necessary in order to communicate 
with such common peripherals as CRT's or tele- 
typewriters. 

These peripherals all use a standard convention for 
transmitting serial ASCII code. Each data byte is 
transmitted as a series of 10 or 11 bits. The uni- 
form time per bit corresponds to the data trans- 
mission rate. For example, if the transmission rate 
is to be 2400 baud (2400 bits per second), each bit 
time must be 1/2400 bps = 416.7 /usec/bit. The 
standard 10-bit sequence consists of a logically 
zero "Start" bit, 8 data bits (least significant bit 
first), and one or more stop bits (logic 1). An 
1 1 -bit sequence with two stop bits is used for 110 
baud TTY's. The logic one level continues until the 
start bit of the next byte to ensure that each 10-bit 
sequence is initiated with a one-to-zero transition. 
The 8 bits transferred might be raw binary data or 
alphanumeric characters using the standard ASCII 
code. In this case, the most significant bit — the 
last data bit transmitted - will depend on the 
parity convention being used. This sequence is 
illustrated for the ASCII "space" character in 
Figure 22. 



The algorithm for receiving serial code involves 
sampling the incoming data at the middle of each 
bit time. The eight sampled values are shifted into 
a serial byte corresponding to the data originally 
transmitted. The one-to-zero transition at the 
beginning of each byte makes it possible to syn- 
chronize the sampling points relative to the start 
of each data sequence. 

Hardware Interface 

In general, any serial communications system will 
require both hardware and software interfaces. 
Since the SOD line can drive only one TTL load, 
additional current and voltage buffering is required 
to be compatible with the RS-232C interface 
standard used by most peripherals. A schematic for 
achieving this buffering is shown in Figure 23. The 
MCI 488 and MCI 489 circuits interface positive 
logic TTL signals with the RS-232 high voltage 
inverted logic levels. 

Software Package 

The software needed to drive the CRT interface is 
divided into three parts. All three use software 
timing and delay loops, with fixed and variable 
parameters. In conjunction, they are able to 
identify incoming signals at any rate from below 
1 10 to over 9600 baud and respond at the same 
rate. 



6 BITS 


1 1 


1 1 


r\cr 

i i i i i 


°0 
START 
BIT 


D 1 °2 


D 3 D 4 D 5 D 6 7 sTop 
BITS 



Figure 22. ASCII Space Character 
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Figure 23. RS-232C Interface Schematic 



Upon power-up or reset, or when the console 
device baud rate is changed, the baud rate identifi- 
cation subroutine (BRID) is called. This routine 
waits until an ASCII space character (20H) is 
received from the console. (Any other character 
will result in a case of mistaken identification.) 
When a space character is received, two time 
parameters are computed which correspond to the 
bit time and one-half the bit time of the baud rate 
being used. These are stored as variables BITTIME 
and HALFBIT. To output a character to the con- 
sole, the character code is placed in register C, and 
the subroutine COUT is called. This routine uses 
BITTIME as a parameter for the software delay 
loop which determines the baud rate. To accept r. 
character from the keyboard, CIN is called. CIN 
returns after the next key is typed, with the corre- 
sponding character code in register C. CIN uses 
both parameters BITTIME and HALFBIT. 

Since COUT and CIN use time parameters com- 
puted by BRID, they will function at a rate the 
same as that of the initial space character input. 
Because of the nature of the software, the rate 
does not depend on the CPU clock frequency. This 



results in additional flexibility in the following 
respects: 

1 . The software does not need to be modified 
if the 8085 crystal frequency is changed or 
Wait states are added. 

2. Since the time base is no longer critical, the 
quartz crystal could be replaced by a less 
expensive RC network, provided the fre- 
quency does not drift by more than a few 
percent during a session. Additional drift can 
be accommodated by periodically recalling 
the BRID routine. 

3. Communication is possible at non-standard 
baud rates which relaxes the constraints on 
system peripherals. 

It should be noted, though, that slowing down the 
CPU clock will decrease its throughput proportion- 
ately. In addition, it will degrade the maximum 
resolution of the delay loops, with the result that 
the highest baud rates may no longer be achievable. 

A more detailed analysis of the CRT interface 
routines will be presented in the order of increasing 
complexity: COUT, CIN, and BRID. Since SID and 
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SOD are ideal for many applications which involve 
critical I/O timing, the timing techniques used here 
may be of interest to software designers. Accord- 
ingly, the mathematical derivation of the timing 
parameters is included in this analysis, as well as a 
justification for the BRID algorithm. The algebra 
involved might be a bit too tedious for designers 
unconcerned with generating software delays. If so, 
they (and other bored readers) have the freedom of 
choice to skip over the sections they find objec- 
tionable. 

OUTPUT ROUTINE 

It would seem natural to write data in the standard 
format in three stages : output a zero start bit, then 
the 8 data bits (using a loop sequence), then the 
stop bits. Each stage would incorporate its own 
appropriate delay and output sections, leading to 
unnecessary duplication. Instead, the code below 
executes the same main loop 1 1 times. Its bit 
manipulation routine inherently results in the cor- 
rect data sequence being formed. It accomplishes 
this by using the carry and C register as a 9-hit 
pseudo-circular shift register. Initially CY=0. The 
algorithm outputs CY, waits one bit time, sets 
CY=1, and then rotates the pseudo-register right 
one bit. This repeats for 1 1 cycles. On the tenth 
and all subsequent loops, the output bit will be a 
logical one, since that bit had been set nine loops 
earlier while in the CY (see Figure 24). 

When COUT is called the registers to be used must 
be preserved and interrupts disabled so the timing 
loop will not be disrupted. Clear the CY in prepara- 
tion for outputting the start bit, and set the loop 
counter for 1 1 bits (if 1 10 baud will never be used, 
the counter could be set to 10): 



COMT 



push e 

PUSH H 
0! 

mvi e, ii 



REGISTER C: ID7 I 06 I D5 I D4 I O3 I D2I Dl ! Dq 



1 D7 D6 D5 D4 D3 D2 Di 



1 1 D7 D6 D5 D4 D3 D2 






11111111 



11111111 




Figure 24. Data Serialization Algorithm 

Get stuck in a loop for the appropriate time (don't 
worry for now how "BITTIME" is determined): 



LHLD BITTIME <i# 

OCR L 'I 1 ' 1 

JNZ C02 <10 

DCP H l'CO 

JNZ C02 <D) 



Rotate the contents of register C right into the CY, 
while moving a one into the left end. Continue 
until all bits have been transmitted : 



Output of the contents of the CY: 



C01 



MVI 

RfiP. 



R, S6H 



The numbers in brackets indicate how many ma- 
cine cycles are required for each instruction. They 
will be referred to in the timing analysis section. 



STC 




<4> 


MOV 


h,c 


<4> 


PflP 




<4; 


MOV 


C, ft 


<4> 


OCR 


B 


<4> 


m 


C01 


ae> 



Restore processor status and return: 



A 1-34 



pop 
POP 
EI 
PF7 



INPUT ROUTINE 

The console input routine uses the opposite pro- 
cedure ; instead of moving a bit from register C to 
the CY, then to A 7 , then to SOD, CIN loads a bit 
from SID into A7, then moves it to CY, then into 
register C. 

First, set up the CPU as before: 



:ih 



p; icu |j 

01 

P!VI B- ? 



When a start bit transition arrives, the first sam- 
pling should not be taken until the middle of the 
first data bit, one and one-half bit times after the 
transition. Await the start bit transition, then set 
up the delay parameter for one-half bit time: 



CM- 



RIM 




9PP 


H 


IN 


CM 


LHLD 


HftLFBIT 



C4> 



tt£> 



Loop for one-half bit time before starting to 
sample data: 



CI2- 



DCP 

mz 

DCP 
JNZ 



CIS 



en 



Wait until the middle of the next bit before sam- 
pling SID, then move the data bit into CY: 



Otherwise, continue. Rotate the data bit right into 
register C, and repeat the cycle: 



MOV 


R,C 


<4> 


RPR 




<4> 


MOV 


C.ft 


<4> 


NOP 




<4> 


IMP 


CI 2 


<18> 



(A NOP is needed to make the COUT and CIN 
loops exactly equal in number of machine cycles, 
so that each can use the same delay parameter.) 
Restore status and return. 



CI5- 



POP 

EI 

RET 



TIMING ANALYSIS 

COUT and CIN now need to be provided with 
parameters for BITTIME and HALFBIT. It can be 
seen from the above code that each routine uses 
61 +D machine cycles per input or output bit, 
where D is the number of cycles spent in either 
four line delay segment. If <H> and <L) are the 
contents of the H and L registers going into this 
section of code, then: 

D - 22 + «L>- 1)X 14 + «H>- 1)X 

[(255 X 14) + 25] (1) 

If <H>' = <H> - 1 , <L>' = <L> - 1 , and 

<HL)' = 256<H)'+(L>' (2) 

then 

D = 22 + 14<L>' + 3595<H)' (3) 

This can be approximated by: 

D = 22+ 14<HL>' (4) 



CI 3: 


LHLD 


BITTIME 


<16> 


CI4: 


DCR 


L 


<D> 




JNZ 


CI4 


(0) 




DCP 


H 


<D> 




JNZ 


CM 


<D> 




RIM 




<4> 




RRL 




<A> 



Decrement the bit counter. If this is the ninth 
cycle, the 8 data bits are in register C, so quit (the 
first stop bit will already have been received, and 
be in CY): 



DCP 
■12 



e 

CI5 



This approximation is exact for <H> = 0; otherwise, 
it is accurate to within 0.3%. Thus each loop of 
COUT or CIN uses a total of: 

C = 61+D = 83 + 14 <HL>' machine cycles (5) 

Each machine cycle uses two crystal cycles in the 
8085, so the resulting data rate is: 

D _ cycle frequency 



(crystal frequency) +2 
83 + 14<HL>' 



(6) 
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For a typical calculation, see the example below. 



EXAMPLE 

To produce 2400 baud with the standard 6.144 MHz 
crystal: 

(6.144X 10 6 ) + 2 



2400 



83 + 14 <HL> 



83 



+ 14 = 85.5 s 86 

<HL>' = 8610 - 0056H 

<HL> = 0157H = BITTIME 

To determine the true data rate this parameter will 
produce, substitute into equation (6): 

6.144 X 10 6 + 2 



Date Rate = 



83 + 14(86) 



= 2387 baud, which is 0.54% slow. 

For 9600 baud, the same calculations will yield <HL> 
= 17, which is actually 0.3% slow; a sizzling 19200 
baud or 38400 baud could each be generated to with- 
in 5% if <HL> = 6 or 0! Table 9 presents the param- 
eters for several standard baud rates. 



Notice that the resolution of the delay algorithm — 
the difference between bit times resulting from 
parameters which differ by one — is 14 machine 
cycles. As a result, the true bit delay produced can 
always manage to be within ±2.3 jusec of the delay 



desired. This guarantees that at rates up to 9600 
baud, where each bit time is at least 104 jusec wide, 
some value of BITTIME can be found which will 
be accurate to within 2.2%. 

BAUD RATE IDENTIFICATION ROUTINE 

The function of BRID is to compute the appropri- 
ate parameters BITTIME and HALFBIT. It accom- 
plishes this by observing the data pattern received 
when the space bar is pressed on the console 
device. Since a space character has the ASCII code 
20H = 00100000B, the pattern represented back in 
Figure 4 is transmitted. Notice that the initial zero 
level is 6 bits wide. Suppose it could be determined 
that this corresponds to M machine cycles. Then 
one bit would correspond to (M^6) machine 
cycles. The reason for dividing down a space 
several bits long is so that any distortion caused by 
the signal rise and fall times, or any lack of pre- 
cision in detecting the two transitions, will be 
reduced by a factor of six. Since the bit period of 
COUT and CIN is 83 + 14 <HL>', BRID must gener- 
ate a value <HL> such that : 



M-^6= 83 + 14<HL> 
<HL>' = (M±62z83 

M 
<HL) = 84 ~ 6 (approximately) 



(7) 
(8) 

(9) 



This value can be determined by setting register 
pair HL to -6, then incrementing it once every 84 
machine cycles during the period that the incom- 



Table 9 
DELAY PARAMETERS FOR STANDARD BAND RATES USING 6.144 MHz CRYSTAL 



TARGET 
BAUD 
RATE 


<HL>' 10 
(See Text) 


<HL>' 16 
(See Text) 


<HL>or 
BITTIME 
(See Text) 


HALFBIT 


ACTUAL 
BAUD RATE 
PRODUCED 


% 
ERROR 


110 

150 

300 

600 

1200 

2400 

4800 

9600 

19200 


1989 

1457 

726 

360 

177 

86 

40 

17 

6 


07C5 
05B1 
02D6 
0168 
00B1 
0056 
0028 
0011 
0006 


08C6 
06B2 
03 D7 
0269 
01 B2 
0157 
0129 
0112 
0107 


04 E3 
03 D9 
026C 
01A5 
0159 
01 2C 
0115 
0109 
0104 


109.99 
149.99 
299.80 
599.65 
1199.5 
2386.9 
4777.6 
9570.1 
18395.2 


-0.006 
-0.005 
-0.068 
-0.059 
-0.039 
-0.547 
-0.469 
-0.312 
-4.37 



A 1-36 



ing signal is zero. BITTIME is then obtained by 
individually incrementing registers H and L. To 
obtain HALFBIT, divide the value of <HL>' deter- 
mined above by two before incrementing each 
register. 

In order to implement this algorithm, set HL to -6, 
verify that the incoming signal is a logic one, then 
wait for the start bit transition. 



BPID: 



Otherwise continue. Store HL temporarily for the 
HALFBIT calculation. Obtain and store BITTIME: 



PUSH 

INR 

TMR 

SHLD 



BITTIME 
Restore HL, calculate HALFBIT, and return: 



BPIi: 



BPIS 



MVI 


ft, 9C9H 


SIM 




LXI 


H. -6H 


RIM 




ORP 


fl 


,TP 


BPIi 


RIM 




ORfi 


ft 


JH 


BPI2 



Increment register pair HL, then delay so that each 
cycle will require 84 machine cycles: 



BPII. 


INX 


H 




MV! 


E, 94H 


BRI4: 


DCP 


E 




JNZ 


BPH 



POP 


H 


ORft 


ft 


MOV 


( ft.H 


RPR 




MOV 


H.ft 


MOV 


ft.L 


PftP 




MOV 


Lfi 


INR 


H 


IMP 


!_ 


SHLD 


HftLF 


PET 





Check if SID is still low. If so, repeat: 



PIM 




<4) 


ORft 


ft 


<€ 


P 


BPIi 


<ie: 



The assembled listings for these subroutines, along 
with a simple test program, is presented in the CRT 
and Cassette Code. 
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APPLICATION EXAMPLE 3 



CASSETTE RECORDER INTERFACE 

There are many situations where data has to be 
transmitted through a non-ideal medium. To give 
three typical examples, a system with electrically 
isolated elements might require that signals be AC 
coupled, communications through an audio net- 
work (such as telephone or radio) are greatly band- 
width limited, and some applications (such as a 
distributed network in an industrial environment) 
must tolerate random electrical noise. Attempting 
to record data on a cheap cassette recorder (the 
one used for this note cost $17.00) will reveal all 
of these shortcomings, plus one: The tape speed 
fluctuates significantly and varies as the batteries 
run down, hence the data rate is inconsistent. 

The recording scheme used here makes very few 
demands on the transmission medium. It makes no 
attempt to transmit DC voltage levels. Instead, data 
is transmitted by a series of variable length tone 
bursts. The dominant frequency of the tone used 
can be selected to be within the passband of the 
particular medium. Data is transmitted with each 
bit composed of a tone burst followed by a pause. 
The first third of a bit period is always a tone 
burst, the middle third is either a tone burst con- 
tinuous with the first or a pause corresponding to, 
respectively, a one or zero, and the final third is 
always a pause, as shown in Figure 25. Thus, data 
is distinguished by the burst/pause ratio. 

Hardware Design 

These tone bursts are obtained from the 8085 SOD 
line, using analog signal conditioning to eliminate 
the DC component of the waveform. (This low 
frequency component is due to the single-ended 
nature of the SOD line: it's deviations from ground 
are all positive, which unbalances the capacitive 
input stage of the recorder.) A suggested interface 



circuit is shown in Figure 26, using one LM324 
quad op amp and a few standard value discrete 
components which should be available in even a 
digital design laboratory. On playback, analog cir- 
cuitry is again used to detect the presence of a tone 
burst. In Figure 26, A2 buffers the incoming signal, 
and A3 inverts it. The peaks of these two signals 
are transmitted through Dl or D2 and are filtered 
by an RC network. Comparator A4 then squares 
up the output and produces the logic signal read 
by the SID pin. Since the op amps are powered by 
the single 5-volt supply, a 2.0-volt reference level 
is obtained from a resistive voltage divider. The 
waveforms present at several points in the circuit 
are shown in Figure 27. 

Software 

The algorithm for reading a data bit off the tape is 
simple and straightforward: If the tone burst is 
longer than the pause, the bit is a one. Otherwise, 
it is a zero. Since only the time ratio is considered, 
any variation in tape speed will not affect the data 
determination. 



VOLUME CONTROL 

A question that arises with any audio cassette inter- 
face is how to set the volume control. (Recording 
level is usually determined internally.) When the play- 
back level is correct, the logic signal output from A4 
will have either a one-third or two-thirds duty cycle. 
This can be readily observed with an oscilloscope. In 
the field, an old-fashioned mechanical-type voltmeter 
could be connected to the A4 output, and the volume 
adjusted until the meter needle hovered somewhere 
between 1/3 and 2/3 the high level output voltage. 
With random data, the reading would be about 2 
volts. There will be a fairly wide range of acceptable 
volume settings. (Since the quivering meter needle is 
being used here for inertial signal averaging, a digital 
voltmeter would not be very helpful in this applica- 
tion.) 
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Figure 25. Tape Interface Data Recording Scheme 
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NOTES: A1 - A4: V. LM324 QUAD OP AMP 

D1 - D2: ANY LOW CURRENT DIODE 
ALL RESISTORS ±5% 



Figure 26. One Chip Magnetic Tape Interface Schematic 
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Figure 27. Analog Signal Waveforms 

After the CRT software analysis, the tape routines 
are almost trivial. TAPEO is a subroutine for out- 
putting the contents of register C to a cassette 
recorder. TAPEIN reads 8 bits into register C. 

OUTPUT ROUTINE 

TAPEO calls a subroutine named BURST three 
times for each bit. If A6 (the SOD enable bit) is set 
when BURST is called, a square-wave tone burst 
will be transmitted. If A6 is not set, BURST 
simply delays for exactly the same amount of time 
before returning. The three calls are used to, 
respectively, output the initial burst, output the 
data burst/space, and create the space at the end of 
each bit. Nine bits will be output: the eight data 
bits (LSB first) followed by a zero bit. The start of 
the initial burst of the trailing zero is needed to 
mark the end of the final space of the preceding 
data bit. 

Start each bit by outputting a tone burst: 



TfiPEO: 


MVI 


B,9 


TOi: 


HV1 


ft.. 9C6H 




CftLL 


BURST 



Rotate register C through CY: 

fi,C 
C,ft 



MOV 
RftR 
MOV 



Move CY to the SOD enable bit position, A6- 
Simultaneously set A7 to one, and clear all other 
bits. Output a tone burst or space, depending on 
the previous contents of CY: 



MVI 



r. eiH 



RftR 

CftLL BURST 

Clear the accumulator, and output a space: 

•m ft 

CALL BURST 

Keep cycling until the full 9-bit sequence is fin- 
ished : 



OCR 


B 


JNZ 


TOI 


RET 





The BURST subroutine executes the SIM in- 
struction CYCNO times, at intervals of 29 + 14 
<HALFCYC> machine cycles. In between each SIM, 
bit A7 is complemented. CYCNO should be an 
even number. If A6 is set upon calling BURST a 
square-wave will be created. Otherwise, the same 
code sequence is followed but SOD does not 
change — thus a space results. 



BURST : 


MVI 


D.. CYCNO 


<7> 


BUI 


SIM 




<4> 




MVI 


E, HftLFCVC 


*'?? 


BU2: 


DCR 


E 


<4> 




JNZ 


BU2 


<7,'18> 




XRI 


8«H 


./•?% 




DCR 


D 


<4> 




JNZ 


BUI 


<7/18> 




PET 




ae> 



INPUT ROUTINE 

TAPEIN uses a subroutine called BITIN to move 
the data at the SID pin into the CY. The maximum 
rate at which SID is read is limited by a delay loop 
in BITIN. 

Initialize the bit counter and the register D, which 
will keep track of the tone burst time. If a tone 
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burst is being received when TAPEIN is called, 
wait until the burst is over: 



Continue until the last bit has been received: 



TAPEIN: HVI 


Bi8 


MVI 


0,«8h 


Til: CALL 


BITIN 


JC 


Til 


CALL 


BITIN 


JC 


TU 



(Throughout this subroutine, a level transition is 
recognized only after it has been read once initially 
and then verified on the next reading. This pro- 
vides some degree of software noise immunity.) 
Now await the start of the next burst: 

TI2 CALL BITIN 

JNC TI2 

CALL BITIN 

JNC TI2 

The next burst has now arrived. Keep reading the 
SID pin, decrementing register D (thus making it 
more negative), each cycle until the pause is 
detected : 



TI3 



Now continue reading the SID pin, incrementing 
the D register (back towards zero), each cycle until 
the next burst is received : 



MR 


ft 


CALL 


BITIN 


JC 


112 


CALL 


BITIN 


JC 


TJ2 



INR 





CALL 


BITIN 


JNC 


T!4 


CALL 


BITIN 


JNC 


TK 



TI4 



Now, if the burst lasted longer than the space, D 
was not incremented all the way back to zero; it is 
still negative. If the space was longer, D was incre- 
mented up through zero; it is now positive. In 
other words, the sign bit of D will now correspond 
to the data bit that would lead to each of these 
results. Move the sign bit into the CY, then rotate 
it into register C: 



MOV 

RAL 
MOV 
RRR 
MOV 
INI 



R.C 
Cfl 

aw 



DCR 
JNZ 
RET 



TO 



(Notice that the first half of this subroutine is 
incorporated in the second half. In fact, the as- 
sembled listing included in the Appendix makes 
use of this fact to eliminate 24 bytes of duplicated 
code.) 

BITIN waits a short time in order to regulate the 
sampling rate, then reads SID and moves the data 
bit into the CY: 



BITIN: 


m 


E, CKRATE 


<7> 


611; 


OCR 


E 


<4> 




JNZ 


811 


<7/i>3> 




PIM 




<4> 




RAL 




<4> 




RET 




<W> 



The tone burst frequency and duration, and 
the TAPEIN sampling rate are determined by 
HALFCYC, CYCNO, and CKRATE. Tables 10 and 
1 1 give typical values. 



Table 10 

EXAMPLE COMBINATIONS OF HALFCYC AND CYCNO. 
ALL VALUES IN DECIMAL 



APPROXIMATE 

TONE 

FREQUENCY 


CORRESPONDING 

HALFCYC 

VALUE 


RESULTING DATA RATE 


8 

4 


20 
10 


100 
50 


CYCNO 
CYC/BURST 


500 Hz 

1 kHz 

2 kHz 
5 kHz 

10 kHz 


217 

108 

53 

20 

9 


42 
83 
166 
414 
826 


17 
33 
66 
166 
330 


3.3 
6.6 

13 

33 

66 


bps 
bps 
bps 
bps 
bps 



Table 11 

MAXIMUM SAMPLING RATES 

FOR VARIOUS VALUES OF 

CKRATE 



CKRATE 
VALUE 


SAMPLING RATE 
(INCLUDING 
CALL & RET) 


1 

20 

80 

250 


17.6 jt/sec 

104 jusec 

378 jusec 

1.14 msec 
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The CRT and Cassette Code also includes a simple 
block record routine utilizing TAPEO. Before 
calling BLKRCD, HL must be set to the start of 
the desired block, and the recorder turned on 
manually. Successive bytes will be recorded until 
the end of that page, i.e., until L is incremented to 
zero. The playback routine requires presetting HL 
to the target address and turning on the recorder 
before PLAYBK is called. These routines incorpor- 
ate a long tone burst before each data block to 
allow a recorder with Automatic Gain Control to 
stabilize before the data starts. 



ADDITIONAL COMMENTS 

The two design examples given so far were built up 
using an SDK-85 System Design Kit. Both hard- 
ware interfaces were wire-wrapped on the ample 
breadboarding area provided on the board. The 
connections between SID and SOD and the on- 
board TTY interface were broken, so as not to 
affect the 8085 I/O electrical characteristics. 

The CRT interface was tested with a Beehive Mini- 
Bee II Terminal in the full duplex mode at each of 
its 14 possible transmission rates, from 110 to 
9600 baud. It was also checked out at 19200 baud 
using a Beehive B-100 terminal. In addition, the 
software was exercised using an SBC 80/20 system 
as a variable baud rate character generator and 
receiver. 

An additional advantage to having software select- 
able communications rates is that it would be pos- 
sible to communicate with several system periper- 
als, each at its own preferred rate, without having 
to duplicate hardware. For example, the addition 
of a single 7408 AND gate and an output port 
(such as on the 8155) would make it possible to 
use the same two RS-232 circuits to interface with 
up to seven I/O devices (see Figure 28). Three of the 
MCI 488 drivers have Enable inputs which can be 
controlled by the output port. One AND gate can 
be used to buffer the SOD line and drive the 
MCI 488 Data inputs. The rest of the 7408 can be 
configured as a four input AND gate. This would 
act as an inverted logic OR gate to reduce the four 
MCI 489 receiver outputs to a single line, which 
could be read by the SID. This assumes that only 
one input device (CRT, PTR) at a time will be used 
(which is usually the case in a non-time shared, 
interactive application), and that the unused 
devices are transmitting a logic one level (which 
should also be the case). 




Figure 28. Interfacing 8085 to Multiple Peripherals 



The software needed to support additional periph- 
erals would be simple and straightforward. A 
routine intended to dump a section of memory to 
a paper tape punch, for example, would first have 
to store BITTIME and HALFBIT somewhere (per- 
haps on stack), load the variables with new param- 
eters corresponding to the paper tape punch rate, 
and then write a bit pattern to the output port 
which would disable the console driver and enable 
the punch (and perhaps a typewriter). After the 
dump was over, the original time parameters and 
driver status would be restored. 

As explained before, the BRID routine computed 
rate parameters based on the fact that an ASCII 
"space" character resulted in a zero level 6 bits 
long. Conceivably, some obscure peripherals might 
produce a transient between successive zero bits. 
(This might be the case, for example, if the signal 
was produced by mechanical rather than electronic 
means.) If so, the BRID algorithm used here prob- 
ably would not work reliably. Once the two time 
parameters were identified, though, COUT and 
CIN could still be used. An alternate algorithm for 
baud rate identification would require a table in 
ROM (note the fifth and final R/S-I/O-M/D permu- 
tation). This table would contain a list of delay 
parameters corresponding to the standard transmis- 
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sion rates, as computed for the selected crystal 
frequency. Initialization would require the oper- 
ator to hit a specific key several times (usually the 
"U" key, which generates a pattern of alternating 
ones and zeros). The identification routine would 
attempt to "read" this pattern at each baud rate, 
in turn, until finding the rate at which the read 
was successful. 

The cassette recorder used to develop the tape 
interface was a Lloyd's push-button model which 
cost $17 in 1972. Empirical testing has indicated 
that for this application, the quality of the cassette 
recorder is less critical than the quality of the tape 
itself. In other words, some 33£ cassettes were not 
very reliable, even when used with more expensive 
recorders. 

When using a cassette at the beginning of a side, 
allow the tape to run for about 10 seconds until 
the leader has passed before starting to write data. 
Otherwise, data will be lost to the leader. 

Depending on the recorder quality, the tone burst 
frequency and duration can be optimized for 
higher data rates by modifying HALFCYC and 
CYCNO. If so, CKRATE should also be reduced, 
so that between about 10 and 80 data samplings 
are made during a single (one-third width) tone 
burst. At greatly increased frequencies, some of the 



components in the analog interface might also be 
modified. 

The two simple routines for recording and playing 
back blocks of data were intended to illustrate one 
way of using TAPEIN and TAPEO, and therefore 
do not contain any provisions for error detection 
or correction. Depending on the nature of a partic- 
ular application, these routines could be aug- 
mented with parity bit or checksum comparison, 
or an error correcting code technique. 

Funny things happen when recording and playing 
back a page of RAM which includes the subroutine 
stack. Eventually, PLAYBK will start writing over 
the data at the top of the stack, destroying the 
subroutine traceback sequence. The next RET 
instruction will then cause a jump to a place where 
you'd rather not be. 

The printout reproduced in the CRT Code includes 
the assembled listings for the CRT and magnetic 
tape interfaces discussed in this application note. 
The object code produced was programmed into 
an 8755 EPROM, which was installed in the expan- 
sion PROM socket of the SDK-85 board. Some 
very minor differences exist between this listing 
and the code segments presented earlier, which 
were written for maximum clarity. 
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Temperature Sensor Code 



ASM88 :F1:TEST.SRC M0085 



ISIS-I I 8886/8885 HflCRO ASSEMBLER, V2. 8 NODULE PfiGE 



LOC OBJ SEQ SOURCE STATEMENT 

i ; 

2 ; 
826C 3 HXDSP EQU 826CH 

8267 4 OUTPUT EQU 82B7H 

85F1 5 DELAY EQU 85F1H 

6 ; 
2888 70RG 2888H 



EXPAND HEX TO DISPLAY, SDK MONITOR ROUTINE 
OUTPUT TO DISPLAY, SDK MONITOR ROUTINE 
DELAY DISPLAY, SDK MONITOR ROUTINE 



9 ; 
18; 
11 ; 

2888 31C828 12 LXI SP,28C8H ; INITIALIZE STACKPOINTER 

2883 F3 13 DI ; DISABLE INTERRUPTS 

14; 

15 ; INITIALIZE COUNTER IN 8155 FOR COUNTDOWN MODE. LOAD COUNTER 

16 ; WITH HIGHEST VALUE (3FFF). 

17 ; 

2884 3EBF 18 MVI A,8BFH 

2886 D325 19 OUT 25H ; ADDRESS FOR TOP HALF OF COUNTER 

2888 3EFF 28 MVI A.8FFH 

288A D324 21 OUT 24H ; ■ LOHER HALF OF COUNTER 

288C3EC8 22 MVI H8C8H 

288E D328 23 OUT 28H ; COUNT DOMN MODE START 

24 ; 

25 , PULSE THE ONE SHOT WITH A POSITIVE GOING PULSE ON THE SOD 

26 ; OUTPUT PIN OF THE 8885. 

27 ; 

2818 3EC8 28 MVI ft,8C8H 

2812 38 29 SIM ; OUTPUT A HIGH ON SOD LINE 

2813 3E48 38 MVI A, 48H 

2815 38 31 SIM ; OUTPUT A LOU ON SOD LINE 

2816 FB 32 EI ; ENABLE INTERRUPTS(AFTER PULSE) 

33 ; 

34 ; IDLE UNTIL ONESHOT INTERRUPTS THE RST 6. 5 PIN ON THE 8885. 

35 ; 

2817 88 36 NPO: NOP 

2818 C31728 37 JMP NPO ; IDLE UNTIL INTERRUPT 

38 , 

39 ; AFTER INTERRUPT, STOP COUNTER AND READ IN FINAL COUNT FROM 
48 ; 8155, STORE IN REGISTER PAIR BC. 

41 ; 

2816 3E48 42 CNTU MVI fl,48H 

281D D328 43 OUT 28H ; STOP COUNTER 

281F 0624 44 IN 24H 

2821 4F 45 MOV C,A ; STORE LOHER ORDER BYTE IN C 

2822 DB25 46 IN 25H 

2824 47 47 MOV B,A ; STORE HIGHER ORDER BYTE IN B 

2825 263F 48 MVI H, 3FH ; LOAD HL HUH FULL START COUNT 
2827 2EFF 49 MVI L, 8FFH 

58 . 

51 ; ADJUST THE COUNT VALUE IN REGISTER BC TO REPRESENT ACTUAL 

52 . COUNT (SEE TEXT FOR EXPLANATION) 
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Temperature Sensor Code (Cont'd) 



ISIS-II 8888/8885 MACRO ASSEMBLER, V2. 8 



NODULE PAGE 



LOC OBJ 



SEfl 



SOURCE STATEMENT 



2829CD6828 



282C 2E88 
282E 2628 
2838 B8 

2831 78 

2832 8E81 
2834 CD9228 



2837 3E88 
2839 AD 
283ft CAAF28 
283D3E88 
283FB9 
2848 CAB828 



2843 3E8R 

2845 85 

2846 6F 

2847 5E 



2848 8688 
284ft CD6C82 
284D 3E88 
284F CD6782 
2852 11FF88 
2855 CDF185 
2858 CF 



28AF 3E63 
2861 D328 
28B3 3EFF 
2865 D321 
2867 CF 



CflLL ADJUST 



i CONVERTS 8155 COUNT TO ACTUAL COUNT 



SETUP INITIALIZATION FOR SEARCH ROUTINE. ROUTINE LOOKS FOR TEMPERATURE 
RftNQE OF COUNT (SEE TEXT). SEflRCH ONLV FOR UPPER HALF TO SIMPLIFY CODE. 



HVI 
MVI 
ORfl 
MOV 
MVI 
CflLL 



L88H 

H,28H 

B 

H,B 

C,1H 

SEARCH 



SET HL TO BEGINNING OF SEARCH 

STRING IN MEMORY. 

CLEAR CARRY FOR ROUTINE. 

PLftCE B INTO ACCUMULATOR 

SET TINES THROUGH SEARCH 

LOOKS FOR TEMP RANGE COUNT IS IN 



CHECK IF SEflRCH HAS SUCCESSFUL. IF NOT THEN OUTSIDE ACCEPTABLE 
RANGE. 



MVI 
XRA 
JZ 
MVI 
CMP 
JZ 



A.88H 

L 

TLOH 

C 
THIGH 



DID L FIND LESS THAN ftT 

AT BEGINNING OF STRING? 

TEMP BELOW ALLOWED LIMITS, SET PORT A 

DID C GET DECREMENTED? 

IFSaSEARCHDIDNOTFIND 

TEMP ABOVE LIMITS, SET PORT B 



SOFTWARE MAP THE MATCH TO A TEMPERATURE IN DEGREES C BY ADDING 
18 TO SEARCH ADDRESS PLACE TEMPERATURE IN REGISTER E. 



MVI A.8AH 

ADD L 

MOV L,ft 

MOV E,M 



; SHIFT HL BY 18 (SOFTWARE MAP) 



;READ IN TEMPERATURE 



SET UP INITIALIZATION FOR DISPLAYING TEMPERATURE USING SDK 
MONITOR ROUTINES. FIRST EXPAND DE REGISTER AND THEN DISPLAY 
FOR DELftY PERIOD. 



98 
91 
92 
93 
94 
95 
96 

97 ; 

98 ORG 

99 ; 
188 • 
181 TLOH 
182 

183 
184 
185 

186 • 

187 ; 



MVI 

CALL 

MVI 

CALL 

LXI 

CALL 

RST 

SUBROUTINES 



B,88H 

HXDSP 

A,88H 

OUTPUT 

D,8FFH 

DELftY 

1 



■ CLEAR DOT AT ADDRESS FIELD 
; CALL EXPAND 

OUTPUT TO SDK DISPLAY 
SET DELAY PERIOD 
DISPLAY FOR DELAY PERIOD 
SOFTWARE RESTART 



MVI ft,83H 

OUT 28H 

MVI A,8FFH 

OUT 21H 

RST 1 



; SET PORT A AS l'S 



Temperature Sensor Code (Cont'd) 



>IS-1I 8888/8885 MACRO ASSEMBLER. V2. 6 


MODULE 


PAGE 3 


IOC OBJ 


SEQ 


SOURCE STATEMENT 




28B8 3E83 


188 THIGH: 


MVI 


A,83H 




28BAD328 


189 


OUT 


28H 




28BC 3EFF 


118 


MVI 


A,8FFH 


; SET PORT B AS l'S 


28BED322 


111 


OUT 


22H 




28C8CF 


112 

113 ; 

114 , 


RST 


1 




2892 


115 ORG 

116 , 

117 ; 


2892H 






2892 BE 


118 SEARCH 


CMP 


H 




2893 D8 


119 


RC 






2894 23 


128 


I NX 


H 


,ELSE INCREMENT POINTER 


2895 BE 


121 


CMP 


n 


iCOMPARE 2ND BYTE 


2896 08 


122 


RC 






2897 23 


123 


I NX 


H 




2898 BE 


124 


CMP 


H 


;COHPARE 3RD BVTE 


2899 D8 


125 


RC 






289A23 


126 


INX 


H 




289BBE 


127 


CMP 


n 


i COMPARE 4TH BVTE 


289C D8 


128 


RC 






2890 23 


129 


INX 


H 




289E BE 


138 


CMP 


H 


; COMPARE 5TH BVTE 


289F 08 


131 


RC 






28A8 23 


132 


INX 


H 




28R1 BE 


133 


CMP 


H 


; COMPARE 6TH BVTE 


28R2 08 


134 


RC 






28A3 23 


135 


INX 


H 




28A4 BE 


136 


CMP 


n 


iCOMPARE 7THBVTE 


28A5 08 


137 


RC 






28A6 23 


138 


INX 


H 




28A7 BE 


139 


CMP 


M 


iCOMPARE 8THBVTE 


28A8D8 


148 


RC 






28A9 23 


141 


INX 


H 




28AA 80 


142 


OCR 


c 


> HAS ENTIRE BLOCK BEEN 


28AB C29228 


143 


JNZ 


SEARCH 


. SEARCHED? IF SO SET NO 


28AE C9 


144 

145 ; 


RET 




; LESS THAN AND RETURN. 




146 ; RESTART 6. 5 JUMP ADDRESS 






147 ; 








28CE 


148 ORG 

149 ; 
158 , 


28CEH 






28CE C31628 


151 

152 , 

153 ; 

154 , 

155 , 

156 , 
157, 


JMP 


CNTU 






158 , SEARCH COMPARE OHTA STRING 


:SEE TEXT"/ 




159 • 










168 ; 








2888 


161 ORG 

162 • 


2888H 







A1-46 



Temperature Sensor Code (Cont'd) 



1SIS-I I 8888/8885 HACRO ASSEMBLER, V2.8 NODULE PAGE 4 



LOC OBJ 


SE6 


SOURCE STATEMENT 






163 








2080 35 


164 


DB 


35H, 36H. 37H, 38H, 39H, 3AH 38R 3CH 


2881 36 










2082 37 










2083 38 










2084 39 










208S 3A 










2086 38 










2887 3C 


165 










166 


SOFTWARE MfiP TO TEMPERATURE 






167 








2088 


168 
169 
178 


ORG 209BH 






2088 21 


171 


D6 


21H, 23H, 25H, 28H, 31H, 35H, 39H 


208C23 










2080 25 










208E 28 










288F 31 










2090 35 










2091 39 


172 
173 








2060 


174 
175 
176 


ORG 2860H 








177 


SUBROUTINE ADJUST FOR COUNT IN 8155 




178 








2066 78 


179 


VJUST: MOV 


A,B 


LOAD ACCUMULATOR WITH UPPER HALF 


2861 E63F 


188 


ANI 


3FH 


RESET UPPER TWO BITS, CLEAR CARRY 


2863 IF 


181 


RAR 




ROTATE RIGHT THROUGH CARRY 


2064 47 


182 


NOV 


6, A 


STORE SHIFTED VALUE BACK IN B 


2865 79 


183 


NOV 


A,C 


LOAD ACCUMULATOR WITH LOUER HALF 


2066 IF 


184 


RAR 




ROTATE HITH CARRY RIGHT 


2067 4F 


185 


MOV 


C,A 


STORE SHIFTED VALUE IN C 


2068 D6 


186 


RNC 




1ST HALF OR SECOND? IF SECOND RETURN 


2069 3F 


187 


CMC 




CLEAR CARRY 


266A 7C 


188 


MOV 


A,H 


OBTAIN ONE HALF OF FULL COUNT. 


206B IF 


189 


RAR 




IF HL IS ODD THIS CONTAINS 


206C 67 


198 


MOV 


H,A 


ONE HALF(FULL COUNT-1), HHICH 


286D 7D 


191 


NOV 


A,L 


IS CORRECT. 


296E IF 


192 


RAR 






206F 6F 


193 


NOV 


LA 




2078 09 


194 


DAD 


6 


DOUBLE PRECISION ADD 


2871 44 


195 


MOV 


B,H 


RESTORE BC REGISTERS HITH COUNT 


2872 4D 


196 


NOV 


C,L 




2873 C9 


197 
198 
199 
208 


RET 
END 






PUBLIC SYMBOLS 










EXTERN**. SYMBOLS 










USER SYMBOLS 











ISIS-1I 8888/8085 MACRO ASSEMBLER, V2 8 



NODULE PAGE 



ADJUST A 2068 
THIGH A 2868 



CNTU A 281B 
TLOH A 28AF 



DELAY A 85F1 HXOSP A 026C NPO A 2817 OUTPIJT A 02B7 SEARCH A 2892 



ASSEMBLY COMPLETE, NO ERRORS 



CRT and Cassette Code 

ISIS- I I 3680/3685 ASSEMBLER, y l .8 i-^-it PAGE 1 

LOC. OBJ SEO SOURCE STATEMENT 

f HODS5 TITLE- 8085 SERIAL I/O NOTE APPENDIX"'/ 



A 1-48 



CRT and Cassette Code (Cont'd) 



ISIS-II 3030/8085 ASSEMBLER. VI 8 
3085 SERIAL I/O MOTE APPENDIX 



MODULE 



PAGE 



LOC OBJ 



SE8 



SOURCE STATEMENT 





10 : 






11 






■10 




20C8 


12 BITTIME EQU 


20C8H 


20CA 


14 HALFBIT EQU 


28CAH 


800B 


15 BITSO ECU 


11 


0009 


16 BITS! ECU 


Q 



THE FOLLOWING PROGRAMS AND SUBROUTINES APE DESCRIBED IN DETAIL 
IN INTEL CQPPERATIQN'S APPLICATION NOTE AP-29, "USING THE 8085 
SERIAL I/O LINES". THE FIRST SECTION IS A GENERAL PURPOSE CRT 
INTERFACE WITH AUTOMATIC BAUD RATE IDENTIFICATION; THE SECOND 
SFC T ION IS A MAGNETIC TAPE INTERFACE FOR STORING DATA ON CASSETTE 
TAPES THE CODE PRESENTED HERE IS OPIGINED AT LOCATION 808H, 
AND NIGHT RE PART OF AN EXPANSION PROM IN AN INTEL SDK-85 
SYSTEM DESIGN KIT. 



-ADDRESS OF STORAGE FOR COMPUTED BIT DELAV 
; ADDRESS OF. STORflGE FOR HALF BIT DELAV 
iDATA BITS PUT OUT (INCLUDING TWO STOP BITS) 
;DATA BITS TO BE RECIEVED (INCLUDING ONE STOP BIT) 



0800 



18 



ORG 



80SH ..STARTING ADDRESS OF SDK-85 EXPANSION PROM 



20 ; CRTTST CRT INTEPFACE TEST. WHEN CALLED, AWAITS THE SPACE BAR BEING PRESSED ON 

21 ; THE SYSTEM CONSOLE, AND THEN RESPONDS WITH A DATA RATE VERIFICATION 

22 : MESSAGE THERE AFTER, CHARACTERS TVPED ON THE KEYBOARD ARE ECHOED 
22 ; ON THE DISPLAY TUBE. UHEN A BREAK KEY IS TYPED, THE ROUTINE IS 

ALLOWING A DIFFERENT BAUD RATE TO BE SELECTED ON THE CRT. 



;SOD MUST BE HIGH BETWEEN CHARACTERS 





24 




PE-STAPTED. ALI 


8880 21C828 


25 


CRTTST 


LXI 


SP, 28C 


8802 2EC0 


26 


CPTi • 


MVI 


A,8C0H 


8805 29 


V? 




SIM 




8806 CD1A08 


28 




CALL 


BRID 


9809 CD4788 


2? 




CALL 


SIGNON 


988C CD8A08 


28 ECHO' 


CALL 


CIN 


038F 79 


21 




MOV 


A-C 


0818 B7 


TO 




ORA 


A 


0811 CA0283 


24 
25 




JZ 


CRT1 


8814 CD6908 




CALL 


COU T 


0817 C38C88 


lb 




IMP 


ECHO 



; IDENTIFY DATA RATE USED BY TERMINAL 
; OUTPUT SIGNON MESSAGE AT RATE DETECTED 
; READ NEXT KEYSTROKE INTO REGISTER C 

> CHECK IF CHARACTER WAS A <BREftO (ASCII 88H) 
; IF SO, RE-IDENTIFY DATA RATE 
. THIS ALLOWS ANOTHER RATE TO BE SELECTED ON CRT 
; OTHERWISE COPY REGISTER C TO THE SCREEN 
-•CONTINUE INDEFINITELY (UNTIL BREAK; 





48 .; 


THE LENGTH OF 




41 : 


IN ORDER TO D! 


881A 20 


42 BRIO- 


PIM 




081B B7 


42 


ORA 


A 


881C F21A08 


44 


JP 


BRID 


081F 28 


45 RPI1 


RIM 




0820 B7 


46 


ORA 


P 


8821 FA1F88 


47 


JM 


BRI1 


?824 21FAFF 


48 


LXI 


H, -6 


8827 1E84 


49 PRI2: 


MVI 


E, 84H 


8829 ID 


58 BPI4: 


DCR 


E 


082A C2298S 


51 


JNZ 


BRI4 


882D 22 


52 


INK 


14 


882E 28 


52 


PIM 





:BPID BAUD RATE IDENTIFICATION SUBROUTINE 

EXPECTS A <CR> (ASCII 28H> TO BE RECIEVED FROM THE CONSOLE. 

INITIAL ZERO LEVEL (SIK BITS WIDE) IS MEASURED 
IN ORDER TO DETERMINE THE DATA RATE FOR FUTURE COMMUNICATIONS. 

; VERIFY THAT THE 'ONE' LEVEL HAS BEEN ESTABLISHED 
; \ AS THE CRT IS POWERING UP 

.; MONITOR SID LINE STATUS 

; LOOP UNTIL START BIT IS RECIEVED 

;BIAS COUNTER USED IN DETERMINING ZERO DURATION 

,52 NPCHINE CYCLE DELAY LOOP 



INCREMENT COUNTER EVERY 84 CYCLES WHILE SID IS LOW 



A 1-49 



CRT and Cassette Code (Cont'd) 

ISIS-I I 8889/8885 ASSEMBLER. VI 8 MODULE "V*. :.'V- • PAGE 2 

8835 SERIAL !-'0 NOTE APPENDIX f> : . " 

LOC OBJ SEQ SOURCE STATEMENT '•' : 

ORA A 

jp mi 

; <HL> NOW CORRESPONDS TO INCOMING DATA RATE 

PUSH H : SAVE COUNT FOR HALFBIT TIME COMPUTATION 

INR H ; BITTIME IS DETERMINED BV INCREMENTING 

INR L ; \ H AND L INDIVIDUALLY 

SHLD BITTIME 

POP H .RESTORE COUNT FOR HALFBIT DETERMINATION 

OPfl ft ; CLEAR CRRRV 

MOV ft, H ; ROTATE RIGHT EXTENDED <HL> 
PfV? .'.TO r-I-IDE COUNT BV 2 

MOV HA 

MOV fi.. L 
PAR 

MOV LA 

INR H ; PUT H AND L IN PROPER FORMAT FOR DELAY 

INR L ;'. SEGMENTS (INCREMENT EACH) 

SHLD HALFBIT ;SAVE AS HALF-BIT TIME DELAY PARAMETER 
PET 

74 SIGNON HPITES A SIGN-ON MESSAGE TO THE CRT AT WHAT SHOULD BE THE CORRECT RATE. 

75 ; IF THE MESSAGE IS UNINTELLIGIBLE. WELL- SO IT GOES. 



982F B7 


54 


9828 F22788 


e-e; 




56 


9822 E5 


tzp 


9834 24 


58 


9825 2C 


59 


8825 22C828 


68 


982? El 


61 


882A B7 


62 


9S2B 7C 


62 


882C IF 


64 


982D 67 


65 


983E 7D 


66 


982F IF 


67 


8840 6F 


68 


9841 24 


t? 


8842 2C 


70 


9842 22CA28 


71 


88415 C9 


7"> 



8847 215598 


76 


SIGHOH 


L>'I 


H, STRNG 


.; LOAD START OF SIGN-ON MESSAGE 


884ft 4E 


77 


SI 


MOV 


CM 


. GET NEXT CHARACTER 


884B AF 


78 




XRP 


Q 


: CLEAR ACCUMULATOR 


884C Bl 


70 




ORft 


c 


, CHECK IF CHARACTER IS END OF STRING 


084D C8 


88 




RZ 




; RETURN IF SIGN-ON COMPLETE 


9S4E CD6988 


04 




CALL 


COtJT 


. ELSE OUTPUT CHARACTER TO CRT 


9851 23 


82 




I NX 


H 


; INDEX POINTER 


8.852 C24A88 


07 

84 
85 




JMP 


SI 


. ECHO NEXT CHAPfiCTER 


8855 8D 


STRNG: 


DB 


8DH. 8AH 


; <CRXLF> 


9856 8A 












8857 42415544 


86 




DB 


'BAUD RATE CKECK^ 


885B 28524154 












835F 45204248 












(Ml 454 24B 












836S 9D 


87 




DB 


8DH, OAH 


; <CRXLF> 


8867 8ft 












8868 98 


Op 




DB 


88H . 


■END-OF-STRING ESCAPE CODE 



8869 F2 


92 COUT 


DI 


986A C5 


17 


PUSH 


886B E5 


94 


PUSH 


886C 9698 


95 


KYI 


886E AF 


Ok 


XRA 


986F 2E89 


97 C01. 


MVI 


9871 IF 


Op 


PAP 


0872 38 


99 


SIM 


0872 2AC829 


188 


LHLD 


0876 2D 


191 C02: 


DCR 



98 ; COUT CONSOLE OUTPUT SUBROUTINE 

91 : WRITES THE CONTENTS OF THE C REGISTER TO THE CRT DISPLAY SCREEN 

E 

H 

B,6ITS0 ,SET NUMBER OF BITS TO BE TRANSMITTED 

ft ..CLEAR CARRY 

ft, 39H , SET WHAT WILL BECOME SOD ENABLE BIT 

;MOVE CARPY INTO SOL' DATA BIT OF ACC 

; OUTPUT DATA BIT TO SOD 
BITTIME 
L ,WAIT UNTIL APPROPRIATE TIME HAS PASSED 



A 1-50 



CRT and Cassette Code (Cont'd) 

ISIS-I I 8980/8985 ASSEMBLER, VI. 9 MODULE PAGE 

8085 SERIAL I/O NOTE APPENDIX 

LOC OBJ SEO SOURCE STATEMENT 



0877 C27608 


102 




JN2 


C02 




087A 25 


103 




DCP 


H 




887B C27698 


104 




JNZ 


C02 




087E 27 


10.5 




STC 




.; SET WHAT WILL EVENTUflLLV BECOME A STOP BIT 


987F 79 


106 




MOV 


Pi,': 


.; ROTATE CHARACTER RIGHT ONE BIT, 


9888 IF 


197 




PAR 




.; \ MOVING NEXT DATA BIT INTO CARRY 


0881 4F 


108 




MOV 


C,A 




9882 95 


109 




OCR 


B 


; CHECK IF CHARACTER (AND STOP BIT(S)) DONE 


0882 C2SF98 


110 




JNZ 


C01 


.: IF NOT.. OUTPUT CURRENT CflRRV 


9886 El 


111 




POP 


\t 


; RESTORE STATUS AND RETURN 


9887 CI 


112 




POP 


g 




0888 FB 


112 




EI 






0889 C? 


J 14 
115 
116 




RET 








CIN 


CONSOL 


INPUT SUBROUTINE WAITS FOR ft KEYSTROKE AND 




117 




RETURN* 


WITH 8 BITS IN REG C. 


988A F2 


118 


2IN: 


01 






esse E5 


■HC 




PUSH 


H 




088C 0699 


129 




MVI 


B, BITS I 


;DATA BITS TO BE READ (LAST RETURNED IN CY) 


088E 29 


121 


:n. 


RIM 




:HflIT FCif: SYNC BIT TRANSITION 


088F B7 


122 




OPA 


H 




0899 FA8E98 


122 




JM 


Cli 




0892 2ACA20 


124 




LHLD 


HALFBIT 




0896 2D 


125 


:i2 


OCR 


L 


.- rfftlT UNTIL MIDDLE OF START BIT 


0897 C29698 


126 




JNZ 


CI2 




689A 25 


127 




DCR 


H 




089B C29608 


128 




JNZ 


CI2 




989E 2AC829 


129 


:i2 


LHLD 


BITTIHE 


, WhIT OUT BIT TIME 


08A1 2D 


129 


:h 


DC? 


L 




08A2 C2A108 


121 




JNZ 


CI 4 




08A5 25 


■1 ?■"' 




DC 


H 




98RS C2A198 


122 




JNZ 


CI4 




99R9 26 


124 




RIM 




••CHECK SID LINE LEVEL 


08 AA 17 


175 




PAL 




;DRTA BIT IN CV 


68AB 05 


126 




DCR 


B 


. DETERMINE IF THIS IS FIRST STOP BIT 


08AC CAB698 


127 




17 


i*'I C - 


; IF SO, JUMP OUT OF LOOP 


08AF 79 


128 




MO'-' 


A: C 


, ELSE ROTATE INTO PARTIAL CHARACTER IN C 


08B0 IF 


■pu 




PAR 




: ACC HOLDS UPDATED CHARACTER 


98B1 4F 


149 




HO 1 .' 


C. R 




08B2 90 


141 




NOP 




.. EOUALIZES GOUT AND CIN LOOP TIMES 


aop-; r^acjiq 


142 




JMP 


r it 




88B6 El 


142 


:i5 


POP 


H 




08B7 FB 


144 




EI 






08B8 C? 


145 




RET 




■CHARACTER COMPLETE 



146 

14S 

149 ; THF FOLLOWING CODE IS USED £¥ THE CASSETTE INTERFACE. 

15? ■ SUBROU T INES T APEO AMD TAPEIN ARE USED RESPECTIVELV 

151 ; TO OUTPUT OF RECEIVE AN EIGHT BIT BYTE OF DATA. REGISTER C 

152 • HOLDS THE DAT* IN EITHER CASE REGISTERS fi,B,4C ARE ALL DESTROYED. 
0010 152 CYCHO FCH.l 16 TWICE THE NUMBER OF CVCLES PER TONE BURST 

001E J 54 HALFfVC ECU 20 DETERMINES TONE FREQUENCY 

A1-51 



CRT and Cassette Code (Cont'd) 

ISIS-II 3638/8835 ASSEMBLER. VI MODULE PftGE 5 

8085 SERIAL I/O NOTE APPENDIX 

LOC OP J SFO. SOURCE STATEMENT 

8816 155 CERATE EQU 22 , SETS SAMPLE RATE 

88FA 156 LERDEP EOU 255 • NUMBER OF SUCCESIVE TOME BURSTS COMPRISING LEADER 

88FA 157 LDPCHK EOU 250 . USED IN PLflVEK TO VERIFV PRESENCE OF LEADER 

159 

159 :BLKPCD OU T PUTS A VEPV LONG. TONE BURST '.<LEAl€R> TIMES 

160 ' THE NORMAL BURST DURATION) TO ALLOW RECORDER ELECTRONICS 

161 AND flGC TO STABILIZE, THEN OUTPUTS THE REMAINDER OF THE 

162 • 256 BVTE PAGE POINTED TO BV <H>, STARTING AT BVTE <L>. 
@3B9 9EFA • 163 BLKPCD MVI C- LEADER; SET UP LEADER BURST LENGTH 

88BB 3EC@ 164 MVI A..0C8H ; SET ACCUMULATOR TO RESULT IN TONE BURST 

88BD CDF888 165 BRl' CPU. BURST .OUTPUT TONE 

03O3 8D 166 DCR C 

9SC1 C2BD83 16? JNZ BRl : SUSTAIN LEADER TONE 

88C4 AF 163 XRA A ; CLEAR ACCUMULATOR i OUTPUT SPACE. SO THAT 

08C5 CDF083 16? CALL BURST ;\ START OF C IRST DATA BVTE CAN BE DETECTED 

88C8 4E 170 BR2 MOV C. H ■ GET DATA BVTE TO &t RECORDED 

68C9 CDD188 171 CALL TAPEO ; OUTPUT REGISTER C TO RECORDER 

63CC 2C 172 INR L ; POINT TO NEXT BVTE 

88CD C2C883 173 JNZ BP2 

88D8 C9 174 RET -AFTER BLOCK IS COMPLETE 

175 

176 

177 ; TAPEO OUTP'JTS THE BVTE IN REGISTER L TO THE RECORDER. 

178 , REGISTERS A B.CD,*E APE fiLL USED. 
83D1 F3 179 TAPEO: DI 

0SD2 D5 188 PUSH D ;D*E USED AS COUNTERS BV SUBROUTINE BURST 

0802 9689 181 MVI E, 9 , WILL RESULT IN 8 DATA BITS AND ONE STOP BIT 

68D5 AF 182 T01 XRA A , CLEAR ACCUMULATOR 

8SD6 3EC8 183 MVI A.9C0H ..SET ACCUMULATOR TO CAUSE A TONE BURST 

83D8 CDF0O8 184 CALL. BURST 

88DB 7? 185 MOV A, C : MOVE NEXT DATA BIT INTO THE CAR.RV 

83DC IF 186 PAR 

8SDD 4F 187 MOV CA ; CARRY WILL BECOME SOD ENABLE IN BURST ROUTINE 

88DE 2E61 188 MVI A.81H ; SET BIT TO BE REPEATEDlV COMPLEMENTED IN BURST 

08ES IF 189 RPR 

88E1 IF 190 RAR 

08E2 CDF888 191 CALL BURST ; OUTPUT EITHER A TONE OR A PAUSE 

88E5 AF 192 MRA A ; CLEAR ACCUMULATOR 

88E6 CDF 809 192 CALL BURST > OUTPUT PAUSE 

08E9 85 194 DCR B 

88EA C2D58S 195 JNZ T01 ; REPEAT UNTIL BVTE FINISHED 

98ED Dl 196 POP D > RESTORE STATUS AND RETURN 

98EE FB 197 EI 

88EF C9 198 PET 

199 

88F0 1618 288 BURST. MVI D, CYCNO ; SET NUMBER OF CYCLES 
88F2 38 281 BUI. SIM ; COMPLEMENT SOD LINE IF SOD ENABLE BIT SET 

88F2 1E1E 282 MVI E.HALFCVC 

88F5 ID 283 BU2 DCR E ; REGULATE TONE FREQUENCY 

93F6 C2F58S 284 JNZ EU2 

88F9 EE38 285 XRI 88H ; COMPLEMENT SOD DATA BIT IN ACCUMULATOR 

88FB 15 286 DCR D 

88FC C2F298 287 JNZ BUI ; CONTINUE UNTIL BURST «JR EGUIVILENT PAUSE) FINISHED 



CRT and Cassette Code (Cont'd) 



ISIS-II 8989/8685 ASSEMBLER, VI. 9 
8985 SERIAL I/O NOTE APPENDIX 



MODULE 



PAGE 



loc oej 



98FF C9 



9999 9EFA 
9992 CD2D09 
9995 D29999 
8998 9D 
9999 C29299 
999C C01599 
999F 71 
9919 2C 
9911 C29C99 
9914 C9 



9915 9699 
9917 1609 
8919 15 
091A CD2D09 
091D DA1989 
9929 CD2D99 
9922 DA1909 
9926 14 
8927 CD2D89 
092A D22699 
092D CD3D99 
9920 D22609 
0922 7A 
9924 17 
0925 79 

9926 IF 

9927 4F 

9928 85 

9929 C21799 
992C C9 

892D 1E16 
092F ID 
0949 C22F09 
9942 29 

0944 17 

0945 C9 



SEG 



SOURCE STATEMENT 



288 
289 

210 ;PLRYBK 

211 ; 

212 ; 
212 ; 

214 PLRYBK 

215 PB1 
216 
217 
218 

219 PB2: 

229 

221 

222 

222 



RET 



CONTIH. 

MVI 

CALl 

JNC 

DCR 

JNZ 

CALL 

MOV 

IMP 

JNZ 

PET 



WAITS FOR THE LONG LEADER BURST TO ARRIVE, THEN CONTINUES 
READING BVTES FROM THE RECORDER AND STORING THEM 
IN NEHOPV STORTING AT LOCATION <HL>. 
JES UNTIL THE END OF THE CURRENT PAGE «L>=8FFH) IS REACHED. 
C, LDRCHK ; <LDRCHK> SUCCESSIVE HIGHS MUST BE READ 



BITIN 

PLAYBK 

C 

P61 

TAPEIN 

M, C 

L 

PB2 



TO VERIFY THAT THE LEADER IS PRESENT 
. AND ELECTRONICS HAS STABILIZED 



, GET DATA BYTE FROM RECORDER 

: STORE IN MEMORY 

; IHCPEHEHT POINTER 

; REPEAT FOR REST OF CURRENT PAGE 



225 
226 
227 
228 
229 
229 
221 
222 
?\2 
224 
225 
226 
227 
238 
239 
248 
241 
242 
242 
244 
245 
246 
247 
248 
249 
250 
251 
252 
252 
254 
255 



TAPEIN CASSETTE TAPE INPUT SUBROUTINE. READS ONE BYTE OF DATA 

FROM THE RECORDER INTERFACE AND RETURNS WITH THE BYTE IN REGISTER C 



TI2. 



TAPEIN: MVI 
Til: MVI 
TI2: DCR 
CALL 
JC 
CALL 

INR 

CALL 

JNC 

CALL 

JNC 

MOV 

RAL 

MOV 

RAR 

MOV 

DCR 

JNZ 

RET 

BITIN: MVI 
BI1: DCR 
JNZ 
RIM 
RAL 
RET 

END 



8, 9 

D, 99H 

D 

BITIN 

TI2 

BITIN 

TI2 

D 

BITIN 

TI2 

BITIN 

TI3 

A.D 

A,C 

C,A 

B 

Til 



•READ EIGHT OftTfl BITS 

; CLEAR IJP.'D0UN COUNTER 

. DECREMENT COUNTER EACH TIME ONE LEVEL IS READ 

;REPEPT IF STILL AT ONE LEVEL 



,■ INCREMENT COUNTER EACH TIME ZERO IS READ 
; REPEAT EACH TIME ZERO IS READ 

;MOVE COUNTER MOST SIGNIFICANT BIT INTO CARRY 
•MOVE DATA BIT RECIEVED (CY) INTO BYTE REGISTER 

; REPEAT UNTIL FULL BYTE ASSEMBLED 



Ei CKRATE 

E 

BI1 .LIMIT INPUT SAMPLING RATE 
.; SAMPLE SID LINE 
. MOVE DATA INTO CY BIT 



PUBLIC SYMBOLS 



A1-53 



CRT and Cassette Code (Cont'd) 
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EXTERNAL SYMBOLS 




















USER SYMBOLS 




















911 PI 097F 


BITIH 


ft 083D 


BITS I ft 0009 


BITSO 


fl 9808 


B ITT IK fl 28C8 


BLKRCD ft 0889 


BR1 


A 08BD 


BR2 fl 03C8 


SPM 


fl 08J.F 


BPH ft 0827 


BPH 


ft 9829 


BR ID fl 081ft 


BUI ft 08F2 


BU2 


A 08F5 


BURST ft 03F0 


CM 


fl 088E 


CI2 fl 0896 


CI1 


fl 989E 


CI 4 ft 88fll 


CIS fl 8886 


CIM 


A 088A 


CKRflTE fl 0016 


C01 


fl 886F 


C02 fl 0878 


COUT 


ft 0869 


CRT! fl 9302 


CRTTST fl 0800 


CVCNO 


ft 0010 


ECHO fl 080C 


HflLFBI 


ft.20Cft 


HftLFCY ft 801E 


LC-RC* 


ft OOFft 


LEADER fl 00FA 


PBl fl 0902 


PB2 


A 090C 


PLfiVBK fl 0868 


Si 


ft 084fl 


SIGNON fl 0847 


STPNG 


ft 0855 


TAPE IN ft 0915 


TftPEO ft 88D1 


Til 


A 0917 


TI2 fl 0819 


TI2 


fl 0^26 


TOi fl 08D5 






' 









ASSEMBLY COMPLETE, NO ERROR' 



A 1-54 



CRT and Cassette Code (Cont'd) 
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511 


249* 


259 




BITIN 


215 


220 


2?? 


BITSI 


16* 


120 




BITSO 


15* 


95 




BITTIM 


12* 


60 


108 


BLKRCD 


163* 






BR1 


165t 


167 




BR2 


178# 


172 




BRI1 


45f 


47 




BPI2 


49* 


55 




BPI4 


58* 


51 




EPID 


28 


42* 


44 


BUI 


281* 


297 




BU2 


283* 


204 




BURST 


165 


169 


184 


ill 


121t 


123 




CI2 


125* 


126 


128 


CO 


129* 


142 




CI4 


129* 


121 


122 


CI5 


137 


142* 




CIN 


3e 


118* 




CKRflTE 


1551 


248 




C01 


97* 


110 




C02 


181* 


192 


184 


COUT 


25 


81 


92* 


CPT1 


26* 


77. 




CRTTST 


25* 






CVCNO 


152* 


200 




ECHO 


26* 


26 




HftLFB! 


14* 


71 


124 


HflLFCV 


154* 


202 




LORCHK 


157* 


214 




LEADER 


156* 


162 




FBI 


215* 


218 




PB2 


219* 


222 




PLflVBK 


214* 


216 




SI 


77* 


82 




SIGNON 


29 


76* 




STRNG 


76 


85* 




TflPEIM 


219 


227* 




TAPED 


171 


179* 




Til 


228* 


245 




TI2 


229* 


221 


.;.:. 


TI2 


224*- 


226 


238 


TOl 


152* 


195 





225 



129 



248* 



191 193 



CROSS REFERENCE COMPLETE 



Workshops 



Intel Workshops 




Training in 
Microcomputers 

Whether your present 
involvement with micro- 
computers is a result of 
long-term planning or 
simply an exploratory proj- 
ect undertaken by your 
company in response to 
external circumstances, 
there exists an obvious 
and urgent need for you to 
familiarize yourself with this 
exciting new technology. If 
the microcomputer is, or is 
destined to become, a part 
of your working scene, then 
the importance of carefully 
planned training cannot be 
over-emphasized. A modest 
outlay in time and money 
now can save many weeks 
of self-study and could well 
prevent some very expen- 
sive mistakes during the 
initial development of 
your systems. 

Why Intel Training? 

EXPERIENCE 

Intel has been training engi- 
neers in the application of 
microprocessors and the 
development of microcom- 



puter systems since the 
early 70s, and there are 
now many thousands of en- 
gineers creating the most 
advanced microcomputer 
systems as a direct result of 
successful training with us. 

VARIETY OF COURSES 
Intel offers a wide spectrum 
of workshops covering all 
Intel microprocessor 
families from components 
to the board and system 
levels. Microcontroller and 
microprocessor workshops 
cover assembly language 
programming; high level 
languages are covered in 
separate intense courses. 
Your particular training re- 
quirement may involve just 
one or several courses, so 
we have taken care to en- 
sure that each workshop is 
a high-quality training mod- 
ule that can either stand 
independently or integrate 
with other modules to com- 
pletely cover the subject. 
The workshops are fre- 
quently updated to include 
the latest developments in 
devices, boards, software, 
and development tools, and 
reviewed on a regular basis 
for clarity and content. 

PRODUCT KNOWLEDGE 
As the designers and 
manufacturers of the most 
widely accepted microcom- 
puter products in the world, 
our knowledge is both com- 
prehensive and topical. Re- 
member the saying about 
"the horse's mouth"! 



EXTENSIVE MATERIAL 
Teaching aids include slide 
and video tape equipment, 
student notebooks and a 
wide range of printed ma- 
terials which are designed 
to provide post-training as- 
similation and act as practi- 
cal reference manuals in 
your own laboratory. 

"HANDS-ON" EXPERIENCE 
We believe that students 
learn better by doing than 
by listening, so a sizeable 
proportion of course time is 
devoted to dynamic training 
via the INTELLEC develop- 
ment System, appropriate 
single-board computers, In- 
Circuit Emulators (ICE), I/O 
units for programming exer- 
cises, and computer kits for 
design and debugging ses- 
sions. Each student there- 
fore receives valuable 
"hands-on" experience of 
the principles and tech- 
niques featured in the 
lecture sessions. 

Accreditation for 
Workshops 

Intel Customer Training 
offers Continuing Educa- 
tion Units (CEUs) for com- 
pletion of our workshops. 
Attendees of our 5-day 
workshops receive 3.5 
CEUs, while attendees of, 
our 4-day and 3-day work- 
shops receive 3.0 CEU and 
2.0 CEUs respectively. 
Education Units provide 
recognition of pro- 
fessional growth and 
achievement. 
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Where Is Intel Training? 




Workshops are presented in the local language. 



FOR MORE 
INFORMATION 

For more information, or to 
schedule a Customer Site 
Workshop at your facility, 
call your local Intel Field 
Sales Engineer or Sales 
Representative. Or contact 
the customer site coordi- 
nator at your nearest Intel 
training center. 



Intel Customer Training is 
a worldwide organization 
with workshops scheduled 
nearly every week of the 
year in our training centers: 

BOSTON AREA 
(617)256-1374 
TWX 710-343-6333 

CHICAGO AREA 
(312)981-7250 
TWX 910-651-5881 

DALLAS AREA 
(214)241-8087 
TWX 910-860-5617 

SAN FRANCISCO 
BAY AREA 
(408) 734-8395 
Telex 352-005 
TWX 910-338-7811 

WASHINGTON, D.C. AREA 

(617)256-1374 

TWX 710-343-6333 

LONDON AREA 
SWINDON (0793) 488-388 
Telex 444447 

MUNICH AREA 
(089) 5389-1 
Telex 523177 

PARIS AREA 
RUNGIS (01) 687-22-21 
Telex 270475 

STOCKHOLM AREA 
BROMMA (08) 98.53.85 
Telex 12261 

TOKYO AREA 
03-437-661 1 

BENELUX AREA 
Rotterdam (10) 149-122 
Telex 844-22283 

COPENHAGEN AREA 

(1)182-000 

Telex 19567 

ISRAEL 
(972) 452-4261 
Telex 4651 1 
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Introduction to Microprocessors 



Included in the price of the 
course is an SDK-85 kit which 
includes: 

3 MHz 8085 CPU 

(enhanced 8080) 
Keyboard — 24 keys 
Display — 6 digits 
Monitor ROM 2048 bytes 
RAM Memory 256 bytes 
38 I/O Lines 
Teletype interface 
Complete documentation 

Course Description 

• Fundamental computer 
concepts and termin- 
ology introduced 

• Operation of the Intel 
8085 microprocessor 
explained 

• 8085 assembly language 
programming 

• Stacks, subroutines, 
interrupts and I/O 
interfacing introduced 

• Lab sessions on SDK-85 
System Design Kit 

• An SDK-85 Kit (valued at 
$300) is yours to keep 

Attendees 

• Engineers, scientists, or 
other technical people 
with limited computer 
or digital electronics 
background. 

Length: 4 Days 

Tuition: $895 (includes 
SDK-85 Kit) 




Course Outline 



DAY1 



DAY 2 



DAY 3 



Introduction to 

Microelectronics 
Computer Concepts 
Computer Languages 
Using the SDK-85 
Lab: Kit Operation and 

Programming 
Moving Data 



Logic Instructions 

Lab: Handshaking Techniques 

Addition 

Lab: Multi-Function Programs 

Microprocessor Operation 



DAY 4 



Delay Loops 

Lab: Audio Oscillator Using 

Digital Techniques 
Subroutines 
Stack Operation 
Lab: Using Subroutines 



Interrupts 

Memory Operation and 
Address Decoding 

Programmable Peripheral 
Chips 

Lab: Chip Programming 
Exercises 

Introduction to the 
Development System, 
ICE, Assembler, and 
High Level Languages 
Course Summary and 

Review 
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Introductory 



MCS -80/85 Microprocessors 




Course Outline 



Course Description 

• 8085 architecture 
explained in detail 

• Assembly language 
programming for 
8080/8085 

• Design and development 
of systems using Intel 
8080, 8085 chips 

• Interfacing and 
programming techniques 

• "Hands-on" lab sessions 
using the Intellec Micro- 
computer Development 
System 

• ICE-85 In-Circuit 
Emulator used to 
debug programs 



Attendees 

• Design engineer or pro- 
grammer who is familiar 
with binary numbers and 
logic functions 

• Prior attendance at Intro- 
duction to Microcom- 
puters Workshop or 
equivalent knowledge is 
recommended 

Length: 5 Days 

Tuition: $995 

$850 (Group rate) 



DAY1 



Introduction to 

Microprocessors 
Assembly Language 

Instructions 
Programmed Input and Output 
Microcomputer Development 

System Monitor 
Lab: Using System Monitor 



DAY 2 



Microcomputer Development 

System 
Disk Operating System 
CREDIT Text Editor and Macro 

Assembler 
The Processors 
Lab: Using Text Editor 

and Assembler 



PAY 3 



Stacks and Subroutines 
Interrupts 
In-Circuit Emulator 
Lab: In-Circuit Emulator 
Introduction 



DAY 4 



Input and Output Techniques 
Programming Techniques 
Lab: Using 8085 In-Circuit 
Emulator 



DAY 5 



8555,8355, 8185, 8251 A 

Peripherals 
Tools for Modular Program 

Development 
Lab: Multimodule 

Programming 



8080, 8085 
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DOMESTIC SALES OFFICES 



ALABAMA 

Intel Corp. 

303 Williams Avenue, S.W. 

Suite 1422 

Huntsville 35801 

Tel: (205) 533-9353 

ARIZONA 

Intel Corp. 

11225 N. 28th Drive 
Suite 214D 
Phoenix 85029 
Tel: (602) 869-4980 

CALIFORNIA 

Intel Corp. 
1010 Hurley Way 
Suite 300 
Sacramento 95825 
Tel: (916) 929-4078 

Intel Corp. 

7670 Opportunity Road 

Suite 135 

San Diego 92111 

(714) 268-3563 

Intel Corp.* 

2000 East 4th Street 

Suite 100 

Santa Ana 92705 

Tel: (7141 835-9642 

TWX: 910-595-1114 

Intel Corp.* 
1350 Shorebird Way 
Ml. View 94043 
Tel: (415) 96*8086 
TWX: 910-339-9279 
910-338-0255 

Intel Corp.* 
5530 Corbin Avenue 
Suite 120 
Tarzana 91356 
Tel: (213) 708-0333 
TWX: 910-495-2045 

COLORADO 

Intel Corp. 

4445 Northpark Drive 

Suite 100 

Colorado Springs 80907 

Tel: (303) 594-6622 

Intel Corp.* 

650 S. Cherry Street 

Suite 720 

Denver 80222 

Tel: (303) 321-8086 

TWX: 910-931-2289 

CONNECTICUT 

Intel Corp. 

36 Padanaram Road 
Danbury 06810 
Tel: (203) 792-8366 
TWX: 710-456-1199 

EMC Corp. 
393 Center Street 
Wallingford 06492 
Tel: (203) 265-6991 

FLORIDA 

Intel Corp. 

1500 N.W. 62nd Street 

Suite 104 

Ft. Lauderdale 33309 

Tel: (305) 771-0600 

TWX: 510-956-9407 

Intel Corp. 
500 N. Maitland 
Suite 205 
Maitland 32751 
Tel: (305) 628-2393 
TWX: 810-853-9219 

GEORGIA 

Intel Corp. 

3300 Holcombe Bridge Road 

Suite 225 

Norcross 30092 

Tel: (404) 449-0541 



ILLINOIS 

Intel Corp.* 

2550 Golf Road 

Suite 815 

Rolling Meadows 60008 

Tel: (312) 981-7200 

TWX: 910-651-5881 

INDIANA 

Intel Corp. 
9100 Purdue Road 
Suite 400 
Indianapolis 46268 
Tel: (317) 875-0623 

IOWA 

Intel Corp. 

St. Andrews Building 

1930 St. Andrews Drive N.E. 

Cedar Rapids 52402 

Tel: (319) 393-5510 

KANSAS 

Intel Corp. 

8400 W. 110th Street 

Suite 170 

Overland Park 66210 

Tel: (913) 642-8080 

LOUISIANA 

Industrial Digital Systems Corp. 

2332 Severn Avenue 

Suite 202 

Metairie 70001 

Tel: (504) 831-8492 

MARYLAND 

Intel Corp.* 
7257 Parkway Drive 
Hanover 21076 
Tel: (301) 796-7500 
TWX: 710-862-1944 

Intel Corp. 
1620 Elton Road 
Silver Spring 20903 
Tel: (301) 431-1200 

MASSACHUSETTS 

Intel Corp.* 
27 Industrial Avenue 
Chelmsford 01824 
Tel: (617) 256-1800 
TWX: 710-343-6333 

EMC Corp. 
385 Elliot Street 
Newton 02164 
Tel: (617) 244-4740 



MICHIGAN 

Intel Corp.* 

26500 Northwestern Hwy. 

Suite 401 

Southfield 48075 

Tel: (313) 353-0920 

TWX: 810-244-4915 



3500 W. 80th Street 
Suite 360 
Bloomington 55431 
Tel: (612) 835-6722 
TWX: 910-576-2867 



Suite 131 

Earth City 63045 

Tel: (314) 291-1990 

NEW JERSEY 

Intel Corp.* 
Raritan Plaza III 
Raritan Center 
Edison 08837 
Tel: (201) 225-3000 
TWX: 710-480-6238 



Intel Corp. 

1120 Juan Tabo N.E. 
Albuquerque 87112 
Tel: (505) 292-8086 



Intel Corp.* 

300 Vanderbllt Motor Parkway 

Hauppauge 11788 

Tel: (516) 231-3300 

TWX: 510-227-6236 

Intel Corp. 

80 Washington Street 

Poughkeepsle 12601 



Intel Corp.* 

211 White Spruce Boulevard 

Rochester 14623 

Tel: (716) 424-1050 

TWX: 510-253-7391 



Tel: (315) 463-8592 
TWX: 710-541-0554 

T-Squared 
7353 Plttsford 
Victor Road 
Victor 14564 
Tel: (716) 924-9101 
TWX: 510-254-8542 

NORTH CAROLINA 

Intel Corp. 

2306 W. Meadowview Road 

Suite 206 

Greensboro 27407 

Tel: (919) 294-1541 

OHIO 

Intel Corp.* 
6500 Poe Avenue 
Dayton 45414 
Tel: (513) 890-5350 
TWX: 810-450-2528 

Intel Corp.* 

Chagrin-Brainard Bldg., No. 300 

28001 Chagrin Boulevard 

Cleveland 44122 

Tel: (216) 464-6915 

TWX: 810-427-9298 

OKLAHOMA 

Intel Corp. 

4157 S. Harvard Avenue 

Suite 123 

Tulsa 74135 

Tel: (918) 749-8688 

OREGON 

Intel Corp. 

10700 S.W. Beaverton 
Hillsdale Highway 
Suite 22 
Beaverton 97005 
Tel: (503) 641-8086 
TWX: 910-467-8741 

PENNSYLVANIA 



Fort Washington 19034 
Tel: (215) 641-1000 
TWX: 510-661-2077 

Intel Corp.* 

201 Penn Center Boulevard 

Suite 301W 

Pittsburgh 15235 

Tel: <4f2) 823-4970 

Q.E.D. Electronics 
300 N. York Road 
Hatboro 19040 
Tel: (215) 674-9600 



TEXAS 

Intel Corp.* 
12300 Ford Road 
Suite 380 
Dallas 75234 
Tel: (214) 241-8087 
TWX: 910-860-5617 

Intel Corp.* 
7322 S.W. Freeway 
Suite 1490 
Houston 77074 
Tel: (713) 988-8086 
TWX: 910-881-2490 

Industrial Digital Systems Corp. 
5925 Sovereign 
Suite 101 
Houston 77036 
Tel: (713)988-9421 

Intel Corp. 

313 E. Anderson Lane 

Suite 314 

Austin 78752 

Tel: (512) 454-3628 

UTAH 



268 West 400 South 
Salt Lake City 84101 
Tel: (801) 533-8086 

VIRGINIA 

Intel Corp. 

1603 Santa Rosa Road 

Suite 109 

Richmond 23288 

Tel: (804) 282-5668 

WASHINGTON 

Intel Corp. 

110 110th Avenue N.E. 

Suite 510 

Bellevue 98004 

Tel: (206) 453-8086 

TWX: 910-443-3002 

WISCONSIN 

Intel Corp. 

450 N. Sunnyslope Road 

Suite 130 

Brookfleld 53005 

Tel: (414) 784-9060 



CANADA 

ONTARIO 



Intel Semiconductor of Canada, Ltd. 
39 Hwy. 7, Bell Mews 
Nepean K2H 8R2 
Tel: (613) 829-9714 
TELEX: 053-4115 

Intel Semiconductor of Canada, Ltd. 

50 Galaxy Boulevard 

Suite 12 

Rexdale M9W 4Y5 

Tel: (416) 675-2105 

TELEX: 06983574 

Intel Semiconductor of Canada, Ltd. 

201 Consumers Road 

Suite 200 

Willowdale M2J 4G8 

Tel: (416) 494-6831 

TELEX: 4946831 

QUEBEC 

Intel Semiconductor of Canada, Ltd. 

3860 Cote Vertu Road 

Suite 210 

St. Laurent H4R 1V4 

Tel: (514) 334-0560 

TELEX: 05-824172 



•Field Application Location 



iny 



DOMESTIC DISTRIBUTORS 



fArrow Electronics, Inc. 
3611 Memorial Parkway So. 
Huntsville 35405 
Tel: (205) 882-2730 

tHamilton/Avnet Electronics 
4812 Commercial Drive N.W. 
Huntsville 35805 
Tel: (205) 837-7210 
TWX: 810-726-2162 

tPioneer/Huntsville 
1207 Putnam Drive N.W. 
Huntsville 35805 
Tel: (205) 837-9300 
TWX: 810-726-2197 

ARIZONA 

tHamilton/Avnet Electronics 
505 S. Madison Drive 
Tempe 85281 
Tel: (602) 231-5140 
TWX: 910-950-0077 

tWyle Distribution Group 
8155 N. 24th Street 
Phoenix 85021 
Tel: (602) 249-2232 
TWX: 910-951-4282 



tArrow Electronics, Inc. 
521 Weddell Drive 
Sunnyvale 94086 
Tel: (408) 745*600 
TWX: 910-339-9371 

tArrow Electronics, Inc. 
19748 Dearborn Street 
Chatsworth 91311 
Tel: (213) 701-7500 
TWX: 910-493-2086 

tHamilton/Avnet Electronics 
350 McCormick Avenue 
Costa Mesa 92626 
Tel: (714) 754-6051 
TWX: 910-595-1928 

tHamilton/Avnet Electronics 
19515 So. Vermont Avenue 
Torrance 90502 
Tel: (213) 615-3909 
TWX: 910-349-6263 

tHamilton/Avnet Electronics 
1175 Bordeaux Drive 
Sunnyvale 94086 



tHamilton/Avnet Electronics 
4545 Viewridge Avenue 
San Diego 92123 
Tel: (714) 641-1850 
TWX: 910-595-2638 



Culver City 20230 
Tel: (213) 558-2458 
TWX: 910-340-6364 

tHamilton Avnet/Electronics 
21050 Erwin Street 
Woodland Hills 91367 
Tel: (213) 883-0000 
TWX: 910-494-2207 

tHamilton Electro Sales 
3170 Pullman Street 
Costa Mesa 92626 
Tel: (714) 641-4109 
TWX: 910-595-2638 

tHamilton/Avnet Electronics 
4103 Northgate Boulevard 
Sacramento 95834 
Tel: (916) 920-3150 

Kierulff Electronics, Inc. 
3969 E. Bayshore Road 
Palo Alto 94303 
Tel: (415) 968-6292 
TWX: 910-379-6430 

Kierulff Electronics, Inc. 
14101 Franklin Avenue 
Tustin 92680 
Tel: (714) 731-5711 
TWX: 910-595-2599 

Kierulff Electronics, Inc. 
2585 Commerce Way 
Los Angeles 90040 
Tel: (213) 725-0325 
TWX:' 910-580-3666 

tWyle Distribution Group 
124 Maryland Street 
El Segundo 90245 
Tel: (213) 322-8100 
TWX: 910-348-7140 or 7111 



CALIFORNIA (Cont'd) 



TWX: 910-335-1590 

tWyle Distribution Group 
3000 Bowers Avenue 
Santa Clara 95051 
Tel: (408) 727-2500 
TWX: 910-338-0296 

tWyle Distribution Group 
17872 Cowan Avenue 
Irvine 92714 
Tel: (714) 641-1600 
TWX: 910-595-1572 



tWyle Distribution Group 
451 E. 124th Avenue 
Thornton 80241 
Tel: (303) 457-9953 
TWX: 910-936-0770 

tHamilton/Avnet Electronics 
8765 E. Orchard Road 
Suite 708 
Englewood 80111 
Tel: (303) 740-1017 
TWX: 910-935-0787 

CONNECTICUT 

tArrow Electronics, Inc. 
12 Beaumont Road 
Wallingford 06492 
Tel: (203) 265-7741 
TWX: 710-476-0162 

tHamilton/Avnet Electronics 
Commerce Industrial Park 
Commerce Drive 
Danbury 06810 
Tel: (203) 797-2800 
TWX: 710-456-9974 

tHarvey Electronics 
112 Main Street 
Norwalk 06851 
Tel: (203) 853-1515 
TWX: 710-468-3373 

FLORIDA 

tArrow Electronics, Inc. 
1001 N.W. 62nd Street 
Suite 108 

Ft. Lauderdale 33309 
Tel: (305) 776-7790 
TWX: 510-955-9456 

tArrow Electronics, Inc. 
50 Woodlake Drive W. 
Bldg. B 

Palm Bay 32905 
Tel: (305) 725-1480 
TWX: 510-959-6337 

tHamilton/Avnet Electronics 
6601 N.W. 15th Way 
Ft. Lauderdale 33309 
Tel: (305) 971-2900 
TWX: 510-956-3097 

tHamilton/Avnet Electronics 
3197 Tech. Drive North 
St. Petersburg 33702 
Tel: (813) 576-3930 
TWX: 810-863-0374 

tPioneer/Alta Monte Springs 

221 N. Lake Blvd. 

Suite 412 

Alta Monte Springs 32701 

Tel: (305) 859-3600 

TWX: 810-853-0284 

tPioneer/Ft. Lauderdale 
1500 62nd Street N.W. 
Suite 506 

Ft. Lauderdale 33309 
Tel: (305) 771-7520 
TWX: 510-955-9653 

GEORGIA 

tArrow Electronics, Inc 
2979 Pacific Drive 
Norcross 30071 
Tel: (404) 449-8252 
TWX: 810-766-0439 

tHamilton/Avnet Electronics 
5825 D. Peachtree Corners 
Norcross 30092 
Tel: (404) 447-7500 
TWX: 810-766-0432 

tPioneer/Georgia 

5835B Peachtree Corners E 

Norcross 30092 

Norcross 30092 

Tel: (404) 448-1711 

TWX: 810-766-4515 



ILLINOIS 

tArrow Electronics, Inc. 
2000 E. Alonquin Street 
Schaumberg 60195 
Tel: (312) 397-3440 
TWX: 910-291-3544 

tHamilton/Avnet Electronics 
1130 Thomdale Avenue 
Bensenville 60106 
Tel: (312) 860-7780 
TWX: 910-227-0060 

tPioneer/Chicago 
1551 Carmen Drive 
Elk Grove Village 60007 
Tel: (312) 437-9680 
TWX: 910-222-1834 

INDIANA 

tArrow Electronics, Inc. 
2718 Rand Road 
Indianapolis 46241 
(317) 243-9353 



ffl 



tHamilton/Avnet Electronics 
485 Gradle Drive 
Carmel 46032 
Tel: (317) 844-9333 
TWX: 810-260-3966 

tPioneer/lndiana 
6408 Castteplaoe Drive 
Indianapolis 46250 
Tel: (317) 849-7300 
TWX: B10-260-1794 

KANSAS 

tHamilton/Avnet Electronics 
9219 Quivera Road 
Overland Park 66215 
Tel: (913) 888-8900 
TWX: 910-743-0005 



tHamilton/Avnet Electronics 
6822 Oak Hall Lane 
Columbia 21045 
Tel: (301) 995-3600 
TWX: 710-862-1861 

tMesa Technology Corporation 

16021 Industrial Drive 

Gaithersburg 20877 

Tel: (301) 948-4350TWX: 710-828-9702 

tPioneer 

9100 Galther Road 
Gaithersburg 20877 
Tel: (301) 948-0710 
TWX: 710-828-0545 

MASSACHUSETTS 

tArrow Electronics, Inc. 
1 Arrow Drive 
Woburn 01801 
Tel: (617) 933-8130 
TWX: 710-393-6770 

tHamilton/Avnet Electronics 
50 Tower Office Park 
Woburn 01801 
Tel: (617) 935-9700 
TWX: 710-393-0382 

tHarvey/Boston 
44 Hartwell Avenue 
Lexington 02173 
Tel: (617) 863-1200 
TWX: 710-326-6617 



TWX: 810-223-6020 

tPioneer/Michigan 
13485 Stamford 
Livonia 48150 
Tel: (313) 525-1800 
TWX: 810-242-3271 

tHamilton/Avnet Electronics 
32487 Schoolcraft Road 
Livonia 48150 
Tel: (313) 522-4700 
TWX: 810-242-8775 

tHamilton/Avnet Electronics 
2215 29th Street S.E. 
Space A5 

Grand Rapids 49508 
Tel: (616) 243-8805 
TWX: 810-273-6921 



MINNESOTA 

tArrow Electronics, Inc. 
6230 W. 73rd Street 
Edina 55435 
Tel: (612) 830-1800 
TWX: 910-576-3125 

tHamilton/Avnet Electronics 
10300 Bren Road East 
Minnetonka 55343 
Tel: (612) 932-0600 
TWX: (910) 576-2720 

tPioneer/Twin Cities 
10203 Bren Road East 
Minnetonka 55343 
Tel: (612) 935-5444 
TWX: 910-576-2738 

MISSOURI 

tArrow Electronics, Inc. 
2380 Schuetz 
St. Louis 63141 
Tel: (314) 567-6888 
TWX: 910-764-0882 

tHamilton/Avnet Electronics 
13743 Shoreline Court 
Earth City 63045 
Tel: (314) 344-1200 
TWX: 910-762-0684 

NEW HAMPSHIRE 

tArrow Electronics, Inc. 
1 Perimeter Road 
Manchester 03103 
Tel: (603) 668-6968 
TWX: 710-220-1684 



TWX: 710-897-0829 

tArrow Electronics, Inc. 
2 Industrial Road 
Fairfield 07006 
Tel: (201) 575-5300 
TWX: 710-998-2206 

tHamilton/Avnet Electronics 

1 Keystone Avenue 

Bldg. 36 

Cherry Hill 08003 

Tel: (609) 424-0110 

TWX: 710-940-0262 

tHamilton/Avnet Electronics 
10 Industrial 
Fairfield 07006 
Tel: (201) 575-3390 
TWX: 710-734-4388 

tHarvey Electronics 
45 Route 46 
Pinebrook 07058 
Tel: (201) 575-3510 
TWX: 710-734-4382 

tMTI Systems Sales 
383 Route 46 W 
Fairfield 07006 
Tel: (201) 227-5552 

NEW MEXICO 

tAlliance Electronics Inc. 
11030 Cochiti S.E. 
Albuquerque 87123 
Tel: (505) 292-3360 
TWX: 910-989-1151 

tHamilton/Avnet Electronics 
2524 Baylor Drive S.E. 
Albuquerque 87106 
Tel: (505) 765-1600 
TWX: 910-989-0614 

NEW YORK 

tArrow Electronics, Inc. 
900 Broad Hollow Road 
Farmingdale 11735 
Tel: (516) 694-6800 
TWX: 510-224-6126 

tArrow Electronics, Inc. 
3000 South Winton Road 
Rochester 14623 
Tel: (716) 275-0300 
TWX: 510-253-4766 

tArrow Electronics. Inc. 
7705 Mallage Drive 
Liverpool 13088 
Tel: (315) 652-1000 
TWX: 710-545-0230 

tArrow Electronics, Inc. 
20 Oser Avenue 
Hauppauge 11788 
Tel: (516) 231-1000 
TWX: 610-227-6623 
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DOMESTIC DISTRIBUTORS 



NEW YORK (Cont'd) 

tHamllton/Avnet Electronics 
333 Metro Park 
Rochester 14623 
Tel: (716) 476-9130 
TWX: 510-253-6470 

tHamilton/Avnet Electronics 
16 Corporate Circle 
E. Syracuse 13057 
Tel: (315) 437-2641 
TWX: 710-541-1660 

fHamilton/Avnet Electronics 
5 Hub Drive 

Melville, Long Island 11747 
Tel: (516) 454-6000 
TWX: 510-224-6166 

fHarvey Electronics 
P.O. Sox 1208 
Binghamton 13902 



rvey Electronics 
Crossway Park West 
Woodbury, Long Island 11797 
Tel: (516) 921-8700 
TWX: 510-221-2184 

tHarvey/Rochester 
840 Fairporl Park 
Fairport 14450 
Tel: (716) 381-7070 
TWX: 510-253-7001 

tMTI Systems Sales 
38 Harbor Park Drive 
Port Washington 11050 
Tel: (516) 621-6200 
TWX: 510-223-0846 

NORTH CAROLINA 

tArrow Electronics, Inc. 
938 Burke Street 
Winston-Salem 27101 
Tel: (919) 726-8711 
TWX: 610-931-3169 

tHamilton/Avnet Electronics 
3510 Spring Forest Drive 
Raleigh 27604 
Tel: (919) 878-0819 
TWX: 510-928-1836 

fPioneer/Carolina 
103 Industrial Avenue 
Greensboro 27406 
Tel: (919) 273-4441 
TWX: 510-925-1114 

OHIO 

tArrow Electronics, Inc. 
7620 McEwen Road 
Centerville 46459 
Tel: (513) 435-5663 
TWX: 810-459-1611 

tArrow Electronics, Inc. 
6238 Cochran Road 
Solon 44139 
Tel: (216) 248-3990 
TWX: 810-427-9409 

tHamilton/Avnet Electronics 
954 Senate Drive 
Dayton 46459 
Tel: (513) 433-0610 
TWX: 810-450-2531 

tHamilton/Avnet Electronics 
4588 Emery Industrial Parkway 
Warrensville Heights 44128 
Tel: (216) 831-3500 
TWX: 810-427-9452 



OHIO (Cont'd) 

tPioneer/Dayton 

4433 Interpolnt Boulevard 

Dayton 45424 

Tel: (513) 236-9900 

TWX: 810-459-1622 

tPioneer/Cleveland 
4800 E. 131st Street 
Cleveland 44105 
Tel (216) 587-3600 
TWX: 810-422-2211 



tArrow Electronics, Inc. 
4719 S. Memorial Drive 
Tulsa 74145 
Tel: (918) 665-7700 



tAlmac Electronics Corporation 
8022 S.W. Nimbus, Bldg. 7 
Beaverton 97005 
Tel: (503) 641-9070 
TWX: 910-467-8743 

tHamilton/Avnet Electronics 
6024 S.W. Jean Road 
Bldg. C. Suite 10 
Lake Oswego 97034 
Tel: (503) 635-7848 
TWX: 910-455-8179 

PENNSYLVANIA 

tArrow Electronics, Inc. 
660 Seco Road 
Monroeville 15146 
Tel: (412) 856-7000 

tPloneer/Pittsburgh 
259 Kappa Drive 
Pittsburgh 15238 
Tel: (412) 782-2300 
TWX: 710-795-3122 

tPioneer/Delaware Valley 
261 Gibralter Road 
Horsham 19044 
Tel: (215) 674-4000 
TWX: 510-666-6778 

TEXAS 

tArrow Electronics, Inc. 
13715 Gama Road 
Dallas 75234 
Tel: (214) 386-7500 
TWX: 910-860-5377 

tArrow Electronics, Inc. 
10899 Kinghurst 
Suite 100 
Houston 77099 
Tel: (713) 530-4700 
TWX: 910-880-4439 

tArrow Electronics, Inc. 10125 

Metropolitan 

Austin 78758 

Tel: (512) 835-4100 

TWX: 910-874-1348 

tHamilton/Avnet Electronics 

2401 Rutland 

Austin 78757 

Tel: (512) 837-8911 

TWX: 910-874-1319 

tHamilton/Avnet Electronics 
2111 W. Walnut Hill Lane 
Irving 75062 
Tel: (214) 659-4100 
TWX: 910-860-5929 



ALBERTA (Cont'd) 



tHamllton/Avnet Electronics 


Zentronics 


8750 West Park 


Bay #1 

3300 14th Avenue N.E. 


Hosuton 77063 


Tel: (713) 780-1771 
TWX: 910-881-5523 


Calgary T2A 6J4 
Tel: (403) 272-1021 


tPioneer/Austln 


BRITISH COLUMBIA 


9901 Burnet Road 




Austin 78758 


L.A. Varah. Ltd. 


Tel: (512) 835-4000 
TWX: 910-874-1323 


2077 Alberta Street 


Vancouver V5Y 1C4 




Tel: (604) 873-3211 
TWX: 610-929-1068 


tPioneer/Dalla8 


13710 Omega Road 




Dallas 75234 


Zentronics 


Tel: (214) 386-7300 
TWX: 910-850-5563 


108-11400 Bridgeport Road 
Richmond V6X 1T2 




Tel: (604) 273-5575 


tPioneer/Houston 


TWX: 04-5077-89 


5853 Point West Drive 




Houston 77036 


MANITOBA 


Tel: (713) 988-5555 





TWX: 910-881-1606 



tHamilton/Avnet Electronics 
1585 West 2100 South 
Salt Lake City 84119 
Tel: (801) 972-2800 
TWX: 910-925-4018 

Wyle Distribution Group 
1959 South 4130 West, Unit B 
Salt Lake City 84104 
Tel: (801) 974-9953 

WASHINGTON 

tAlmac Electronics Corporation 
14360 S.E. Eastgate Way 
Bellevue 98007 
Tel: (206) 643-9992 
TWX: 910-444-2067 

tArrow Electronics. Inc. 
14320 N.E. 21st Street 
Bellevue 98007 
Tel: (206) 643-4800 
TWX: 910-444-2017 

tHamilton/Avnet Electronics 
14212 N.E. 21st Street 
Bellevue 98005 
Tel: (206) 453-5874 
TWX: 910-443-2469 



tArrow Electronics, Inc. 
430 W. Rausson Avenue 
Oakcreek 53154 
Tel: (414) 764-6600 
TWX: 910-262-1193 

tHamilton/Avnet Electronics 
2975 Moorland Road 
New Berlin 53151 
Tel: (414) 784-4510 
TWX: 910-262-1182 



CANADA 



tHamilton/Avnet Electronics 
2816 21st Street N.E. 
Calgary T2E 6Z3 



tL.A. Varah, Ltd. 
4742 14th Street N.E. 
Calgary T2D 6L7 
Tel: (403)230-1235 
TWX: 038-258-97 



L.A. Varah, Ltd. 

12-1832 King Edward Street 

Winnipeg R2R ON1 

Tel: (204) 633-6190 

TWX: 07-55-365 



ONTARIO 

Hamilton/Avnet Electronics 
6845 Rexwood Road 
Units G & H 
Mississauga L4V 1R2 
Tel: (416) 677-7432 
TWX: 610-492-8867 

Hamilton/Avnet Electronics 
210 Colonnade Road South 
Nepean K2E 7L5 
Tel: (613) 226-1700 
TWX: 05-349-71 

LA. Varah, Ltd. 
505 Kenora Avenue 
Hamilton L8E 3P2 
Tel: (416) 561-9311 
TWX: 061-8349 

Zentronics 
8 Tilbury Court 
Brampton L6T 3T4 
Tel: (416) 451-9600 
TWX: 06-976-78 

Zentronics 

564/10 Weber Street North 

Waterloo N2L 5C6 

Tel: (519) 884-5700 

Zentronics 
590 Berry Street 
Winnipeg R3H OS1 
Tel: (204) 775-8661 



Hamilton/Avnet Electronics 
2670 Sabourrn Street 
St. Laurent H4S 1M2 
Tel: (514) 331-6443 
TWX: 610-421-3731 

Zentronics 
505 Locke Street 
St. Laurent H4T 1X7 
Tel: (514) 735-5361 
TWX: 05-827-635 
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EUROPEAN SALES OFFICES 



Intel Corporation S.A. 

Pare Seny 

Rue du Moulin a Papier 51 

Boite 1 

B-1160 Brussels 

Tel: (02)661 07 11 

TELEX: 28414 



Intel Denmark A/S* 



TELEX: 19567 

FINLAND 

Intel Finland OY 
Hameentie 103 
SF - 00550 Helsinki 55 
Tel: 0/716 955 < 
TELEX: 123 332 

FRANCE 

Intel Corporation, S.A.R.L.* 
5 Place de la Balance 
Silic 223 
94528 Rungis Cedex 



FRANCE (Cont'd) 

Intel Corporation, S.A.R.L. 

Immeubte BBC 

4 Quai des Etroits 

69005 Lyon 

Tel: (7) 842 40 89 

TELEX: 305153 

WEST GERMANY 

Intel Semiconductor GmbH* 

Seidlstrasse 27 

D-8000 Muenchen 2 

Tel: (89) 53891 

TELEX: 05-23177 INTL O 

Intel Semiconductor GmbH* 
Mainzer Strasse 75 
D-6200 Wiesbaden 1 
Tel: (6121) 70 08 74 
TELEX: 04186183 INTW D 

Intel Semiconductor GmbH 

Brueckstrasse 61 

7012 Fellbach 

West Germany 

Tel: (711) 58 00 82 

TELEX: 7254826 INTS D 

Intel Semiconductor GmbH* 
Hohenzollern Strasse 5* 
3000 Hannover 1 
Tel: (511) 34 40 81 
TELEX: 923625 INTH D 

Intel Semiconductor GmbH 
Ober-Ratherstrasse 2 
D-4000 Dusseldorf 30 
Tel: (211) 65 10 54 
TELEX: 08-58977 INTL D 



Intel Corporation Italia Spa* 
Milanofiori, Palazzo E 
20094 Assago (Milano) 



NETHERLANDS 

Intel Semiconductor Nederland B.V.* 

Alexanderpoort Building 

Marten Meesweg 93 

3068 Rotterdam 

Tel: (10) 21 23 77 

TELEX: 22283 

NORWAY 

Intel Norway A/S 

P.O. Box 92 

Hvamvelen 4 * 

N-2013 

Skietten 

Tel: (2) 742 420 

TELEX: 18018 



SWEDEN 

Intel Sweden A.B.* 
Box 20092 
Archimedesvagen 5 
S-16120 Bromma 
Tel: (08) 98 53 85 
TELEX: 12261 

SWITZERLAND 

Intel Semiconductor A.G.* 
Forchstrasse 95 
CH 8032 Zurich 
Tel: (01) 55 45 02 
TELEX: 57989 ICH CH 

UNITED KINGDOM 

Intel Corporation (U.K.) Ltd.* 
5 Hospital Street 
Nantwlch, Cheshire CW5 5RE 
Tel: (0270) 626 560 
TELEX: 36620 

Intel Corporation (U.K.) Ltd.* 
Pipers Way 

Swindon, Wiltshire SN3 1RJ 
Tel: (0793) 488 388 
TELEX: 444447 INT SWN 
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EUROPEAN DISTRIBUTORS/REPRESENTATIVES 



TELEX: 11532 BASAT A 



Inelco Belgium S.A. 

Ave. des Croix de Guerre 94 

B1120 Brussels 

Tel: (02) 216 01 60 

TELEX: 25441 



MultiKomponent A/S 
Fabriksparken 31 
DK-2600 Gloskrup 
Tel: (02) 45 66 45 



Nannasgade 16 
DK-2200 Copenhagen 
Tel: (01) 83 50 90 
TELEX: 19037 

FINLAND 

Oy Fintronic AB 

Melkonkatu 24 A 

SF-00210 

Helsinki 21 

Tel: (0) 692 60 22 

TELEX: 124 224 Ftron SF 

FRANCE 

Generim 

Z.I. de Courtaboeuf 
Avenue de la Baltlque 
91943 Les Ulls Cedex-B.P.8 
Tel: (6) 907 78 79 
TELEX: F691700 

Jermyn S.A. 
rue Jules Ferry 35 
93170 Bagnolet 
Tel: (1) 859 04 04 
TELEX: 21810 F 

Metrologie 

La Tour d' Asnleres 

1, Avenue Laurent Cely 

92606-Asnleres 

Tel: (1) 791 44 44 

TELEX: 611-448 



FRANCE (Cont'd) 



Rue Carle Vernet 
F-92310 Sevres 
Tel: (01) 534 75 35 
TELEX: 204552 

WEST GERMANY 

Electronic 2000 Vertriebs A.G. 
Neumarkter Strasse 75 
D-8000 Munich 80 
Tel: (89) 43 40 61 
TELEX 522561 EIEC D 

Jermyn GmbH 
Postfach 1180 
Schulstrasse 48 
D-6277 Bad Camberg 



Celdis Enatechnik Systems GmbH 
Gutenbergstrasse 4 
2359 Henstedt-Ulzburg 1 
Tel: (04193) 4026 
TELEX: 2180260 

Proelectron Vertriebs GmbH 
Max Planck Strasse 1-3 
6072 Dreieich bei Frankfurt 
Tel: (6103) 33564 
TELEX: 417983 

IRELAND 

Micro Marketing 

Glenageary Office Park 

Glenageary 

Co. Dublin 

Tel: (1) 85 62 88 

TELEX: 31584 

ISRAEL 

Eastronics Ltd. 
11 Rozanis Street 
P.O. Box 39300 
Tel Aviv 61390 
Tel: (3) 47 51 51 
TELEX: 33638 

ITALY 

Eledra 3S S.P.A. 
Vlale Elvezia, 18 
I 20154 Milano 
Tel: (2) 34 97 51 
TELEX: 332332 



Milanfiori Pal. E/5 



TELEX: 311351 
NETHERLANDS 

Koning & Hartman 
Koperwerf 30 
P.O. Box 43220 
2544 EN's Gravenhage 
Tel: 31 (70) 210.101 
TELEX: 31528 



Nordisk Elektronic (Norge) A/S 



TELEX: 77546 
PORTUGAL 

Ditram 

Componentes E Electronica LDA 

Av. Miguel Bombarda, 133 

P1000 lisboa 

Tel: (19) 545 313 

TELEX: 14182 Brieks-P 



Interface S.A. 

Ronda San Pedro 22,3 

Barcelona 10 

Tel: (3) 301 78 61 



ITT SESA 

Miguel Angel 23-3 

Madrid 10 

Tel: (1) 419 54 00 

TELEX: 27707 



AB Gosta Backstrom 
Box 12009 
Alstroemergatan 22 
S-10221 Stockholm' 12 
Tel: (8) 541 080 
TELEX: 10135 



8WEDEN (Cont'd) 

Nordisk Electronik AB 
Box 27301 
Sandhamnsgatan 71 
S-10254 Stockholm 
Tel: (8) 635 040 
TELEX: 10547 

SWITZERLAND 

Industrade AG 



Postcheck 80 - 21190 
CH-8021 Zurich 
Tel: (01) 363 23 20 
TELEX: 56788 INDEL CH 

UNITED KINGDOM 



Unit 67 
London Road 
Earley, Reading 



TELEX: 848215 

Comway Microsystems Ltd. 
Market Street 
UK-Bracknell, Berkshire 
Tel: 44 (344) 55333 
TELEX: 847201 

Jermyn Industries 
Vestry Estate 
Sevenoaks, Kent 
Tel: (0732) 450144 
TELEX: 95142 

M.E.D.L. 

East Lane Road 
North Wembley 
Middlesex HA9 7PP 
Tel: (01) 904 93 07 
TELEX: 28817 

Rapid Recall, Ltd. 
Rapid House/Denmark St 
High Wycombe 
Berks, England -HP11 2ER 
Tel: (0494) 26 271 
TELEX: 837931 

YUGOSLAVIA 

H. R. Microelectronics Enterprises 

P.O. Box 5604 ' 

San Jose, California 95150 

Tel: 408/978-8000 

TELEX: 278-559 
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INTERNATIONAL SALES OFFICES 



Intel Semiconductor Pty. Ltd. 

Spectrum Building 

200 Pacific Highway 

Level 6 

Crows Nest, NSW. 2089 

Australia 

Tel: 011-61-2-436-2744 

TELEX: 790-20097 

FAX: 011-61-2-923-2632 



HONG KONG 



161-167 Des Voeux Road Central 
Tel: 011-852-5-450-885 
TELEX: 63869 ISLHKHX 



Tsukuba-gun, Ibaraki-ken 300-26 
Tel: 029747-8511 
TELEX: 03656-160 



JAPAN (Cont'd) 

Intel Japan K.K.* 
2-1-15 Naka-machi 
Atsugl, Kanagawa 243 
Tel: 0462-23-3511 

Intel Japan K.K.' 
2-51-2 Kolima-cho 
Chotu, Tokyo 182 
Tel: 0424-88-3151 

Intel Japan K.K.' 
2-69 Hon-cho 
Kumagaya, Saitama 360 
Tel: 0485-24-6871 



JAPAN (Cont'd) 

Intel Japan K.K.* 
2-4-1 Terauchi 
Toyonaka, Osaka 560 
Tel: 06-863-1O91 

Intel Japan K.K. 
1-5-1 Marunouchi 
Chiyoda-ku, Tokyo 100 
Tel: 03-201-3621/3681 

Intel Japan K.K.* 
1-23-9 Shinmachi 
Setagaya-ku, Tokyo 154 
Tel: 03-426-2231 
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INTERNATIONAL DISTRIBUTORS/REPRESENTATIVES 



ARGENTINA 

VLC S.R.L. 

Sarmiento 1630, 1 Piso 

1042 Buenos Aires 

Tel: 35-1201/9242 

TELEX: Public Booth 9900 or 9901 

Mailing Address 

Soimex International Corporation 

15 Park Row. Room #1730 

New York, New York 10038 

(212) 406-3052 

Attn: Gaston Briones 

AUSTRALIA 

Total Electronics 
9 Harker Street 
Burwood 
Victoria 3125 
Tel: 61 3 288-4044 
TELEX: AA 31261 



Total Electronics 
#1 Johnstone Lane 
Lane Cove, N.S.W. 2066 
TELEX: 26297 



Pirituba Sao Paulo 

Tel: 261-0211 

TELEX: 1122274/ICOTBR 



AV. VIC MCKENNA 204 
Casilla 6055 
Santiago 



International Computer Machines 
Carrera 7 No. 72-34 
Apdo. Aereo 19403 
Bogota 1 



Schmidt & Co. Ltd. 

Wing on Centre, 28th Floor 

111 Connaught Road Central 



Micronic Devices 

104/109C, Nirmal Industrial Es 

Sion (E) 

Bombay 400022 

Tel: 486-170 

TELEX: 011-71447 MDEV IN 

JAPAN 

Asahi Electronics Co. Ltd. 
KMM Bldg. Room 407 
2-14-1 Asano, Kokura 
Kita-Ku, Kitakyushu City 802 
Tel: (093) 511-6471 
TELEX: AECKY 7126-16 



JAPAN (Cont'd) 

Hamilton-Avnet Electronics Japan Ltd. 
YU and YOU Bldg. 1-4 Horidome- 



TELEX: 2523774 

Ryoyo Electric Corp. 
Konwa Bldg. 
1-12-22, Tsukiji 
Chuo-Ku, Tokyo 104 
Tel: (03) 543-7711/541-7311 

Tokyo Electron Ltd. 
Shin Juku, Nomura Bldg. 
26-2 Nishi-Shin Juku-lchome 
Shin Juku-Ku, Tokyo 160 
Tel. (03) 343-4411 
TELEX: 232-2220 LABTEL J 

KOREA 

Koram Digital 

2nd Floor, Government Pension Bldg. 

1-589, Yoido-Dong 

Youngdungpo-Ku 

Seoul 150 

Tel: 782-8039 or 8049 

TELEX: KODIGIT K25 299 

NEW ZEALAND 

McLean Information Technology Ltd. 
459 Kyber Pass Road, Newmarket, 
P.O. Box 9464, Newmarket 
Auckland 1, New Zealand 
Tel: 501-801. 501-219, 587-037 
TELEX: NZ21570 THERMAL 



General Engineers Corporation Pty. 

Ltd. 

18 Paslr Panjang Road 

11-05/08 PSA Multi Storey Complex 

Singapore 0511 



SOUTH AFRICA 

Electronic Building Elements, Pty. Ltd. 

P.O. Box 4609 

Hazelwood, Pretoria 0001 

Tel: 011-27-12-46-9221 or 9227 

TELEX: 3-0181 SA 

TAIWAN 

Taiwan Automation Corp.* 
3rd Floor #75. Section 4 
Nanking East Road 
Taipei 



YUGOSLAVIA 

H. R. Microelectronics Enterprises 

P.O. Box 5604 

San Jose, California 95150 

Tel: (408) 978-8000 

TELEX: 278-559 



'Field Application Location 



iny 



U.S. SERVICE OFFICES 



Mt. View 94043 
Tel: (415) 968-8211 
TWX: 910-339-9279 
910-338-0255 

Intel Corp. 

2000 E. 41h Street 

Suite 110 

Santa Ana 92705 

Tel: (714) 835-5577 

TWX: 910-595-2475 



Intel Corp. 

5530 N. Corbin Avenue 

Suite 120 

Tarzana 91356 

Tel: (213) 708-0333 

COLORADO 



Suite 720 
Denver 80222 
Tel: (303) 321-8086 
TWX: 910-931-2289 

CONNECTICUT 

Intel Corp. 

36 Padanaram Road 
Danbury 06810 
Tel: (203) 792-8366 

FLORIDA 

Intel Corp. ■ 

1500 N.W. 62nd Street 

Suite 104 

Ft. Lauderdale 33309 

Tel: (305) 771-0600 

TWX: 510-956-9407 

Intel Corp. 

500 N. Maitland Avenue 

Suite 205 

Maitland 32751 

Tel: (305) 628-2393 

TWX: 810-853-9219 

Intel Corp. 

5151 Adanson Street 
Orlando 32804 
Tel: (305) 628-2393 



GEORGIA 

Intel Corp. 

3300 Hotcombe Bridge Road 

Suite 225 

Norcross 30092 

Tel: (404) 441-1171 

ILLINOIS ■ 

Intel Corp. 

2550 Golf Road 

Suite 815 

Rolling Meadows 60008 

Tel: (312) 981-7270 

TWX: 910-253,1825 

KANSAS 

Intel Corp. 

8400 W. 110th Street 

Suite 170 

Overland Park 66210 

Tel: (913) 642-8080 

MARYLAND 

Intel Corp. 7257 Parkway Drive 
Hanover 21076 
Tel: (301) 796-7500 
TWX: 710-862-1944 

MASSACHUSETTS 

Intel Corp. 

27 Industrial Avenue 
Chelmsford 01824 
Tel: (617) 256-1800 
TWX: 710-343-6333 



Suite 401 
Southfield 48075 
Tel: (313) 354-1540 
TWX: 810-244-4915 

MINNESOTA 

Intel Corp. 

7401 Metro Boulevard 

Suite 355 

Edlna 55435 

Tel: (612) 835-6722 

TWX: 910-567-2867 

MISSOURI 



NEW JERSEY 

Intel Corp. 
385 Sylvan Avenue 
Engtewood Cliffs 07632 
Tel: (201) 567-0820 
TWX: 710-991-8593 

NEW YORK 

Intel Corp. 
2255 Lyell Avenue 
Rochester 14606 
Tel: (716) 254,6120 

NORTH CAROLINA 

Intel Corp. 

5600 Executive Drive 
Suite 113 
Charlotte 28212 
Tel: (704) 568-8966 

Intel Corp. 

2306 W. Meadowview Road 

Suite 206 

Greensboro 27407 

Tel: (919) 294-1541 

OHIO 

Intel Corp. 

Chagrin-Brainard Bldg. 

Suite 305 

28001 Chagrin Boulevard 

Cleveland 44122 

Tel: (216) 464-6915 

TWX: 810-427-9298 

Intel Corp. 

6500 Poe Avenue 

Dayton 45414 

Tel: (800) 325-4415 

TWX: 810-450-2628 

OKLAHOMA 

Intel Corp. 

4157 S. Harvard 

Suite 123 

Tulsa 74101 

Tel: (918) 744-8068 

OREGON 

Intel Corp. 

10700 S.W. Beaverton-Hillsdale 

Highway 

Suite 22 

Beaverton 97005 

Tel: (503) 641-8086 

TWX: 91M67-8741 



PENNSYLVANIA 

Intel Corp. 

500 Pennsylvania Avenue 
Fort Washington 19034 
Tel: (215) 641-1000 
TWX: 510-661-2077 

Intel Corp. 

201 Penn Center Boulevard 

Suite 301 W 

Pittsburgh 15235 

Tel: (313) 354-1540 

TEXAS 

Intel Corp. 

313 E. Anderson Lane 

Suite 314 

Austin 78752 

Tel: (512)454-3628 

TWX: 910-874-1347 

Intel Corp. 
12300 Ford Road 
Suite 380 
Dallas 75234 
Tel: (214) 241-8087 
TWX: 910-860-5617 



Suite 1490 
Houston 77074 
Tel: (713) 988-8088 
TWX: 910-881-2490 

VIRGINIA 

Intel Corp.. 

7700 Leesburg Pike 

Suite 412 

Falls Church 22043 

Tel: (703) 734-9707 

TWX: 710-931-0625 

WASHINGTON 

Intel Corp. 

110 110th Avenue N.E. 

Suite 510 

Bellevue 98004 

Tel: 1-800-538-0662 

TWX: 910-443-3002 

WISCONSIN 



Suite 148 
Brookfield 53005 
Tel: (414) 784-9060 



Earth City 63045 
Tel: (314) 291-2015 



